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SITE NAME ~%ND LOCATION

Baldwin Park Operable Unit
San Gabriel Valley Area 2 Superfund Site
Los Angeles County, California

STATEMENT OF BASIS AND PURPOSE

This decision document presents the selected remedial action
for the Baldwin Park Operable Unit (OU), San Gabriel Valley
Superfund Sites, chosen in accordance with CERCLA ns amended by
SARA and, to the extent practicable, the National Contingency
Plan. This decision is based on the administrative record for
this operable unit.

In a letter from Margaret Felts, Deputy Director, Site
Mitigation Program, Department of Toxic Substances Control, the
State of California concurred with EPA’s selected remedy.

ASSESSMENT OF THE SITE

Actual or threatened releases of hazardous substances from
this site, if not addressed by implementing the response action
selected in this ROD, may present an imminent and substantial
endangerment to public health, welfare or the environment.

DESCRIPTION OF THE REMEDY

The Baldwin Park Operable Unit addresses a large area of
groundwater contamination in the San Gabriel Valley. Volatile
organic compounds (VOCs) are present in the groundwater
throughout a several mile long area, extending beneath the cities
of Azusa, Irwindale, and Baldwin Park. Six other operable units
address contamination in other portions of the San Gabriel Basin
(see Figure ROD-4).

The remedy will limit further migration of contaminated
groundwater to areas and depths that would benefit most from
additional protection, remove a significant mass of contamination
from the aquifer, and collect data necessary to determine fin~l
clean up standards for the Baldwin Park area. The Baldwin Park
Operable Unit is classified as an interim action.

The selected remedy includes extraction of contaminated
groundwater at the downgradient end of two broad subareas of
contamination. The first of the two subareas is the lower area,
where concentrations of trichloroethene (TCE), tetrachloroethene
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(PCE), carbon tetrachloride (CTC), or other contaminants are five
to I0 times Federal or State drinking water standards, and where
downgradient portions of the aquifer are significantly less
contaminated, The second area is the upper area, where
concentrations of PCE or TCE exceed 200 times drinking water
standards, indicating the presence of non-aqueous phase
contamination or other surface or subsurface sources of TCE, PCE,
CTC, or other contaminants that are acting as continuing sources
of dissolved-phase groundwater contamination.

The remedy includes extraction of contaminated groundwater
at locations and rates sufficient to capture contaminated
groundwater moving from the upper and lower areas of
contamination during all anticipated recharge conditions. EPA’s
analyses indicate that its remedial objectives will be
efficiently met by extracting approximately 19,000 gallons per
minute of contaminated groundwater as continuously as feasible.
The final decision on precise extraction rates and locations will
be made during remedial design. One or more existing groundwater
extraction wells may be used in the remedy.

The remedy includes treatment facilities needed to remove
TCE, PCE, CTC, and other contaminants from the extracted
groundwater by either or both of two proven treatment
technologies: liquid-phase granular activated carbon filtration
and air stripping (with offgas controls). Treatment technologies
will be determined during remedial design after additional
groundwater quality data are obtained. One or more existing
treatment facilities may be incorporated into the remedy.

The remedy includes pipelines, pump stations, and other
conveyance facilities needed to deliver the treated groundwater
to one or more uses or users. EPA’s preference is that treated
water be supplied to one or more water purveyors, possibly
including Metropolitan Water District of Southern california, for
distribution to their residential and business customers. The
final decision will be made after completion of the ROD depending
on the outcome of additional negotiations with potential
recipients of the treated water to identify recipients that can
be supplied at least cost with the fewest institutional
obstacles.

If water purveyors can accept water for most, but not all,
of the year, excess water may be piped to spreading basins and
flood control channels operated by the Los Angeles County
Department of Public Works for recharge into the aquifer. If
agreements cannot be reached with water purveyors, water may be
recharged year-round. If necessary, recharge location(s) willbe
determined during remedial design.
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The remedy includes the installation and sampling of
groundwater monitoring wells, the sampling of existing monitoring
wells, measurement of groundwater elevations at monitoring and
production wells, and the measurement of other aquifer properties
to verify or refine plume boundaries, predict treatment facility
influent concentrations, and evaluate the effectiveness of the
remedy.

EPA will review this action every five years throughout the
interim remedy period.

EPA is the lead agency for this project and the Department
of Toxic Substances Control of the State of California
Environmental Protection Agency is the support agency.

DECLK~ATION

This interim action is protective cf human health and the
environment, complies with Federal and State applicable or
relevant and appropriate requirements directly associated with
this action and is cost effective. This action utilizes
permanent solutions and alternative treatment (or resource
recovery) technologies to the maximum extent practicable for this
interim action. The statutory preference for remedies that
employ treatment that reduces toxicity, mobility, or volume as a
principal element will be addressed at the time of the final
response action. Subsequent actions are planned to fully address
the principal threats at the site.

Because this remedy will result in hazardous substances
remaining on-site above health-based levels, EPA shall conduct a
review, pursuant to CERCLA Section 121, 42 U.SoC. Section 9621,
at least once every five years after commencement of remedial
action to ensure that the remedy continues to provide adequate
protection of human health and the environment.

¯
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~ART II- DECISION SUMMARY

This Decision Summary summarizes site-specific information
and analyses relevant to the selection of an interim remedy for
the Baldwin Park Operable unit of the San Gabriel Valley Area 2
Superfu/%d Site. The Decision Summary includes a description of
the nature and extent of contamination, a comparative analysis of
remedial alternatives (i.e., clean up options), a description of
the selected remedial alternative, and the rationale for the
selected remedy. The Decision Summary presents some of the same
information included in the Declaration (Part I), but in
significantly greater detail.

I. SITE LOCATION ANDDESCRI~TION

Section 1.1 briefly describes the location and physical
characteristics of the San Gabriel Valley, including its
topography, geology, hydrology, land use, and water management
practices. Section 1.2 describes the Baldwin Park area in more
detail.

i.I The San Gabriel Valley= Location, Physical
Characteristics, and Water Management Practices

I.i.I Location and Topography

The San Gabriel Valley is a suburban, largely developed
portion of Los Angeles County covering more than 170 square miles
(see Figure ROD-l). More than one million residents live in the
Valley, alongside a variety of commercial and industrial
operations.

The San Gabriel Mountains are a major geologic feature of
the region. They form the northern boundary of the San Gabriel
Valley, rising up to I0,000 feet in elevation. The Valley
surface is a broad piedmont plain, which slopes from the San
Gabriel Mountains southward towards a gap in the southern hills
known as the Whittier Narrows. The average slope of the valley
floor is about 65 feet per mile. Figure ROD-2 shows major
features of the area.

i.I.2 surface Water, Groundwater, and Water Management

Major surface water features in the San Gabriel Valley
include the San Gabriel River, tributaries to the San G~briel
River, and spreading basins located to the river channels. The
San Gabriel River system drains a portion of the San Gabriel
~ountains. Surface flow in much of the San Gabriel River is

6
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intermittent; the river channel is often dry, except during
significant storm events and spring runoff.

Tributaries to the San Gabriel River presentin the Baldwin
Park area include Big Dalton Wash, Little Dalton Wash, and Walnut
Creek. Much of the length of these tributaries has been lined

with concrete. As in the San Gabriel River, flow in the
tributaries is intermittent, limited to storm events or when the
channels are being used to transport water to recharge
facilities.

Los Angeles County operates two spreading basins in the
Baldwin Park area to increase recharge of the aquifer.
Groundwater producers in the San Gabriel Valley typically extract
more water than is "naturally" replenished; the overdraft is
replaced by "artificially" recharging water in the spreading
basins. The recharged water originates as local storm runoff or
is imported surface water transported from Northern California
and the Colorado River. The two spreading basins are the large
Santa Fe Spreading Grounds, located in the northern part of the
Baldwin Park area along the San Gabriel River, and the smaller
Irwindale Spreading Grounds (ISG), located in the eastern portion
of the Baldwin Park area adjacent to Big Dalton Wash.

I.I.3 Water Rights and Water Management Institutions

The San Gabriel Basin aquifer underlies most of the San
Gabriel Valley. It stores an estimated three trillion gallons of
water and is the primary source of water for most of the Basin’s
one million residents. In the last 20 years, annual groundwater
extraction (pumping) in the Basin has ranged from approximately
59 to 78 billion gallons per year. A typical household uses 150
to 250 gallons per day.

Water resource management in the San Gabriel Basin is
governed by two court decisions resulting from intra- and inter-
basin conflicts over the use of water.

The first lawsuit, settled in 1964 as the Long Beach
Judgment, requires that the water users in the San Gabriel Basin
deliver an average of 98,415 acre-feet/year of usable water to
the downstream Central Basin. (One acre-foot equals 325,829
gallons~) The San Gabriel River Watermaster administers the
interbasin agreement.

The second lawsuit, settled in 1973 as the Alhambra
Judgment, allocates water rights within the San Gabriel Basin.
The Main-San Gabriel Basin Watermaster was established to
admin~;~ter the Alhambra Judgment. This Judgment includes a
monetary assessment on those water purveyors pumping more than
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their annual share of the Operating Safe Yield, as set by the
Watermaster. Assessment fees are used to buy imported water for
basin replenishment.

Agencies which use or manage water in the Basin currently
includes 3 watermasters, 3 municipal water districts, the
Metropolitan Water District, the San Gabriel Basin Water Quality
Authority, 45 water purveyors, and 105 individual water-rights
holders. The role of the municipal distracts is mainly to
provide supplemental water supplies from MetropolitanWater
DistrAct of Southern California (Metropolitan) or the State Water
Project (SWP). The water purveyors vary in size and type and
include investor-owned utilities, special distracts, city water
departments, and small mutual water companies.

Water purveyors in the Baldwin Park area include the: City
of Azusa, California Domestic Water Company, city of Glendora,
La Puente Valley County Water District, San Gabriel Valley Water
Company (SGVWC), Suburban Water Systems (Suburban), Valley County
Water District (VCWD), and others.

Purveyors in the basin have, for the most part, acted
independently in deciding where, when, or in what quantities they
pump groundwater. In 1991, due in large part to EPA and State
efforts, the Watermaster adopted rules to regulate water supply
actions that may affect the movement of contaminated groundwater
in the San Gabriel Basin. There is not yet a consensus on the
adequacy of Watermaster’s efforts to regulate water supply
actions in the Basin.

1.2 The Baldwin Park Area

The Baldwin Park Operable Unit (OU) addresses groundwater
contamination in and near the cities of Azusa, Irwindale, and
Baldwin Park, in the area EPA has designated as Remedial
Investigation (RI) Area 5 (Figure ROD-2). The approximate
location of this multiple square-mile area, referred to as the
"OU area" or "Baldwin Park area," is west of Azusa Avenue
(Highway 39),"~ south of the San Gabriel Mountains, east of the San
Gabriel River, and north of Walnut creek.

Nearly all of the Baldwin Park area is fully developed for
residential, commercial, and industrial use. The largest parcels
of open land ~re active and inactive gravel pits and the Santa Fe
Flood Control Basin.

The Sierra~Madre Fault system passes through the northern
portion of:the ~a~dwin Park area, generally east/west, near the
base of the San~abriel Mountains. The system presents a low-
permeability barrier that limits groundwater movement southward

8
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from the San Gabriel Mountains. In the OU area, groundwater
levels north of the fault system are substantially higher than
those to the south.

The surficial geology of the Baldwin Park area is composed
of alluvial materials deposited by the San Gabriel River and its
tributaries. Braided stream deposits occur along River channels;
outcrops of stream channel deposits also occur along River
channels and major tributaries. Floodplain deposits and
undifferentiated alluvium cover the area between the stream
channels. The underlying sediments are derived from the
dominantly crystalline San Gabriel Mountains and are typically
coarse-grained (e.g., sand, gravel, and boulders). These
sediments are unconsolidated to partially consolidated non-marine
sediments of Recent and Pleistocene Age. They were deposited by
fluvial and geomorphic processes associated with the San Gabriel
River and its tributaries. Marine sediments, probably of
Pleistocene and Pliocene Age, underlie some of the non-marine
sediments and areincluded within the groundwater system.

The northern and central portions of the Baldwin Park area
consist almost entirely of massive gravel deposits. Lithologic
evaluations of well logs indicate gravel deposits greater than
500 feet in thickness in the northern portions of the Baldwin
Park area, mixed with i0- to 30-foot-thick layers of clay and
gravelly clay further south. The thickness of alluvial sediments
is believed to range from a few hundred feet in the north to over
2,000 feet in the south.

Hydraulic conductivity estimates in the Baldwin Park area
are some of the highest in the basin. Aquifer test results from
seven locations yield hydraulic conductivity estimates between
about 270 and 5,000 ft/day. The highest estimates are for the
northern and central portion of the basin; lower values are
observed toward the southwestern and southeastern margins.
These high hydra~lic conductivity estimates indicate that very
large extraction volumes are required to create significant
changes in the flow of groundwater. Estimates of specific yield
are 0.i to 0.2, reflecting the coarse-grained materials in the
area.

Figure ROD-3 reprints a map prepared by the Los Angeles
County Department of Public Works (LACDPW) illustrating water
levels during fall i990. The figure shows water level contours
drawn using data f£om 150 to 200 wells. (Groundwater flows in a
direction perpendicular ~o groundwater level contours.) The
figure provides a snapshot of regional flow, but does not show
local-scale variat%ons ~n groundwater flow caused by pumping,
recharge, or geoiu~$.c f~ 3.~s.
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Figure ROD-3 indicates that groundwater fiow in the OU area
is generally towards the Whittier Narrows to the southwest. The
direction of flow can vary significantly from Figure ROD-3 (by
more than ninety degrees), however, particularly in the vicinity
of the Santa Fe Spreading Grounds during periods of significant
recharge.

An estimate of the average horizontal gradient in the
Baldwin Park area in the fall 1990 is approximately 0.002 foot
per foot (ft/ft), which is among the lowest in the basin
(estimate derived from Figure ROD-3). Deviations from this
regional estimate are expected to be greatest in the vicinity of
pumping wells, recharge areas, and faults. Vertical gradients
are not well known. At one location in the middle of the Baldwin
Park area where data are available on vertical gradients across
1300’ of the aquifer, gradients are low (< 0.004 ft/ft in
September 1991). Vertical gradients may be locally higher,
however, near pumping wells, geologic faults, and zones of
recharge, such as spreading basins.

The elevation of the water table in the Baldwin Park area
can vary significantly year to year, decreasing during dry years
and rapidly increasing during periods of above-average rainfall.
In the period 1982-1992, the groundwater level at the "Baldwin
Park Key Well" (identified in the Alhambra Judgment) began 1982
at approximately 240’, declined during subsequent drought years
to just under 200’ in 1991, then rebounded to over 250’ after the
two relatively wet years of 1991/92 and 1992/93. This
variability in water levels influences the movement of
contaminants and complicates the installation of shallow
monitoring wells (e.g., requiring relatively long-screened
intervals).

2. SITE HISTORY* origins, Discovery, and Local Response to the
Groundwater Contamination

2.1 Origins and Discovery of the Contamination

Volatile Organic Compounds (VOCs), the contaminants
responsible for placement of portions of the San Gabriel Basin on
the National Priorities List (NPL), were apparently used in large
quantities at industrial facilities as early as the 1940s.
Throughout the 1940s, 50s, 60s, 70s, and 80s, carbon
tetrachloride (CTC), tetrachloroethene (PCE), trichlorQethene
(TCE) and other VOCs were used by hundreds of businesses in the

ou area for degreasing, as raw materials for automotive products,
by a solvent recycler, for chemical extractions, and for other
purposes. VOCs haveprobably been released to the ground by a

i0
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combination of intentional disposal, careless handling during
loading and unloading, leaking tanks and piping, and other means.

The significant depth to water in most of the 0U area (100
to 400, below ground surface) provides some sorptive capacity for
VOCs released to the soil. More importantly, however, the
absence of extensive fine-grained layers (e.g., clay or silt
layers) in the OU area increases the likelihood that contaminants
released tc the subsurface will reach groundwater. Fine-grained

materials inhibit the downward movement of contaminants due to
their lower permeability and higher sorptive capacity.

VOCs may have reached the groundwater as early as the 1940s
or 1950s, but were not detected in groundwater until 1979 during
environmental monitoring activities conducted by Aerojet
Electrosystems near its facility in Azusa. In May 1984, four
areas of contamination were listed as San Gabriel Valley Areas
1-4 on EPA’s National Priorities List based on water qual~ity
information available at the time of listing. Subsequent
investigation by EPA and others revealed widespreadVOC
contamination. During the past 12"years, more than two-thirds of
the 366 water supply wells (also known as production wells) for
which VOC data are available have shown detectable concentrations
of VOCs; about one-quarter of the 366 wells have shown
concentrations exceeding drinking water standards.

2,2 Remedial Investigation

EPA’S Remedial Investigation of the San Gabriel Basin began
in 1985 with a basinwide groundwater sampling program known as
the Supplemental Sampling Program. In subsequent years, EPA
completed additional field sampling efforts, which have included
sampling of inactive water supply wells, depth-specific sampling
of water supply wells, and monitoring well installation and
sampling. The results of EPA’s sampling efforts are summarized
in numerous EPA documents:

Draft Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation... May
22, 1990.

Technical Memorandum, Sampling of Existing Wells, San
Gabriel Area 5 Remedial Investigation. June 25, 1991.

Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation.
December 2, 1991.

ii
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Interim Report of Remedial Investigations, san Gabriel
Basin... July 1992. (This report summarizes sampling
activities up through 1989.)

Technical Memorandum, Sampling of Existing Wells--Second
Round, San Gabriel Area 5 Remedial Investigation. July
1992.

Technical Memorandum, Area 5 Monitoring Well Installation
and Sampling, San Gabriel Area 5 Remedial Investigation~..
October 26, 1992.

EPA’s Remedial Investigation has included the compilation
and analysis of data collected by individual water purveyors,
business and property owners, and the Main San Gabriel Basin
Watermaster. Individual water purveyors regularly sample more
than 50 water supply wells in the Baldwin Park area in accordance
with Federal and State drinking water requirements. Individual
businesses and property owners have installed and sampled more
than 25 groundwater monitoring wells in facility-specific
investigations in the Baldwin Park area, most of which are
overseen by the California Regional Water Quality Control Board
(Reglonal Board). EPA works cooperatively with the Regional
Board to set investigation priorities and provide assistance at
individual sites as needed. The Main San Gabriel Basin
Watermaster has also sampled several inactive water supply wells
in the Baldwin Park area.

EPA has summarized and analyzed the results of the Remedial
Investigation, making use of data collected by EPA and others, in
the Baldwin Park Operable Unit Feasibility Study Report, dated
April 2, 1993.

2.3 Local Response to the Contamination

EPA has not implemented any remedial actions in the Baldwin
Park area, but water purveyors and local agencies have
implemented or plan to implement projects that contribute or will
contribute to EPA’s remedial objectives.

As the contaminated groundwater has spread and existing
water supply wells have become contaminated, water purveyors have
installed treatment facilities and responded in a variety of
other ways to satisfy their obligations to supply water meeting
State and Federal drinking water standards. Some purveyors have
shut down wells. In other cases they have been able to continue
to operate contaminated wells by pumping wells intermittently, at
reduced rates, or by blending contaminated water with better
quality water from other wells. In other cases, they have
drilled wells deeper or installed new wells in search of cleaner

12
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water, acquired water from other San Gabriel Basin water
purveyors, or purchased imported water. More recently, as other
options become less feasible and more costly, purveyors have
installed wellhead treatment systems.

In the OU area, purveyors have made use of all of these
options to respond to the contamination. The Valley County Water

District (VCWD) has shut down four wells andinstalled wellhead
treatment facilities at three others; the San Gabriel Valley
Water Company (SGVWC) has shut down wells, deepened existing
wells, drilled new deep wells, used blending, and installed
wellhead treatment; Suburban Water Systems has blended and
installed new deeper wells; and the City of Glendora has
purchased additional imported water. Although more than 12
existing water supply wells have become contaminated in the area,
the Baldwin Park area continues to serve as a significant source
of drinking water. Periodic monitoring ensures that drinking
water supplied to consumers meets EPA and State drinking water
standards.                       .

Three water purveyors (VCWD, SGVWC, and La Puente Valley
County Water District) have funded treatment projects in the
Baldwin Park area. The State Water Resources Control Board and
the California Department of Toxic Substances Control have
contributed funding for two other treatment facilities. State
funding has been provided to the San Gabriel Basin Water Quality
Authority, which has overseen the construction of a second Valley
County Water District treatment facility (at the Arrow Highway
well) and, as of March 1994, is preparing to begin construction
Of another treatment project at the Big Dalton well. If
constructed and operated as planned, the project at the Big
Dalton well site may partially satisfy EPA’s remedial objectives
in the Baldwin Park area. The Authority’s planned project would
result in the extraction and treatment of 2,000 to 3,000 gallons
per minute (gpm) of contaminated groundwater, a small but
significant portion of the approximately 19,000 gpm of extraction
that EPA’s studies indicate may be needed.

Water purveyors’ response to the contamination has been
driven by their need to supply safe drinking water to their
customers. Initially, some purveyor actions (e.g., relocating
wells from contaminated to clean areas) may have marginally
contributed to the spread of contamination in the aquiferr but
more recent actions (e.g., the installation of treatment)
contribute to the cleanup. Still, EPA does not believe that
actions by water purveyors provide an adequate, cumulative
response to the contamination. The limitations of installing
treatment only at existing water supply wells after the
contamination has spread (occasionally termed wellhead treatment)

13
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are described further in Section 7 of this document (Summary of
Site Risks).

3. ENFORCEMENT ACTIVITIES

EPA began its enforcement efforts in the Baldwin Park area
in approximately 1985 with searches for and evaluations of
historical Federal, State, and local records on chemical usage,
handling, and disposal.

In 1985, the California Regional water Quality ControlBoard
(Regional Board) began its Well Investigation Program (WIP) to
identify the sources of groundwater contamination detected in
water supply wells. In 1989, EPA entered into a cooperative
agreement with the Regional Board to expand the WIP program, in
order to assist EPA in determining the nature and extent of the
sources of the groundwater contamination in the Baldwin Park area
and other portions of the San Gabriel Valley, and to identify
responsible parties. The cooperative agreement has been renewed
annually. Regional Hoard staff directly oversee facility-
specific investigations in the Baldwin Park area; EPA’s role has
been to help fund the Regional Board, help set priorities, and,
as needed, to intervene in individual investigations to obtain
information, evaluate claims of inability to pay, and threaten or
use Federal enforcement authority to ensure that necessary
investigation work is promptly completed.

As of October 1995, the Regional Board has, in the Baldwin
Park area, ~entchemical use questionnaires to more than 1,600
facilities; inspected more than 600 of these facilities; directed
mor~ than 70 facilities to investigate potential soil or soil gas
contamination; and directed approximately 17 facilities to
investigate groundwater contamination. EPA has used its
authority to request information (CERCLA section 104(e)) to
supplement the Regional Board’s efforts by sending information
requests and evaluating responses from more than 150 current and
historical property owners and businesses.

Concurrent with source identification efforts, EPA carried
out a fund-lead Remedial Investigation and Feasibility Study
(RI/FS} (i.e., using funding from the Superfund trust fund),
rather than through enforcement action. In the RI/FS, EPA
supplemented data generated during facility-s~cific
investigations with regional information on the nature and extent

of contamination.

A subset of the 70+ facilities investigating contamination
in the Baldwin Park area are believed to be contributors to the
groundwater contamination. EPA has sent General Notice of

14
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Liability for the Baldwin Park Operable Unit to approximately 110
owners and/or operators, representing 20 to 25 contaminated
parcels. Most of the General Notice letters were sent in three
mailings: in May 1990, September 1990, and August 1993.

EPA anticipates issuing special notice for the Baldwin Park
Operable Unit in 1994 to a subset of recipients of General
Notice. EPA has begun discussions with individual Potentially
Responsible Parties (PRPs) and the San Gabriel Basin Industry
Coalition (representing multiple PRPs) in an effort to speed the
start of clean up work in the Baldwin Park area. To date,
however, no Administrative Orders on Consent or Consent Decrees
have been attempted or reached, and no Unilateral Administrative
Orders (UAOs) have been issued, to or with PRPs in the Baldwin
Park area. One Baldwin Park area PRP, the Aerojet Gencorp,
agreed in 1990 to pay $554,678.59 associated with investigating
Aerojet’s Azusa, California facility in partial settlement of EPA
past costs.

Enforcement efforts in other parts of the San Gabriel Valley
Superfund Sites include a Consent Order reached in September 1993
with 42 PRPs for the Puente Valley Operable Unit (see Figure ROD-
4). In addition, as of March 1994, four parties in the Puente
Valley and E1 Monte Operable Units of the San Gabriel Valley have
been issued UAOs for Remedial Investigation. Work required by
one of the UAOs is complete; work required by two of the UAOs is
in progress; and work required by the fourth UAO is expected to
begin soon.

4. HIGHLIGHTS OF COMMUNITY PARTICIPATION

The Proposed Plan for the Baldwin Park Operable Unit, in the
form of a fact sheet, was distributed in May !993 to more than
2,000 parties on EPA’s mailing list for the San Gabriel Valley
Superfund Sites. Additional copies of the Proposed Plan were
distributed to water purveyors and to Baldwin Park area
businesses known to have subsurface contamination. The Proposed
Plan, together with the Baldwin Park Operable Unit Feasibility
Study, were also made available in the San Gabriel Valley at the
West Covina Public Library, the office of the Upper San Gabriel
Valley Municipal Water District in E1 Monte, and the office of
the San Gabriel Valley Municipal Water District in Azusa,
California. The entire Administrative Record File, containing
these two documents and other documents considered or relied upon
in developing the Proposed Plan, is available at the West Covina
Public Library and at EPA’s Regional Office in San Francisco.

Notice of a public meeting, availability of the Proposed
Plan and Feasibility Study, and the announcement of a 30 day

15
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public comment period were published in the San Gabriel Valley
Tribune newspaper on May 7, 1993. EPA also issued a press
release announcing the Proposed Plan on May 7, 1993. In
addition, the Los Angeles Times and San Gabriel Valley Tribune
newspapers published articles about the remedial investigation,
feasibility study, and Proposed Plan.

A public meeting was held on May 20, 1993 in the Baldwin
Park City Council Chambers to discuss EPA’s clean up plans. At
this meeting, EPA representatives made a brief presentation of

the Proposed Plan, answered questions, and solicited comments
from members of the public. A response to comments received
during the public meeting is included in the Baldwin Park OU
Responsiveness Summary, which is included as Part III of this
Record of Decision (ROD).

EPA extended the public comment period twice in response to
requests for extensions from members of the public. A public
notice printed in the San Gabriel Valley Tribune on June 121, 1993
extended the original 30 day public comment period to 60 days.
Another notice printed in the San Gabriel Valley Tribune on July
15, 1993 extended the public comment period to 91 days. The
public comment period closed on August 12, 1993. EPA received
more than 400 written comments from 26 individuals or entities,
as well as a three hour videotape. These comments and EPA~s
responses to these comments are summarized in Part III of this
ROD.

Other community relations activities have included extensive
consultation with local water purveyors, State and local
agencies, and local groups and individuals potentially affected
by EPA’s planned action in the Baldwin Park area, including
participation at numerous public meetings attended by
representatives of more than a dozen state and local agencies and
members of the public. These public meetings have typically been
held bimonthly or quarterly, from 1990 through late 1993. EPA
representatives have also made presentations to interested
groups, including the San Gabriel Basin Water Quality Authority
Public Advisory Group and the Superfund Working Information Group
(SWIG). In addition to the Baldwin Park Proposed Plan fact
sheet, EPA has issued fourteen fact sheets between 1986 and 1993
describing investigation and clean up activities throughout the
San Gabriel Valley.

This decision document presents the selected remedial action
for the Baldwin Park Operable Unit in Los Angeles County,
California, chosen in accordance with CERCLA, as amendedby SARA,
and, to the extent practicable, the National Contingency Plan.
The decision for this site is based on the Administrative Record.
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5. SCOPE AND ROLE OF THE OPER/%BLE UNIT

Baldwin Park ROD

There are four areas of groundwate~ contamination in the San
Gabriel Basin listed on the National Priorities List (NPL). They
are San Gabriel Valley Area i, San Gabriel Valley Area 2, San
Gabriel Valley Area 3, and San Gabriel Valley Area 4.

The Baldwin Park Operable Unit is one of seven operable
units initiated by EPA to date (see Figure ROD-4). The OU
addresses groundwater contamination extending across the cities
of Azusa, Irwindale, and Baldwin Park, corresponding to the San
Gabriel Valley Area 2 NPL site. Other OUs address groundwater
contamination in one or more of the other three NPL areas of the
Basin.

The available data indicate the presence of groundwater
contamination in the Baldwin Park area far in excess of drinking
water standards (demonstrating a need for action) and are
sufficient to determine the approximate size and locations of the
needed action (allowing specification of the remedy). EPA
believes that the available data are sufficient to select a
remedy that will meet EPA’s remedial objectives, described in
Section Eight of this ROD. EPA is confident that the OU
represents a significant step toward complete clean up of the
area and will not be inconsistent with, or preclude
implementation of, a final remedy. EPA has not yet selected a
final remedy for the San Gabriel Valley Superfund sites, but the
final remedy is expected to include, at a minimum, limiting
contaminant migration in and/or from the Baldwin Park area, the
Puente Valley, and other highly contaminated areas of the basin.

The Baldwin Park OU is classified as an interim action to
reflect the possibility that additional projects in the Baldwin
Park area may be needed. EPA will use information collected
during operation of the selected remedy to help determine the
need for additional actions and the nature of the final remedy.
Among the critical decisions to be made are: the need for and
extent of cleanup of soil contamination in the vadose zone (i.e.,
above the water table); how to address lower levels of
groundwater contamination which may remain after the remedy is
implemented; and the feasibility of complete restoration of all
or portions of the site.

EPA has initiated six other operable units in the San
Gabriel Valley in addition to the Baldwin Park OU. Three of the
six projects, the Richwood, Whittier Narrows, and Suburban Water
Systems Bartolo Wellfield Operable Units, resulted in the
construction of a carbon adsorption treatment facility for the
Richwood Mutual Water Company and installation of monitoring
wells in the Whittier Narrows/Suburban Water Systems area~i The
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other projects are in the planning or investigation stages. They
are the Puente Valley Operable Unit (addressing groundwater
contamination in the cities of Industry and La Puente), the Z1
Monte Operable Unit, and the South E1 Monte Operable Unit.

Record of Decision (ROD) documents were signed for the
Richwood and Suburban Water Systems Operable units in 1984, 1987,
1988, and 1993. The ROD for the Whittier Narrows Operable Unit
was signed in March 1993. The Whittier Narrows OU ROD and the
Suburban Water Systems OUAmended ROD both conclude that
treatment facilities are not now needed, but call for continued
monitoring.

As of February, 1994, ROD documents have not been signed for
the Puente Valley, E1 Monte, or South E1 Monte areas. In
September 1993, EPA reached an agreement with Puente Valley area
PRPs to complete a detailed investigation and evaluation of
cleanup options for groundwater contamination in the Puente
Valley. EPA is currently evaluating existing water quality data
in the E1 Monte and South E1 Monte areas to determine the need
for additional remedial investigation in these areas

6. SUMMARY OF BALDWIN PARK OPERABLE UNIT CHARACTERISTICS

Figure ROD-5 presents a simplified, smoothed picture of the
extent of groundwater contamination in 1993 in the OU area and in
other areas of the San Gabriel Basin. The most prevalent
contaminants in the Baldwin Park area are the solvents TCE, PCE,
and CTC.

TCE, PCE, or CTC have been detected in more than one dozen
water supply wells in the Baldwin Park area at concentrations
exceeding Federal and State drinking water standards. The
contaminated wells are scattered across a five to i0 square mile
area. EPA and the State have set safe levels for TCE and PCE in
drinking water at 5 parts per billion (ppb); the State standard
for CTC is 0.5 ppb. Other VOCs detected above State and/or
Federal standards in the Baldwin Park area include: 1,2-
dichloroethane (I,2-DCA); 1,1-dichloroethene (I,1-DCE); l~l-
dichloroethane (I,I-DCA), cis-l,2-dichloroethene (cis-l,2-DCE),
trans-l,2-dichloroethene (trans-l,2-DCE), l,l,l-trichloroethane
(I,I,I-TCA), and chloroform. Table ROD-1 presents a list of VOCs
detected in soil, soil gas, or groundwater in the Baldwin Park
area. VOCs include contaminants detectable with EPA analytical
methods 502.1, 503.1, 524.1, or 524.2. In addition, nitrate, an
inorganic contaminant, has been detected at significant
concentrations in groundwater at or near the proposed extraction
areas, approaching the drinking water standard of 45 milligrams

- per liter (mg/l). Nitrate concentrations upgradient of proposed
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extraction areas are Significantly higher, exceeding 45 mg/l over
a large area and exceeding 90 mg/l northeast of the Baldwin Park
area.

Figures ROD-6, ROD-7, and ROD-8 illustrate the lateral
extent of groundwater contamination for TCE, CTC, and nitrate.
Assumptions and simplifications made in preparing Figures ROD-6
and ROD-7 include: the figures aggregate data over a 15 month
period; they aggregate data collected from over I00 wells that
vary in the number and depth of perforated intervals; contaminant
contours included in the figures are interpreted in areas where
no wells are present; and the figures do not delineate individual
plumes that may be present within the areas of contamination
shown in the figure. Figure ROD-8 aggregates nitrate data over a
3 year period (nitrate has been sampled less frequently than
VOCs).

Figure ROD-9 presents one of several possible
interpretations of the vertical extent of TCE contamination,
based on depth-specific sampling data.

The groundwater contamination appears to be the result of
multiple sources, located mostly in the city of Azusa. Also see
Section 11.2.

7. SUMMARY OF SITE RISKS

AS part of its evaluation of the need for action, EPA has
completed a preliminary assessment of the risks that could result
if no action is taken to address the groundwater contamination in
the Baldwin Park area (the baseline risk assessment)~. Interim
remedial actions do not require a completed baseline risk
assessment, although enough information must be available to
demonstrate that action is necessary to stabilize the site,
prevent further degradation, or achieve significant risk
reduction quickly (Preamble to the NCP Final Rule, 55 Federal
Register 8704).

The preliminary risk assessment estimates potential, not
actual, risk. The risk estimates are based on the unlikely
assumption that Federal and State drinking water standards are

D93~ enforced, in which case residents of the Baldwin Park area
could be served contaminated groundwater extracted from within or
near the OU area of contamination without treatment. This is
only an assumption; groundwater served to consumers is currently
believed tosatisfy all enforceable drinking water standards.

~le risk assessment estimates human health and environmental
ris~hat could result from exposure to contaminated ground-
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water. Vadose zone remediation is not a goal of the interim
action, therefore, exposure to contaminated soil or soil gas are
not addressed in this preliminary risk assessment.

The risk assessment includes four steps:

7.1 Identifiaation of Chemicals of ~otential Concern
(COPC):

This step involves the identification of the chemicals found
in the groundwater in the OU area whose presence may contribute
to risk. EPA selected as COPC contaminants detected in
groundwater during EPA-sponsored sampling of two monitoring wells
and 14 production wells in the Baldwin Park OU area between
September 1990 and September 1991. Seventeen VOCs were detected
in groundwater from the OU area. The contaminants, average
concentrations, and upper 95th confidence limits are presented in
Table ROD-2.

7.2 Exposure Assessment:

Two exposure pathways (routesbywhich the contamination can
enter the body) are considered in the risk assessment: ingestion
of contaminated groundwater and inhalation of VOCs released from
the water into the household air during showering, bathing,
cooking, or other routes. Exposure could also occur through the
transport of VOCs from groundwater through soil and into ambient
air or into the foundation of a building. Any exposure through
soil is assumed to be insignificant because the depth to
groundwater is greater than 100 feet. Dermal absorption (t]hrough
skin contact) of contaminants was also considered but is believed
to present a zero or insignificant risk.

The potentially exposed populations are residents and
workers in the OU area and individuals visiting the Santa Fe Dam
Recreation Lake. The maximally exposed population is assumed to
be residents exposed to contaminated groundwater used for
domestic purposes.

The monitoring data and assumptions used to characterize
exposure point concentrations are analytical results from EPA-
sponsored sampling of 15 of 16 wells in the Baldwin Park area
between September 1990 and Septembe~ 1991. Arithmetic mean
chemical concentration are calculated to evaluate groundwater
exposures for e~e average exposure scenario; the 95 percent upper
confidence lim~;- on the arithmetic mean of the data set is used
for the reasonable maximum exposure scenario. These calculations
assume co~pletn ",lending of groundwater from the 15 wells. The
blended ccncen~..tion estimates are significantly less than the
average or mm:-~z.-m concentrations measured at selected wells.
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For example, the blended arithmetic mean and upper 95th
confidence limit concentrations for TCE are 55.1 and 96.9
microgram/llter, respectively. The average and maximum
concentrations at one well (well no. 01902169) are 335 and 450
microgram/liter.

If a chemical is not detected in a particular sample, but is
detected in other groundwater samples in the same well or in
another well in the OU area, a value equal to 1/2 the detection
limit is used to estimate the exposure concentration. In cases
where duplicate samples have been taken, the sample and duplicate
results are averaged before summary statistics are calculated.
It is assumed that the concentration remains constant for the
duration of the exposure period.

Major exposure assumptions are summarizedbelow. The dose
from inhalation of VOCs is assumed to be equivalent to the dose
from ingestion of 2 liters/day.

Exposure Faotors

Intake Value (Adult)

Reasonable
Parameter Average Maximum

Ingestion Rate .... 2 liter/day 2 liter/day

Body Weight 70, kg

Exposure Frequency 350 days/year 350 days/year
Exposure Duration 9 years 30 years
Years in Lifetime 70 years 70 years
..,        ,,,

7.3 Toxi=ity Assessment:

An individual’s response to a contaminant depends on the
dose and the contaminant’s toxicity. The risk assessment makes
use of quantitative information on the toxicity (i.e., the dose-
response relationship) of each of the contaminants of concern.
Table ROD-3 presents the toxicity factors, which take the form of
reference doses (RfDs) for noncarcinogenic effects and cancer
slope factors (CSFs) fo~ carcinogenic effects. Both RfDs and
CSFs are specific to the exposure route.

Cancer slope fact,_v~ have been developed by EPA’s
Carcinogenic Assessment Group for estimating excess lifetime
cancer risks associateu4ith exposure to potential carcinogenic
chemicals. CSFs, which are expressed in units of (mg/kg-day)"I,
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are multiplied by the estimated intake of a potential carcinogen,
in mg/kg-day, to provide a conservative, upper-bound estimate of
the excess lifetime cancer risk associated with the exposure.
Underestimation of the actual cancer risk is highly unlikely.
Cancer slope factors incorporate uncertainty factors to account
for the use of animal data to predict effects on humans and other
uncertainties.

Reference doses (RfDs) have been developed by EPA for
indicating the potential for adverse health effects from exposure
to chemicals exhibiting noncarcinogenic effects (e.g., harm to
the liver). RfDs, which are expressed in units of mg/kg-day, are
estimates of lifetime daily exposure levels for humans, including
sensitive individuals, which are likely to be without an
appreciable risk of deleterious effects during a lifetime.-
Estimated intakes of chemicals from environmental media (e.g.,
the amount of a chemical ingested from contaminated drinking
water) can be compared to the RfD. As with CSFs, RfDs
incorporate uncertainty factors and are unlikely to underestimate
the potential for adverse effects.

A modified RfD approach is used’to estimate the cancer risk
potential from oral exposure to I,I-DCE due to its weak evidence
of carcinogenioity. The modified RfD is estimated by dividing
the oral RfD by an additional safety factor of I0.

7.4 ~%unan Health Risk Characterization

The last portion of the rlsk assessment integrates the
toxicity and exposure assessments to estimate the potential risks
to human health from exposure to site chemicals. The risk
assessment examines three measures of human health risk: cancer
risk, non-cancer effects, and groundwater concentrations in
relation to drinking water standards. Also included is a summary
of limitations of the data and methodology used in the risk
assessment

7.4.1 Potential Carcinogenic Effects

The potential for carcinogenic effects is evaluated by
estimating excess lifetime cancer risk, which is the probability
of developing cancer during one’s lifetime over the background
probability of developing cancer (i.e., if no exposure to site
contaminants occurred). Excess lifetime cancer risks are
determined by multiplying the intake level by the cancer potency
factor. These risks are probabilities that are generally
expressed in scientific notation (e.g., ixl0-~ or IE-6). An
excess lifetime cancer risk of Ixl0-6 indicates that, as a
plausible upper bound, an ind~v~4ual has a one in one million
chance of developing cancer as u ~esult of site-related exposure
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to a carcinogen over a 70 year lifetime under the specific
exposure conditions at a site. The probability of developing
cancer from all causes in California is approximately250,000out
of 1,000,000 people (i in 4). A risk of 1 out of 1,000,000 means
that one additional person out of a group of 1,000;000 people
could develop cancer as a result of the chemical exposure.

Because of the methods used to estimate CSFs, the excess
lifetime cancer risks estimated in this preliminary risk
assessment should be regarded as upper bounds on the potential
cancer risks rather than an accurate representation of the true
cancer risk. The actual risk could be as low as zero.
Carcinogenic risks are assumed to be additive within a route of
exposure. Any synergistic or antagonistic interactions are not
considered.

In the Baldwin Park Risk Assessment, EPA predicts that if
contaminated groundwater were used as a drinking water source
without treatment, as many as 60 out of 1,000,000 (6 x 10-5)
persons may develop cancer during their lifetimes (based on the
Reasonable Maximum Exposure). The risk was incorrectly reported
as 30 out of 1,000,000 (3 x 10-5) in the Proposed Plan. The
excess lifetime cancer risk for average residential exposure
through domestic use of groundwater is estimated as lO out of
1,000,000 (i x 10-5). EPA generally considers excess cancer
risks greater than I00 out of a million to be unacceptable.

Table ROD-4 shows carcinogenic risks associated with each
contaminant of concern and each exposure pathway. The estimated
excess lifetime cancer risk for reasonable maximum exposure from
tap water is 3 x 10-5 for ingestion exposures (incorrectly
reported as 4 x 10-5 in Table ROD-4) and 3 x i0"= for inhalation
exposures.

Since completion of the risk assessment, the inhalation
slope factor for TCE has been revised downward from 0.017
mg/kg/day-I to 0.006 mg/kg/day"I. Use of the revised slope factor

would reduce the estimated excess lifetime cancer risk for
reasonable maximum exposure from 6 x 10-5 to 5 x I0-~.

The major chemical contributors to the estimated lifetime
cancer risk based on reasonable maximum exposure are PCE and TCE,
with estimated risks of 1 x 10-5 and 2 x 10-3 (assuming the
revised TCE slope factor).

7.4.2 Potential Nonoanoor ~faots

Potential concern for noncarcinogenic effects of a single
contaminant in a single medium is e.:~.-~sed as the Hazard
Quotient (HQ), the ratio of the esti~uh.~G intake derived from the

2."

Appendix B, page 54

I I ¯ IIII



Baldwin Park ROD

contaminant concentration in a given medium to the contaminant,s
reference dose. When the hazard quotient significantly exceeds
one (i.e., intake significantly exceeds RfD), there is potential
for health concern. A Hazard Index (HI) can be generated by
adding the HQs for all contaminants within a medium or across all
media to which a given population may reasonably be exposed, The
HI provides a useful reference point for gauging the potential
significance of multiple contaminant exposures within a single
medium or across media. The method assumes dose additivity.

When the HI exceeds one, there is a potential for health
risk. If a single HQ exceeds one, the HI will exceed one. The
HI can also exceed one even if no single chemical intake exceeds
its RfD.

In the Baldwin Park Risk Assessment, EPA estimates the non-
cancer Hazard Index from reasonable maximum exposure to
groundwater in the Baldwin Park 0U area as 1.8, assuming that
contaminated groundwater will be served to consumers without
treatment (incorrectly reported as 0.9 in the Proposed Plan).
The total HI, based on an average exposure scenario, is i.

Non-cancer effects associated with each contaminant of
concern and each exposure pathway are summarized in Table ROD-5.
Noncarcinogen exposure levels do not exceed the RfDs for
individual COPC. The major chemical contributors to the overall
noncancer Hazard Index based on reasonable maximum ingestion and
inhalation exposures are TCE with an estimated Hazard Index of
0.8, I,I-DCE with an estimated Hazard Index of 0.4, and carbon
tetrachloride with an estimated Hazard Index of 0.2.

7.4.3 Contaminant Conoentratlons in Relation to
Drinking Water Standards

The third measure of risk examined in the risk assessment is
contaminant concentrations in groundwater in the Baldwin Park
area in relation to drinking water standards (the lower of the
State or Federal Maximum Contaminant Level (MCL) for each
contaminant). The comparison assumes that the contaminated water
is delivered directly to local residents without treatment. The
comparison shows unacceptably high concentrations of TCE, PCE,
CTC, I,I-DCE, 1,2-DCA, and cis-l,2-DCE. The highest TCE
concentrations at Baldwin Park area wells are more than I00 times
safe levels; the average TCE concentration for recent sampling of
15 Baldwin Park area wells is approximately I0 times safe levels.

The bases for EPA’s decision to take action are the amount
by which groundwater concentrations in the Baldwin Park area
exceed acceptable levels, migration of the contamination into
clean and less contaminated areas, and the importance of the san
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Gabriel Basin as a source of driruking water. EPA believes that
remedial action is necessary even though the carcinogenic risk
levels do not exceed I00 in a million.

Table ROD-6 summarizes uncertainties associated with this
preliminary risk assessment. One critical assumption is the use
of average (i.e., blended) chemical concentrations measured at 15
different wells. A risk estimate that assumes exposure to
groundwater produced at the more highly contaminated wells
(rather than the blended concentrations assumed in the risk
assessment) would be higher.

In conclusion, actual or threatened releases of hazardous
substances from this site, if not addressed by implementing the
response action selected in this ROD, may present an imminent and
substantial endangerment to public health, welfare, or the
environment.

7.5 Health Risk Characterlzatlon, Environmental Risks

The risk assessment also includes an evaluation of
ecological (non human-health) impacts.

Significant impacts to potential environmental receptors are
unlikely since most of the Baldwin Park area is developed (i.e.,
paved) and the primary exposure pathway is via contaminated
groundwater. There are-few environmental receptors present since
urbanization has destroyed most wildlife habitat.

One of the only possible environmental exposure pathways is
if significant VOC contamination reached the Santa Fe Dam
Recreation Lake. PCE and TCE have been detected at production
well 08000070 used to fill the man-made lake, although at low
concentrations of less than 1 microgram/llter. No effects are
expected since concentrations which may affect aquatic life are
significantly higher. The National Ambient Water Quality
Criterion (AWQC) for chronic effects resulting from exposure to
PCE is 840 microgram/liter. There is no chronic AWQ� for TCE.

Of greater potential significance is the presence of
riparian and upland vegetation around the lake, and any
construction or operating impacts on the vegetation. One plant
community, Riversidian sage scrub, is considered to be
sensitive biological resource. The Riversidian sage scrub plant
community is dominated by plant species that potentially provide
habitat for a variety of animal species. Two special-status
species, the California gnatcatcher and San Diego horne6 lizard,
potentially occur in this habitat type.
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8. DESCRIPTION OF ALTERNATIVES

The remedial objectives of the Baldwin Park ou, which guided
the development and evaluation of the remedial alternatives, are:

... to prevent future increases in, and begin to reduce,
concentrations of all VOCs in groundwater in the Baldwin
Park area by limiting further migration of contaminated
groundwater into clean and less contaminated areas or depths
that would benefit most from additional protection and by
removing contamination from the aquifer.

The Baldwin Park OU is an interim action. Accordingly, the
remedy does not include in situ (i.e., in the aquifer)
remediation standards or a restoration timeframe.

Portions of the aquifer that would benefit most from
additional protection include: (i) areas downgradient of
residual subsurface contamination (e.g., dense non-aqueous phase
liquids (DNAPLs) or other non-aqueous phase contamination) that
are clean or contaminated only by dissolved-phase contamination;
and (ii) clean or less contaminated areas with active water
supply wells, downgradient of more highly contaminated areas.

EPA interpreted the remedial objectives to require, at: a
minimum, groundwater extraction in two areas. Each of the four
cleanup alternatives (Alternatives 1-4) evaluated in the Baldwin
Park Operable Unit Feasibility Study includes the construction
and operation of new groundwater extraction wells in two or three
areas, treatment facilities to remove VOCs from groundwater
(assumed, in the FS, to be air stripping with vapor phase
granular activated carbon), pipelines and related conveyance
facilities to deliver the treated water, and groundwater
monitoring. Selected existing facilities may also be used. The
differences between cleanup alternatives are in project size and
recipient of the treated water. EPA also evaluated a no action
alternative.

Existing beneficial uses of the San Gabriel Basin aquifer
include municipal and domestic supply (defined in California
water quality standards as "uses of water for community,
military, or individual water supply systems including, but not
limited to, drinking water supply").

The following sections describe the No Action Alternative
and the four action alternatives.

8.I The No Action Alternative
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A NO Action Alternative (more accurately described as a No
Active Response Alternative since it includes installation and
sampling of monitoring wells) provides a baseline for comparison
of other cleanup alternatives. In a No Action Alternative, no
action is taken to limit contaminant migration beyond actions
already taken by water purveyors or local agencies such as the
San Gabriel Basin Water Quality Authority. TheNo Action
Alternative would include a monitoring program to provide early
warning of increasing contaminant concentrations at existing,
active water supply wells downgradlent of the Baldwin Park area
of contamination.    Three clusters ofproduction wells are active
within approximately 1 mile of the downgradient end of the OU
area of contamination (San Gabriel Valley Water Company’s B4 and
B6 well clusters and La Puente Valley County Water District,s
well cluster), but two of the three clusters are located within
several hundred feet of each other. For cost-estimating
purposes, it is assumed that three new monitoring wells would be
required to meet the objectives of the monitoring program. The
cost of constructing the monitoring wells would be approximately
$ 0.4 million in initial, capital costs and less than $ 0.1
million in annual sampling costs.

The monitoringprogram would provide data to help predict
when contaminants in downgradient production wells may increase
to levels requiring installation of new wellhead treatment or
modification of existing wellhead treatment facilities.

8.2 Remedial Alternative No. I= Extract, Treat, and
Distribute Approximately 19,000 gpm of Groundwater to San Gabriel
Valley Water Purveyors

8.2.1 Extraction Locations and RateB

Alternative 1 calls for extraction of groundwater from two
broad areas of contamination (referred to as the upper and lower
areas). Figure ROD-10 shows the two areas marked approximate
extraction well locations. The precise locations of the new
extraction wells and treatment facilities would be determined
during the remedial design phase of the project, after the
installation andinterpretation of data from new groundwater
monitoring wells. The remedy may use two existing groundwater
extraction wells and a planned wellhead treatment system if,
during remedial design, EPA determines that they are suitably
located, if agreements can be reached for their use, and if they
meet other requirements of this Record of Decision.

EPA’s computer simulations of groundwater flow and particle
movement indicate that approximately 19,000 gpm of water must be
extracted to meet EPA’s objectives of controlling contaminant
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migration. EPA’s analyses indicate that approximately 10,500 gpm
of groundwater must be extracted more or less continuously in the
lower area; approximately 8,500 gpm of groundwater must be
extracted in the upper area. These extraction rates would limit
contaminant migration out of the upper and lower areas of
contamination (i.e., to capture or contain the areas of
contamination).

Extraction in the lower area would limit further migration
of groundwater contaminated with VOCs at concentrations
approximately five to 10 times drinking water standards.
Sampling results from two locations in 1989 - 1992 show average
TCE concentrations between 40 and 50 ppb (the MCL for TCE is 5
ppb). Actual concentrations vary month to month and year to
year. EPA sampling at a third locationhas shown average CTC
concentrations of 12 ppb (the MCL for CTC is 0.5 ppb).
Concentrations of TCE and CTC downgradient of the lower area are
significantly lower.

Extraction in the upper area would limit further migration
of groundwater containing VOCs at concentrations more than 200
times safe levels (e.g., more than 1,000 ppb TCE or PCE, or more
than i00 ppb 1,2-DCA). The highest concentration measured at a
monitoring well in the upper area exceeds 30,000 ppb PCE.
Extraction in the upper area would help prevent highly
contaminated areas adjacent to the likely sources of the
groundwater contamination from moving into less contaminated
downgradient areas, increasing the likelihood that downgradient
areas could eventually be restored. Extraction in both the upper
and lower areas would significantly reduce contaminant
concentrations throughout the Baldwin Park area, although the
rate and magnitude of the reduction are difficult tc predict.

6.2.2 Treatment

After the contaminated groundwater is pumped above-ground,
it would be piped to treatment facilities capable of removing
VOCs from groundwater. Contaminant concentrations in the treated
water would meet State or Federal Maximum Contaminant Levels for
VOCs, whichever are more stringent. Initial studies completed by
EPA indicate that the most efficient, proven treatment
technologies will be air stripping (with offgas controls) or
liquid phase granular activated carbon (LGAC). EPA’s analyses
indicate that both technologies are effective for most mixes of
contaminants, but differ in cost depending on the VOC influent
concentrations expected at the treatment facilities, which are
dependent on precise extraction locations and whether groundwater
from multiple extraction locations are blended and treated at a
centralized facility. The two technologies may also be combined

into a treatment train.
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Liquid phase granular activated carbon transfers the
contaminants from water to a charcoal-like material. A/r
stripping transfers volatile contaminants (e.g., VOCs) from water
to air; vapor phase granular activated carbon transfers the
contaminants from air to a charcoal-like material. If air
stripping is used, it would include vapor phase granular
activated carbon or other offgas controls to meet air emission
requirements of the South Coast Air Quality Management DistrAct.

EPA also evaluated the cost, effectiveness, and feasibility
of advanced oxidation processes. Advanced oxidation processes
are innovative treatment methods capable of destroying
contaminants. EPA’s initial studies indicate that advanced
oxidation processes would be considerably more expensive than
either air stripping or LGAC.

The extracted groundwater would be treated for VOCs at one
or more locations to be determined during remedial design. If
treated water is supplied for local use, the most cost-effective
arrangement would probably be to construct multiple treatment
facilities (possibly four separate facilities).

8.2.3 Distribution/Use of Treated Water

If the necessary agreements are reached, the treated water
will be supplied to agencies that directly or indirectly supply
drinking water to San Gabriel Valley residents and businesses
(water purveyors). Excess water would be piped tospreading
basins, the San Gabriel River channel, or tributary flood control
channels operated by the Los Angeles County Department of Public
Works for recharge into the aquifer when water purveyors are not
able to use all of the treated water.

EPA expressed a preference to supply treated water to
purveyors, rather than for recharge, due to lower pumping costs
(although higher initial capital costs) and the risk that
existing recharge areas may not offer enough recharge capacity
during winter and spring rainy season. There is excess capacity
in recharge areas for much, but not all of the year. In each of
the last two years, existing users of Baldwin Park area spreading
grounds used all of the available capacity for several
consecutive months. In contrast, supplying treated water to
purveyors has the advantage that purveyors should be able to
accept water close to year-round, minimizing the risk of not
being able to distribute extracted water during winter and spring
months.

In the FS it is assumed that water would be supplied to San
Gabriel Valley Water Company, Suburban Water Systems, covina
Irrigating Company, and the city of Glendora, although other
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purveyors could substitute. There are pros and cons to supplying
each purveyor which could potentially accept treated water. Some
purveyors could distribute large quantities of water year-round;
others could distribute less water for only part of the year.
Some purveyors are located near likely treatment plant locations
(requiring minimal pipeline); others are located further away or
at higher elevations (requiring more pumping). Purveyors also
vary in how much they are willing to pay for additional supplies,
in whether they could accept water without first resolving water
rights issues (e.g., exporting water from the basin), and in
their expertise in operating treatment facilities.

802.4 Project Duration, Cost, and Evaluation

The project would operate for an initial period of five
years, after which EPA will conduct a formal assessment of the
project’s effectiveness. The results of the assessment may lead
to continued operation of the project as is, or recommended
modifications in the extraction rates and locations or other
project components. The project would be expected to operate
until contaminant concentrations decrease sufficiently that
continued efforts to limit the migration of contaminated
groundwater or remove contaminant mass are no longer necessary.
The assessment will include an evaluation of the effects of the
operation of nearby public water supply wells on the attainment
of EPA’s remedial objectives.

It is estimated that implementation of Alternative I would
require approximately 36 months from the date the ROD is signed.
During this period, EPA intends to negotiate an agreement for
funding of the selected remedy, and then proceed with design,
construction, and initial testing of the equipment to make sure
it functions properly.

The estimated cost of Alternative I is $47 million in
capital costs and $4 million in annual operation and maintenance
costs. More than half of the capital costs would be for
construction of treatment facilities; the remainder of the costs
would be for well systems, pipelines, and land acquisition. The
estimate assumes that new treatment facilities must be
constructed, although one or more existing or planned facilities
may be used. The biggest contributor to the operating costs

.... would be the cost of regenerating or replacing the granular
activated carbon used in the treatment process. The cost
estimates for Alternatives 1-4 each include an added 35% to
account for the risk of higher than expected labor or material
costs, unforeseen delays, and other factors that may increase
costs.
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8.3 Remedial Alternative No. 2z Extraot, Treat, and
Distribute Approximately 29,000 gpm of Groundwater to San Gabriel
Valley Water Purveyors and Recharge Areas

Alternative 2 differs from Alternative 1 in that it involves
the extraction of groundwater from three (rather than two) broad
areas of contamination (the lower, middle and upper areas). See
Figure ROD-10. Extraction in the lower and upper areas would be
the same as described for Alternative 1. Alternative 2 would add
extraction in the middle area to prevent further degradation of
the area in between the upper and lower extraction areas and
remove additional contaminants. Approximately i0,000 gpm of
water would need to be extracted in the middle area to provide
the additional migration control. The additional 10,000 gpm
would be distributed in part to water purveyors and in part to
the san Gabriel River channel and the Irwindale Spreading
Grounds. In the FS it is assumed that water would be supplied to
San Gabriel Valley Water Company, Suburban Water Systems, Covina
Irrigating Company, the city of Glendora, and the city of Azusa,
although other purveyors could substitute.

The estimated cost of Alternative 2 is $65 million in
initial, capital costs and $7 million in annual operation and
maintenance costs. Implementation may take longer than
Alternative i due to the need to construct additional facilities
and reach agreements to distribute approximately an additional
I0,000 gpm of treated water.

8.4 Remedial Alternative No. 3z Extract, Treat, and
Distribute Approximately 29,000 gpm of Groundwater to San Gabriel
Valley Water Purveyors and Metropolitan Water Distriut of
Southern California

Alternative 3 shares the same extraction component as
Alternative 2, and the same water use option for groundwater
extracted from the lower area, but differs in the disposition of
extracted groundwater from the upper and middle areas. Instead
of supplying treated water to local purveyors, treated water
would be piped from the treatment facilities to Metropolitan’s
Middle Feeder pipeline, which passes through the city of Baldwin
Park. Metropolitan would export the treated water to its member
¯ ,~encies located in the northeastern and south central sections
of Los Angeles County during summer months or drought years.
Recause Metropolitan possessesronly negligible pumping rights in
%he San Gabriel Basin, Metropolitan would be required to replace
cvery gallon of exported water by recharging an equivalent amount
nf i~norted water during the winter or spring offpeak months when
~mpo~t~d water is relatively abundant. This type of operation is
often ,lescribed as a conjunctive use operation.
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Metropolitan may distribute the treated water to secondary
recipients during offpeak winter and spring months. Possible
arrangements include direct recharge from the treatment
facilities, or discharge of the treated water into Metropolitan,s
existing conveyance facilities for distribution (wheeling) to
local water purveyors. The local water purveyors would use the
treated groundwater in lleu of pumping clean groundwater.

The estimated cost of Alternative 3 is approximately $76
million in capital costs and $9 million in annual operation and
maintenancecosts, higher than for Alternatives 1 or 2. The
actual cost to EPA is assumed to be equal to the cost of
Alternative 2, however. Metropolitan would be expected to fund
the difference in cost, referred to as an enhancement cost.

8.5 Remedial Alternative No. 4z Extract, Treat, and
Distribute Approximately 29,000 gpm of Groundwater to
Metropolitan Water District of Southern California

Alternative 4 shares the same extraction component as
Alternatives 2 and 3, but differs in the disposition of the
treated water from the upper and middle areas. All treated water
would be piped from a treatment facility to Metropolitan’s Middle
Feeder pipeline.

The estimated cost of Alternative 4 is approximately $78
million in capital costs and $i0 million in annual operation and
maintenance costs, higher than for Alternatives i, 2, or 3. The
actual cost is assumed to be equal to the cost of Alternative 2,
however. Metropolitan would be expected to fund the difference
in cost, referred to as an enhancement cost.

9. SUMMARY OF COMPARATIVE ANALYSIS OF ALTERNATIVES

This Section ranks the five remedial alternatives in
relation to the nine Superfund evaluation criteria listed in 40
CFR Part 300.430.

9.1 Overall Protection of Human Health and the Environment

Remedial Alternatives 1-4 protect human health and the
environment without substantial negative impacts. Alternatives
2, 3, and 4 would include additional extraction in a middle
portion of the aquifer not included in Alternative i. The
additional extraction would provide additional protection for the
area in b~tween the upper and lower extraction areas and remove
additional contaminant mass. Negative impacts associated with
Alternatives 1~4 include the disruption that would result from
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installation of pipelines and other components of the remedy and
the impacts of handling, treating, and disposing of treatment
residuals (e.g., air emissionsand spent carbon).

Alternative 1 (and Alternatives 2, 3, and 4) would re~ce
short- and long-term risks to human health and the environment by
inhibiting contaminant migration from two highly contaminated
portions of the aquifer (the upper and lower areas) to less ¯
contaminated areas or depths to reduce the impact of continued
contaminant migration on downgradient water supply wells and to
protect future uses of less contaminated and uncontaminated
areas. Alternatives 1-4 would reduce the toxicity, mobility, and
volttme of the contaminants and remove significant contaminant
mass from the aquifer. The VOC treatment technologies that would
be used are effective in meeting Federal and State drinking water
standards for VOCs.

Alternative 1 (and Alternatives 2 and 3, but not Alternative
4) also offer the benefit of providing treated water to purveyors
whose wells are threatened by continued contaminant migration,
providing the vulnerable purveyors with an alternative water
supply.

The no-action alternative provides the least overall
protection of human health and the environment. It would not
provide any additional migration control beyond that provided by
projects that may be built by parties other than EPA (e.g., by
local water purveyors or local water agencies). Contaminant
concentrations in a significant portion of the aquifer exceed
State or Federal drinking water standards.

Limitations of the no-action alternative include: the
increased potential for human exposure; leaving the burden of
constructing treatment facilities to water purveyors; the
increased cost and difficulty of operating existing treatment
facilities if more highly contaminated groundwater reaches
existing facilities; the increased likelihood that future
increases in contaminant concentrations at active water supply
wells would result in emergencies requiring immediate actions not
consistent with long-term remediation goals (e.g., pumping in
relatively clean portions of the aquifer, potentially spreading
the contamination); and the increased eventual cost, difficulty,
and time required !or containment or restoration of the aquifer.
(If no action is taken, continued contaminant migration w~uld
result in the needto treat larger volumes of contaminated water
and may result inthe increased presence of vinyl chloride or
other VOC degradation products that are more difficult to treat
or more toxic than thc.parent compounds.)
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Alternatives 1-4 may not achieve final cleanup levels for
the groundwater. MCLs/MCLGs in situ are not ARARs for this
action because they are beyond the scope of this interim action.

9.2 Compllanoe with ARARs

Each of Alternatives 1-4 is configured to comply with the
ARARs described in Section i0 of this ROD. No differences are
expected among theseremedial alternatives in compliance with
ARARs. No ARARswaivers are expected to be needed.

9.3 Long-Term Effectiveness and Permanence

This evaluation criterion assesses the extent to which each
remedial alternative reduces risk after the remedial response
objectives are met. Residual risks in this interim remedy could
result from exposure to contaminated groundwater not removed from
the aquifer, or exposure to used granular activated carbon or
other treatment residuals. The performance of the alternatives
in relation to this criterion is evaluated by estimating the
extent to which each alternative prevents the migration of
contamination into less contaminated areas and the rate of
contaminant removal.

Alternatives 2, 3, and 4 would provide the greatest long
term effectiveness because they include additional extraction in
three subareas, which would limit downgradient and vertical
migration in and beyond the upper, middle, and lower subareas and
remove significant contaminant mass from all three subareas.

Alternative 1 would provide the same protection in and[
downgradient of the upper and lower subareas, but lacks the
additional benefits of extraction in the middle subarea. These
benefits are added protection for the area in between the upper
and lower extraction areas and removal of additional contaminant
mass.

The no-action alternative would not limit further
downgradient contaminant plume migration, or remove contaminant
mass, beyond that provided by projects that maybe built, by
parties other than EPA.

Figures ROD-II and ROD-12 depict the results of computer
simulations that provide a measure of the effect of the no-action
alternative and the remedial,alternatlves on the movement of the
contamination in the OU area. The figures depict the movement of
particles representing selected drops of contaminated
groundwater. Particles that te.~m.i~ate at black dots indicating
extraction well locations are �.~ured, representing contaminant
molecules that are removed from ~:he aquifer. Particles that
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extendpast extraction well locations represent an increase in
downgradient contaminant concentrations or a downgradient
expansion of the area of contamination.

Figure ROD-12 illustrates the effectiveness of Alternatives
2, 3, and 4. The effectiveness of Alternative 1 would be similar
to that shown in the figure, except that particles originating in
Subarea 2 (the middle subarea) would be captured in Subarea 3
rather than Subarea 2. In each of Alternatives 1-4, most of the
particles shown in the figure are captured by OU wells in
Subareas 1 and 3. A few particles continue beyond the
downgradient margin of the OU area of contamination, although the
downgradient distances traveled are much shorter than shown for
the no-action alternative.

There are some other minor differences in effectiveness
between Alternatives. Alternatives 1, 2, and 3 may be slightly
more effective than Alternative 4 because of reductions in
pumping at existing water supply wells at the periphery of
Subarea 3. Alternative 1 may also be slightly more effective
than Alternatives 2, 3, and 4 if Alternatives 2, 3, or 4 include
significant recharge in areas that increases the rate of
contaminant migration downgradient of recharge areas.
Alternative 1 assumes no recharge of treated groundwater and
Alternative 2 assumes recharge of 6,500 gpm of treated water.
Alternatives 3 and 4 assume no recharge, a project in which
treated water is supplied to Metropolitan could result in
recharge during offpeak periods.

Figure ROD-f1 depicts the extent and degree of contaminant
migration for the no-action alternative. The figure shows that
some contaminated groundwater is extracted by an existing well
cluster in the OU area, but much of the contaminated groundwater
continues to migrate unimpeded. This effect is illustrated by
the number of particles moving beyond the current downgradient
extent of contamination and the distances that these particles
travel.

Alternatives 1-4 may result in air emissions (if air
stripping is used) and generate spent carbon or other treatment
residuals. Air emissions and risks associated with treatment
residuals are expected to be within acceptable levels. The
magnitude of the residual risks from treatment residuals for
Alternative 1 would be less than for alternatives 2, 3, and 4
because of the lower extraction rate.

9.4 Reduction of Toxloity, Mobility, or Volume Through
Treatment
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This criterion addresses the statutory preference for
selecting remedial actions employing treatment technologies that
permanently and significantly reduce toxicity, mobility, or

¯ volume of the hazardous substances as a principal element of the
action.

Alternatives 1, 2, 3, and 4 all satisfy the statutory
preference for treatment. Each of these four alternatives would
employ treatment processes that would significantly reduce the
volume of hazardous contaminants by inhibiting contaminant
migration, and reduce the toxicity and volume of hazardous
contaminants by treating the groundwater so that it meets MCLs
for VOCs.

The VOC treatment technologies assumed in Alternatives 1-4,
LGAC or air stripping with offgas controls, are technically
feasible and effective in meeting ARARs for VOCs in the extracted
and treated groundwater. Treatment of the contaminated
groundwater with LGAC or air stripping with carbon offgas
controls would substantially reduce the volume of contaminated
media and mobility of the contaminants by transferring
contaminants from groundwater to the GAC. This contaminated GAC
would require disposal or regeneration.

The Alternatives are similar in their capability to satisfy
this criterion. The major difference is the omission of
groundwater extraction in the middle area in Alternative i. This
difference among alternatives is described in the long-term
effectiveness and permanence criterion and is not duplicated
here.

9.5 Short-Term Effectiveness

This criterion evaluates the effects of each remedial
alternative on human health and the environment during the
construction and start-up of the remedy. It also addresses the
time elapsed during construction and start-up.

Alternative 1 may be designed and built more quickly than
Alternatives 2-4 because of its smaller size, although any of the
alternatives could be built in phases to minimize delay. There
may also be differences in the number or severity of
institutional obstacles, but these differences are taken i~o
account in the implementability criterion 0nd not duplicated
here. We conclude that Alternatives 1-4 are similar in short-
term effectiveness and do not present unmitigable risks to the
community, workers, or the environment during construction and
implementation.

9.6 Implementability
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This criterion addresses the technical and administrative
feasibility of implementing an alternative and the availability
of various services and materials required during its
implementation. Of particular importance in the Baldwin Park OU
is the administrative feasibility of the Alternatives, especially
the need for agreements with parties other than EPA to distribute
treated water.

The technical feasibility of Alternatives 1-4 is similar.
The extraction, treatment, and conveyance technologies included
in all of the Alternatives are widely used and are generally
known to be proven and reliable. All of the Alternatives share
some risk that higher than estimated contaminant concentrations
could interfere with the ability of the treatment facility to
attain treatment objectives.

Numerous administrative obstacles must be overcome to
implement any of the alternatives, but Alternative i is
potentially more feasible than Alternatives 2-4due to the lower
amount of treated water that needs to be distributed
(approximately 10,000 gpm less water - 1/3 less). This w~uld
result in the need to reach agreements with fewer parties that
would receive treated water from an CO; acquisition of less
property and/or fewer easements for the construction of
extraction wells, treatment facilities, and conveyance facilities
(and resolving other issues associated with a large construction
project in a developed area); and acquisition of fewer offsets
for air emissions if air stripping is used. Agreements with
recipients of treated water will need to specify the amount of
treated water to be delivered, the delivery location,
responsibillty for any necessary capital improvements to the
recipient’s distributionsystem to accept the water, and
operational, liability, financial, and other arrangements.
Resolving these issues could potentially delay implementation of
the project.

If water purveyors accept treated water, they will be
responsible for obtaining approval for modifications to tlheir
water supply permits. Iftreated water is recharged,
arrangements would need to be made with the Los Angeles County
Department of Public Works for use of its spreading grounds. An
agreement may not guarantee the required amount of spreading
capacity because of competition for use of available spreading¯

capacity.

In addition, for Alternatives 3 and 4, the following
administrative feasibility issues associated with the involvement
of Metropolitan would need to be resolved.
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¯ Arrangements may need to be made with secondary recipients
for distribution of treated water during offpeak periods
(i.e., winter and spring months);

¯ Arrangements would need to be made with the LACDPW for
recharge of imported water. Although imported surface water
is already recharged for replenishment and cyclic storage,
significant additional amounts would increase the risk that
there may insufficient capacity in existing recharge areas.

¯ Metropolitan would need toreach agreement with the
Watermaster (and/or obtain court approval) for export of
additional water from the basin and the storage of imported
water recharged in the basin. The existing water rights

agreement (the Alhambra Judgment) currently prohibits any
additional export of extracted groundwater from the basin
without Watermaster and/or court approval. Metropolitan and
Watermaster are in their second year of negotiations over
the terms of an agreement.

¯ Before accepting treated water, Metropolitan may need to
reach agreement with the Watermaster (and/or obtain court
approval) to increase the available storage capacity in the
basin by modifying the operating criteria in the Alhambra
Judgment. Metropolitan may also need to mitigate adverse
effects of higher or lower water levels.

¯ Metropolitan staff have stated the possibility that
Metropolitan would impose more stringent treatment
requirements, which would require the construction of
additional treatment facilities.

¯ Financial agreements with Metropolitan for funding of
system enhancements would be necessary. Enhancement costs
are capital or operating costs that are not necessary for
attainment of remedial objectives. State or Metropolitan
funding may trigger the need for Metropolitan to prepare an
Environmental Impact Report to comply with the California
Environmental Quality Act (CEQA).

¯ Financial and operation agreements (including staffing,
maintenance schedules) may be needed to arrange for seasonal
changes in the operating scenario if the level of treatment
required by recipients of treated water during offpeak
periods differs from Metropolitan’s requirements.

¯ Acquisition of property for a treatment facility could be
more dlfficult because of Metropolitan’s likely requirement
that a single centralized treatment facility be constructed.
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These disadvantages may be partially offset by
Metropolitan’s expertise in constructing large water supply
projects, and by eliminating the need to reach agreements with
local water purveyors if arrangements for distribution of treated
water during offpeak periods do not involve local purveyors.

9.7 Cost

The following table presents estimated capital costs, O&M
costs, and the estimated present worth of each remedial
alternative. The present worth is estimated using discount rates
of 3, 5, and i0 percent, and a base period of 30 years. The
assumption of a 30-year project life reflects EPA Superfund
guidance; it does not reflect any specific finding regarding the
duration of the remedy. The costs are considered order-of-
magnitude level estimates (i.e., the true project cost may be 50%
higher or 30% lower than the estimated cost).

Estimated Coals of Remedial Alternatives
(millions of dollars)

., . ........................ .., , ,

Not Prescnt Worth at 3, 5, and 10% Discount Rates
Shorl-Term (asmming 30 year lifetime)

Capital Annual O&~4 .........
Alternative Costs Costst 3 Percent 5 Percent 10 Percent

J .... , ,,

No-Acdon= 0.4 less than 0.1 I 0.9 0.8

:8 ! 47 3.5 to 5.0 116-145- 101~’I24 "" 80~94"’"

2 65 5.9 to 7.8 182-217 156-184 121-138

3*             65         5.9 to 7.8         182-217            156-184            121-138.,,       .

43 65 5.9 to 7.8 182-217 156-184 121-138
,.,.__. .,,, ,, ., _, - , , , .... ..

tA range of O&I~ costs is provided to account for the range of potential purveyor reimbursement rates for
treated water from $25 to $75/acre-foot.
~’he No-a~tion alternative costs inolude only those costs associated with the no-action monitoring program.
Additional long-term financial impacts of this alternative have not been estimated.
3Actual project costs for Alternatives 3 and 4 would be greater than indioated due to requirement.~ associated

-’l~,ith the involvement of Metropolitan. It is assumed that Metropolltsn would-pay- for eny.cost~-r~sulting---
from water supply or other requirements that are not necessazy for attah~ent of remedial objectives
(e.haneement coats), making the ~et project cost to EPA or PRPs the same as for Alternative 2.r: ......

9.8 State Acaeptanoe.

In a letter dated August 12, 1993, the State of California
(Cal-EPA Department of Toxic Substances Control) concurred with
EPA’s proposed remedy for the Baldwin Park OU. In a second
letter from Margaret Felts, Deputy Director, Site Mitigation
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Program, Department of Toxic Substances Control, the State of
California concurred with EPA’s selected remedy.

9.9 PUbllo Aoueptanoe.

In addition to the State, twenty-five individuals and
organizations submitted over 400 comments on EPA’s Remedial
Investigation, Feasibility Study, and Proposed Plan for the
Baldwin Park OU. These comments, and EPA’s responses, are
presented in the Part III of this ROD (the Responsiveness
Summary). Most commenters submitted between one and ten
comments. One commentor, a recipient of General Notice of
Liability for the Baldwin Park OU, submitted approximately 250
comments.

Several comments expressed support for EPA’s proposed
remedy; others did not. Most commented upon were two aspects of
the Alternatives: the size of the project (i.e., the amount or
rate of contaminated groundwater extracted from the aquifer); and
the disposition of the treated water. EPA’s Proposed Plan calls
for extraction of approximately 19,000 gpm of contaminated
groundwater from two Subareas, as in Alternative i. Several
individuals and two water agencies recommended that EPA select
the larger project included in Alternatives 2, 3, and 4
(extraction of approximately 29,000 gpm of contaminated
groundwater from three Subareas). Several businesses and
business organizations recommended that EPA select a smaller
project.

Several individuals, local organizations, and water agencies
also recommended that EPA select Metropolitan as the recipient of
the treated water (a component of Alternatives 3 and 4), often on
the assumption that doing so would increase the extent or
decrease the cost of the clean up.

10. APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS    (ARARS)

This section discusses Applicable or Relevant and
Appropriate Requirements (ARARs) for the Baldwin Park OU. Under
Section 121(d)(1) of the comprehensive Environmental Response,
Compensation and Liability Act of 1980 as amended by the
Superfund Amendments and Reauthorization Act of 1986
(collectively, CERCLA), 42 U.S.C. Section 9621(d), remedial
actions must attain a level or standard of control of hazardous
substances which complies with ARARs of Federal environmental
laws and more stringent State environmental and facility siting
laws. Only State requirements that are more stringent than
Federal ARARs, are legally enforceable and consistently enforced,
and identified in a timely manner may be ARARs. The california

40

Appendix B, page 71



BaldwinPark ROD

Department of Toxic Substance Control ("DTSC") is the lead State
agency for CERCLAmatters. In accord with a directive by
Margaret C. Felts, Deputy Director Site Mitigation Program, EPA
has communicated with DTSC with regards to ARARs and has relied
on DTSC for identlficationof State ARARs.

Pursuant to Section 121(d) of CERCLA, the on-site portion of
a remedial action selected for a Superfund site must comply with
all ARARs. Any portion of a remedial action which takes place
off-site must comply with all laws legally applicable at the time
the off-site activity occurs, both administrative and
substantive.

An ARARmay be either "applicable," or "relevant and
appropriate,,, but not both. According to the National Oil and
Hazardous Substances Pollution Contingency Plan (NCP) (40 CFR
Part 300), "applicable" and "relevant and appropriate" are
defined as follows:

¯ Applicable requirements are those cleanup standards,
standards of control, or other substantive environmental
protection requirements, criteria, or limitations
promulgated under Federal or State environmental or facility
siting laws that specifically address a hazardous substance,
pollutant, contaminant, remedial action, location, or other
circumstance found at a CERCLA site. Only those State
standards that are identified by a State in a timely manner
and that are more stringent than Federal requirements may be
applicable. "Applicability" implies that the remedial
action or the circumstances at the site satisfy all of the
jurisdictional prerequisites of a requirement.

¯ Relevant and appropriate requirements are those cleanup
standards, standard of control, and other substantive
environmental protection requirements, criteria, or
limitations promulgated under Federal environmental or State
environmental or facility siting laws that, while not
"applicable" to a hazardous substance, pollutant,
contaminant, remedial action, location, or other
circumstance at a CERCLA site, address problems or
situations sufficiently similar to those encountered at the
CERCLA site that their use is well suited to the particular
site. Only those State standards that are identified in a
timely manner and that are more stringent than Federal
requirements may be relevant and appropriate.

Requirements are also classified as chemical-specific, location-
specific, or action-specific.
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¯ Chemical-specificARARs are health- or risk-based
concentration limits, numerical values, or methodologies for
various environmental media (i.e., groundwater, surface
water, air, and soil) that are established for a specific
chemical that may be present in a specific media at the
site, or that may be discharged to the site during remedial
activities. These ARARs set limits on concentrations of
specific hazardous substances, pollutants, and contaminants

in.theenvironment. Examples of this type of ARARare
amDzenn water quality criteria and drinking water standards.

¯ Location-specific requirements set restrictions on certain
types of activities based on site characteristics. Federal
and State location-speciflc ARARs are restrictions placed on
the concentration of a contaminant or the activities to be
conducted because they are in a specific location. Examples
of special locations possibly requiring ARARs include flood
plains, wetlands, historic places, and sensitive ecosystems
or habitats.

¯ Action-specific requirements are technology- or activity-
based requirements which are triggered by the type of
remedial activity. Examples are ReSource, Conservation and
Recovery Act (RCRA) regulations for waste treatment, storage
or disposal.

Neither CERCLA nor the National Oil and Hazardous Substances
Pollution Contingency Plan (NCP) (400 C.F.R. Part 300) provides
across-the-board standards for determining whether a particular
remedy will result in an adequate cleanup at a particular site.
Rather, the process recognizes that each site will have unique
characteristics that must be evaluated and compared to those
requirements that apply under the given circumstances.
Therefore, ARARs are identified on a site-specific basis from
information about specific chemicals at the site, specific
features of the si£e location, and actions that are being
considered as remedies.

The following section outlines the ARARs that apply to this
site.

I0.I Chemlcal-Speoiflo ARARs

I0.I.I Federal Drinking Water Standards

$~ct~QD 1412 of the safe Drinkinq Water Act (SDWA}. 42
~.s.c. section 300g-l. "National Water Reaulations"~
~ationalPlimary Prin~inu Water Requlatio~s, 40 CFR

P~r~ 141.
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EPA has established Maximum Contaminant Levels (MCLs) (40
CFR Part 141) under the Safe Drinking Water Act (SDWA) to protect
public health from contaminants that may be found in drinking.
water sources. These requirements are applicable at the tap for
water provided directly to 25 or more people or which will be
supplied to 15 or more service connections. The MCLs are
applicable to any water that would be served as drinking water.
Under NCP Section 300.430(f)(5), remedial actions must generally
attain MCLs and non-zero Maximum Contaminant Level Goals (MCLGs)
for remedial actions where the groundwater is a current or
potential source of drinking water.

The groundwater at the Baldwin Park OU is an existing and
potential source of drinking water. However, since the Baldwin
Park OU remedial action is an interim action, chemical-specific
cleanup requirements for the aquifer such as attaining MCLs and
non-zero MCLGs, which would be ARARs for a final remedy, are not
ARARs for this interim action. (See NCP, 55 Fed. Reg. 875;5.)
Nevertheless, EPA has determined that for the treatment plant
effluent from the Baldwin Park OU, the Federal Primary and any
Secondary Maximum Contaminant Leveis (MCLs) for VOCs and any more
stringent State of California Primary MCLs for VOCs are relevant
and appropriate and must be attained regardless of the end use or
discharge method for the treated water. In addition, treated
water that is discharged to surface water shall meet National
Pollutant Discharge Elimination System (NPDES) discharge
requirements.

For treated’water which will be put into a publicwater
supply, all legal requirements for drinking water in existence at
the time that the water is served will have to be met because EPA
considers serving of the water to the public (at the tap} to be
off-site. Complying with all applicable requirements for
drinking water at the tap will also require attainment of the MCL
for nitrate prior to serving the water to the public. Since
these are not ARARs, these requirements arenot "frozen" or fixed
as of the date of the ROD. Rather, they can change over time as
new laws and regulations applicable to drinking water change.
See NCP, 55 Fed. Reg. 8758 (March 8, 1990).

10.1.2 State Drinking water Standards

California saf~Drinkin~ Water Act. Health and safety
Code, D~y~s~on 5. Part I. Chapter 7~ section 4010 et
seq,, California Domestic Water Oualitv Monitoring
;equlations. CCR Title 22. Division 4, Chapter 15.
8e~ti0n 64401 et seq.

Californiahas also established drinking water standards for

s~urc~s of public drinking water, under the California Safe
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Drinking Water Act of 1976, Health and Safety Code Sections
4010.1(b) and 4026(c). California has promulgated primary MCLs
for VOCs. Several of the State MCLs are more stringent than
Federal MCLs. In these cases, EPA has determined that the more
stringent State MCLs for VOCs are relevant and appropriate for
the treatment plant effluent from the Baldwin Park OU interim
remedy. VOCs for which there are more stringent State standards
include: benzene; carbon tetrachloride; chlorobenzene; 1,2-
dibromoethane; 1,2-dlchloroethane (I,2-DCA); l,l-dichloroethene
(1,I-DCE); cis-l,2-DCE; trans-l,2-DCE; vinyl chloride; and
xylenes. There are also some chemicals where State MCLs exist
but there are no Federal MCLs. EPA has determined that these
State MCLs are relevant and appropriate for the treated water
prior to discharge or delivery to the water purveyor. VOCs for
which there are no Federal MCLs but for which State MCLs exist
are: 1,1-DCA; trichloroflouromethane (Freon ii); and 1,1,2-
trichloro-l,2,2-triflouroethane (Freon 113). The Federal and
State Primary MCLs for these compounds are listed in Table ROD-1.

Water served as drinking water is required to meet MCLs at
the tap, not MCLGs. However, EPA does retain the authority to
require changes in the remedy if necessary to protect human
health and the environment, including changes to previously
selected ARARs. See, 40 CFR Sections 300.430(f) (1)(ii) (B)(1) and
300.430(f)(5)(iii)(C). If EPA receives new information indicating
the remedy is not protective of public health and the
environment, EPA would review the remedy and make any changes
necessary to ensure protectiveness.

10.2 Locatlon-SpecifioARARs

No location-specific ARARs were identified for the Baldwin
Park OU.

10.3 Aatlon-speclflc ARARs

10.3.1 Clean Air Act, 42 U.B.C. seotlon 7401 et seq.

Rules and Reuulations of the south Coast Air Oualitv
Manaqement District

The Baldwin Park ou remedy may include air stripping,
triggering action-speciflc ARARs with respect to air quality.

The Clean Air Act regulates air emissions to protect human
health and the environment, and is the enabling statute for air
quality programs and standards. The substantive requirements of
programs provided under the Clean Air Act are implemented
primarily through Air Pollution Control Districts. The South
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Coast Air Quality Management District (SCAQMD) regulates air
quality in the San Gabriel Valley.

The SCAQMD has adopted rules that limit air emissions of
identified toxics and contaminants. The SCAQMD Regulation XIV,
comprising Rule 1401, on new source review of carcinogenic air
contaminants, is applicable for the Baldwin Park OU. SCAQMD Rule
1401 requires that best available control technology (BACT) be
employed for new stationary operating equipment, so the
cumulative carcinogenic impact from air toxics does not exceed

the maximum individual cancer risk limit of ten in one million (i
x 10-s). EPA has determined that Rule 1401 is applicable for the
Baldwin Park OU because compounds such as PCE and TCE are present
in groundwater, and release of these compounds to the atmosphere
exceeding SCAQMD requirements unless controls are implemented.

The substantive portions of SCAQMD Regulation XIII,
comprising Rules 1301 through 1313, on new source review are also
ARARs for the Baldwin Park OU.

The SCAQMD also has rules to limit the visible emissions
from a point source (Rule 401), to prohibit discharge of material
that is odorous or causes injury, nuisance or annoyance to the
public (Rule 402), and to limit downwind particulate
concentrations (Rule 403). EPA has determined that these rules
are also ARARs for the Baldwin Park OU interim remedy.

10.3.2 water Quality standards for Discharges of
Treated Water to Surface Waters or Land

~tate Standards

For any discharge to land, including recharge at a spreading
basin, or discharge to surface water, that occurs on-site, the
discharged water must meet all aotion-specificARARs for such
discharge. The ARARapplicable to the discharged water is:

The Los Angeles Regional Water Quality Control Board’s
Water Quality Control Plan for the Los Angeles River
Basin (the "Basin Plan"), which incorporates State
Water Resources Control Board Resolution No. 68-16,
"Statement of Policy with Respect to Maintaining High
Quality of Waters in California." Resolution No. 68-16
requires maintenance of existing State water quality
unless it is demonstrated that a change will benefit
the people of California, will not unreasonably affect
present or potential uses, and will not result in water
quality les~ than that prescribed by other State
policies.
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State Standards - Discharuesto Dan~

In order to comply with the Basin Plan, any treated
groundwater that is discharged to land will be treated to
concentrations below Federal MCLs or State MCLs for VOCs,
whichever is more stringent. In addition, any nitrate
concentrations in the water to be recharged will have to be
similar to or lower than the levels of these substances in the
portion of the aquifer where the recharge will occur. The
quality, quantity, and duration of the discharge will be
considered with respect to the existing water quality.

State Standards - Discharues to Surfac@ water
CERCLA Section 104fb) Activities

During the time period of RD/RA activities at the Baldwin

Park OU, additi0nal CERCLA section 104(b) activities will be
taking place. During these additional CERCLA section 104(b)
activities, EPA anticipates that there may be temporary
discharges of treated water to the San Gabriel River and its
tributaries (collectively the San Gabriel River). The AP~AR for
any treated water that is generated and discharged to the San
Gabriel River as part of a CERCLA section 104(b) activity would
be the NPDES program, which is implemented by the Regional Board.
In establishing effluent limitations for such discharges, the
Regional Board considers the Basin Plan, which incorporates
Resolution 68-16, and the best available technology economically
achievable (BAT). See. Cal. Water Code section 13263.

Since the Regional Board did not identify specific
substantive discharge requirements or technology standards for
discharges resulting from CERCLA section 104(b) activities, EPA
has reviewed the Basin Plan and considered BAT and has made
certain determinations for the discharge of water generated by
CERCLA section 104(b) activities to the San Gabriel River. In
order to comply with this ARAR, any treated groundwater that
would be discharged pursuant to CERCLA section 104(b) activities
to the San Gabriel River would be treated to meet Federal MCLs or
State MCLs for V0Cs, whichever is more stringent.

The treated water may also contain nitrate. The Basin Plan
states that the level of nitrate shall not exceed 36 mg/l (as
NO3) in water designated for use as domestic or municipal supply.
According to the Basin Plan, the San Gabriel River is designated
for municipal or domestic water supply. Therefore, 36 mg/l
nitrate would be an ARAR for CERCLA section 104(b) activities
resulting in discharges associated with the OU.

EPA has stated that "studies and in~estlgations undertaken
pursuant to CERCLA section 104(b), such as activities conducted
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during RI/FS; are considered removal actions.,, (55 Fed. Reg.
8756) It is EPA’s policy that removal actions "will comply with
ARARs to the extent practicable, considering the exigencies of
the circumstances.,’ (55 Fed. Reg. 8756).

Some CERCLA section 104(b) activities that will occur during
the time of RD/RA are temporary high flow, high volume discharges
(e.g., discharges resulting from spinner logging/depth specific
sampling of water supply wells and aquifer testing}. EPA has
considered BAT for these CERCLA section 104(b) activities. For
CERCLA section 104(b) activities that result in temporary high
flow, high volume discharges, EPA evaluated four options for
meeting the primary Federal and State MCLs for VOCs and nitrate:
(i) direct discharge to an existing drinking water distribution
system; (ii) on-site storage, then disposal at a RCRA-approved
hazardous waste facility; (iii) discharge into a sanitary sewer
for treatment at a wastewater treatment plant; and (iv) on-site
treatment, then discharge into flood control channels.

For reasons similar to those faced and addressed during
previous spinner logging/depth specific sampling, EPA reached the
conclusion that compliance with ARARs was not practicable
considering the exigencies of the circumstances forCERCLA 104(b)
activities resulting in temporary high flow, high volume
discharges of water. EPA has determined that for CERCLA 104(b)
activities not resulting in temporary high flow, high volume,
discharges of water compliance with ARARs is practicable
considering the exigencies of the circumstances.

State Standards - Discharae to Surface Wate~
RD/RAAq~ivit~es

RD/RA activities may also include the discharge of treated
water to surface waters. Unlike the CERCLA section 104(b)
activities, the RD/RA activities shall be undertaken in
compliance with ARARs unless a waiver is attained. Because no
ARARwaivers are contemplated for the RD/RA for the Baldwin Park
OU, all RD/RAactivities shall be undertaken in compliance with
ARARS.

As noted above, the ARAR for any treated water that is
discharged to surface waters is the NPDES Program which is
implemented by the Regional Board. In establishing effluent
limitations for such discharges; the Regional Board considers the
Basin Plan, which incorporates Resolution 68-16, the Inland
Surface Water Plan and Temperature Plan for Surface Waters, and
the best available technology economically achievable (BAT).
See~Cal. Water Code section 13263.
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Since the Regional Board did not identify specific
substantive discharge requirements or technology standards for
such discharges, EPA has reviewed the Basin Plan (with related
documents) and considered BAT and has made certain determinations
for the RD/RA discharges to surface waters. In order to comply
with this ARAR, any groundwater that will be discharged to
surface waters on-site must be treated to meet primary Federal
MCLs or State MCLs for VOCs, whichever is more stringent.

The treated water will also contain nitrate. The Basin Plan
states that the level of nitrate shall not exceed 36 mg/l in
water designated for use as domestic or municipal supply.
According to the Basin Plan, the San Gabriel River is designated
for municipal or domestic water supply. Therefore, the 36 mg/l
is an ARAR for the RD/RA discharges associated with the OU.

10.3.3 California Hazardous Waste control Aot

RCRA, passed by Congress in 1976 and amended by the
Hazardous and Solid Waste Amendments of 1984, contains several
provisions that are ARARs for the Baldwin Park OU. The State of
California has been authorized to enforce its own hazardous waste
regulations (California Hazardous Waste Control Act) in lieu of
the Federal RCRA Program administered by the EPA. Therefore,
State regulations in the California Code of Regulations (CCR),
Title 22, Division 4.5, Environmental Health Standards for the
management of Hazardous Wastes (hereinafter the State HWCA
Regulations}, are now cited as ARARs instead of the Federal RCRA
Regulations. State regulations under Federally authorized
programs are considered Federal requirements, i.e., Federal
ARARs.

The contaminated groundwater is not a listed RCRA waste.
However, the contaminants are sufficiently similar to RC~A wastes
that EPA has determined that portions of the State’s HWCA
Regulations are relevant and appropriate.

An air stripper or GAC contactor would qualify as a RCRA
miscellaneous unit if the contaminated water constitutes RCRA
hazardous waste. EPA has determined that the substantive
requirements for miscellaneous units set forth in Sections
66264.601 -.603 and related substantive closure requirements set
forth in 66264.111-.115 are relevant and appropriate for the air
stripper or GAC contactor. The miscellaneous unit and related
closure requirements are relevant and appropriate because the
water is similar to RCRA hazardous waste, the air stripper or GAC
contactor appear to qualify as a miscellaneous unit, and the air
stripper or GAC contactor should be designed, operated,
maintained and closed in a manner that will ensure the protection
of human health or the environment.
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The land disposal restrictions (LDR), 22 CCR Section 66268
are relevant and appropriate to discharges of contaminated or
treated groundwater to land, including the discharge of treated
water to spreading basins. The remedial alternatives presented
do not include land disposal of untreated groundwater. Because
of the uncertainty in the levels of contamination and volumes of
water to be derived from monitoring and extraction wells at this

site, these waters must be treated to meet Federal and State
Primary MCLs for VOCs, whichever is more stringent, prior to
discharge to land. By meeting the Federal and State MCLs for
vocs before discharge, the remedy will satisfy the RCRA LDRs.

The container storage requirements in 22 CCR Sections
66264.170 -.178 are relevant and appropriate for the storage of
contaminated groundwater over 90 days.

On-site storage or disposal of the spent carbon from the
treatment system for more than ninety (90) days could trigger the
State HWCA requirements for storage and disposal if the spent
carbon contains sufficient quantities of hazardous constituents
that cause the spent carbon to be classified as a characteristic
hazardous waste. If the spent carbon is determined to be a
hazardous waste under HWCA (Sections 66261 and 66262), the
requirements for handling such waste set forth in Sections 66262
and 66268 are applicable.

10.4 Additional Matters

10.4.1 California Water Well Standards

Substantive standards for construction of public water
supply wells have been published by the State as the California
Water Well Standards. While these standards have not been
speclflcally promulgated as an enforceable regulation and are
therefore not ARARs, all groundwater facilities designed, located
and constructed to produce drinking water must be constructed in
accordance with these standards. Since the remedy involves
delivery of the treated water to the public supply system, EPA
has determined that the action shall comply with substantive
Water Well Standards for construction of water supply wells, such
as sealing the upper annular space to prevent surface
contaminants from entering the water supply. Wells constructed
solely for treatment and reinjection with no delivery to the
public supply system would not be subject to these water well
construction standards.

10.4.2 OSHA Requirements

Requirements of nonenvironmental laws, such as california
OSHA regulations (8 CCR 5192) are not considered as ARARs and all
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such requirements applicable at the time of the activity would
have to be satisfied.

TXE SELECTED REMEDY

The remedial objectives of the Baldwin Park OU are to
prevent future increases in, and begin to reduce, concentrations
of trichloroethene, tetrachloroethene, carbon tetrachloride, and
other VOCs in groundwater in the Baldwin Park area (hereafter
referred to as contaminants or contaminated groundwater) by
limlting further migration of contaminated groundwater into clean
and less contaminated areas or depths that would benefit most
from additional protection, and by removing contaminants from the
aquifer.

An additional objective of this remedy is to collect and
analyze groundwater quality, groundwater flow, and other data
during operation of the remedy to determine final in situ clean
up standards for the Baldwin Park area. Among the critical

decisions to be made are the extent to which, and the timeframe
in which, to address lower levels of contamination which may
remain in the aquifer after construction and initial operation of

the remedy. The final ROD will include in situ restoration
standards, which may differ for different portions of the OU
area, and may call for additional remedial actions in the area.
EPA expects that this interim remedy will provide the basis for
the final remedy for the Baldwin Park area.

At a minimum, EPA will formally evaluate the performance of
the remedy every five years.

EPA’s selected remedy includes the extraction rates and
locations included in Alternative 1 and the option of
distributing treated water to local purveyors (as described in
Alternative i) or to Metropolitan (as described in Alternatives 3
and 4). These components of the remedy are identical to the
Proposed Plan. The extraction, treatment, water use, and
monitoring components of the remedy are described further below.
Also noted are project details that may change during the
remedial design and construction processes (e.g., number and type
of monitoring wells).

II.I Extraction Looations

The selectedremedy shall include extraction of contaminated
groundwater at the downgradient end of two broad areas of
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contamination to limit contaminant migration and remove
contaminant mass. The two areas are:

¯ The Lower~trea= the portion of the aquifer in the
vicinity of the San Bernardino Freeway (I-lO), east of the
San Gabriel River and west of Azusa Avenue (Highway 39),
where concentrations of contaminants listed in Table ROD-I
or other VOCs are approximately 10 times Federal or State
drinking water standards, and where downgradient portions of
the aquifer are significantly less contaminated, between ND
(non-detectable) and two times drinking water standards.
Extraction wells shall be located to maximize protection of
downgradient water supply wells. The areas are described by
ranges of concentrations because actual concentrations vary
month to month and year to year. Approximate boundaries of
this area are shown in Figure ROD-10 as the Lower Area.

¯ The Upper Area= the portion of the aquifer north of Arrow
Highway, immediately east of the Santa Fe Dam, containing a
significant mass of non-aqueous phase contamination or other
known or suspected surface or subsurface sources of
contaminants listed in Table ROD-1 or other VOCs that are
acting as continuing sources of dissolved-phase groundwater
contamination. Available data indicate the presence of
sources of contamination upgradient of wells WIOWOMWI,
VIOVCMWI, VIOVCMW2, OSCOMW2-5, Aerojet MW3-4, and WIIAZW-03
and -09. Concentrations of PCE or TCE at most of these
wells have exceeded 200 times drinking water standards. If
additional investigation work indicates the presence of
additional sources, the pumping configuration should be
modified to the extent feasible to capture the additional
sources. Approximate boundaries of this area are shown in
Figure ROD-10 as the Upper Area.

EPA’8 analyses indicate that its remedial objectives can be
efficiently met by extracting contaminated groundwater from the
upper 400 - 500 feet of the aquifer; from three wells in the
lower area and two wells in the upper area. Figure ROD-13 shows
approximate extraction locations as well locations 13, i0, 5, 6,
and 4. EPA recognizes that other pumping configurations,
increasing the number of extraction wells but reducing rates, or
decreasing the number of wells but increasing rates, may be
equally efficient. If supplemental analyses demonstrate that
alternative pumping configurations are equally efficient~ they
may be substituted for EPA’s recommended locations. The phrase
pumping configuration refers to precise extraction locations and
rates within the upper and lower areas of contamination.

EPA believes that it is premature to select the number of
wells or make a final decision on extraction locations at this
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time. Final decisions on extraction locations, and final
decisions on whether existing wells in the vicinity of EPA’s
selected locations will satisfy these requirezents, will be made
during remedial design.

11.2 Extraotlon Rates

The selected remedy shall include extraction of contaminated
groundwater at locations and rates sufficient to capture or
contain particles (representing contaminants dissolved in the
groundwater} moving from the upper and lower areas of
contamination. Extraction shall result in capture zones that
include the two subareas during all anticipated recharge
conditions.I The capture zones shall also include all
significant depth intervals where contaminant concentrations
exceed MCLs for Contaminants listed in Table ROD-1 or for other
VOCs. The extraction system may be designed to allow
contaminated groundwater to temporarily move past the extraction
locations during periods of high recharge at the Santa Fe
Spreading Grounds or elsewhere if the system can recapture,
during subsequent periods of lower recharge, any contaminated
groundwater that has moved beyond the extraction locations.

EPA’S analyses indicate that its remedial objectives will be
efficiently met by extracting 19,000 gpm of contaminated
groundwater. EPA’s analyses indicate that approximately 10,500
gpm of groundwater must be extracted more or less continuously in
the lower area; approximately 8,500 gpm of groundwater must be
extracted in ~the upper area. EPA’s analyses indicate that these
rates will intercept and capture contaminated groundwater during
recharge and pumping conditions similar to those occurring
between October 1977 and June 1990. During recharge conditions
similar to the exceptionally rainy spring of 1983, contaminated
groundwater may temporarily move beyond the extraction locations,
but, in particle tracking simulations, appears to be subsequently
recaptured.

If supplemental data and analyses justify modifications to
EPA assumptions about the extent of contamination, hydraulic
conductivity, regional flow gradients (which vary significantly
depending on the amount and timing of precipitation and
artificial recharge) or other factors that influence groundwater
flow and contaminant transport, EPA will consider revised rates.
EPA will also consider seasonally-variable rates that meet the
requirements of this Section.

IThe amount and timing of precipitation and artificial
recharge vary month to month and year to year, as do the
resulting regional flow gradients.
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Extraction shall occur as continuously as feasible.
Feasibility may be temporarily limited by insufficient capacity
to accept or distribute treated water by the recipient of the
treated water, resulting from low customer demand (e.g., during
rainy winter days) or competition for use of recharge areas.

11.3 Treatment

The extracted contaminated groundwater shall be treated to
remove contaminants listed in Table ROD-1 and other VOCs by
either or both of two proven treatment technologies: liquid-
phase granular activated carbon (LGAC) filtration and air
stripping. The treated groundwater exiting the treatment
facilities shall meet Federal and State primary MCLs for
contaminants listed in Table ROD-I and for other VOCs. In
addition, the treated groundwater shall meet proposed Federal
secondary MCLs for ethylbenzene and toluene. If air stripping is
used, cffgas controls (e.g., vapor phase granular activated
carbon) shall be used to reduce air emissions in accordance with
ARARs promulgated by the South Coast Air Quality Management
District. EPA believes that if properly designed, these proven
treatment technologies (LGAC and air stripping) are equally
effective at removing VOCs for most mixes of contaminants. One
technology may be used at one location and the other at a
different location, or both technologies may be used in a
treatment train at a single location.

Existing treatment facilities (e.g., planned treatment at
Valley County Water District’s Big Dalton well) may be
incorporated into the remedy if, during remedial design,
agreements can be reached for their use and they meet other
requirements of this Record of Decision. The San Gabriel Basin
Water Quality Authority (the project’s sponsor) expects
construction to be completed in late 1994. One or more new
treatment facilities shall be constructed to provide the
remaining treatment capacity.

An Advanced Oxidation Process may be used for pretreatment
in combination with LGAC treatment if proven to be effective and
economical during design phase testing and analysis. The VOC
treatment technology or combination of technologies which best
meet the objectives of the remedy for the Baldwin Park OU will be
determined during the remedial design phase, when more detailed
and up to date information will be available to assess
effectiveness and cost. Final decisions on the locations of the
treatment facilities will also be made during remedial design.
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The selected remedy shall include pipelines, pump station~,
and other conveyance facilities needed to transport the treated
groundwater to one or more delivery locations. If treated water
is supplied to one or more water purveyors, the delivery location
or locations shall be at a pipeline, storage reservoir, or other
portion of the purveyors’ distribution systems. The purveyors
would be responsible for distributing the water to their
residential and business customers through their existing
distribution systems. The selected remedy may also include
improvements to the recipient’s existing distribution system if
the improvements are needed to allow the recipient to accept
treated groundwater at extraction rates required by Section 11.2
of this ROD.

EPA’s preference is that treated water be delivered to water
purveyors. The advantages of supplying water to purveyors,
rather than recharge, are: reduced pumping costs; the lower risk
of inadequate distribution during and after rainy months; and
purveyors downgradient of Subarea 3 could reduce extraction at
existing water supply wells located outside of the highly
contaminated areas that may be pulling contaminated groundwater
into less contaminated areas or depths.

Initial discussions with water purveyors indicate that
purveyors inbest position to accept treated water are San
Gabriel Valley Water Company, Suburban Water Systems, Covina
Irrigating Company (CIC), the cities of Azusa and Glendora, and
Metropolitan. CIC and Metropolitan are wholesalers of water that
would in turn supply retail water companies; the other four
companies supply businesses and residents directly. CIC’s
potential customers include the City of Covina, the City of West
Covina, Suburban Water Systems, and others. Metropolitan’s
customers include a large number of water agencies both within
and outside of the San Gabriel Valley.

EPA would actively support supplying treated water to
Metropolitan if it would decrease the cost of the project and
reduce institutional barriers. Supplying water to Metropolitan
would provide water users throughout Southern California with a
new source of water during peak demand periods, and probably
benefit from Metropolitan expertise in building and operating
large water supply projects. If Metropolitan receives treated
water, they would probably play a significant role in the design,
construction, and/or operation of the remedy to ensure that the
project meets their water supply requirements. Metropolitan has
reportedly budgeted $25 million for a conjunctive use project in
the San Gabriel Basin.
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EPA believes that it is premature to specify any one or a
combination of recipients of the treated water. The final
decision will be made after completion of the ROD depending on
the outcome of additional negotiations with potential recipients
of the treated water to identify recipients that can be supplied
at least cost with the fewest institutional obstacles.
Arrangements must be made with recipients to address EPA and
purveyor financial obligations (see footnote, page 60);
responsibility for design, construction, operation, and
maintenance; timing and dependability of the supplied water;
water rights issues; and other issues.

The potential for funding through the Reclamation Projects
Authorization and Adjustment Act of 1992 (P.~. 102-575) will also
be considered. The Act authorizes Federal funding of up to 25%
for "the design, planning and construction of a conjunctive-use
facility designed to improve the water quality in the San Gabriel
groundwater basin and allow the utilization of the basin as a
water storage facility."

If water purveyors can accept water for most, but not all,
of the year, excess water shall be delivered to a location or
locations from which it can flow into spreading basins and[ flood
control channels operated by the Los Angeles County Department of
Public Works for recharge into the aquifer. If agreements cannot
be reached with San Gabriel Basin water purveyors, water shall be
recharged year-round. If recharge is necessary, recharge
location(s) will be determined during remedial design. If
treated water is recharged, the State anti-degradation
requirement is an additional ARARthat may influence the ]Level of
treatment. If treated water is recharged, the remedy may include
activities to maintain or improve the infiltration capacity of
the spreading grounds, or to acquire or develop new recharge
facilities, if treated water is discharged to a surface water,
the discharge shall meet NPDES requirements.

11.5 Monitoring Program

The remedy shall include the installation and sampling of
groundwater monitoring wells, the sampling of existing monitoring
wells, measurement of groundwater elevations at monitoring and
production wells, and the measurement of other aquifer properties
to:

Verify or refine the boundaries of upper and lowen areas to
help determine final pumping configurations.

Verify or refine the efficiency of EPA’s recommended pumping
configurations.
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Verify or revise contaminant influent concentration
estimates that will be used in the design of the OU
treatment facilities.

Provide an early warning network so that Changes in the
groundwater flow regime or contaminant concentrations that
may require modifications in extraction rates, well
locations, or treatment methods are identified in time to
institute the necessary facility and operational changes.

Evaluate the presence and approximate location of non-
aqueous phase contamination or other subsurface sources of
groundwater contamination to supplement site assessments of
individual facilities or properties.

Evaluate the effectiveness of the remedy in satisfying the
remedial objectives of limiting the vertical and lateral
migration of contaminated groundwater and removing
contaminant mass in and downgradient of the upper and lower
areas. The evaluation may include plotting and
interpretation of temporal trends in water quality, analysis
of changes in groundwater flow induced by the extraction
wells, and computer simulations of groundwater flow,
including the estimation and evaluation of capture zones.

Help determine the need for additional remedial actions in
the Baldwin Park area and the nature of the final remedy
(e.g., the extent to which and timeframe in which aquifer
restoration is feasible). Satisfying this objective may
include lab or field testing to estimate parameters that
govern sorption, biogical degradation, or other processes
that affect contaminant transport in theaquifer (e.g.,
concentrations of total organic carbon, dissolved oxygen or
other gases, nutrients, indigenous microbial populations).

Satisfying one or more of the monitoring objectives may also
require ancillary data, including information on pumping and
recharge rates and volumes, lithology, measurements of hydraulic
conductivity, and measurements of other aquifer properties.
These data are needed to allow for accurate determinations of the
direction and magnitude of horizontal and vertical flow in the
vicinity of the remedial action; discern significant temporal
variation in flow gradients; and simulate the effects of recharge
and pumping on groundwater flow. These data are also needed to
refine the understanding of the geology in the Baldwin Park area,
including the occurrence and extent of highly permeable or fine-
grained deposits which could affect groundwater flow paths.

Groundwater monitoring shall begin during the time of
remedial design to provide data necessary to complete the final
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design and to establish pre-implementation, baseline conditions.
Initially, collection and analysis of groundwater quality samples
shall occur no less frequently than bimonthly for VOCs and
quarterly for other parameters (except ~or less frequent depth-
specific sampling of extraction wells). Initially, measurement
of water levels shall occur no less frequently than monthly.
Monitoring frequency may decrease if EPA determines that
conditions warrant such a decrease. Frequency may vary by
parameter. Water quality parameters to be quantified will
include VOCs, semivolatile organic compounds, general minerals,
nitrate (NO3), radon, and physical parameters required for
treatment purposes (e.g., color, turbidity, and odor).

EPA’s preliminary recommendations, which rely as much as
possible on existing wells, are to include the following numbers
and types of wells in the monitoring program:

¯ Water quality and water level data at twenty-four
existing inactive and active production wells,
including two existing wells that may be used as
extraction wells. Some of these wells are currently
sampled as part of the Title 22 monitoring program, but
it may be necessary to increase the number and
frequency of parameters analyzed;

¯ Water quality and water level data at five existing
standard monitoring wells and one existing MP
monitoring well, which include the Baldwin Park Key
Well and the U.S. Environmental Protection Agency’s
deep multiple port (MP) monitoring well (MW5-1). Also,
continued sampling of selected facility site assessment
wells.¯ Although most site assessment wells penetrate a
relatively small portion of the saturated zone, their
location upgradient of likely extraction well clusters
make selected wells favorable monitoring points for
assessing future water quality at the clusters;

¯ Water quality and water level data at two new MP
monitoring wells (or equivalent conventional well
clusters);

¯ Water quality and water level data at two new two-well
monitoring well clusters (These wells were addled in
response to public comments on the FS and Proposed Plan
- See Part III of this ROD.);

¯ Water quality and water level data at eight new three-
well monitoring well clusters (One three-well cluster
was added in response to public comments on the FS and
Proposed Plan - see Part III of this ROD.);
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Three new piezometer clusters, each containing three
wells (one set near each extraction well in Subarea 3)
to provide more detailed data on water level changes
near the extraction wells and evaluate theeffective
capture zone of the extractionwells; and

Wellhead water quality data, depth-specific water
quality data, spinner logging, and water level data at
or adjacent to the five new extraction wellsz - to
evaluate the effectiveness of contaminant removal.

Locations and construction information on existing
production and monitoring wells are shown in Table ROD-7 and
Figure ROD-14. The purpose and location of the new wells are
described in Table ROD-8 and Figure ROD-14. The depth and number
of sampling zones are based, in part, on estimates of the
vertical extent of groundwater contamination.

Additional monitoring wells or piezometers shall be
installed to replace existing wells if significant vertical
gradients complicate the interpretation of water level data
collected from production wells; or if existing wells currently
planned for inclusion in the program are abandoned.

Locations shown in Figure ROD-14 may be revised, or
locations added or eliminated, if extraction locations change, if
EPA’s interpretation of the lateral or vertical extent of
contamination changes, lf influent concentrations to the
treatment facilities vary unexpectedly (requiring installing
additional wells to evaluate the magnitude and cause of the
observed deviation); if source investigations identify previously
unknown sources requiring characterization; or if individual
facility or property owners install new wells that should be
included in the monitoring program.

The remedy shall also include sampling of influent and
effluent water quality, into and exiting the treatment
facilities, and other collection and analysis of interpretive
data needed to meet the monitoring objectives outlined in this
section. EPA also recommends one-time geophysical logging of
new-well pilot holes and aquifer testing at new wells to provide
information on aquifer parameters and characteristics.

~2 A cost-effective means of obtaining this data is to

install a permanent access pipe in at least one well at each
extzaction well cluster. This allows for spinner logging and
collection of depth-specific water samples during operation.
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11.6 Project Costs

The following two tables present estimates of the capital
costs, and operation and maintenance costs, for the remedy. The
estimated construction cost subtotal, which includes the
extraction, treatment, conveyance, and monitoring hardware, is
$25 million3. An additional $22 million is added to account for
engineering design, construction services, legal and
administrative costs, contingencies, and land acquisition. The
majority of the estimated construction costs of the remedy (more
than 75%) are associated with the treatment and conveyance
components. The majority of the estimated operating cost6~ of the
remedy is for the purchase of electricity and carbon.

3 This estimate does not include the costs of the three
monitoring we!l clusters added to the remedy in response to
public commentq. The estimated capital cost of the three wells
is less tha~ $0.4 million; the estimated operating cost is less
than $0.1 million.
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:~ .~,... :~:< :--h~::~, ~, x~ ,:%.~;~.’>~.~,~:~y~-~ ~ ~,~ .~x~~ ~:~.~ ~ ~ ~ ~-~¢~:~: "~ ;:~::~ ~,~ :~9%~%~: ~:~-:~--~-. ~ - : ~::~--~-~.~;~ -: :- - ~- .--<’:.-~:’- ~:.~-~x<~
~Caplta!:.~,~s~s.:.:Est~ates, for. :the.:~:-~,~::~ ......... .:. ......................

Extraction System: New Groundwater 4.1~

Extraction Wells and Monitoring Wells

Treatment System for VOC Removal 10.7

Conveyance System: Pipelines, Pump 8.5
Stations, and Other Conveyance System
Hardware

Other Construction Costs 1.6

"Bid and Scope" Contingencies 8.8
(estimated at 35% of extraction,
treatment, conveyance, and other

construction costs)

Construction Services (estimated at 10% 3.4
of extraction, treatment, conveyance,
other construction, and contingency
costs}

Land Acquisition 1.5

Engineering Design, Legal, and 8 5
Administrative Costs (estimated at 22%
of extraction, treatment, conveyance,
other construction, contingency, and
land acquisition costs)

TOTAL CAPITAL COSTS: 47.1~

6O
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Electrical Costs for Extraction Wells 1.5

Electrical Costs for Pump Stations 0.7

Electrical Costs for Treatment System 0.4

Carbon Replacement 0.9

Other Treatment Plant Costs 0.8

Monitoring Well..Sampling 0.7~

Maintenance (estimated as 2% of capital 0.7
cost estimate)

Purveyor Reimbursement Costs -- 1.5
,..(estimated at ~O/a~=e~oo~)~

TOTAL OPERATION AND MAINTENANCE COSTS: I 4.2~

The net present value of the remedy, assuming 30 years of
operation, a discount rate of 7%, and purveyor reimbursement of
$50/acre-foot, is $99.7 million~.

Three major assumptions made in developing the cost estimates are
described below.

Availability of Existing Wells: The cost estimate assumes
that two inactive existing water supply wells in the OU
area, owned by local purveyors, can be used as part of the
remedy. If additional existing wells are used, costs would
decrease slightly. If, instead, new wells mustbe
constructed, capital costs would increase slightly.

EPA expects that water p~rveyors that accepted and
distributed treated water would contribute to project operating
costs to offset any savings resulting from not using other
sources of water. These avoided costs range from $30 per acre-
foot for purveyors that pump clean groundwater to more than $300
per acre-foot for purchases of imported water. One acre-foot
equals 325,829 gallons.
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Estimated Contaminant Conoentratlons: If actual contaminant
concentrations differ from the estimated concentrations, or
if new contaminants are detected, operating costs will
change. If the deviations are large, capital modifications
may be necessary. The largest impact would be if increasing
nitrate (N03) concentrations in the groundwater make
installation of NO~ treatment necessary. The cost of NO3
treatment is not included because of limitations in EPA’s
ability to predict the timing and magnitude of future
increases in NO~ concentration in groundwater, and
uncertainty about NO~ treatment requirements of the
recipients of the treated water.

Availabillty of Existing Traatment Facilities:    The cost
estimate assumes that new treatment facilities, with a
capacity of 19,000 gpm, must be built. One or more planned
or existing treatment facilities may be available and offset
the need for new treatment capacity, reducing the capital
costs of new treatment facilities.

12. STATUTORY DETERMINATIONS

As required under Section 121 of CERCLA, the selected
interim remedy is protective of human health and the environment,
complies with Federal and State requirements that are legally
applicable or relevant and appropriate to the interim remedial
action, and is cost effective. The selected remedy utilizes
permanent solutions and alternative treatment technologies to the
maximum extent practicable and satisfies the statutory preference
for remedies that employ treatment to reduce toxicity, mobility,
and volume as a principal element.

12.1 Proteotlon of Human Health and the Environment

The selected remedy will protect human health and the
environment by limiting further downgradient and vertical
migration of contaminated groundwater and removing significant
contaminant mass from the aquifer. The remedy will reduce
potential risks by decreasing the likelihood and magnitude of
future exposure to contaminated groundwater. Contaminant
concentrations in the groundwater in the areas to be addressed by
the remedy are currently tens to thousands of times acceptable
levels. The selected treatment technologies are technically
feasible and proven effective at meeting ARARs for VOCs in the
treated groundwater and air. Implementation of the remedy will
not pose unacceptable short-term risks. In addition, no adverse
cross-media impacts are expected.
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12.2 Compliance with ARARs

Baldwin Park ROD

The selected remedy shall comply with all ARARs, which are
listed in Section i0 of this ROD. No ARARs waivers are expected
to be needed. Because the selected remedy is an interim remedy,
it may not achieve final cleanup levelsfor the groundwater and
no chemical-specificARARs for aquifer cleanup are included. In
Alternatives 1-4, chemical,specificARARs for the treated water
from the VOC treatment plant are Federal MCLs and more stringent
State MCLs for VOCs.

12.3 Cost-Effectiveness and Utilization of Permanent
Solutions and Alternative Treatment Technologies to the Maximum
Extent Practicable

EPA believes that the selected remedy is cost-effective and
utilizes permanent solutions and treatment technologies to the
maximum extent practicable for an interim remedy. The selected
remedy will reduce the mobility of the contaminants in two
critical portions of the aquifer and will permanently reduce the
volume of contamination by limiting the spread of the
contamination and removing contaminant mass. The likelihood that
the remedy will operate for as many years as needed will ]De
increased if, as recommended, the treated water becomes a
dependable source of potable water. If the treated groundwater
becomes a dependable source of potable water, it would provide an
incentive for recipients of the treated water to support the
project’s continued operation. The remedy calls for the
construction of conveyance systems and negotiation of agreements
needed to supply treated water to water purveyors for
distribution to their customers.

Extraction of contaminated groundwater in a third portion of
the aquifer would increase the effectiveness of the remedy and
reduce the mobility and volume of contaminants by further
limiting migration within the area of contamination and removing
additional contaminant mass. Costs would increase, however, by
approximately 50%. (The area of contamination addressed in the
Baldwin Park OU is large, making it infeasible to limit migration
throughout the entire area of contamination. Any realistic
remedy must select the area or areas of contamination that would
benefit most from additional protection.) EPA does not believe

that the incremental benefits of groundwater~extraction in a
third subarea warrant the additional costs at present, given that
the selectedremedy is an interim remedy. Adding a third area
may also decrease the implementability of the remedy due to the
need to distribute 50% more treated water, possibly delaying
implementation of the project. Implementability issues include
the need to reach agreements with additional parties thatwould
receive treated water from an OU, resolution of water rights
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issues, and acquisition of additional property and/or easements

for the construction of extraction wells, treatment facilities,
and conveyance facilities.

EPA evaluated comments from the State, which concurred with
EPA’s proposed remedy, and comments from the community, which are
mixed in their recommendations. The community offered comments
on a variety of topics, including the size of the remedy and the
disposition of the treated water. Some commenters recommended a
larger remedy; others recommended a smaller remedy. The more
than 400 public comments received during the public comment
period, along with EPA’s responses, are presented in Part III of
this ROD.

The most significant factors in the selection of the remedy
are the interim status of the remedy, uncertainty about the cost-
effectiveness of the alternatives not selected, and
implementability. The Superfund evaluation criteria that were
the most important in selecting the remedy were long-term
effectiveness; reduction of toxicity, mobility, or volume;
implementability; and cost.

12,4 Preferenue for Treatment as a Prinaipal Element

This interim remedy will use treatment (air stripping and/or
LGAC) to address the principal threat posed by the site:
exposure to contaminated groundwater. Future actions may be
needed, however, to completely reduce the threat to acceptable
levels.

Because this remedy will result in hazardous substances
remaining on-site above health-based levels, EPA shall conduct a
review, pursuant to CERCLA Section 121, 42 U.S.C. Section 9621,
at least once every five years after commencement of remedial
action to ensure that the remedy continues to provide adequate
protection of human health and the environment.

13. DOCUMENTATION OF SIGNIFICANT CHANGES

The Proposed Plan was released for public comment in May
1993. The Proposed Plan called for groundwater extraction and
treatment in the upper and lower areas (as identified in
Alternative I). The Proposed Plan differed from the description
of Alternative I in the FS in one aspect: it identified local
water purveyors and Metropolitan as potential recipients of the
treated water. EPA reviewed all written and verbal comments
submitted during the public comment period. Upon review of these
comments, it was determined that no significant changes to the
remedy, as it was originally identified in the Proposed Plan,
were necessary.
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Table ROD-1 Partial List of Contaminants Detected in Groundwater in the
Baldwin Park area

Contaminant

Tdohloroethylene (TCE)
1,1-Dichloroeihane (I,I-DCA)
1,1-Dichloroethene (1,1-DCE)
eis-l,2-Dichloroethene
trans-l,2-Diehloroethene
1,2-Dichloroethane (1,2-DCA)
Acetone
Methylene Chloride
Vinyl Chloride
Triohlorofluoromethane (TCFM)
Tetrachloroethene (PCE)
Carbon Tetrachloride (CTC)
1,1,1-Trichloroethane (1,1,1-TCA)
Benzene
Toluene
Bromodichloromethane (BDCM)
Chloroform
Chlorobenzene
1,1,1,2-Tetraohloroethane
1,2,3-Trichloropropane
Freon 113
1,2-Dibromoethane

i=l
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Table ROD-2
Chemicals of Potential Concern in Groundwater

. .- , ,,.        .                               :

Concentration:
\ (.,,g/t)

Maximum
#Detect/ Arithmetic Standard Upper 95/h Contaminant

Chemical //Sampled’ Mean Deviation Percentile LeveP

1,1,1-Tfichloroethane 6/28 2.1 4.6 3.9 200

1, l-Dichloroethane 7/28 0.7 0.5 5

1, l-Diekloroethene 8/28 3.5 9.5 7.1 6

1,2-Dichloroethane 11/28 2.0 3.1 3.2 0.5

Acetone 2/28 4.9 I3.9 10.3

Benzet~e 2/28 0.5 0.06 0.5 1

Carbon Disulfide 2/28 0.6 0.2 0.6

Carbon Tetrachioride 11128 1.8 2.8 2.9 0.5
j, .

Chloroform 13128 2.2 3.1 3.4 100
, ,,.., , ,,,, --

cis- 1.2-Dichloroethene 8/20 6.7 15.7 14.0 6
n

Ethylbenzene 1/28 0.5 0,003 0.5 680

Methylene Chloride 1/28 0.5 0.02 0.5 5

Tetrachloroethene 21/28 12.7 30.5 24.6 5

Toluene 2128 0.5 0.07 0.5 1000

trans- 1,2-Dichloroethene 3/8 0.6 0.2 0.8 10

Tfichloroethylene 22/28 55.1 107,8 96.9 5

Xylene 1/28 0.5 0.01 0.5 1750
- _ ...... ,__ ¯

*Duplicate samples are averaged before summary statistics are calculated.
:Data taken from I~OUFS, Includes all wells except VIOAMMW1.
~State or federal Maximum Contaminant Level (MCL), whichever is lower.

Note:
- Indicates no available MCL.

IO010C| |.LAO
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I 2 D;chluro<lh,ne

, ,1 ,,
F.Jhylbenzenc Liver, Kidney 0,1 IRIS 0.3 IRIS -

McO~ylene Chloride Liver 0.06 IRIS 0,9 HEAST Lung, Liver

Te¢~chlot~�~ Liver 0.01 IRIS - IRIS Liver, Leukemia

Toluene CNS, Eyes, Note, Liver, 0,2 IRIS 0.6 HEAST -
IGdney

trim- 1,2-D;chloroethene Blood 0.02 IRIS - IRIS -

.... ’ :ii IRIS
Xylem: Liver, Note, "FErmi, CNS, 2 IRIS 0,09 HEAST -

Fe¢o~oxlcily

HEAST " Health EITcetl A~te~mcn! Summary Tables, EPA, 1991h.
IRIS    m In~e£raled R~sk fafocm~/ionSysfem, EPA, 19921".

- D IRIS -- D IRIS

0.0075 B2 IRIS 0,0016 82 IRIS

0.051 B2 HEAST 0.002 B2 HEAST

-           D      IRIS     -               D      IRIS
.t

-- -- IRIS --- - - - [J~IS

0.{)1 | B2 HEAST 0.011 B2 HEAST

-- O ~lS - D IRiS

EPA ~ I, I-Dichlaro~l,hc~� is eval~fed according Io ¯ mo~ilSed-RIO approach: Group C ¢arclnogens wb~b exhibit ~,¢ak ev’~e~: of ¢.trf~r, ofenlcity tie �on’,@ar~d to ~e oral RID/10. EPA, 1990{’.
ECAO :~ Envi~nrnenu! Crime,s ~ Aide.mere Office, EPA, 1992e.
-- -- |nforff~ltlon ~ot available.
CMS ~ Cenc~! ~¢P~us Sy~cm.

¯ Wc|gh( of Ev~dtnce Groupl: A is Huh’ran Cl~inogen; B is Probable Hunum Carcinos©n (Bl.l;m;ted cvJde~e of ca~lnogcnlc|ty in human, B2-sufFK:icn! cviden¢© of �at�inures|clay in animals w;th inadequate or
I~ck of eviclence in Imnmns); C it Po.{ble Human Carcinogen; D is Not Class~6ah|� Is to Human Cat*inogen|cily,
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Tible ~ ROD-6

UacertAindes Assoc~ted With Risk Es6ma6oos

Uncertah~ty "Fader Effects of Uacer~s~a~" Comcmmt             I

L Exposure/~mssmem

E.xposu ru essun’~0tlorts M.y over- or uadertnirnA~ rlzk /u~umptlons r~gitdi~ media/ntake.

population charecleris~es (©.Z-, body

weight, llfc tpsn, etc.), and exposure
~e~rns m~y nat chi~ctefiz¢ actual

el~ltlg~S.

CoecemradonsJ are as~un~d to be consent May over- or under~nimste rlsk Doel not u~eom [or e.virOnnv.n~i f~te.
tnm~o~, or IranJ[fer, which may ~duc¢

chemical �o~cnLretion. Does not

Iccoum for ilium: delrad~tion ~o

potentially more toxic chemkal, (e.g.,

I~E and TCE to vlcyi ehlorlde).

Conutn~ir~tm Io~ during ~rn~Hnl May undcrestima~ rlsk Mey undere*~imale VOCs p~s~m.

E~inutting i~llafioo expo~s for released May over- o¢ underestimate risk Several vsriibles affect the degf~ of

VOCs from tap wl~r exposure, i~�luding ware� tomperttu~,
eta.

F..xtcnt of ~tmpling effort May over- or undere~rnat~ risk Sarr~iiog may rKX ICcurawly characterize
the medium b~ing evilueted.

Chemical analysis procedures Msy over- or u~ierc~m.~* risk Syllemilic or nmdom errocz rosy occur
during chemicil analysis.

Intakc Miy underestimate ritk Ax~umes all intake of �ontamin/nt~ is
from the exposure medium being

evaluated (no relative soo~ce
contribution).

IL Tvxicity ~m¢

C.*ncer slope ~sctor May ovcrestinuite risk Slope fe¢~r~ ere upper 95th pcreent
�onfidence llmita derived from a
linearlz=d model. Comtider~l unlikely

to un~enctllnut¢ risk, e~ecialiy for low
dorset.

Tox.icity Vi|t~! derived from e~rr~l studies May over* or ur~erc~irna~ risk E~rtpolation from enimll to hulas
for ¢¯n:inogenic and nonclrx;inoleo.ic ¢ffecu mty induce emir because of differences

in lbsorptlon, phirm~cokinetlcs, target
off¯is, er.zyraes, and populatio~

variability.

Toxicity values derived prin’.aH|y from high May over- ~r u~u~erestirrmt= risk As~Jmcs linear dote re~ooru~
�~01~*, ~noll eXpOlUt~=i ¯re i1 lOW doses relationship II low doses. Possibility

that some thresholds do exit.

Toxicity Vi luel May over- or underu~imlte risk Nol all ve|uei k~own wi~ the same
degree of cerulloty. Mly change as n~w

evidence becomes available.

Toxicity value* derived from homogeneous May over- or undeneitin’u, te risk Human population rely hive i wide

i~ina| populitions renie of ~nai~vhici to ¯ ch©n~cit.
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known shallow contamination
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INTRODUCTION

The Responsiveness Summary summarizes and responds to all
significant comments received during the public comment period
for the Remedial Investigation, Feasibility Study, and Proposed
Plan for the Baldwin Park Operable Unit (OU) of the San Gabriel
Valley Superfund Sites in Los Angeles County, CaliforniaI. The
public comments period ran from May 13 through August 12, 1993.
Twenty-six individuals and organizations submitted more ~an 400
comments. Most commentors submitted between one and ten
comments; one commentor submitted approximately 250 comments.

This summary is divided into two sections. The first
section provides responses to comments that were submitted
multiple times or which require lengthy responses. These
responses are labeled Responses A through F. The second section
of the Responsiveness Summary presents a restatement (in
quotation marks) or paraphrased version of each significant
comment received, and EPA’s response. The majority of the
comments were submitted in writing; oral comments made during the
EPA-sponsored public meeting held in Baldwin Park on May 20, 1993
are included last.

Some comments, and EPA’s responses, refer to a page,
Figure, Table, or section number. If not noted otherwise, these
numbers refer to the two-volume Baldwin Park Operable Unit
Feasibility Study, included in the Baldwin Park Operable Unit
Administrative Record as AR Numbers 394 and 395.

Copies of all written comments received by EPA are
included in the Baldwin Park OU Administrative Record, available
for review at EPA’s regional office in San Francisco and at the
West Covina Public Library in West covina, CA. The transcript of
the public meeting, including all of the questions, comments and
responses made during the meeting, is also included in the
Record.

*one set of comments submitted by Aerojet General Corporation,
Azusa Land Reclamation Company, and Oil Solvent Process Company
after the close of the public comment period are also addressed.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE Ao      THE NEED FOR ACTION IN SUBAREA 3z      RESPONSE TO THE
PLUME STABILiZATION/PLUME EQUILIBRIUM HYPOTHESIS

In their Comments on the Feasibility Study Report and Proi~sed
Plan for the Baldwin Park Operable Unit, dated August 1993, the
San Gabriel Basin Industry Coalition (the Coalition) opposes
EPA’s proposed remedial action in Subarea 3. The Coalition
asserts that "sufficient data exist to suggest that the
contaminant plume has "stabilized" and may be at or reaching
equilibrium." They argue that "additional data need to be
gathered and analyzed to confirm or refute" their hypothesis that
plume equilibrium has been achieved.

We first present a summary of our response. A detailed response
follows.

SUMMARY OF RESPONSE

There is evidence of continued contaminant migration in
and immediately downgradient of Subarea 3. The Coalition
ignores this evidence in their comments.

The Coalition claim of "plume oscillation and retraction,’
results from a misinterpretation of water quality data.

The Coalition claim of "plume stabilization/equilibrium"
is at odds with the widely-accepted belief that advective
forces dominate contaminant transport in high-velocity
sand and gravel aquifers such as in the Baldwin Park area.
The Coalition lists processes known to resist advective
forces or remove contaminant mass and then speculates that
the identified processes collectively could stabilize the
plume. The Coalition does not offer site-specific or
quantitative evidence that the listed processes will do so
and ignores site-specific evidence that the listed
processes are not significant in Subarea 3 and do not
contribute to plume equilibrium. The Coaltion fails to
support their unfounded, unconventional hypothesis.

The field investigations proposed by the Coalition are
unlikely to prove or disprove the Coalition hypothesis.
much more extensive and costly investigation would be
needed to prove or disprove that the plumes hav~
stabilized and to monitor indefinitely for any further
contaminant movement. Enough wells would be needed to
delineate and then detect changes in the size and
composition of individual contaminant plumes. EPA

A
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believes that additional field investigations are needed

to support the design of the proposed remedy, but not to
establish the need for remedial action in Subarea 3. The
millions of dollars that would be spent on exhaustive site
characterization to evaluate the Coalition hypothesis
would be better directed toward clean up.

The objectives of EPA’s remedy are to limit contaminant
migration and remove contaminant mass. The Coalition does
not disagree that EPA’s proposed remedy would remove
significant contaminant mass in Subarea 3.

We conclude that the Coalition comment does not lessen the need
for remedial action in Subarea 3.

The detailedresponse that follows includes a presentation of
site-specific evidence that clearly indicates the continued
migration of contamination, followed by an evaluation of the
effect of each of the processes or factors identified by the
Coalition as potentially contributing to plume equilibriums.
Finally, we explore the scope and types of investigations that
would be required to demonstrate plume equilibrium.

DETAILED RESPONSE

~.I Evidence of Continued Contaminant Migration

In part A.1 of this response, we evaluate three important
indicators of continued migration of the groundwater
contamination in Subarea 3:

¯ increasing contaminant concentrations at wells within or
just downgradient of the Subarea;
¯ increasing areal extent of contaminant plumes; and
¯ favorable hydraulic conditions for advective contaminant
transport.

Increaslnu Contaminant concentrations

The Coalition comments imply that if the groundwater
contamination is spreading, contaminant concentrations should be
uniformly rising in existing downgradlent wells. We believe that
this is an unreasonable test of continued contaminant migration
for reasons described in part A.2 of this response. T~e absence
of increasing concentration trends in existing wells would not
prove or disprove the continued migration of the groundwater
contamination.
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Documentation of increasing concentration trends at wells located
near the downgradient end of the Subarea must, however, be viewed
as an indicator of continuing contaminant migration. There are
10 wells located either within the downgradlent portion of
Subarea 3 or Just downgradient of the Subarea that have been
sampled over the last 4 to 5 years. Sampling results since 1988
(see Figures RS-9, 10, 11) show increasing concentrations at six
of these wells for either trichloroethylene (TCE) or carbon
tetrachloride (CTC). The six wells, and the contaminant showing
the increase, are:

Paddy Lane (01900031)- TCE
La Puente No. 2 (01901469)- TCE
La Puente No. 3 (01902859)- TCE
La Puente No. 4 (08000062)- TCE
San Gabriel Valley B4B (51902858)- CTC
San Gabriel Valley B4C (51902947)- CTC

These data provide a very strong indicator of continuing
contaminant migration in the area. In fact, concentrations of
TCE in the Paddy Lane well (within Subarea 3) and the La Puente
wells (just downgradient of Subarea 3) have reached all-time
highs within the last year. Also in the last year or so,
increasing contaminant concentrations have forced La Puente
Valley County Water District, San Gabriel Valley Water Company,
and Ca1 Domestic Water Company to install wellhead treatment at
their Baldwin Park area wells.

IncreasinuAreal Extent of Contaminant Plumes

Increasing areal extent of contaminant plumes is another prime
indicator of contaminant migration in the subsurface. It is
difficult, however, to measure increases or decreases in areal
extent in Subarea 3 because individual plumes have not been
delineated. Uniform movement of the broadly-defined "area of
contamination" would not be expected and, further, could not be
detected with the available downgradient monitoring points.

A key point in the Coalition plume equilibrium theory is their
assertion that there has been an "oscillation" of the
downgradient extent of contamination inthe vicinity of the 1-10
freeway. They state that evidence exists to indicate
downgradient movement of the "plume" between 1980 and 1985 and an
apparent "retraction of the Subarea 3 TCE plume" during 1985 to
1990. This interpretation is unsupported; data are not available
to support either the "oscillation" or "retraction" claim. The
downgradient wells apparently used to support their claim (as
shown in the figure in Appendix E of the Coalition’s comments)
are San Gabriel Valley’s B4 wells (well nos. 51902858 and[
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51902947). These wells were deepened in the late 1980s and the
screened intervals were changed from approximately 175 to 475
feet below ground surface (bgs) to approximately 900 to 1100 feet
bgs. Thus, the post-1988 sampling data are not comparable to the
earlier data and cannot in any way be used to claim ’"plume
oscillation."

There are no other data available to support the claim of plume
"retraction" or "oscillation". There are no monitoring locations
in the upper several hundred feet of the aquifer at this location
or for nearly a mile downgradient.

Hvdroaeolouic Conditions in Subarea 3

Hydrogeologic conditions in Subarea 3 are favorable for advective
transport of contaminants in the aquifer. Using a range of
hydraulic conductivity values (150 to 300 feet/day), an effective
porosity of 0.25, and a range of horizontal gradients (0.001 to
0.025) for subarea 3, the estimated average linear groundwater
flow velocity in Subarea 3 ranges from approximately 200 to 1,000
feet/year. And, as illustrated in Figure 2-3 and Plates 2, 3,
and 5 of the Feasibility Study, the lithology of Subarea 3 is
predominantly coarse-grained deposits, with relatively small
percentages of fine-grained, organic-rich sediments such as silt
and clay. In this type of coarse-grained, high-velocity
groundwater flow environment it is widely-accepted that advection
is the primary contaminant transport process. In the absence of
site-specific, quantitative data to the contrary, it is
reasonable to assume that contaminant migration will continue
within and out of the Subarea. Very high retardation rates and
active degradation mechanisms would be required to offset the
large advective influence. The presumption must be that the
contaminated groundwater will continue to migrate.

A.2 ABSENCE OF SITE-SPECIFIC EVIDENCE FOR "PLUME EQUILIBRIUM"

In their comments, the Coalition selectively present evidence and
arguments in support of their hypothesis. In this section, we
examine the Coalition claims and identify significant
deficiencies in the Coalition evaluation. We examine and respond
to three claims:

¯ Are contaminant concentration trends stagnant or declining?
¯ IS there site-specific evidence that contaminant fate and

transport mechanisms are at work at rates to stop migration?
¯ Do conditions in Subarea 3 differ significantly from

conditions in Subareas 1 and 2 where the Coalition
acknowledges that migration is occurring?
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We believe that the answer to each of these questions is no.

Are Contaminant Congentr~tion Trends st~qnant or De~llnincu~
AnsweK: No.

If plume equilibrium has been reached in Subarea 3, then
contaminant concentrations throughout and downgradient of the
Subarea should be stagnant or declining. The only concentrations
potentially increasing would be those cf degradation "daughter,,
products, and these should be associated with a corresponding
decline in the "parent" products.

Contaminant concentrations are not, as asserted bythe Coalition,

uniformly stagnant or declining in and downgradient of Subarea 3.
As described in part A.1 of this response (and shown in Figures
RS-9 to Ii), concentrations of the primary contaminants TCE and
CTC have increased at 6 of the i0 wells in the area over ~he last
4 years. This indicates that contamination is continuing to
migrate within and downgradient of Subarea 3. Three other wells
show decreasing trends of the primary contaminant (either TCE or
~c)

The reasons that the increasing concentration trends are
¯ accompanied by some declining concentration trends are difficult

to determine due to the complexity of the contaminant sources and
variability in groundwater flow conditions. One likely canse of
of the trends is the variability in groundwater flow direction
due to changes in the location, amount, timing, and duration of
pumping an~recharge. Accepting the Coalition’s tenuous "plume
equilibrium" hypothesis would require rejection of this more
likely explanation. Changes in flow direction can cause wells
that formerly sampled "middle-of-the-plume" concentrations to
later sample lower "plume fringe" concentrations. The only way
to dismiss this explanation would be the installation and long-
term sampling of a large number of monitoring wells in the hope
of delineating individual plumes, installation of wells known to
be at or near the "centerline" of each plume, and then sampling
long enough to show that contaminant concentrations remain stable
or decline. The feasibility of such an effort is discussed in
part A.3 of this response.

Another possible explanation for the declining concentrations
observed in selected wells is variability in the timing,
duration, and magnitude of the original sources of contamination.
Uncertainty about the sources of contamination makes it difficult
to determine if observed decreases in concentrations are
temporary, reflecting temporary decreases in the amount of
contaminants originally released into the subsurface, or are
evidence of plume equilibrium.
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Is There Site-sDeciflcEvidence that Contaminant Fate and
Transport Mechanisms are at Work at Rates to Stop Migration?

Answer: No.

As organic contaminants come into contact with groundwater, they
dissolve and become solute. There are a number of physical and
chemical processes that affect the transport of solute in
groundwater. These include: advection, molecular diffusion,
mechanical dispersion, retardation, and degradation. Advection,
the transport of a contaminant by bulk groundwater flow (i.e., as
groundwater moves, so do the dissolved contaminants), is the
primary process by which contaminants migrate downgradient.
Retardation and degradation act to slow, not stop, the movement
of contaminants relative to the movement of the groundwater.
Although it is widely accepted that in high-velocity sand and
gravel aquifers (e.g., Subarea 3) advective forces dominate
contaminant transport, the Coalition claims just the opposite is
occurring in Subarea 3. The Coaltion has failed to support this
hypothesis.

The Coalition has listed and described the general nature of
contaminant fate processes that may influence contaminant
movement in Subarea 3, but has not presented any site-specific
evaluations of conditions in the Subarea.

The Coalition cites mechanisms that can contribute to plume
equilibrium in Subarea 3 by either reducing the contaminant mass
entering the Subarea (source reduction), reducing contaminant
concentrations in groundwater within the Subarea (retardation,
dilution, biological degradation), or removing contaminant mass
from the aquifer within the Subarea (contaminant removal,
volatilization). Each of these mechanisms may have some effect,
but we believe it extremely unlikely that their combined
magnitude could completely stop contaminant migration. Each
mechanism is discussed in more detail below.

Contaminant ~emQval

Contaminant removal by active groundwater production wells within
and just downgradient of Subarea 3 is minimal. The average
contaminant removal rate is estimated below for the period[
between July 1987 and June 1992 using the average extraction rate
over this five-year period for all of the active production wells
in Subarea 3 and the average totalconcentration of chlorinated
volatile organic compounds (CVOCs) in each well or wel~ cluster:
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Extraction Rate Average Cone, Removal Rate
acre-fcet/da~ u~z/1 pounds/day

17 0.00002
62 0.0008
64 0.0
28 0.0
2.8 0.064
8.5 0.11

Total: 0.175

Palm Ave. (08000039) 0.0005
Paddy Lane (01900031) 0.005
Big Dalton (01900035) 0.0
B6B,B6C (71903093, 71900721) 0.0
B6D (78000098) 8.35
I,= Puente Cluster 4.7
(01901460, 01902859, 08000062)

Although this average removal rate of 0.175 pounds per day
certainly helps in the remediation of contamination in the
Subarea, it is not a significant number given the contaminant
mass already in-place in Subarea 3 (in the l,O00s of pounds range
given the average cvoc concentrations detected in the Subarea and
the estimated size of the contaminated area), and the upgradient
contaminant mass in Subarea 2 that will eventually migrate into
Subarea 3.

Source Reduction

The Coalition argues that "better management practices by users
of chlorinated solvents in the 1960s and 1970s" resulted in
reduced contaminant releases.

Although neither the Coalition nor individual Potentially
Responsible Parties (PRPs) have provided EPA with any data to
verify their claim (e.g., data comparing the volume of
contaminants released pre-1960 to the volume released since
1960), it is indeed likely that the magnitude of surface sources
has declined over the years. However, given the considerable
extent of groundwater contamination already present in Subareas 2
and 3, the large number of industrial sources located upgradient
where significant contamination has been detected in the vadose
(unsaturated) zone, it is quite likely that sizable, residual
subsurface sources exist that will continue to be a source of
dissolved contamination for many years to come.

Dilution

Dilution of contaminated groundwater from recharge or
infiltration of uncontaminated water acts to reduce the mass per
unit area or volume in the aquifer by spreading the contamination
into a larger volume of water, but does not reduce the mass of
contamination present in the aquifer. Dilution of contaminant
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concentrations by recharge/infiltration within Subarea 3 is
unlikely to be significant. The Subarea is mostly paved, with
little opportunity for substantial infiltration and no facilities
for artificial recharge. Thus, it is unclear how dilution has
any impact on contributing to "plume equilibrium" in Subarea 3,
as the Coalition claims.

The large volumes of water recharged to the aquifer in spreading
facilities upgradient of Subarea 3 do indeed affect the
contaminant concentrations observed entering the Subarea, both by
dilution and by influencing groundwater flow directions and
rates. However, these upgradient impacts do not contribute to
"plume equilibrium" within Subarea 3. Instead, it is probable
that the net effect of the large-scale recharge at the Santa Fe
Spreading Grounds is to periodically increase the local gradient,
thereby disrupting any equilibrium that might have been a~ieved,
by either sorption (retardation) or biological degradation,
discussed further below.

Sorption and desorption of organic solute (e.g., CVOCs) by the
organic component of the aquifer material, commonly referred to
as retardation, decreases the velocity of solutes in groundwater.
The amount of sorption of solutes onto the aquifer material is
primarily a function of: i) the organic content of the aquifer;
2) the mineralogy of the aquifer material, particularly the clay
content; and 3) the chemical characteristics of the solute.

In general, the primary factor controlling the retardation rate
in the aquifer is the organic carbon content of the aquifer
materials. Although we do not have any total organic carbon
measurements from the aquifer in Subarea 3, the occurrence of
organic carbon is typically associated with the clay content of
an aquifer. As discussed above, and in the Feasibility Study and
Interim Remedial Investigation Reports, the aquifer in Subarea 3
is very coarse-grained. Although there is a slightly higher
percentage of fine-grained materials in Subarea 3 than further
upgradient in Subareas 1 and 2, the aquifer still consists of an
overwhelming majority of sand and gravel. This implies that
retardation rates in the Subarea are quite low.

The amounts of contamination sorbed onto aquifer materials and
dissolved in groundwater are related. Over time, if contaminant
concentrations in groundwater decline, any contaminant6 that have
sorbed will dissolve. Thus, even if retardation rates were high,
without some type of contaminant removal or active degradation
(discussed below), retardation alone will only affect the rate of
contaminant movement between different portions of the aquifer,
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not contribute te the long-term containment and remediation of
contamination.

Bioloq~l Deqradatien

The Coalition points to degradation as another "plume attenuation
mechanism,’ contributing to plume equilibrium in Subarea 3. The
Coalition claims that "there is evidence of significant
degradation of chlorinated ethenes (as evidenced by the presence
of daughter products in increasing ratios) as one moves
downgradient in the plume". Although there is a higher ratio of
daughter products in some downgradient wells, there are also
wells (both upgradient and downgradient) where this
generalization doesn’t hold true. In fact, in Subarea 3, TCE is
still the primary contaminant detected in groundwater samples.

In general, aromatic compounds such as benzene, toluene, and
xylene, can degrade fairly rapidly under both aerobic or
anaerobic conditiens. However, for halogenated aliphatic
compounds such as the chlorinated ethenes (PCE, TCE, DCE, etc.),
anaerobic conditions are necessary for significant degradation to
occur (except where high concentrations of more readily degraded
compounds allow the co-metabolism of halogenated compounds).
Although site-specific data are not available, there is no
evidence to suggest that widespread anaerobic conditions are
present in Subarea 3.

Degradation or "daughter" products, such as dichloroethenes and
dichloroethanes, are present in most of the wells monitored
within the Subarea, but concentrations of these compounds are
much lower than the concentrations of TCE (TCE is typically
detected at concentrations 3 to 5 times higher than all of the
potential degradation products combined). This implies that,
although it is likely that some degradation is occurring, it is
not "significant." In addition, there is the possibility that
dichloroethenes and dichloroethanes themselves could have been
released at some sites. Even if there were "significant"
degradation occurring, the daughter products, some of which
(e.g., vinyl chloride) are more carcinogenic than the parent
products, would continue to migrate downgradient. Only the rate
would be affected. Only complete degradation, lea¢ing no
hazardous constituents, will stop contaminant migration and
assist in aquifer remediation. The presence of vinyl chloride
would be a good indicator of active degradation proceeding
towards completion, however, vinyl chloride has not beeh detected
in the Subarea.
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Volatilization

The Coalition defines volatilization as the "transfer of
contaminant mass from the aqueous phase to the vapor phase,
enhanced by water table fluctuations, reducing theaqueous phase
concentrations,." The Coalition further states that "it is not
clear at this point whether volatilization is a significant
factor or not." As illustrated in Section 3 of the Feasibility
Study, in Subarea 3, high levels of contaminants are spread
across the upper several hundred feet of the aquifer. Therefore,
any volatilization that does occur will impact only a very small
percentage of the overall contaminant mass. The remainder of the
contaminated water can continue to migrate. In addition,
transfer of contaminants to the vadose zone is, in part, a
reversible process, contaminants that do transfer to the vadose
zone can be transferred back to the saturated zone with
infiltrating water or by desorption during the next water level
rise. Some contaminants could potentially volatilize and move
into the shallow vadose zone or atmosphere by diffusion, but the
considerable depth to water would limit this (average depth to
groundwater in the Subarea exceeds i00 feet). It is unlikely
that volatilization plays a significant role in reducing
contaminant migration in subarea 3.

Do C~nditions i~ SDbarea 3 Differ siqniflcantly from Subareas 1
9nd 2?

Answer: No.

For plume equilibrium to occur in Subarea 3, but not in Subareas
1 and 2, physical, chemical, and biological conditions in Subarea
3 (e.g., lithology, hydraulic conductivity, groundwater
extraction) must be significantly different than those in other
subareas.

The Coalition offers some generalizations about conditions and
processes that they claim contribute to plume equilibrium, but
they do not offer any specifics that differentiate Subarea 3 from
the upgradient areas where the Coalition acknowledges that
migration is occurring. A comparison of key parameters is
provided below:

~]~2_q~ Comments from both the Coalition and Aerojet
Gencorp (Aercjet) describe significant changes in lithology
moving downgradient through the Baldwin Park area. The purported
increase in fine-grained sediments in Subarea 3 is used to
justify reducing hydraulic conductivity estimates (see below) and
claim increased retardation resulting from higher total organic
carbon (TOC) levels. Although there is indeed a slight increase
in finer-grained materials and a decrease in cobbles toward the

102

II I ii

Appendix B, page 133



Baldwin Park ROD

downgradient end of Subarea 3, the available lithologic logs
(Plates 1 though 6 in the FS) show that the aquifer materials are
still predominantly sand and gravel. The more dramatic increase
in fine-grained materials occurs further downgradlent, well

beyond the Subarea (FS, Figure 2-3 and Plate I).

Hvdraulic coDduc~vitv, comments from the Coalition and
Aerojet also both claim that hydraulic conductivity values are
significantly lower in Subarea 3 than in the other Subareas.
Again, this claim is not supported by actual estimates from field
measurements. As shown in the Table below, there is not a trend
of decreasing hydraulic conductivity estimates towards the
downgradient end of Subarea 3.

~rouD4water ExtractiQq. Again, the Coalition and Aerojet
both cite groundwater extraction’s effect on groundwater flow
conditions in Subarea 3 as another condition contributing to
"plume equilibrium." However, as shown above in the discussion
of contaminant removal, there is virtually no groundwater
extraction occurring in Subarea 3. The pumping wells that the
Coalition and Aerojet are apparently referring to are found in
four well clusters located between 1,200 and 4,800 feet
downgradient or cross gradient from the lower boundary of the
Subarea. Thus, they cannot contribute to plume equilibrium
within the Subarea; rather their presence reinforces the need to
contain higher levels of cVOCs in Subarea 3. In addition, all of
the extraction at two of the clusters (San Gabriel Valley’s B4
and B6 clusters) is from greater than 750 feet below ground
surface. At a third cluster (Suburbants cross-gradient 139
cluster), over half of the production is from more than 550 feet
below ground surface. Extraction at these depths has little
impact on the primary contaminated interval in Subarea 3 located
between approximately 150 and 650 feet below ground surface.
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..... %,,

Baldwin Park Area Hydraulic Conductivity Estimates
,, , ,, .........

Well Agency Subarea Hydraulic Cond. Data Point
(ft/day)

,,, , ,

Moradao 01900029 EPA upgrad. 2 345 pumping well
,     ,,,,

Lante- 08000060 EPA mid, 2 5,062 pumping well

Baldwin 3- 01900882 EPA downgrad, 2 300-706     I observ, wells

Baldwin 3- 01900882 Watermester downgrad. 2 414 pumping well

Big Dalton- 01900035 EPA mid. 3 297 pumping well

Paddy In.- 01900031. EPA downgrad. 3 668-809 pumping well
,,

B6B- 71900721 Watcrmastcr downgrad. 3 263 pumping well

B6C- 71903093 EPA downgrad, 3 520-559 observ, well

140W4- 08000093 EPA downgrad, of 3 267-298 observ, well

A.3 Coalition Proposed Investigations and Criteria to Evaluate
the Plume Equilibrium Hypothesis

The Coalition offers an unconventional hypothesis. To prove
this unconventional hypothesis, the Coalitionwould need to
obtain and properly interpret n large amount of site-specific
data.

The Coalition has proposed a "Characterization Study" to
satisfy the need for site-specific data. EPA does not oppose
independent data collection efforts, but we disagree with the
Coalition cl~imthat these data would be useful to "evaluate
the need for remedial action in Subarea 3" or to "demonstrate
whether the plume is migrating and should be contained or has
reached equilibrium and containment actions are not necessary."

The Coalition proposed study includes installation of six
monitoring well clusters, monthly collection of water quality
samples for one year, groundwater modeling of contaminant
transport processes and quantification of contaminant mass
balance. In addition, the Coalition has outlined factors to be
used as a basis for development of criteria to determine the
need for containment. These factors are:
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"Whether monitoring points established downgradient
of the current plume show contaminant levels which
remain below aspecifiedthreshold concentration.,,

"Whether monitoring points established along the
centerline of the current plume in Subarea 3 show a
statistically significant increase in
concentrations.,,

"whether variations in the observed trends in both
sets of monitoring points reflect downgradient
changes in contaminant mass."

"whether observed current and historical trends can
be accurately reproduced bymodeling so that future
changes can be accurately predicted."

We believe that the Coalition proposed characterization study
and potential criteria are unlikely to prove or disprove the
Coalition hypotheses. We do not believe that they represent a
reasonable indicator of or test for contaminant migration, and
that they reflect a misconception of conditions in Subarea 3.
There are a number of complicating circumstances that make it
unlikely that continuous, statistically significant trends will
be observed along the "plume centerline" described by the
Coalition or in most other locations within Subarea 3. To
truly perform a characterization study to evaluate potential
plume equilibrium in Subarea 3, a thorough understanding of
both the nature and extent of contamination, and the detailed,
exact nature of lithologic heterogeneity in the Subarea are
required.
The Coalition description of a "plume centerline" incorrectly
represents the area of contamination delineated in Subarea 3 as
a single contaminant plume.    In its Feasibility Study and
Proposed Plan, EPA shows approximate areas of groundwater
contamination, rather than multiple plumes with well-defined
boundaries, but this representation does not imply that there
is a single plume; instead it reflects the lack of enough water
quality data to delineate individual contaminant plumes.
The area of contamination most likely contains numerous
individual or commingled plumes that originated at multiple
sources from contaminant releases varying in magnitude, timing,
and duration. In addition, neither the initial surface
releases nor residual subsurface sources have been fully
characterized, nor are the highly transient nature of ’the
recharge and discharge stressesaffecting groundwater flow and
contaminant migration, or the presence of preferential pathways
along "corridors"of higher hydraulic conductivity, likely to
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be characterized to the extent needed to prove or disprove the
Cnalltion hypotheses.

Although the lithology in the area is predominantly sand and
gravel, the presence of preferential pathways along individual
zones of very high conductivity (i.e., buried river channels)
further complioatesthe distribution of contamination and o~um
ability to prove either absolute equilibrium or complete
control of migration. In addition, the highly-variable pumping
and recharge conditions in the Baldwin Park area have
significant impacts on the direction and rate of groundwater
flow and, thus, contaminant movement, in Subarea 3. All of
these factors contribute to what is likely a complex

distribution of contamination in the Subarea. EPA believes
that it is unnecessary to more precisely define the exact
location and extent of the individual plumes in the Baldwin
Park area before proceeding with its proposed interim remedy.

The Coalition proposal would require that individual
contaminant plumes be located and characterized before any
detailed field investigation could detect contaminant migration
downgradient of or along the centerline of plumes. The
investigation would need to include information of sufficient
detail to establish that no zones of higher hydraulic
conductivity exist throughout the lateral and vertical extent
of the "equilibrium boundary." These zones could be anywhere
from 10s to 100s of feet wide and thick. (See Response C for
further description of lithologic variability. Essentially,
contamination is knownto preferentially migrate within zones
of higher hydraulic conductivity; such zones are likely in this
depositional environment and would need to be identified.)

Furthermore, to "prove" that containment is not now and will
never in the future be necessary in Subarea 3, a monitoring
program near the downgradient end of each individual plt~me
would be needed. To take the first step alone and identify the
individual plumes would require literally dozens of monitoring
well clusters (not Just the six wells proposed by the
Coalition). Subarea 3 covers an area approximately two miles
long by one mile wide. The second step of the investigation
(monitoring for contaminant migration) would require
additional, more focused monitoring at the end of each
contaminant plume identified.

The second part of the Coalition proposed "Characterization
Study" involves contaminant transport modeling and quantifying
the mass balance of contaminants in the Subarea. Because of
the lack of data and numerous assumptions that would be
required, neither of these efforts is likely to provide any
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firm, reliable conclusions. Perhaps the key parameter in both
of these tasks is information on the location, magnitude,
duration, and timing of contaminant sources. At the present

time, there is little or no information available on
contaminant sources throughout the Baldwin Park area (including
the likely presence of resldual subsurface sources suuh as
dense non-aqueous phase liquids [DNAPLs]). Given the number of
potential sources present and the long period over which
releases may have occurred, it is unlikely that adequate
information will ever be available to adequately estimate these
parameters. Combine this with the numerous additional
assumptions on contaminant fate parameters required to perform
contaminant transport modeling, and it is likely that investinq

substantial res~rqes~nto modeling will only~leadto disD~tes
over mo~el inputs_and results, not to "accurate predictions of
future changes" in contaminant conditions.
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B~JP.DWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE ~t THE RATXONkLE FOR THE SCOPE, SIZE, AND PK~HPING
CONFIGURATION OF THE SELECTED REMEDY

B.I Philosophy for Remediating Contaminated Groundwater Sites

Remedial actions at sites with contaminated groundwater almost
always try to stop or limit further movement of the
contaminated groundwater into downgradientareas. Typically,
these groundwater "migration control,’ or "containment- actions
are implemented at the downgradient "leading edge" of the
contaminant plume or plumes. And, in most cases, containment
is achieved through groundwater extraction. At sites where the
contaminated area is large or extends deep into the aquifer,
groundwater extraction is currently the on_Dl~feasible option
for providing adequate containment. This type of remedial
action inhibits contaminant migration beyond the extraction
locations, protects downgradient areas that are clean or less
contaminated, nnd can remove a significant mass of
contamination. EPA regulations and guidance, and experience at
countless other Superfund sites, highlight the importance of
limiting the spread of contamination at contaminated
groundwater sites.

There is a drawback associated with using groundwater
extraction to inhibit downgradient migration of contamination,
particularly if the area of contamination is large. The
drawback is increased contaminant concentrations in the portion
of the aquifer between the source and the extraction locations.
Groundwater extraction actually increases the hydraulic
gradient and accelerates the movement of groundwater located
upgradient of the extraction wells. The upgradient
groundwater, which is closer to the source of contaminants and
will generally have higher contaminant concentrations, will be
pulled towards the extraction wells through the less
contaminated portion of the plume. Thus, extraction at the
leading edge of the plume, while protecting downgradient areas,
will often degrade groundwater quality in the portion of the
plume between the source area and the extraction location(s),
at least temporarily. This drawback is usually considered to
be of much less significance than the remedial benefits
associated with providing protection to the uncontaminated or
less contaminated areas downgradient.
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B.2 Rationale for EPA’s Propose~ ExtraotlonAreas (the
Subareas)

Remedial ObS~ctives for the Baldwin Park OU

As stated in the FS, EPA’s remedial objectives for the Baldwin
Park OU are to:

¯ inhibit contaminant migration from more highly
contaminated portions of the aquifer to less contaminated
areas or depths to reduce the impact of continued
contaminant migration on downgradient water supply wells,
and to protect future uses of less contaminated and
uncontaminated areas; and
¯ to remove contaminant mass.

EPA’s remedial objectives, and the remedy described in the FS,
Proposed Plan, and ROD, are consistent with the philosophy for
remediatlng contaminated groundwater sites described above.
Extraction is proposed in areas where there is a significant
decrease in contaminant concentrations in order to protect
downgradient, less-contaminated areas from the more
contaminated groundwater present upgradient.

Aerojet/ALR submitted several comments on the relative
importance of the migration control and mass removal
objectives. The comments vary in wording, but all argue that
mass removal should be given greater weight. The co~ents
include:

¯ .. the two objectives should be equally weighted ....
... EPA must consider the mass of contaminant removed per
acre-foot of water extracted...
.... "source control or maximizing mass removal should be
considered objectives equivalent to migration control"...

EPA presents migration control as the primary objective and
mass removal as a secondary objective of the Baldwin Park OU
because the migration control objective dictates the size of
the remedy (the minimttm rate of groundwater extraction in each
significant subarea of contamination) and the need to locate
extraction wells near the downgradient boundary of each
Subarea. This ranking of objectives is consistent with EPA
guidance. EPA does not believe that mass removal should
replace migration control as the primary objective, or that
additional extraction above that needed for migration control
is necessary in this interim action. Future remedial actions
in the Baldwin Park area may, however, emphasize massremoval
(see sections B.3 and B.5 of this response).
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Nor does EPA believe that maximizing mass removal or maximizing
the mass remove~ per acre-foot extracted are appropriate
objectives in this interim action, since doing so would
conflict with EPA’s migration control objective (if recommended
extraction locations are moved to more highly contaminated
areas) or require additional extraction beyond what EPA
believes is necessary at present (if additionalextraction
locations are added).

ProDosed Extraction in Subareas 1 and 3 (the upper and low,~z
~reas)

EPA’s selected remedy calls for extraction of contaminated
groundwater in two portions of the aquifer (two Subareas) where
limiting the migration of contaminated groundwater appears to
offer the greatest benefit. In the upper area (Subarea 1),
remedial action can protect downgradient areas from the impact
of continuing surface and/or subsurface sources of
contamination; in the lower area.(Subarea 3), remedial action
can offer some protection to active water supply wells and less
contaminated downgradient portions of the aquifer.

EPA proposed extraction in the Subarea I, at its downgradient
end, as a source control action to limit the continued movement
of contaminant mass to downgradient areas and to remove
significant contaminant mass. Virtually all of Subarea i is
zoned for industrial use. Investigation results from soil,
soil vapor, and groundwater sampling at suspected source
locations in Subarea 1 confirm the presence of multiple sources
of contamination above and most likely beneath the water table.
Unless they are removed or contained, high-level contamination
in Subarea 1, continually fed by residual sources, will
continue to contaminate clean or less contaminated groundwater
in downgradient areas, increasing the timeframe for and
reducing the likelihood of cleaning up downgradientportions of
the aquifer. EPA’s strategy is to install and operate
extraction wells to provide a barrier that prevents
contaminated groundwater from moving out of Subarea 1 into
downgradlent areas. The selected remedy will cut off the
sources from downgradient areas.

Contaminant levels in portions of Subarea 1 are in the 1,000s
of ~g/l (parts per billion [ppb]); contaminant levels
downgradlent of Subarea i are in the 100s of ppb.

EPA proposed extraction in the Subarea 3, at its downgradient
end, to limit the movement of more highly contaminated
groundwater into less contaminated downgradient areas and to
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remove contaminant mass. Benefits of containment include
preservation of the resource as a vital water supply and
underground storage reservoir, and preventing the spread of
contamination toward and beyond the Whittier Narrows. EPA’s
proposed extraction should also benefit operators of active
water supply wells downgradient of Subarea 3 by limiting the
impacts of additional contaminant migration on their wells,
eliminating the need for wellhead treatment or reducing the
operating costs of existing treatment systems by minimizing
future increases in contaminant levels. Contaminant levels

change from the 10s of ppb in Subarea 3 to near Maximum
Contaminant Levels (MCLs) downgradient of the Subarea.

Research and experience at other contaminated groundwater sites
indicate that the presence of non aqueous phase contamination
or other subsurface sources will have a significant influence
on the time frame required for or likelihood of achieving
cleanup. If it is confirmed that all or most of the
significant sourcesof the groundwater contamination are
present in Subarea I, then EPA’s strategy of containing or
cutting off Subarea 1 from downgradient portions of the aquifer
will greatly increase the chances of and lessen the time
required to clean up downgradient areas.

B.3 Extraction in Subarea 2 (the "middle" area} and Other
Possible Extraatlon Areas

In the FS, EPA also considered the benefits of extracting
contaminated groundwater in a third, "middle" area (labeled as
Subarea 2). Contaminant concentrations in Subarea 2 are in the
100s of ppb; contaminant concentrations downgradient of this
area are in the 10s of ppb. The selected interim remedy does
not include extraction in this area because additional
extraction in Subarea 2 or in additional areas would offer
fewer or less certain remedial benefits at considerable added
cost. Additional extraction would also require the
distribution of greater volumes of treated water, increasing
the institutional complexity of the project. EPA will
reconsider the merits of additional extraction in Subarea 2 if
significant sources of contamination are determined to be
present in this Subarea.

If significant sources of contamination are not identified in
Subarea 2, then the primary benefit of additional extraction in
Subarea 2 would be to more rapidly reduce contaminan~
concentrations in the Subarea, but by an unknown amount. Our
ability to quantify the benefits of additional pumping is
limited by uncertainty in the precise extent of contamination,
in the relative masses of contamination in different portions
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of the aquifer, and in the presence of preferentialflow
pathways and otherlocal-scale aquifer phenomena that affect
the time required for clean up. EPA will re-evaluate the
merits of additional extraction after the selected remedy is
implemented and evaluated. At that time, EPA will be able to
calculate rates of contaminant removal, the rate at which
contaminant concentrations in the aquifer are decreasing,
estimate the timeframe for future decreases and perhaps for
complete clean up, and evaluate the costs and benefits of
additional extraction.

The selected remedy, or variations of it that include a
realistic, finite number of extraction areas will inhibit
contaminant migration in certain areas, but not in others.
There are probably other locations (in addition to the upper,
middle, and lower extraction areas evaluated in the FS) where
there are changes in contaminant concentrations that could
conceivably warrant groundwater extraction to protect
downgradient, less-contaminated portions of the aquifer and
remove additional contaminant mass. The extent of
contamination in the OU area is simply too large and variable
to propose extraction in every individual area where
contaminant concentrations may be higher upgradient than
downgradient.

B.4 "Approximate Extraction Areas" and "Pumping Configuration"

The preceding section describes the two approximate extraction
areas (Subareas 1 and 3) in which EPA’s selected remedy calls
for remedial action. The next two sections describe EPA’s
recommendations for precise extraction locations and rates in
each of the two Subareas. We refer to these recommended
extraction rates and locations as pumping configurations. The
recommended pumping configurations are based on the Sub,tea
boundaries and on computer simulations using EPA’s groundwater
flow model to identify the most efficient combination of
extraction rates and locations that will minimize the movement
of contaminated groundwater cut of the Subarea. EPA’s
recommended pumping configurations are not necessarily the only
efficient arrangements. Other configurations calling for
greater number of extraction wells but at lower rates, or fewer
wells at hiqher rates, may be equally efficient. See Response
C for additional details on EPA modeling efforts.

EPA expects that the pumping configurations describe~ in the
ROD will be refined during remedial design after additional
monitoring wells are installed and sampled and additional data
on hydrogeologic properties of the aquifer are obtained. These
data will be used to verify assumptions and refine EPA"s
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interpretation of the lateral and vertical extent of
contamination (i.e., the Subarea boundaries), which are used to
determine the portions of the aquifer requiring capture, which
in turn affect the pumping config~ratlon.

PumDin~ Configuration inSubarea 1

EPA believes that within Subarea i there are multiple sources
of groundwater contamination, and multiple plumes of
contamination separated by less contaminated areas. This
interpretation is based on information on the magnitude and
duration of chemical usage, handling, and disposal, and on the
magnitude, extent, and pattern of contaminant concentrations in
soil, soil gas, and groundwater at numerous facilities in the
Baldwin Park area. EPA believes that groundwater
concentrations at several locations in Subarea 1 reflect the
presence of more than one current or historical source. See
Figure RS-I. It is likely that additional sources will be
identified at additional locations as individual site
investigations progress.

To achieve its remedial objectives in light of the presence of
multiple sources, EPA considered two differing approaches.
The flrstaDDroach is to install multiple groundwater
extraction and treatment facilities, one at or near the
facility boundary of each and every significant source. If
numerous sources are confirmed, numerous groundwater
extraction, treatment, and distribution systems would need to
be installed and operated, increasing the total cost and
institutional complexity of the remedy. Groundwater extraction
and treatment systems may also be needed downgradient of
facility boundaries to contain and remove high-level
contamination that has migrated some distance from the sources.

Several comments suggest that only the one or two monitoring
wells where the highest concentrations have been measured
represent sources of groundwater contamination (e.g., WlOWOMWI,
VI0VCMWI) and that the concentrations detected at other wells,
including OSCOMW2, AerojetMW3, and WIIAZ03, do not represent
sources. We disagree with this interpretation. Groundwater
concentrations alone should not be used to determine the
presence or absence of a source; other data on chemical usage,
soil contamination, and soil gas contamination must also be
considered. The lower, but still significant groundwater
concentrations measured at wells such as OSCOMW2, Aerojet MW3,
and WIIAZ03 may reflect differences in the spatial relationship
between the well and the original spill or release, or
differences in well screen length. A well located at the
centerline of a plume will show a higher concentration than a
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well located at the fringes of the plume, but the exact spatial
relationship of most monitoring wells in the Baldwin Park area
to the original release is unknown. Also, wells WIIAZW01
through WllAZW09 have much longer screen lengths than the
Aerojet wells and well WIOWOMWI. The screen lengths for wells
WIIAZW01 through WIIAZW09 exceed 200 feet; the screen lengths
for the Aerojet wells and well WIOWOMWI are 50 and 30 feet
respectively.

The second aDDroach is to install one groundwater extraction
and treatment system (which may include more than one well)
immediately downgradient of all of the known and suspected
sources designed to capture contaminated groundwater
originating from all of the sources. The advantages of the
second approach are reduced cost and reduced need for
investigation work to identify and determine the nature and
extent of each source and delineate the boundaries of each
resulting plume. Because of the number of suspected sources,
the large area across which they are located, and the depth of
the contamination, the cost of fully characterizing all
potential sources of high-level contamination and delineating
separate and distinct areas of contamination in Subarea l would
be high. Fully characterizing all suspected sources would
require a significantly greater number of monitoring wells and
other characterization work than has been completed to date to
determine both the lateral and vertical extent of
contamination. Even with much additional investigation, there
is a risk that some high-level contamination or hot spots,

especially residual sources, would remain undetected.

A disadvantage of the second approach isthat it may allow
additional degradation of the interval between the more distant
sources and the extraction locations.    In the Baldwin Park
area, data from well WIOWOMWI indicate the presence of a source
adjacent to or upgradient of this well. The distance between
well WIOWOMWI and EPA’s recommended extraction locations; is
over 1 mile; the distance between well VI0VCMWI and EPA’s
recommended extraction locations is greater. The amount or
significance of this additional degradation is difficult to
measure because too few monitoring wells have been installed to
determine the precise distribution of contaminants in this
portion of the Subarea.

EPA chose the second approach in its proposed plan. EPA
therefore defined Subarea i to address much of the industrial
area north of Arrow Highway where sources of the groundwater
contamination appear to be present and EPA proposed extraction
at the downgradient end of the Subarea.
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Aerojet, ALR, and OSCO appear, in part, to favor the first
approach. They submitted numerous comments on the pumping
configuration in Subarea 1 which vary inwording but make the

same argument: that EPA should supplement its recommended
pumping configuration with additional extraction of
contaminated groundwater in,he vicinity of well WIOWOMWI
(and/or well VIOVCMWI) because concentrations of several CVOCs
measured in groundwater samples collected from these wells are
higher than in downgradient wells. They emphasize that the
highest contaminant concentrations measured in the Baldwin Park
area are at well WIOWOMW1; that EPA’s highest priority should
be to control these high concentrations; that EPA has ignored
the presence of "separate and distinct source areas" in Subarea
1; that EPA should redefine Subarea l to include only "small
hot spots"; that concentrations in Subarea 1 and 2 are similar
except for two small locations where they are anomolously high;
and that this error or omission will ,,further degrade aquifer
conditions and increase the cost and time necessary [for
remediation]."

EPA’s response to these comments is that additional extraction
in highly contaminated areas beyond that proposed by EPAis
beneficial (it would remove additional contaminant mass and
increase the ratio of contaminant mass to volume of pumped
groundwater), but that it is not necessary to meet the
objectives of this interim action. Extraction at WI0WOMWI
would not contribute to EPA’s objective of limiting the
migration of contaminated groundwater out of Subarea i. And
the benefits of addressing one source (e.g., in the vicinity of
WIOWOMW1) are limited if other significant sources are present,
particularly if other sources go unaddressed. If any
significant subsurface sources are present, it is uncertain in
what timeframe portions of the aquifer impacted by the sources
will be cleaned up. If EPA applied this policy consistently
and demanded additional extraction at other "hot spots within
hot spots," it would greatly increase the cost of the remedy.

In its comments, AeroJet/ALR refer to the additional
degradation that would result from failing to address the
contamination present at WI0WOMWI closer to its source as
causing "further damage to the groundwater resource and
increas[ing] the time and cost required for effective
remediation." EPA believes that "damage" is a misleading
description of this limitation in that it fails to recognize
that this area is already highly contaminated and that
degradation of the area immediately upgradient of the
extraction locations is inherent in all groundwater extraction
and h~:eatment remedies. EPA believes that in the absence of
sig~%~icant additional data demonstrating that WIOWOMW1
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represents the only significant source, an extraction scenario
similar to that outlined in the Proposed Plan is the most cost-
effective way to address contamination present at WIOWOMW1 and
elsewhere in Subarea I, and best balances EPA’s "migration
control- and mass removal objectives for the OU.

Hakinu Use o~ the Arrow HiqhwaT/Lante Well Clusterin Subarea I

Aerojet, ALR, and OSCO also submitted comments in their
"Addendum to Proposal for Technical Modifications..." that EPA
should rely on 4000 gallons per minute (gpm) of extraction at
the existingArrow/Lante cluster to limit the migration of
contaminated groundwater from Subarea i in place of EPA’s
recommended Subarea 1 extraction rates and locations. The
ArrowlLante locations are approximately 3f4 mile downgradient
of EPA’s recommended locations (wells i0 and 13). Moving the
extraction locations downgradient, further from known and
suspected source locations, would reduce the effectiveness of
the remedy by allowing additional degradation of the interval
between EPA’s recommended extraction locations and the
Arrow/Lante well cluster. If, as it now appears, this interval
does not include any significant sources of contamination, then
moving the extraction locations downgradient would eliminate or
indefinitely delay the cleanup of this interval.

Aerjet/ALRhave failed to explain the conflict between their
suggestion to permit additional degradation of water upgradient
of the Arrow/Lante wells and their assertion that EPA’s
recommended extraction locations in Subarea 1 would result in
degradation of the portion of the aquifer between well WIOWOMWI
and EPAIs recommended extraction locations.

Because the Record of Decision recommends, but does not
prescribe, groundwater extraction rates and locations, EPA has
not completed a detailed review of the computer modeling or
other analyses carried out in support of the proposal to
replace EPA’s recommended extraction rates and locations with
less extraction at the Arrow/Lante well cluster. Commentor is
proposing to substitute 4,000 gpm of extraction at Arrow/Lante
in place of the 8,500 gpm that EPA’s evaluations indicate is
necessary. In their submittal, commentor does not identify
what differences in hydraulic conductivity, differences in
interpretation of the extent of contamination, or other
differences justify their assertion that they can extract
approximately 50% less groundwater and still satisfy .EPA’s
migration control objective.
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PumDina Confiauration in Subarea 3

Comments were also received regarding the proposed extraction
scenario in the lower area. These comments primarily address
the possibility of focusing extraction in the lower area on
individual contaminant plumes, rather than on the entire
Subarea. EPA may support an extraction scenario that contains
and captures individual plumes rather than the entire width of
the contaminated area shown in the FS, if additional data
become available to more definitively characterize the nature
and extent of the multiple plumes that are likely present in
Subarea 3. However, given the size of the Subarea and the
depth of contamination detected, the data collection efforts
(monitoring well installation and sampling) that would be
required to adequately characterize all plumes potentially
present in the Subarea would probably be cost prohibitive (see
Response A for additional detail on the investigations that
would be required for this effort). This detailed
characterization would not only be extremely expensive and
cause undesirable delays in implementation of the migration
control action, but the investigation would not likely result
in a significantly different project cost (i.e., the total
extraction rate required would probably not be substantially
reduced).

B.S When EPA May Support or Propose Additional Extraction

EPA supports additional groundwater extraction and treatment in
contaminated areas if consistent with EPA,s remedial objectives
and shown to not significantly increase the vertical/lateral
extent of contamination, as might occur through pumping of
walls in relatively clean areas adjacent to more highly
contaminated areas or at wells screened deeper than the
contamination.

EPA may, in the future, propose additional groundwater
extraction in areas other than identified in the selected
remedy. EPA may propose additional extraction if additional
investigation work indicates the presence of additional sources
outside of Subarea 1 and distant from existing extraction and
treatment locations, and if there would be significant benefits
in protecting the less-contaminated region between the source
and the extraction locations. EPA may also propose additional
extraction if data collected during design, operation or
evaluation of the remedial action indicate that addi~ionnl
extraction would significantly more quickly, or more
completely, achieve clean up.
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Data that will be collected to evaluatethe need for future
actions include additional investigation of the lateral and
vertical extent of contamination, sampling of groundwater in
deeper portions of the aquifer to evaluate the presence of
DNAPLs, refined estimates of the total mass of contamination
present in the OU area, and the distribution of contamination
between the variousphases.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPON83C:      EPA MODELING OF GROUNDWATER?LOW IN THE SAN
GABRIEL BASIN

This response addresses comments on groundwater modeling
provided by the San Gabriel Basin Industry Coalition, Aerojet
Gencorp, and Azusa Land Reclamation. Although many of these
comments are repeated in several forms in several places, they
generally refer to similar issues regarding modeling performed
by EPA, both in support of the FS, and indirectly, to all
modeling performed by EPA to date. Thus, for simplicity,
responses to all of these comments are consolidated below.

In several places, the comments appear to confuse the CFEST
computer codewith the CFEST~of the San Gabriel Basin
prepared by EPA. For clarity, this response assumes that
"CFEST code" refers to the generic CFEST software package,
whereas the "CFEST model" refers to the set of input parameters
and corresponding output of calculated results used to simulate
conditions within the San Gabriel Basin. The discussion tl~at
follows is divided into an initial section responding to
comments on the CFEST code, followed by a section describing
EPA’s general approach to modeling the San Gabriel Basin.
These are followed by a section that specifically addresses
comments regarding assumed parameters in the CFZST model of the
basin. The last portion of this response describes how the
model was used in the Baldwin Park FS.

C.I C~EST Modeling Software

Numerous comments refer directly to the suitability of the
CFEST code for simulating conditions in the San Gabriel Basin.
Initial modeling of San Gabriel by EPA was performed using the
well-known MODFLOW code (EPA, 1986). However, the MODFLOW
model could not accurately reproduce relatively local-scale
fluctuations in the water table in response to groundwater
pumping, nor could it simulate the migration of contaminants.
Given the complex geometry of the basin, and the need to refine
portions of the model in the future as more local analysis
would require, finite-difference codes were considered
generally inadequate. To select a new code and refine this
model, EPA undertook an evaluation of available finite-element
codes. The selection of codes was based on the following
requirements, among others:

1. Ability to represent complex, irregular geometries.
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2. Ability to simulate contaminant transport, including the
effects of dispersivity, degradation, retardation, and
time-varying sources.

3. High-level display capabilities and flexible input
requirements that could easily be integrated with a
Geographic Information System (GIS) data base.

4. A code in the public domain.

5. A well-known code that had been extensively and
successfully verified and benchmarked with widespread
acceptance and credibility in the scientific and
engineering community.

Using these criteria, the selection was narrowed to three codes
available at the time: CFEST, Princeton, and SWIFT If. CFEST
was selected because, in addition to meeting the above
requirements, it was developed by the U.S. Government, approved
for use by the Nuclear Regulatory Commission, and verified and
benchmarked as part of one of the most exhaustive international
efforts ever undertaken (HYDROCOIN). In addition, because it
is used by governments, companies, and academic institutions
all over the world, it is widely accepted and its use is well
documented in the literature. CFEST is well suited to the
simulation of contaminant transport, considers coupled
groundwater flow and solute transport (including coupled
consideration of density effects), and supports the latest
display and graphical technologies available. Proprietary
codes have not gained this type of exposure and testing.

C.2 General Approach to San Gabriel Modeling

~egional- and Local-Ecale Modeling.

The original version of the CFEST model of the San Gabriel
Basin was developed in 1988. As stated in numerous EPA
reports, the objective of this model was, and continues to be,
primarily the simulation of the regional behavior of the
groundwater system. As EPA’s focus has moved into specific
portions of the basin, including Baldwin Park, this original
model has been updated, and most importantly, refined in the
areas of interest. In performing these refinements, parameters
have been updated to reflect new data as they become available
on a local scale. However, given the paucity of detailed
information from throughout the aquifer thickness and
throughout the extent of these local areas, (e.g., Baldwin
Park), the model is still considered to be primarily a regional
one, as stated in the Baldwin Park FS Report.

120

Appendix B, page 151



Baldwin Park ROD

In most cases, current hardware and software technology no
longer require development of separate regional- and local-
scale models. In the past, the use of direct solvers and the
memory limitations of computers dictated the need to develop
independent local-scale models with boundary conditions based
on the results of regional models. Simulation of local-scale
conditions in this manner was limited in that boundary
conditions were fixed to the behavior of the regional model,
and would generally not vary as a function of changing
conditions on a local scale. However, it is no longer
infeasible to continue to add local-scale complexity to
regional models to refine simulation of local behavior. This
is the approach taken by EPA with the San Gabriel model.

Thus, although it is not yet possible to gain a high level of
local-scale accuracy in areas like Baldwin Park, it is possible
to locally refine the regional model to better simulate the
efZects of individual wells and recharge on a local scale.
This was done in the Baldwin Park portion of the regional
model, and as documented in the FS, the three-dimensional
simulations reproduce, as a baseline, observed historical
conditions. The effects of Santa Fe Spreading Grounds (SFSG)
recharge and Baldwin Park area groundwater extraction are
clearly reproduced in the modeling figures included in Section
7 of the FS Report. The generally low gradients in the area
are also clearly represented in these simulations.
Nonetheless, the model does not account for local heterogeneity
of aquifer materials.

For example, the alluvial depositional system responsible for
the high degree of local variability in grain size and
hydraulic conductivity is not completely reflected in the
current zonation of hydraulic conductivity and other
parameters. It is likely that the pattern of b~ried river
channels has resulted in a complex of braided and meandering
stream deposits, overbank deposits, flood basins, levees, and
point bar sequences. Evidence of this includes the very high
measurements of hydraulic conductivity seen in some aquifer
tests. The current model simply attempts to reproduce the
regional, composite behavior of the system. The logging and
testing of new, deep monitoring wells should allow the system
to be somewhat more accurately represented numerically. As
remedlation proceeds, further fine tuning of the model based on
ongoing monitoring from the new well network will allow
additional refinement.
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EPA acknowledges tl~e complexity of solute transport modeling as
highlighted by the comments. The nature of migration of CVOCs
in the San Gabriel Basin is a function of the chemistry of the
individual contaminants, the physical and chemical nature of
the aquifer materials (which is complicated further by its
heterogeneity), as well as the hydraulic behavior of the
groundwater system. EPA has already attempted to characte~:ize
the parameters that define these variables, as documented in
the Basinwide Technical Plan (BTP) and Interim San Gabriel
Basin Remedlal Investigation Report (RI Report) (EPA, 1990 and
1992). At%additional variable, perhaps the most difficult to
estimate, is the location, timing, and magnitude of the
hundreds of historical and ongoing sources of contamination.
These include both primary sources at the surface and residual
sources in the subsurface.

Given the uncertainty in eli of these variables, EPA has never
attempted to undertake the simulation of contaminant migration
in any but a regional, comparative manner. In the BTP, for
example, solute transport was simulated to evaluate the
potential effects of no action on a basinwide scale, and to
comparatively evaluate conceptual alternatives on a local
scale. Wherever these simulations are documented, there is
substantial explanation of the uncertainty involved and of the
comparative (versus absolute) objective of this modeling. The
sources of contamination used in this modeling were identified
in the course o£ calibrating simulation resultsto the
available record of contamination in the basin. Unfortunately,
the record is limited to data since 1980; it is thus not
possible to fully recreate the patterns of migration that have °
occurred since contamination probably began to be introduced
forty to fifty years ago.

In the Baldwin Park area, the uncertainty regarding the nature
of contaminant sources is very high. There will never be an
exact, complete undershanding of the timing, location, and
magnitude of the original sources of contamination. The
distribution of contamination in groundwater is directly
related to the nature of these sources; although much mingling
and coalescing of contamination has undoubtedly occurred,
individual "slugs" of contaminants clearly continue to migrate
through the system. The variability of contaminant
concentrations at individual wells results from the eTfects of
these sources, as well as from the effects of pumping and
recharge, both artificial and natural. There is also evidence
of the presence of non-aqueous phase contamination in the
subsurface. This contamination is likely to have migrated as
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free product, and will continue to behave as ongoing
supersaturated sources of contamination in several locations in
the subsurface. The current and future extent of contamination
in Baldwin Park is, and will be, strongly influenced by the
effects of these ongoing residual sources.

Given all this uncertainty, and the virtual fact that it will

never be eliminated, EPA does not consider simulation of
cQntaminant transport in the Baldwin Park area to be useful as
anything but a tool to evaluate the relative merits of remedial
alternatives. Accurate, local-scale predictions of the future
nature and extent of contamination can only be approximate
estimates. Nonetheless, as explained previously, it should be
possible, in time, to use ongoing, detailed data from
monitoring wells to better identify locations and magnitudes of
residual sources and better approximate the local-scale fate
and transport of contaminants.

C.3 The san Gabriel Basin Model

The zones of hydraulic conductivity used in the current CFEST
model of the San Gabriel Basin are based on estimates of the
areally-averaged nature and behavior of the system. There is
no question that individual measurements at wells differ (as
they would be expected to) from these areally-averaged values.
The issue of the relationship between essentially point
measurements of parameters versus the behavior of the system on
a larger scale has been extensively studied and documented.
consideration of the effects of scale and the size of the truly
representative elemental volume is a large part of the
development of conceptual and numerical models of groundwater
and other natural systems. In essence, as much data as
possible must be considered, in conjunction with the observed
behavior of the system, in the definition of parameters. There
can be just as much error or uncertainty in relying exclusively
on a single data set from a limited number of sampling points,
as it is to overly simplify and average spatially-varying
parameters.

For the San Gabriel Basin model, months of effort were spent
compiling and evaluating data from previous investigations and
from wells located throughout the basin. CDWR’s previous work
in the basin (CDWR, 1966) was considered an outstanding
evaluation of the nature of the groundwater system on which to
base EPA’s initial efforts, The geologic complexity of the
aquifer was further evaluated by an analysis of over 700
individual well logs. Estimates of hydraulic conductivity were
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based on (I} the lithology identified at individual wells, (2)
specific capacity tests, and (3) aquifer tests. All of this
information was brought together to develop initial estimates
of individual zones of hydraulic conductivity, which were then
refined throughout the process of calibrating the model.
During more receht updates of the model, these initial
estimates have been further validated. The fact that
individual aquifer tests have yielded values~o_~ above and
below these estimates is considered further evidence of their
relative accuracy.

In the course of reviewing well logs, considerable effort was
made to identify layering or any systematic pattern of
lithologic variability with depth. The results of this work
have been extensively documented (EPA, 1986, and 1992). The
apparent consistency of material properties with depth has more
recently been verified in some areas (including Baldwin Park)
by the detailed geophysical and lithologic data acquired in the
course of installing deep monitoring wells. Clearly, in some
areas, layering has been established to various degrees;
overall, however, there still appears to be only limited
lateral continuity associated with individual variations in
aquifer materials. The third dimension of the San Gabriel
Basin model thus considers no change in lithology and hydraulic
conductivity. (The effects of pumping from different depths in
the basin is, however, a very important variable that is
discretely represented in the third dimension of the numerical
model.)

The apparent lack of well-developed layering throughout much of
the San Gabriel Basin does not necessarily imply that the
system is entirely isotropic. Indeed, anisotropy in the
vertical direction can be inferred to exist as a function of
the vertical stress. As mentioned above, there may also be a
regional anisotropy in hydraulic conductivity in the horizontal
plane, given the likelihood of preferential pathways along
buried river channels. However, there is no direct evidence of
the geometry of these channels, nor of their degree of
continuity in one direction over another. Thus, this regional
horizontal anisotropy has been accounted for in the shape and
location of the various zones of hydraulic conductivity, and a
global anisotropy has only been established in the vertical
direction. Vertical anlsotropy results in a greater resistance
to flow in the vertical direction than in the horizontal
direction. The adequacy of these assumptions is refl~cted in
the model’s calibration.

A wide range of values of anisctropy was experimented with
during model development and calibration. The ratio of I:i0
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(K=:Kx,y) resulted in the best match between simulated and
observed conditions. The sensitivity of the model to this
parameter was tested by varying this value by orders of
magnitude in both directions, and was found to be relatively
small (EPA, 1992).

Boundary Conditions

Comments regarding boundary conditions and their effect on
simulation of groundwater flow in the Baldwin Park area appear
to refer to the manner in which the Sierra Madre and Duarte
fault systems are represented rather than to the actual
boundaries of the model. As described in the many EPA
documents describing this model (e.g., EPA 1986, 1990, 1992,
and 1993), the boundaries of the finite-element grid extend to
the margins of the al~uvial aquifer. These boundaries,
depending on their location, are defined by conditions of no
flow, prescribed head, or prescribed flux. None of these are
near the Baldwin Park area, and do not directly affect flow in
that portion of the model. The Duarte fault system lies
between the northern boundary of the model and the Baldwin Park
area. The Duarte and Sierra Madre systems represent
significant boundaries to flow across them, as evidenced by
differences of up to several hundred feet in water levels on
either 81de of individual faults. In the San Gabriel model,
the effects of these faults are represented by individual rows
of elements of low hydraulic conductivity~ This discrete
representation of the faults is consistent with observed
conditions, as evidenced by the model’s calibration.

C.4 Baldwin Park ~S Modeling

Based on the number of comments received from the Coalition and
AerojetlALRregarding the San Gabriel Basin CFEST model
discussed above, it appears that the readers believe that the
modeling performed to date (as described in the FS Report)
played a significant role in the development of the Proposed
Plan for the Baldwin Park OU. However, for the FS, simulations
using the San Gabriel Basin CFEST model had just two primary
purposes:

Modeling was used to estimate preliminary locations
and rates of groundwater extraction (the pumping
configuration) for n remedial action in the OU.
These data were needed to evaluate water use and
distribution options and to develop cost estimates
for the remedial alternatives. As described in the
Proposed Plan for the Baldwin Park OU, EPA will
verify or refine its preliminary groundwater
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extraction locations and rates during remedial
design, after interpretation of additional data that
will be generated during installation and sampling of
new groundwater monitoring wells. See Response B for
additional discussion of the distinction between
approximate extraction areas and pumping
configurations.

The model was also used to perform particle tracking
simulations of the "base case" scenario and the
pumping configuration described in the FS Report.
The particle tracking simulation, using particles
originatlngfrom near the Subarea boundaries
delineated in the FS Report, verified the remedial
effectiveness of the preliminary configuration over
an extended period of time (12.75 years). Additional
simulations may be required to evaluate the
effectiveness of any revised pumping configurations.

Thus, the modeling performed to date for the Baldwin Park OU
using the San Gabriel basinwide CFEST model was not a critical
element in the development of the ultimate configuration of a
remedial action for thls OU.
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BALDWIN PARK OU RESPONSIVENESS SEMMARY

RB6PON~E Dt The Role of the Met~opolitanWateE Distriut of
Southern california in the Baldwin Pazk OU

Several commentors advocated a significant role for the
Metropolitan Water District of Southern California
(Metropolitan) in the clean up, in some cases asserting that
Metropolitan involvement would reduce costs or speed clean up.
Some comments expressed disappointment that EPA did not seleqt
conjunctive use as its remedy. This response clarifies EPA,s
position on the role of Metropolitan in its remedy.

D.I The ROD Allows But Does Not Prescribe Metropolitan
Involvement

In its Feasibility Study, EPA evaluates the advantages and
limitations of several options for distributing treated
groundwater extracted as part of the remedy. The options are:
(i) to supply treated water to local water purveyors; (ii) to
supply treated water to Metropolitan for export from the San
Gabriel Basin; and (iii) to recharge the treated water in
existing spreading basins, the San Gabriel River channel, or
tributary flood control channels. The FS and Proposed Plan
describe pros and cons associated with each water distribution
option.

In the Proposed Plan, EPA expresses a preference for supplying
treated water to one or a combination of water purveyors in the
San Gabriel Valley for distribution to their customers. EPA
identifies six purveyors in position to accept treated water,
including Metropolitan. The Proposed Plan and ROD do not,
however, commit EPA to supply all or part of the treated water
to Metropolitan, or to any one or combination of purveyors.
The ROD allows treated water to be distributed locally o~ to be
exported from the Basin by Metropolitan depending on the
outcome of additional negotiations expected to occur in 1994.

In the ROD, EPA does not commit to supply treated water to
Metropolitan due to uncertainty about whether Metropolitan
involvement would increase or decrease project cost, and
uncertainty whether institutional issues associated with
Metropolitan involvement would delay the project. EPA
recognizes several potential benefits of Metropolitan
involvement including the benefits associated with providing
water users throughout Southern California with a new source of
water during peak demand periods and Metropolitan expertise in
building and operating large water supply projects, but. these
potential benefits do not, as yet, outweigh potential cost and
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institutional issues. EPA would enthusiastically support
Metropolitan involvement if it is demonstrated that doing so
will decrease the cost of the project and reduce institutional
barriers.

The impacts of Metropolitan involvement on project cost are
discussed further below. Institutional issues associated with
Metropolitan involvement are described in the Proposed Plan and
Feasibility Study.

D.2 Impact of Metropolitan Involvementon ProJeut Funding

Some comments assert or assume that Metropolitan is prepared to
pay a portion of the groundwater clean up costs in the Baldwin
Park area, and conclude that a project in which Metropolitan is
involved would cost less to EPA or PRPs than one in which they
are not involved. EPA does not believe that this conclusion is
warranted. Metropolitan staff have indicated the possibility
that Metropolitan would contribute to cleanup costs, but to
date has committed only to fund "enhancement costs."
Enhancement costs are costs in excess of the costs of clean up
that would result from Metropolitan imposing more stringe,~ or
more costly requirements (e.g., additional pipelines or pumping
stations needed to deliver water to Metropolitan’s existing
facilities, additional treatment costs resulting from
imposition of treatment requirements exceeding Federal and
State standards).

Metropolitan staff have publicly stated that Metropolitan may
be willing to contribute $25 million to a joint
EPA/Metropolitan project in the Baldwin Park area. In their
written comments, Metropolitan states that "Metropolitan’s
Board has supported, in concept, providing 25 percent cost
sharing for a conjunctive use cleanup project...to cover the
water supply benefits resulting from the more stringent
drinking water objectives as well as increased surface pumping
costs required to convey treated water to Metropolitan’s
distribution system." Metropolitan and EPA are conducting cost
studies to determine how much of the $25 million, if any, would
remain after payment of enhancement costs. To date, EPA has
received no firm commitments from Metropolitan or others for
funding of clean up costs.

More than one commentor mentioned the potential for securing
outside sources of funding to pay for construction o9 a
project, through the Reclamation Projects Authorization and
Adjustment Act of 1992 (P.L. i02-575), which authorizes federal
funding of up to 25% for "the design, planning and construction
of a conjunctive-use facility designed to improve the water
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quality in the San Gabrielgroundwater basin and allow the

utilization of the basin as a water storage facility.. In
FY94, Congress appropriated $5 million through P.L. 103-126 for
this purpose.

It is our understanding, however, that this funding would most
likely reduce Metropolitan~s contribution and D_9_~offset either
EPA or Potentially Responsible Party (PRP) funding. EPA is
seeking clarification on the use of the funding. We also note
that additional appropriations for FY95 and beyond are
uncertain.

D.3 Xmpaot of Metropolitan Involvement on Project Bize

Some commentors assert that Metropolitan involvement would make
it possible to carry out a more extensive clean up. EPA has
discussed the potential for Metropolitan or other parties to
increase the size of the remedy, but has not received any
commitment to do so. EPA will, however, consider any new or
more specific commitments before selecting a water distribution
option.

D.4 Impact of Project Size on Metropolitan Involvement

Metropolitan has expressed concern that there may be a
threshold flow rate below which they are not interested in
receiving treated water. In recent discussions, EPA and
Metropolitan staff have also examined the potential for a
"local conjunctive use" arrangement in which treated water
would be supplied to selected local purveyors who are now
dependent on imported supplies. Metropolitan may support such
arrangements even though they may not involve pumping treated
groundwater into Metropolitan’s distribution system. Several
of the local purveyors identified as potential recipients of
treated water in Appendix D of the FS and Proposed Plan could
besupplied in a "local conjunctive use" arrangement.
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B~LDWIN PARK OU RESPONSIVENESS SUMMA Y

RESPONSE EZ      THE FEASIBILITY O¥ AIR SPARGINGtSOIL VAPOR
EXTRACTION AT TKE B~LDWIN PARK OU

EPA received two comments recommending further evaluation of
the feasibility of employing air sparging and soil vapor
extraction technologies (AS/SVE) for the Baldwin Park OU. As
described in the following text, AS/SVE has not been used at a
site where the groundwater contamination is as large or deep,
or specifically to provide containment of a groundwater plume,
leaving significant technical uncertainties regarding the
effectiveness of AS/SVE in place of groundwater extraction and
treatment at the Baldwin Park OU. Due to these uncertainties,
and the cost of resolving these uncertainties, EPA has not
selected AS/SVE as a treatment technology for this interim
remedy.

E. 1 Baokgroun~

AS/SVE is a relatively new technology in which air is sparged
(i.e., pumped) into the saturated zone either within or below
the contaminated portion of the aquifer. The contaminants are
transferred from the aquifer to the vadose zone by stripping or
volatilization, and/or transformed or destroyed through
enhanced biodegradation. Air and contaminants are subse~lently
removed from the vadose zone by soll vapor extraction wells,
treated, and discharged. To date, air sparging applications
have been limited to fairly shallow contamination (typically
the upper 30 feet of the water table), in locations near
contaminant sources. Air sparging has not previously been
applied at a site where the contamination extends as deep as in
the Baldwin Park area (450 to 650 feet below ground surface,
200 to 500 feet below the water table). Nor has it been
applied across an area as large as the required OU containment
areas (up to about 5,000 feet wide). In addition, AS/SVE is
not typically used to provide containment of a groundwater
plume or plumes, the primary objective of the OU.

E.2 Techniaal considerations

The following evaluation of the feasibility of using AS[SVE in

the Baldwin Park OU was focused on Subarea i. Therefore, the
discussions that follow describe conditions specifically in
Subarea 1 (the upper area) of the Baldwin Park OU, but similar
considerations would apply to the use of AS/SVE in Subarea 3

(the lower area). As described below, there are several
technical problems associated with using AS/SVE to meet Baldwin
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Park OU objectives. These are related to the zone of influence
of the air sparging wells, contaminant removal rate, and the
impact of air flow patterns.

Zone of IDflu~nc@

An objective of EPA’s remedy is to contain an area of
contaminated groundwater in Subarea 1 that is approximately
5,000 feet across. Although specific data on the vertical
extent of contamination in this containment area are not yet
available, based on downgradient data, it is likely that
contamination extends across at least the upper 200 feet of the
aquifer. An air sparglng well influences a cone-shaped portion
of the aquifer that extends from the sparging point up to the
water table. The angle of distribution of this cone in coarse
gravels is typically about 15 degrees (Nyer, E. and S.
Suthersan, 1993). Assuming this angle, along with a well depth
of 250 feet below the water table (500 feet total depth), zLnd a
well spacing of 50 feet, would yield a radius of influence at
the water table of about 67 feet. The cones of influence
between adjacent injection wells would overlap, but would still
result in an overall zone of influence that does not provide
complete coverage of the contaminated area (i.e., a
considerable portion of the lower 30 to 40 feet of the
contaminated area would not be impacted by sparging). Further,
given the developed, urban conditions present across most of
the containment area and that there will need to be
approximately one SVE well for each injection well, it is not
likely that injection wells could be spaced closer than 50 feet
apart (this would help close the gap between adjacent cones in
the lower portions of the contaminated interval). In fact,
even the assumed 50-foot spacing may not be feasible. Thus,
the AS/SVE system that could feasibly be installed will not
likely be able to remove contaminants across the entire
contaminated interval.

~gntaminant Removal Rate

A typical AS/SVE system for a fairly aggressive remediation
project would attempt to sparge about one pore volume of air
into the contaminated zone every three to four days (personal
communication, Billings, 1993). Depending on site conditions
(type of contaminant, magnitude of contamination, soil
characteristics, etc.) this type of exchange rate could
potentially achieve clean-up goals in one to several years.
Given the injection well characteristics described above (250
feet below the water table and a67-foot radius o£ influence),
thepore volume in each well’s cone of influence is
approximately 294,000 ft3. To inject one pore volume every 4
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days would require a flow rate of more than 50 cubic feet per
minute (cfm) per well. Although the permeability of the
formation in Subarea 1 is quite high, injection rates this
large may not be achievable at a single depth. Nested
injection zones could help facilitate this high rate, but would
actually reduce the pore volume exchange rate in the outer
portions of the cone (because shallower injection would not
send air out to as large of a radius).

Assuming that the 50 cfm flow rate could be achieved, the
system still may not be able to meet the containment objectives
for the ou. As stated in the FS Report, a primary objective of
this OU is to inhibit migration of contamination into
uncontaminated or less-contaminated areas. To achieve this
objective, AS/SVE system will have to remove the contamination
from the groundwater as it travels through the system’s zone of
influence. Assuming a radius of influence for each inje~Sion
well of 67 feet, the total width of the zone of influence is
about 134 feet. Groundwater flow rates in this area are
typically in the 3 feet/day range, so the travel time through
the zone of influence will be approximately 45 days. During
this time, only 11 pore volumes will have been sparged
(assuming 1 pore volume every 4 days). It is highly
questionable whether the AS/SVE system could remove a majority
of the contaminants from the groundwater given this total
sparging volume.

Air Flow Patterns

Although questions remain regarding the way injected air
actually travels through the aquifer, the most widely accepted
theory is that the injected air travels vertically through
discrete air channels (Nyer, E. and S. Suthersan, 1993).
Recent laboratory studies also point towards the discrete
channel method of travel being dominant under most conditions,
but also indicate that flow of air as discrete bubbles is
possible in coarse-grained gravels (Ji et al, 1993).
Regardless of the method of travel, there are likely to be
areas unaffected by sparging within the zone of influence. If
the air is travelling as bubbles, heterogeneities in the
subsurface environment are going to divert the bubbles, leaving
voids where bubbles do not travel. And, if air travels
predominantly in discrete air channels, which are likely quite
narrow, there are certain to be significant portions of the
zone of influence unaffected bythe channeling air flbw.
Generally, an AS/SVE system should be operated in a pulsed
fashion to help minimize the reduction in removal efficiency
associated with the formation of permanent air channels.
However, in the OU area, pulsing the system will reduce further
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the number of pore volumes exchanged during the time the
contaminated groundwater is flowing through the As/avE zone of
influence. Thus, for the Baldwin Park OU, either the air
channelling or subsurface heterogeneities (by reducing the
effective area of sparging) or the pulsed operating scenario
(by reducing the number of pore volumes exchanged) will reduce
the removal efficiency of the AS/SVE system and limit the
ability of an AS/SVE system to provide contaminant containment.

2.3 Cost Comparison

Despite the unfavorable technical considerations for use of
AS/SVE in the OU area, EPA has completed a rough, preliminary
cost estimate for an assumed AS/SVE system in Subarea 1 of the
Baldwin Park OU. This cost estimate is described below and
compared to the estimated cost of the pump and treat system for
Subarea i, described in the FS Report.

The AS/SVE system cost estimates are based on data provided in
the EPA publication A Technology Assessment of Soil Vapor
Extraction and Air Sparging (EPA/600/R-921173, September, 1992)
and on cost estimates provided in the FS Report.

Table RS-I summarizes the air sparging versus pump and treat
cost comparison performed for Subarea I. The costs associated
with thegroundwater monitoring program are not included in the
Table, because the specific vapor and groundwater monitoring
program that would need to be implemented for the As/aVE
program was not developed. As shown in the Table, if
assumptions made in the comparison hold true, total costs for
an AS/SVE system would be less than costs for the pump and
treat system proposed.

Pump and Treat Costs

The costs for the pump and treat action in Subarea i were taken
from the various cost tables provided in Appendix H of the FS
Report, primarily Tables H.6-13 and H.6-14 in Appendix H.6, and
Appendix H.3 (costs for "Treatment Plant i0 - 8,500 gpm").

The capital and O&M costs for an AS/SVE system in Subarea 1
have been estimated by assuming the number, depth, and capacity
of injection wells as described above: injection wells that
are 500 feet deep, with an injection well spacing of 50 feet
(100 total injection wells}, and an injection rate of 50

cfm/well (5,000 cfm total flow rate). It is assumed that the
extraction wells will also be spaced 50 feet apart (I00 total
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extraction wells) and be 200 feet deep. The total extraction
rate is assumed to be 6,000 cfm (for an AS/SVE system, the
extraction rate must exceed the injection rate).

Wells. Based on previous EPA drilling experience, the
extraction and injection well installation cost is assumed
to be about $80/foot drilled. Total drilling footage for
injection wells is 50,000 feet (500 feet deep times 100
wells) and for extraction wells is 20,000 feet (200 feet
deep times i00 wells). This results in a total well
installation cost of $5,600,000.

Tzeatment ~aoility. The air treatment facility costs are

based on the extracted air flow rate of 6,000 cfm.
Comparing this air flow rate to the off-gas flow rates
developed in the FS indicates that one of the large vapor-
phase granular activated carbon units described in the FS
Report would be sufficient to treat the extracted air.
Other treatment facility costs (based on Appendix H of the
FS Report) include an air heater, GAC storage, a small
operations building, radiation monitoring equipment, and
site work. Based on costs presented in the FS Report, the
total cost for this treatment facility is assumed to be
$300,000.

Pipelines, Meters, Pump, and Blower. The injected and
extracted air pipelines are assumed to be the equivalent
of a single 8-inch diameter pipeline. Using similar
pipeline costs to those described in the FS Report, the
pipellnes would cost about $7/diameter-inch/foot. For the
5,000 foot pipeline length, this results in a total
pipeline cost of $280,000. The cost of valves and meters
i6 assumed to be $700/well, based on EPA (1992), for a
total of $140,000.

The blower (air compressor) required for the assumed
AS/SVE system is quite large. The required discharge
pressure is at least 150 psi. This is based on a 250-foot
head of water (109 psi) and a release pressure of about 50
psi (to overcome frictional losses in the system and the
capillary entry resistance to displace the pore water).
This release pressure is estimated based on approximately
1 psi for every 5 feet of water depth in coarse gravels
(Nyer, E. and S. Suthersan, 1993). Based on a
manufacturers’ quote, the required compressor would be
about 1,000 hp and would cost approximately $385,000,
including the electricaland mechanical appurtenances.
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The vacuum pump for the SVE wells is sized at 375 hp to
provide a flow rate of 6,000 cfm with a 5 psi vacuum. The
estimated $70,000 cost for this pump and appurtenances is
extrapolated from information provided in EPA, 1992.

Air/water separation equipment is required prior to the
treatment facility. Costs for this equipment are about
$25,000, based on EPA, 1992.

The total cost for all equipment listed in this category
is $900,000.

OIM. The electrical costs for the AS/SVE system are based
on similar electrical rates as assumed for the extraction
wells in the FS Report ($0.11/kw-hr). The blower and
vacuum pump (total of 1,375 hp or 1,030 kw), if operated
continuously, will cost approximately $993,0007year. The
estimated electrical costs for the treatment facility are
$7,200 based on a fraction of the costs presented in
Appendix H.3 for Treatment Plant 10.

Treatment facility O&M costs include carbon replacement,
off-gas air sampling, natural gas costs and operating
labor. Because contaminant concentrations in the
extracted air are unknown, carbon replacement cost
estimates are based on a percentage of the Treatment Plant
i0 carbon replacement costs presented in Appendix H.3 of
the FS Report. There are 12 vapor phase granular
activated carbon (VGAC) units in the assumed Treatment
Plant I0 configuration versus i in the AS/SVE system
treatment plant, thus, carbon costs for the AS/SVE
facility are estimated to be 1/12 of the Treatment Plant
10 costs, or $65,000. Air sampling costs are estimated to
be $200/sample and one sample per week (total cost of
$10,400).

Natural gas costs, for the air heater, are estimated to be
$6,800, 1/6 of the Treatment Plant 10 gas costs. System
operating labor, including the treatment plant and all
other system components, is estimated at 1.5 hours/day at
$35/hour for a total cost of $19,000/year.

The total treatment facility O&M costs are $101,200/year.
Annual AS/SVE system maintenance costs are estimated at 2
percent of the construction costs, or $136,000..
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The potential for cost savings is interesting, but significant
uncertainty about the ability of AS/SVE to satisfy the remedial
objectives of the Baldwin Park OU, and the cost of reducing[ the
uncertainty, make it inappropriate to select AS/SVE in this
interim remedy. Reducing or resolving the technical
uncertainties would require additional evaluations of the costs
and effectiveness of AS/SVE, including extensive pilot testing
to determine operating parameters, evaluate areas of influence,
evaluate other measures of effectiveness, and refine cost
estimates.

in their written comments, Chemical Waste Management mentioned
several apparent advantages of the AS/SVE system over the pump
and treat system proposed by EPA. Each of these is addressed
below:

"Reduced energy expenditures by ellminating
groundwater/treated water pumping." Estimated O&M
costs for AS/SVE are less than for pump and treat due
to decreased carbon usage, although the total energy
expenditures between the two systems are actually
fairly similar. As shown in Table RS-1, the
electrical costs for the pump and treat system are
approximately $400,000/year greater than for the
AS/SVE system. However, this does not consider the
purveyor reimbursement portion of the pump and treat
system. Reduced energy expenditures by the purveyors
may offset a large percentage of the ~400,000/year
difference.

"Eliminated capital construction costs of pipelines
and distribution facilities to deliver treated water
to purveyors and of ex-situ air-stripping towers."
Although it is correct that all of the listed
facilities will be eliminated, it should also be
noted that considerable additional capital
construction costs will be required to instal], the
200 AS/SVE system wells (compared to the three
extraction wells needed in the pump and treat
system).

"Eliminate potential need for scarce recharge
capacity in the winter months." As described in the
Proposed Plan, the preferred distribution alternative
for this action is to deliver the treated water to
purveyors for local use. In this scenario, t~e
additional recharge capacity required would be
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minimal. In addition, as described in the FS Report,
during most periods (including winter) there should
be adequate excess recharge capacity available in the
area to accept treated water.

"Shortene~ reme~lation time frame over typiaal
groundwater pump an~ treat systems." AS/SVE has been
shown to shorten remediation time in many existing
cases, but these applications are typically in source
areas with shallow contamination. In the OU area,
the AS/SVE system would be used to contain
contamination originating from multiple sources, but
the sparging wells would be distant from the residual
sources. Unless additional AS/SVE systems are
implemented at each source, the use of AS/SVE would
not likely shorten remediation time. In fact, as
described above, the AS/SVE system may not be able to
remove the contamination from the water that passes
through the system’s zone of influence.

Referenaes for Response E=

Ji, Wei, et al. Laboratory Study of Air Sparging: Air Flow
Visualization. Groundwater Monitoring and Remediation, Volume
13, No. 4. Fall 1993.

Nyer, Evan K. and Suthan S. Sutheran. Air sparging: savior of
Ground Water Remediations or Just Blowing Bubbles in the Bath
Tub?. Groundwater Monitoring and Remediation, Volume 13, No.
4. Fall 1993.

U.S. Environmental Protection Agency. A Technology Assessment
of Soil Vapor Extraction and Air Sparging. EPA/600/R-92/173.
September 1992.

Personal Communications

Billings, Gale. Billings and Associates. December 1993.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

~-~@~L--~= ARE THE DATA AND TECHNICAL ANALYSES OBTAINED AND
COMPLETED ~SPART OF THE BALDWIN PARK OU FEASIBILITY STUDY
ADEQUATE TOSUPPORT THE SELECTION OF A REMEDY?

In their joint submittal, AerojetGencorp (Aerojet) and Azusa
Land Reclamation (ALE) make numerous comments about the adequacy
of the data collection and analysis efforts completed as part of
the Baldwin Park FS. Some of these comments offer specific
criticisms. Dozens ol other comments simply repeat claims that
EPA’s data collection and analysis efforts are inadequate without
offering any specific criticisms. This response summarizes most
of the specilic criticisms and identifies the location of EPA’s
response. We do not respond to the dozens of claims that are not
accompanied by specific criticisms.

F.I EPA Believes That Data are Adequate to Support the Seleution
of Remody

EPA strongly believes that the water quality, hydrogeologic, and
other data collected and analyzed as part of the Baldwin Pank FS
are adequate to support the selection of a remedy. During the
RI/FS, EPA deliberately carried out the minimum amount of site
characterization work needed to support remedy selection,
deferring to thetime of remedial design some sampling and
analysis work that could have been, and at other Superfund Sites
often is, completed prior to remedy selection. The Baldwin Park
RI/PS included sampling and analysis efforts by EPA, water
companies, the Main San Gabriel Basin Watermaster, individual
businesses and property owners, and others overt he past i0
years. See Section 3 of the FS for a description of RI efforts,
and Section 2.2 of the ROD for a list of EPA documents
summarizing RI work in the Baldwin Park area.

During the Baldwin Park RI/FS, EPA believes that it collected and
analyzed data adequate to:

¯ justify the need for remedial action in the Baldwin Park
area;
¯ specify remedial action objectives;
¯ specify approximate extraction areas;
¯ suggest preliminary extraction rates and locations (and
allow modifications to these rates and locations if
additional analyses warrant a change);
¯ identify the least costly treatment technologies" capable
of removing contaminants from groundwater and achieving
treatment goals;
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" identify alternative pipeline alignments and potential
recipients of the treated water; and
¯ estimate project costs consistent with EPAguidelines.

In our response to specific Aeroj~t/ALR comments on the Baldwin
Park Feasibili£y Study (elsewhere in this Responsiveness
Summary), we respond to and in many cases rebut specific
criticisms asserting errors or omissions in EPA’s data collection
or analysis efforts. In other cases, we agree with comments that
point out the need for additional data collection and analysis to
support the des ion of the remedy (as opposed to the selection of
the remedy). The following table summarizes many of the specific
criticisms that EPA’s data collection and analysis efforts are
inadequate and identifies the location of EPA’s response.

i Z~p,r~EQU~ ~i!~ii~!i!~!i~/~i~i~i~?~,!~!!!~!~. !i!’!!ii~i~C>ii~ii’.~!~i~.~’,!i:~!

EPA~s proposal does not address a
portion of the aquifer exhibiting the
highest concentrations of chemicals
in groundwater (in the vicinity of
well #WIOWOMW1).

Plumes in Subarea 3 have stabilized
or reached equilibrium, and
additional study is needed to justify
remedial action in Subarea 3

EPA’s modeling efforts, using the
CFEST model, did not or cannot
account for "baseline" conditions
(e.g., effects of production
wells/pumping, recharge at Santa Fe
Spreading Grounds, other local-scale
details) and are therefore "invalid"
and "technically inappropriate."

EPA did not examine the potential
remedial effects ofrecharge, and did
not consider the effects of existing
wells/wellhead treatment. "High
volumes of recharge at the SFSG
and/or ISG resulting from the
alternatives presented in the OUFS
could further negatively impact a
poorly developed remedial action..."

~ L, ..... ..

EPA’s remedy does
address contamination
at well #WIOWOMWI.
See Response B

The preponderance of
evidence indicate
otherwise. See
Response A.

EPA’s modeling does
account for baseline
conditions. See
response to comments
Aj#143, Aj#144, and
Response C.

EPA did evaluate the
impacts of recharge
and consider the
effects of existing
wells/wellhead
treatment. See
responses to co~ents
Aj#145 and Aj#I79.
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Recharge at the SFSG changes the EPA apologizes for an
groundwater flow direction from editing error. See
southwesterly to easterly, not "mo£’e response to comment
southerly toward the recommended OU Aj#181.
extraction locations" as stated by
EPA.

,.. .

"On the basis of the very sketchy EPA did evaluate the
information regarding the use of impacts of aquifer
aquifer recharge as an independent recharge. See
general response action in the OUFS, responses to comments
it is apparent that EPA has not AJ#145 and Aj#179.
conducted a complete technical
evaluation of remedial alternative
options..."

The CFEST model is not sufficiently We disagree. See
calibrated on a localized scale to response to Aj#143 and
provide the degree of detail Response C.
necessary for evaluating OU
alternatives .... [F]ailure to
recognize such deficiencies of the
CFEST model will result in
technically limited simulation
results if applied to localizedOU

[scale decisions."

"EPA’s statement that "computer We disagree. See
simulations do not indicate that the responses to Aj#179
choice of water use option results in and 190.
a significant difference in remedial
effectiveness" demonstrates EPA’s
limited evaluation of remedial
alternatives consideredfor the BP
OUFS."

No data exists on the vertical Data on the vertical
distribution of contamination in extent of
Subarea i. contamination are

sufficient to select a
remedy, although
additional data are
needed for design.
See response to Aj#58.
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There is only one monitoring well in Data from production
Subarea 2 and no monitoring wells in wells in and down-
Subarea 3. Remedial action in gradient of S~bareas 2
Subarea 3 is based on "an almost and~ are adequate to
total absence of characterization specify a remedy.
information- Additional monitoring

wells will be
installed during the
time of remedial
design. See response

to comment AJ#!4.

"A contaminant massbalance/transport Mass balance/transport
analysis ...is needed to determine analysis is not needed
whether further remedial measures are to justify action.
req~lired [in] Subarea 3." See Responses A and C.

EPA"s proposed remedy will allow more Movement of more
highly contaminated groundwater

4
highly contaminated

located north of the 210 freeway to groundwater into less
spread into less contaminated areas. contaminated areas is

a limitation in the
cleanup of large areas
of groundwater
contamination. See

Response B.

EPA failed to complete a Remedial This claim is without
Investigation. merit. See response

to Aj#2S?

F.2 Additional Data Collection and~nalyses are Needed During
the Time of Remedial Design

There is an important difference in purpose between the ROD and
remedial design phases of the Superfund process. The ROD
specifies the general nature of the remedy, but does not, and
should not, specify project design details. EPA regulations
state that the Record of Decision should identify and summarize
the major "technical aspects of the selected remedy thatare
later refined into design specifications" in the remedial design
phase of the Superfund process. EPA guidance advises that the
ROD should be limited to describing "major treatment components"
and "engineering controls" that will be part of the remedy, as
well as any "performance standard that the remedial action is
expected to achieve."

Completing investigation work pre-ROD to specify design details,
and specifying design details in the ROD, is neither legally
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required nor sensible. The time lag between completion of the
ROD and completion of remedial design for a project the size of
the Baldwin Park OU remedy is typically 12 to 24 months. Design-
related investigation work completed pre-ROD may prove obsolete
by the time the design is prepared, minimizing its value.
completing work pre-ROD that may need to be redone post-ROD would
be inconsistent with good engineering judgment and common sense.

Nor does it makesense to "lock in" project details in a ROD when
additional data collected post-ROD may suggest refinements to
those details. If EPA specified a design detail in the ROD such
as which of the several potential recipients will receive treated
groundwater from the remedy, implementation of the project could
be delayed if data or discussions post-ROD suggest it would be
cheaper or quicker to supply water to a different recipient.

¯ .3" EPA Record of Decision for the Baldwin Park OU Znmludes
Recommendations for ~dditicnal Data Collection and Analyses
During the Time of Remedial Design

As described in the Baldwin Park Feasibility Study, Proposed
Plan, and elsewhere in this Responsiveness Summary, EPA believes
that additional data collection is required during the time of
remedial design. The FS includes recommendations for a
monitoring program to be completed as the first step during the
time of remedial design; this Responsiveness includes revised
recommendations.    See response to comment AJ#58.
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......INDIVIDUALS AND INTEREST GROUPS...

I. Comments by Allan Hill (AH)

AH#I. Co,senior notes that the FS atttes that the 29,000 gpa (zather than
19,000 gpm) extEaction stenaz£o appears to he the "op~ilua scenaEio" foe u~se
v£~h the remedial alternatives (page 7-12). He asks for document&tion ~hJLt &
19,000-g1~S project stops mlgratlon of the �ontamination and furthe~
explanation wh7 EPA proposed a I9,000-gpm plaDo

e~B~_~: Section 7 identifies three Subareas of groundwater
contamination in which remedial action may be warranted. Section
7 also includes a statement that extraction of 29,000 gpm is
"optimum" if the goal is to limit the migration of contaminated
groundwater in all three Subareas (and if modeling assumptions
remain valid). (The "optimal" rate for extraction in two
Subareas is 19,000 gpm.) In this statement, EPA did not intend
to imply that extraction in the three Subareas is necessarily the
optimum remedy.

In subsequent evaluations, described in Sections 11 and 12 and in
Response B included in this Responsiveness Summary, EPA compared
the advantages and limitations of extracting and treating
contnminated groundwater in two, three, or greater than three
Subareas. EPA concluded that remedial action in two Subareas was
the best option because it offered significant and relatively
certain benefits, will significantly limit the migration of
contaminated groundwater in and beyond the Baldwin Park area,
will remove significant amounts of contaminant mass, appears to
be implementable, and is technically defensible. This
Alternative was presented in EPA’s Proposed Plan and selected in
this Record of Decision. We have prepared and included as
Response B a detailed explanation of the benefits and limitations
of EPA’s remedy. We do not repeat that discussion here, but
instead refer the reader to Response B of this Responsiveness
Summary.

We see, in hindsight, that EPA’s decision to propose and select
the smaller of the remedies evaluated in the Feasibility Study,
and the use of the word optlmal to describe the pumping
configuration of the larger remedy, has left some reviewers with
the impression that the selected remedy is less than edentate.
We hope that the explanation offered in this response and in
Response B better explains the rationale for EPA’s decision.

~#2. ¢~m:entor suggests that EPA proposed the 19,000 gp: pro~ect to satlsf~
"the Watermaater group." Commentor writes= "X understand the wate~ster
group bellevea %hey can-onIT dispose of 19,000 gpm wlthln the ad~ud£cated
area. Thus to &void the question of export they will agree to switch from
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using wells %hat yimld that much f~om the clean areas of the valle! to accept
only that amount of processed water from wells within the contamination rome.
l have the understanding this is the fix that watermaater hopes to use to
prevent Conjunctive Use by Metropolitan or any other group fr.m outside the
adJudlceted area. The~e are areas in the watershed of the San Q~rlel Rive~
that must depend upon imported water today that would be logical users of
10,000 gpl of processed water from the operable unit. A good example is Puente
ValleT ¯ -

~: Commentor is incorrect in assuming that EPA
developed its proposal primarily to satisfy the Main San Gabriel
Basin Watermaster, local water purveyors, or other local
interests. EPA has consulted extensively with localagencies,
purveyors, and interest groups, but the decision to propose
approximately 19,000 gpm of extraction represents current E~
policy emphasizing containment, experience gained at numerous
other groundwater sites about the capabilities and limitations of
"pump and treat" technology, and the distribution of contaminated
groundwater in the Baldwin Park area. See Response B for a more
detailed explanation of the rationale behind EPA~s proposed
pumping configuration.

Potential recipients of treated water include users that would be
supplied through export, in the Puente Valley and elsewhere,, See
section 9 and appendix D for a list of potential recipients, and
an evaluation of the feasibility of supplying treated water to
users in the Puente Valley and other portions of the San Gabriel
Basin.

~#3. ~nentor r~uests that "ZPA adopt a two phase 4~plelentatlon of the
29,000 ~ extraction scenerlo where the first phase would be T~he 19,OG0
to be utillsed b~ the watermaxter group. The second phase would be a I�),000
gpm scenario that would be water for export by any group other than the
existing local pumpers, It could be part of a much larger conJunctiwe use
project or the existing cyclic storage program of Three valleFa M.W.D~. or
Metropolitan Water District. If the institutional problems of the
adjudication provision preventing new exports could not be overcome, the
I0,000 gpm of processed water could be discharged into the river for capture
by existing downstream facilities and eventual use by the cities downstream of
the wstermaater extractors servlce ero&s. The wstormsster has such an
arrangement with the Industrial firms cleaning up contamination An Pusnte
VelleF o -

EPA Response: Commentor raises three issues: the size of the
remedy, the recipients of treated water from the remedy, and the
potential for future EPA projects after implementation of the
selected remedy.

See AH#1 and Response B for additional discussion of the size of
the selected remedy. See Section 9 for a discussion of water use
options, including the feasibility of discharging water into the
river or other surface water channels. We note that any
significant discharge of water into surface water channels must
consider the requirements and implementation history of the Long
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Beach Judgment. The Long Beach Judgment declares that users
downstream of the San Gabriel Basin (the "Upper Area" defined in
the Judgment) are entitled to an annual average of 98,415 acre-
feet of "usable water." The majority of this entitlement has,
however, been supplied historically through "natural" surface and
subsurface flow (resultlng from precipitation and to a lesser
extent, discharge of treated sewage effluent). A minority of the
entitlement, termed "make-up water," has been met through the
purchase and transfer of imported water. Between the 1979-80 and
1991-92 water years, users in the San Gabriel Basin supplied an
average of 8,213 acre-feet of make-up water to downstream users.
The range in this period was 0 to 28,279 acre-feet/year. See
Twenty-ninth Annual Report of the San Gabriel River Watermaster
~, City of Long Beach, et el., vs. San Gabriel ~alley
Water Co., et al., Case No. 722647 - Los Angeles County.

There is the potential for future EPA projects in the Baldwin
Park area. EPA’s selected remedy is an "interim action" that may
be supplemented or modified if information collected during
implementation of the project indicates the need for additional
groundwaterextraotion. EPA’s project includes a comprehensive
groundwater monitoring program (see response to comment Aj#58)
that will generate data to evaluate the project’s effectiveness.

II. Comments by Alton J. Amdahl

The comments submitted by Alton J. Amdahl are identical to
comments submitted by Allan Hill. See comments AH#1 to AH#3
EPAresponses.

and

III. Comments by Bill Robinson (BR)

Blt#la. "~ cannot support EPA’s propose4 interim "containment" project Option
#X." "Recommend&float Option #3 ~rge Scale 29,000 GPM Conj%%nctlv.e Ufse
~IteznatITe combined with clean-up and regional export."

EPA Response: Comments noted.

BR#1b. "EPA must exert heawler Influence to force ¯ compromise between local
an¯ reglonal interests, ratho¢ than follow the local lea~ by acceptlng
instltut~nal problems and locall~ inspired doubts about w&ter end use as ¯
permanent obstacls to clean up of the basin. "Cont~inaent" opt£ons s,re of
little worth to the publlc, but allows local purvQyors, ut£11ttel wt~ alreadT
monopolize the management of the basin, to monopolize the EPA cleanup b~
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pushing their containment option #1. The basin is ¯ public resource not a
private lake (reaervolr)."

~PA Response: We disagree with commentor that EPA’s Proposed
Plan is "of little worth to the public," that the clean up is
"monopolized" by local interests, or that "water end use is a
permanent obstacle to clean up." The decision to emphasize
containment and mass removal reflects current EPA policy and the
experience gained at sites with groundwater contamination
throughout the country. See response to AH#2 and Response Be
which further describe the rationale behind EPA’s proposal.

BR#2. "Economics of scale and the stark reality of permanent water shortages
in SO. California in the next decades nzgue that all clean water produced by
the largest cleanup plant EPA �~nbuild will soon find a beneficial end ~nae.
The water industry routinely uses paper trades and credits to even out the
peaks and valleys of annual water usage. These techniques ¢an h~applled%o
water produced to keep ¯ large scale plant operating 12 months per year at
full capacity. The EPA goal should be both to enhance common local routine
cyclic storage (put and take) programs together with increased regional mxpOrt
opportunities."

EPA Response: We agree that there is no fundamental reason that
19,000 gpm, 29,000 gpm, or greater amounts of water could not be
put to a beneficial end use. We wish to correct any
misconception that difficulties in distributing treated water are
the primary factor considered in determining the size of EPA’s
proposal. The primary considerations are technical, as discussed
in A H#1 and 2, and Response B.

We agree that "paper trades" may help in the distribution of
water from EPA’s proposed project. EPA representatives have met
with water purveyors in the Baldwin Park area and the Main San
Gabriel Basin Watermaster to discuss possible trades, and will
continue discussions in the hope of reaching agreements to
distribute water from EPA’s proposed project.

EPA’s responsibility is to develop and implement remedial actions
needed for cleanup. EPA supports improvements in the use of San
Gabriel Basin’s water resources, as long as it does not increase
the cost of or interfere with cleanup.

BE#3. "The moat likely problem that could defeat the conjunctive use ¢~tion or
anv option la not understanding the width, length and depth and direction of
movement of the plume and mlsa-siting the plant or not designing enough
flex~i1£ty of plant/flexlbility of contaminated water feeder pipe to keep the
facility supplied with contaminated water during its entire productive llfe.
Facility siting decisions must be basedupon thorough programs of water
testing, analysis and flow modeling. ~e=e pro¯ram¯must be ~optrollea hy
public aqsncles guided by public interest goals not prlvatemonopollzed local
agencies with non public interest axes to grind. Locally, well testim~ is
controlled by the Alhambra Judgement Watermaster, an am of L.Ao’S Superior
C~urt, an agency reallmtlcally �ontrolled by the five largest water ~illtlem
existent in the basin, an organlzatlcn wlth apparently enough influence to
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driTe the pm~oe~ pro~ects to the detrilent of the public interest, i.e. a
cleaner basin,el

.~~.J~: We agree that extraction locations should be based

on "water testing, analysis, and flow modeling." EPA will
consultwith local agencies and others, public and private,
interested in and affected by the contamination and EPA’s
selected remedy, but EPA will remain responsible for making final
decisions on extraction locations and other project details.

BR#4. "~A anthoritT can overcome opposition of the local water purveyor
monopol? if EPA properly sites a facility, ~hsn ex~orts part Of the excess
pzoduction from a proposed 29,000 GPM "Clean up" operable unit. Export rules
under the Long Beach Judgement RLver Watermaster has been zoutlne in the ibasin
trlnsfe~ing to Central basin currently 85,000 A.F. a year in orderly, stable
and Iong-lnstltutlonallzed fashion. The local monopoly interest has been
blowing smoke at BPA apparently increasing EPA’s export anxiety in order to
selfishly maintain their nearly total control over the water resources of the
walleF ¯"

EPA Response: EPA disagrees that its "export anxiety" exceeds
its level of anxiety about any other distribution options. EPA
will select the distribution option that meets its remedial
objectives and to the extent feasible, minimizes cost, minimizes

institutional barriers that might delay or preclude
implementation, and satisfies State and local preferences.

We note that most of the 85,000 acre-feet (af)/yr of water
supplied to downstream users in the central basin to meet
obligations of the Long Beach Judgment has been met by nat~cal

subsurface and surface flow. The increment actually purchased to
meet obligations of the Judgment ("Make-up Water") has averaged

8,213 acre-feet over the last twelve years. Also see response to

AH#3.

BR#5. "The San Gabriel Valley contains nearly all built out �o~aunltles with
limited, well understood, stable demands for water. Demand increases ~ut I
percent per year. The proposed interlm-oontalnment solution - damages the
public interest by delaying cleanup while furthering the private interest
�ontrol of the public basin resources. EPA funds and all publi~ fundl must
serve publlc health and safety, which demands the quickeat feasible cleanup
solution. The 8.O. basin as the "private lake" scenario can be aubordJmated to
an improved proposal; a dual purpose approach that allows: I. protection for
local rater interest for the beneflcial use of water of the basin and~ 2. the
regional beneficill interest through orderly planned exports of produced
excessss+

The past decades have brought broad benefits through the provisions cf the
Long Beach Judgement (see comment #4). Future wider opportunities and benefits
to the region ~ay occur through support and sponsorship of EPA Gu~rfund.
Metropol~tan Water District and Federal Bureau of Reclamation funding and
federal legislation sponsorship of Cong. E. Tortes."
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EPA RespQnse: EPA’s proposal does not delay cleanup; it
represents the most significant step toward clean up made to
date. Nor does it represent any shift in control frompublic to
private interests. Also see responses to comments BR#1-4.

~6. "The EPA proposed solution option 1 damages the public lntem|t by not
pz~£dlng for opportunities for regional beneficial interest, hobbles the
clean up goal, and loses the project possible funding from Metropolitan Water
Diotr£Gt, Bureau of Reclamation, Three Valleys Municipal Water DiJtrict e~nd
Central Basin Municipal Water District."

EPA ResDons~: This comment largely duplicates comments I-5. EPA
is ~nclear how its proposal "loses ... possiblefundlngN from
Metropolitan or others. EPA has received no flrmcommitments
from any of these agencies for funding of clean up costs. Nor
has EPAruled out or in any way limited the possible involvement
of Metropolitan or others. Distributing water to Metropolitan
remains an option if it is demonstrated that supplying water to
Metropolitan will increase the extent of clean up, lessen costs,
speed implementation, or otherwise benefit clean up. There may
be benefits if Metropolitan is involved, but at present, it is
unclear if Metropolitan involvement would provide a net benefit.
~iso see response to Tot#1 and Response D.

RRXT. Large scale conjunctive use better serves both the local interest, because more
contaminated water £z cleaned up and removed faster, and enhances the regional
interest through increased water supply from export. The expert under option #3 also
includes preferred smsller $200-$300 per A.F. clean up costs. The large project
option optimlses per A.F. clean up costs, while small scale projects options almost
double treatment costs. The small projects only dieeernable advantages it maintains
the ©on,tel of the local parochial interestz of the water purveyor cartel. S.G. basin
exports already occur annually through Whittier nsrzowz in an orderl~
institutionalized fashion to Central Basin by pipelines, underground m.~ occasional
sttrface fl~s.

EPA ResDonse: This comment largely duplicates comments BR#I-6. We
agree that larger projects could limit migration of contaminated
groundwater in additional areas and increase the amount of
contamination removed, but again note that the size of the project has
been determined based primarily on technical considerations, as
discussed in AH#1 and AH#2, and Response B.

IV. Comments by the East Valleys Organization, Toxics Task Force
(EVO)
EVO#1. Commentor "lupports the plan, but [does] not think that it goes far enough."
Views EPA’s proposal as overly cautious "at a time when bold action sad imaginative
solutions are required..." Exprezzes understanding of "concerns by come in the local
water community of losing authority to MWD," but believes that "a ~reater threat has
come frou the opposite tendency: a balksnlzed political structure and a parochiallem
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in attitudes that have hampered decisive action and a comprehensive approach to the
w:Lle tltSe Of acarGe resourcms."

~PA Response: Comments noted. EPA does not view its proposal~ whose
estimated "30 year present value" exceeds $100 million, as a "cautious"
or "unimaginative" step in the cleanup. See Response B for a more
detailed discussion of EPA’s rationale for the scope of its remedy.

Eve#2. Recommends that "EPA should auppor~ conju~ctiwa use with the Metropolitan
Water District ... ~o make it possible to carry out a more extensive clean up, ...
help ensure Federal Bureau of Reclamation and MWD participation in funding for the
facility, [and to make] the San Gabriel Basin aquifer ... [a] ~source that will help
all nf ~uthern California cope with its critical wate~ management problus."

~: EPA remains interested in increasing the involvement of
Metropolitan Water District if it is demonstrated that Metropolitanes
involvement would increase the extent of clean up, lessen costs, speed
implementation, or otherwise benefit clean up. At present, it is
unclear if Metropolitan involvement would provide these benefits. See
response to Tor#1 and Response D.

V. Comments by Friends of San Gabriel River (FSG)

FSG#1. Colmentor [does] "not agree the proposed project of extraction of 19,000
at Baldwin Park Operable Unit will achieve the objective of compllance ~ith the
requlremen~a of federal law." Commentor recommends that EPA adopt Alte~.~atlve 3
(described in the Proposed Plan), favoring extraction of 29,000 gpm (raf~erthau
19,000 gpm) and Involvement of Metropolitan Water District of Southern California.
Commentor asseL-’t,t that extracting 29,000 gpnLwould speed clean up, reduce costs,
allow EPA°s remedial objectives "to be achieved before the first effects of a 19,000
gpm program could even be detected," {and that] "it is the dutT of EPA to athlete as
much cleanup as those who are involved w£11 finance on there [sic] own."

EPARespoDse: As stated in the Proposed Plan and the ROD, EPA believes
that its selected remedy, calling for extraction and treat~lent of
approximately 19,000 gpm of contaminated groundwater, satisfies the
statutory requirements of Section 121 of the Superfund law and bast
satisfies the Superfund evaluation criteria. The remedy is protective
of human health and the environment, cost,effective, complies with all
applicable or relevant and appropriate requirements, utilizes permanent
solutions to the maximum extent practicable, and satisfies the
statutory preference for treatment.

Co,mentor’s assertion that extracting 29,000 gpm would allow EPA’s
remedial objectives "to be achieved before the first effects of a
19,000 gpm program could even be detected" is unfounded. See Response
B for a detailed discussion of EPA’s rationale for proposing extraction
of approximately 19,000 gpm, rather than 29,000 gpm, of contaminated
groundwater.
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It would be senseless and irresponsible for EPA to determine extraction
rates based on the ability of EPA or others to fund the project, as
commentor suggests, rather than on technical analyses.
See Response B for a discussion of the rationale for the size of the
selected remedy and Response D for a discussion of the role of
Metropolitan Water District.

FSG#2. Commentor believes that treated groundwater that is not distributed to water
purveyorl �ould be piped to spreading balins and flood control channels, eliminating
the Eisk that extraction of cont~inAted groundwater would need to cease due to
inadequate d~nd by water �ompan~ customezs.

~_P~P_~D_~: Recharging treated groundwater remains an option in the
Record of Decision. Recharge is not specified as the only acceptable
method of water distribution or disposal due to its potential
disadvantages, which include inadequate spreading basin capacity, and
loss of usable water to the Central Basin. See Section 9 and the
response to comment AH#3 for a more detailed discussion of ~ne
limitations and disadvantages of recharge.

FSo#~. Comu~ento~ also advises that’EPA "include ¢onJunctlve use by not only
Metznpolltan Water District but by any other group that will supply financing."

EPA Response: EPA’s plan allows for the supply of treated groundwater
to purveyors now dependent on supplemental sources of water, which may
result in increased conjunctive use of local and imported walter
resources.

VI. Comments by Rayall Brown [presumed to be Royall Brown]

HB#1. Commentor found the microfilm version of the Administrative Record at the Weat
¢ovlna I~rary "unreviawabie." Commentor balleved that the library’s viewing
equipment ~ould only handle 35 mm film, rather than the 16 mm format uHed to
microfilm the Administrative Record.

EPA ReSDonse: We regret the difficulty which the commentor had in
reviewing the microfilmed version of the Administrative Record. The
commentor’s difficulty may have resulted from his unfamiliarity with
the microfilm reader.

Commentor first informed EPA staff of his difficulty in reviewing the
microfilm (located at the West Covina Public Library) at an EPA public
meeting held on 5/20/93. After the meeting, EPA staff contacted Mr.
Bruce Guter, the documents librarian. Mr. Guter viewed the microfilm,
including a frame identified by the c0mmentor as unreadable (film 4,
frame 1710). Mr. Guterhad no problem reading it. Mr. Guter noted
that there are two different lenses available - one for regular format
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documents and the other for maps and other oversized documents.
Commentor may have used the wrong lens. We are confident of library
staff’s wil~Ingness to help any members of the public having difficulty
reviewing the Administrative Record; we have found staff at ~he West
covina Public Library extremely cooperative. No other commentor has
expressed any problem in reading the microfilm; to EPA or, as far as
the head librarian knows, to library staff.

At the public meeting, EPA staff offered to place a paper copy of the
Baldwin Park Feasibility Study at the library to facilitate its review.
(The Feasibility study was the document of greatest interest.) The
Feasibility Study was mailed to the library on May 25th, 1993.

p3~2. ~ai~*-~r identifies several wells between the San Bema~o Freeway (l-SO)
and the rai1~ad tracks along Valley Bird where cont~mlnant levels have exceedM
MOLe. Cementer notes that the Proposed Plan does not address contamination at these
walls, and that contamination south of the freeway will continue tO spread.
~mmentor concludes %hat the proposed pro~ect will not meet EPA’s n£gra%;ion control
eb~ ectives.

Y~: We agree that there is contaminated groundwal-er
downgradient of the proposed extraction in the "lower area." We make
this observation on page 7-5:

"Contamination has been detected downgradient of Subarea 3 [the

lower area] at concentrations at or near MCLs ..."

The comment highlights an important limitation of EPA’s proposal. No
realistic cleanup proposal can completely stop migration of all
contaminated groundwater across an area as large as the Baldwin Park
area; any proposal that includes a realistic, finite number of
extraction locations will limit migration in some areas but not in
others. If the proposed extraction locations were moved some distance
south to address lower levels of contamination, more highly
contaminated groundwater upgradient of the extraction locations would
migrate unimpeded. As discussed in greater detail in Response B, EPA
believes that its proposal best meets its remedial objectives by
limiting migration and removing contaminant mass from areas in which
remediation will provide the greatest benefit.

Finally, we note that EPA’s proposed project is an interim action which
may be supplemented in the future.

~#3. ~antor notes that a treatment facility has been installed by La Puente
Valley County Water District at wells listed for potent~al shutdown in the FS, Table
7-3. ~entor recommends that this and other %reatment facillti~s continue to
Ol~rete as long am the wells served by the equipment show contamination, pointing out
that ~twou~d "not be economical" tO discontinue the use Of installed clean up
facilities in order to build other facilities.

~PA Response: EPA is aware of the installation and operation of a
treatment facility at the La Puente Valley County Water District’s
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wells. Water quality data availablethrough 1992 indicate that
groundwater at the District’s wells is less contaminated than
groundwater at the Big Dalton well and other locations to the north.
EPA included the District’s wells in a list of "Wells for Potential
Shutdown or Reduced Extraction" as a reflection of our preference that
extraction in clean or less contaminated areas be minimized. EPA
recognizes, however, the District’s need to extract water to meet its
water supply responsibilities.

EPA has no plans to limit operation of the District’s wells or

treatment facility.

RB#~. ~lumeutOr notes that, "...the FaasIJoillty Study Indlcatee the "opt,stuB"
extraction scenario is 29,000 gpm at specific steam and if other wells a~re used a
larger amount needs to be extracted to stop the spread of contamination, currently
at two well fields south of the 1-10 freeway the San Gabriel Water Company also has
inmta11~ treatment facilities. The use of the clean up equipment south of the
freewaT indicates a major problem. At present there are more wells south of the
freeway connected to =lean up facilltles than there are in the Baldwin Park Operable
Unit north of the freeway. The Interim Plan needs to be altered to reflect the
existence of installed =lean up fauilitlos south of the freeway. Am ¯ result I
request the EPA adopt an interim plan that extracts 29,000 gpm or more ~Erom wells in
the Baldwin Park Operable Unit."

EPA ResPonse: EPA acknowledges the existence of several existing and
planned treatment facilities. The extent to which continued operation
of any of the existing facilities will satisfy EPA’s remedial

objectives will be determined during the design phase of the project,
making use of the most up-to-date water quality data. See response to
comment AH#1 and Response B for a detailed description of EPA’s
rationale for proposing extraction of 19,000 gpm of contaminated
groundwater, rather than 29,000 gpm.

Re#5. Commantor -oppose(s] the recommended plan of 19,000 gpe extraction am it does
not. reflect the infrastructure of the San Uehrlel River Bamln." Commentor reports
that an undated San Gabriel River Watermsster Annual Report chows the lower area wlth
an annual entitlement of 85,600 Acre Feet of water from the upper area, and that
10,000 gpm ¢ontlnuous pumping equals 16,133 Acre feet per year. Commentor concludes,
"Thus if i0,000 gpu of the 29,000 gpm under altermatlvem 2 or 3 was discharged dowm
the drainage system, the lower area could capture it end it would become groundwater
in the lower basin. It could in future years be part of the usable washer documented
annually by the river wstsrmsmter. Ae a result, . .., the infrastructure exlats to
dispose of all of the 29,000 gpI extraction alternative without utili=ing any of the
existing local pumpers efforts that call can dispose of 19,000 gpm."

~Zi--~: In the Proposed Plan, EPA expresses a preference that
treated groundwater be distributed to water purveyors for direct use,
but includes recharge as a backup water use option in case agreements
to distribute water to purveyors cannot be reached.

We agree with commentor that infrastructure exists to dispose of
treated water into local flood control channels, but there as a
significant disadvantage of this method of "disposal." See response to
AH#3.
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RB#6. Co--enter notes that the Wsttrnsstert "has asde arrangements to allow
Responsible Pn~les in the Puente Valley who extract polluted water and to clean it
up and to dlscharge at to the dra4nage states. This water becomes part of the usable
water unde~- The rules of Case #722647. Xn Baldwin Park the wate~ster should not he
allowed %o ©la~a no infrastructure or capab/~ity to dispose of more than 19,000 9pa
as ther have made accomsodatlons for the clean up of cont~aLnants in henna Valley
that is part of the San Oabriel River System."

~: Watermaster has made no such claim.

RB#7o CoJ~sntor’s concluding roco-,aendation is that w-PA adopt "... a staged approach
to well head clean up that would allow for a future proJe~ that would involve
conjunctive use of wells in the Baldwin Park Operable Unit bF Metropolitan Water
District Or others such as Throe Valleys Municipal Water District that iI within the
San Gabriel River watersh~."

EPA ResPonse: We encourage additional clean up projects by parties
other than EPA that are consistent with our remedial objectives.

VII. Comments by Sierra Club (SC)

(The Sierra Club submitted comments dated June 20, 1993 and August 9,
1993. The August comments include the Sierra Club’s testimony
presented on August 6 at the public hearing conducted by the California
Assembly Committee on Groundwater Contamination and Landfill Leakage.)

~e 20. 1993 = comments

sees. "Representatives of the Sierra Club . .. are pleased that EPA has come forward
with ¯ 8pacific plan to begin cleanup. However considering the analysis presented in
the Baldwin Park Operable Unit Feasibility Study, we would recommend sslectlon of
alternative 3 as the preferred plan for several reasons."

~" Comment noted.

so#2. "Firstly, Figure 12-1 clearly shows that options 2, 3 or 4 all ~)rovide a higher
degree of long-term effectiveness than Option I. The study states that extracting
29,000 gpm total from three subareas wi%hln the Baldwin Park/Irwlndalo/Azusa area is
the "optimum" scenario. We urge EPA to select the option which will best serve the
los9 term interests of San Gabriel Valley residents. Achieving the most effective
solution is wo~h the effort of overcoming difficulties in Implementation."

e~: We agree that the higher pumping rates included in

Alternatives 2, 3, and 4 would provide a higher degree of long-term
effectiveness, but do not believe that their implementation is
warranted at present. See response to AH#1 on the use of the word
optimum and Response B on the rationale for the size of the remedy.
Difficulties in implementation are not the primary reason for selecting
a project calling for the extraction of approximately 19,000 gpm
(rather than 29,000 gpm) of contaminated groundwater.
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SC~3. "Zf n~essar7 EPA could request the �ourt, which oversees the San Gabrl=l Bash
adjudlcatlon, to allow 10,000 ~ to be exported from the basin under the condition
that the Metropolltan Water District of 5outhern California (MWD) recharge a like
amount of luported water %0 replace it. It would seam that these is ¯ reasonable
llkellhoo~ that the court would approve such a arrangement since it will provide the
most afrO©lent and cost effective cleanup of the San Gabriel Basin."

EPA Response: see Response D for a discussion of the role of
Metropolitan Water District in the remedy.

so#4. "option 3 has the additional advantage of iucludlng MWD in the cleanup process.
The entire �lean-up effort would benefit froaMND’s water quality technical ixpeztise
and flnanci¯l ~esources. The availability of these resources to assist ~n the cleanup
of the 8an Gabriel Basin is eortalnlT in the long term bestlnterests of the citizens
of %he San Gabriel Valley. Option 3 would, An addition to providing water to those
¯ reds wl~Lch have water rights in the Main San Gabriel Basin, would also, provide water
to communities in the greater San Gabriel Valley who do not have such rights.-

~--~g~qD~: We agree that Metropolitan would bring water quality
expertise but are uncertain whether they will contribute financial
resources to the cleanup. See Response D.

sO#5. "LastlT Option 3 is preferable be�suet it would place EPA in a stronger
negotiating position with Potentislly Responsible Parties (Peps). The :Peps are
already asking EPA to reduce the amount of water extracted to leas than 19,000 9pt.
Selecting the option with a hlgh~r extraction rate will give EPAmOre room to
negotiate."

EPA Response: EPA is legally-required to select the remedial option
that best meets the nine Superfund evaluation criteria (e.g.,
maximizing effectiveness, minimizing cost). Improving one’s
negotiating position is not among the nine criteria.

August 9o I~93 comments

SO#6. =...The 6leErs Club strongly favors...a Joint contamination cleanup-conJunctlve
use progr~ ... The benefits of integrated.°.management of all Ioc¯I surface and
groundwater..0are becomlng increasingly obvious to progressive water managers and the
general public in southern C..al~fornia. It iS understandable that EPA cannot take the
lead in planning for the use of groundwater stored under ¯ conjunctive use program.
As I understand it, one of your main concerns is that you have not ynt recelve~ ¯
firm commIEment from either the Metmopolitan Water District of Southern California
(MWD) or a local San Gabriel Baslnwater agency for ¯ larger treataent progrsum
(29,000gpmas compared to 19,000gp~) in the Baldwin Park area. We would urge that
EPA work with MWD and local water agencies to address thls Issue. As you know, the
San Gabriel Basin is an adjudicated basin in which numerous water r~ghts holders
clalm the exclusive right to manage Io¢al resources as they ace fit, and it will take
tlme rework out a solution that is ultimately beneficial to all parties. Z believe
EPAwould be remiss in adopting the attitude that it should merely seek the s~plest
short-term so~ution end then walk away from the situation. Although it may not have
bean intended, your comments at the ~ugust 6 hearing gave that impression [comments
by Jeff Rosenbloom]. I therefore urge that you give further consideration to a more
�omprehen|ive cleanup-conjunctive use plan for the Ban Oabrlel Basin."

EPA ResDonse: Comments noted.
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8@7. Are "conoe~ed first and fore~Jt that the health of ~e residents -nd workers
of the Basin be protected by insuring that drinking water provided by public and
private retailers to consumers meet all currant and prospective Federal and State
standards. Secondly, we are concerned that the existing groundwater �ontamination not
be permitted to expand beyond its present boundaries, thereby �ontalinati¯g
additional areas. Thirdlyr we want to see that further �ontamiv~Ltion does not occur
through diacharge of additional toxics into the groundwater, and that theme payt..lea
who were reeponaLble for past �ontmaLnation he held liable for their ¯(irons. Knd we
wa¯t to ensure that the abundant groundwater resources of this Basin are effectively
managed so this area can be relatively self-reliant for its water needs rather than
telT on la~gequantities of costly inported water from Northern Califo~nia and the
Colorado River.

For these reasons the Sierra Club favors the adoption of the comprehensive plan
prepared by the Federal Env£roumental Protection Ages(y to extract and trent 29,000
gallons per minute (gl~S) of groundwater from three subareae within the bldwin
Psrk/lrw~ndale/Asusa Suparfund Contamination Site. SPA has presented scientific data
indicating that this would be the optimum level of treatment to effectuate lystmeatic
cleanup of existing contamination and prevention of contamination migration to
additional areal."

~PA Response: See response to comment AH#1 and Response B.

so#8 -...The Metropolitan Water District of Southern California is prepared to
participate on ¯ 25q coat-sharing basis. (See MWD Board Letter of danuaz~ 28, 1993)
The participation of MWD is likely to be crucial to the success of this pro~ect, both
because of MWD’8 strong financial position and of that agency’s acknowledged
expertise in addressing complex problems of water treatment processes n,scassary to
meet Federal and State drinking water standards.

Addltlon[al] funding up to an additional 25% is also available from the US Bureau of
Reclamation pursuant to Section 1614 of the Public Law 102-575 (Reclamation Projects
Authorization and Adjustment Act of 1992) for "the design, planning and construction
of a cenSus(alva-use facility designed tO improve the water quallty in the San
Gabriel groundwater basin and allow the utiltsation of the basin as a water storage
facility." Given the difficulty of obtaining local and state funds to (:lean up
contaminated groundwater in the San Gabriel Basin, it only makes sense to make use of
this additional Federal funding,"

SpA Response: As described in response to comment Tor#l and in
Response D, the magnitude and use of any funding provided by
Metropolitan Water District or P.L. 102-575 remain uncertain.

8c#9. -It is our understanding that because of limited support from local water /
purveyors and objection from some responsible parties, EPA is recommending that
treatment facilities for cleanup of the Baldwin Park/Irwindale/Azusa area be limited
to producing only 19,000 gpm. The Sierra Club believes this level of treatment would
not meet the long-tern objective of cleaning up existing contamination, nor would it
be the molt colt-effectlve. Furthermore, it is doubtful that MWD or the Bureau of
Reclauation would participate in a smaller-scale project, since the conjunctive use
benefits of storing imported groundwater in the Basin would be significantly reduced.
Without MWD’a financial and technical supports and without Bureau of Reclamation
fundlngt the prospects of effective action in the near term to accomplish both
groundwater contamination remodiatio¯ and conjunctive nlle obJectlvea will be
significantly diminished."

~: EPA’s decision to select a remedy calling for the

extraction of approximately 19,000 gpm is based primarily on technical
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considerations; it is not due to limited support from water purveyors
or Peps, See Response B for an explanation of the size of EPA’s
remedy.

~P_A~: Comment noted.

VIII. Comments by the Superfund Working Information Group
(SWIG)

¯

8WIGJl. "..a commendable effort has been made by EPA to develop a cleanu~ project to
address the problem of groundwater [in the Baldwin Park area]..., [end t~at on the
whole], ... EPA’s present plans for remedlation of the Baldwin Park-Asusa-Xrwindals
contaminant plume seems to be going in the right direction, toward a f~tal solution
of cleanup and control of the VOC contamlnation /-the Main San Oabriel Basin."

swiG#2. Co~entor also asks that EPA consider "the practicalities of enlarging the
~utput of the project, if feasible."

~J~_Y~RgJI~: EPA refers to the selected remedy as an interim action,
to reflect the possibility that additional projects may beneeded in
the Baldwin Park area. EPA will use information collected after
construction and operation of the selected remedy to help determine the
need to enlarge or in other ways modify the project. EPA’s decision to
select a project extracting and treating approximately 19,000 gpm
rather than a larger project is discussed in Response B.
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...FEDERAL AND STATE LEGISLATIVE REPRESENTATIVES...

IX. Comments by Hilda Solis, Assemblywoman, 57th District,
California Legislature

SoI#I. memnon:or urges EPA "to consider the merits of t conjunctive usa program as a
means to remedy both VOC 8~d nitrate contamination .. o" cerumen:or argues that
¢on~unctive use would offer the "potentlal to cleanup the contamination in the Basle
while at the same time both providing an envlronmentally-sound method for storing
water and offering a financial package which ought to p~ove beneficial to al$
affected par:ins."

~: See Response D.

X. Comments by Esteban Torres, Representative, 34th District, U.S.
Congress

Tor#1. "I am struck by the fact that the alternative EPA prefers (Altez~iatlvm One} is
the least enwlronmentaliy sound alternative of the four .... Alternative One would
pump 19,000 ~pm .o. to be used 9~ by the local water purveyors... Alternatives
Three and Four would pump 29,000 gpm. 0. The fundamental difference between these t~o
alternatives [one and four] is that the third and fourth alternatives provide a
conjunctive use element and wouldpotentlaliy remove one-thlrd more contaminants from
the ~ater basin.

on the surface, Alternative Four appears to cost the taxpayer signlficJmtly more than
Alternatlve One. However, last year Congress authorised funding 25% of the San
Gabriel Basin Project in Section 1614 of the Reclamation Projects Authorization ~nd
Adjustment Act of 1992 (Public Law I01-5~5) o And as a result, the ~ard of Direc~Em
of the Metropolitan Water District (MWD} committed significant resources to this
worthwhile pro~e¢t.

~f you review Alternatlve One, (capital cost: $47 m~lllon, to be entlrely funded by
local businesses which are held responsible for the contamination} andt compare it to
Alternative Four (capital costs: $78 million with only $39 million (50%) funded by
local businesses and 50% by Section 1614 funds and MWD funds) Z trust you will
conclude that Alternative Four is better from every perspective. AlternatIYe Four
will glve uJ the c&pecit~ to remove more contaminants from the groundwater and will
save the local business communlt~ $8 million.

Even if EPA were to select a clean-up technology that goes bey=nd *air stripping" to
something llke the ’liquid granular activated carbon" process recommended by MWD, the
total cost of Alternative Four would be $100 million, with $50 million coming from
the local business community and $50 million coming from MWDand Section 1614. The
additional $3 million in local costs is a small price to pay to achieve a 33 percent
increase in contaminant removal. I suggest that the standard measure of cost-
effusiveness (cost/ton removal} should be thoroughly analysed in light of the above.

Additionally, I want you to know that, at my urging, the Californla Congressional
Delegation has been actively pursuing a $5 million FE ’94 approprletion for the
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~Jspleaentation of Section 1614 because the conJuctive use project is excellent
public policy. Southern californla gets an enhanced suppIF of water which reduces
pressure on t he Colorado River and Northern Californla, and, more ImportantlT, the
citizens in ~he 5anGabriel Valley get a cleaner =uppIy of water.

Zf the reason that EPA has recommended Alternative One is based on what hall been
called the ’institutional problems" associated with CenSus=tire Use, I 8t~onglT
recommend that thoAgency take another look at its rationale. While Z realize%hat
EPA doesn’t wast to be "water broker" in8outhernCallforn£a, it can certalnITaes£st
negot£ations so that other, and perhaps more appropriate agencies, manage our water
resources. However, Z don’t believe that any ’institutional problem’ ~ustlfies
selecting a clean-up alternative which accomplishes loss clean-up at greater cost to
area businesses and residents."

EPA ResPonse: Internal EPA policy required an immediate response to
Congressman Torreso EPAts response (without the enclosed table),
delivered in a letter dated September 9, 1993, is reprinted here. Also
see Response D.

Honorable Esteban E. Torres
U.S House of Representatives
1740 Longworth House Office Building
~ashington, D.C. 20515

Dear Mr.    Tortes:

Thank you for your letter of August i0, 1993 to Wayne Praskins,
one of our Superfund Project Managers, concerning the U.S.
Environmental Protection Agency’s (EPA) Proposed Plan for the Baldwin
Park Operable Unit of the San Gabriel Valley Superfund Sites. We
appreciate your continued support for efforts to clean up the soil and
groundwater contamination in the San Gabriel Basin and your specific
comments on the Feasibility Study and Proposed Plan. We will, as
always, seriously consider your views in reaching a decision on how to
proceed with the clean up.

As you know, EPA’s primary responsibility is to clean up the soil
and groundwater contamination. We share your goal, however, of also
identifying and supporting clean up projects that would improve the use
of California’s limited water resources. We have been working with
staff of the Metropolitan Water District of Southern California
(Metropolitan) and other local water agencies for more than three years
to evaluate and work out potential arrangements for a joint clean-
up/conjunctive use project.

I believe that we are in agreement on most aspects of the cleanup.
In the remainder of this letter, we wish to explain the rationale for
our position and respond to your comments on the involvement of
Metropolitan and the size of the proposed project.
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¯ nvolveme~t of Metropolitan water Distriot

In the formal Superfund feasibility study prepared for the Baldwin
Park Operable Unit, we evaluate four clean up options (i.e.,
"Alternatives"). Alternatives One and Two assume distribution of
treated water to local water purveyors; Alternatives Three and Four
"provide a conjunctive use element" (i.e., assume the distribution of
treated water to Metropolitan).

EPA’s Proposed Plan incorporates elements of each of these
Alternatives, including the potential for conjunctive use. (Your letter
mistakenly asserts that EPA’s proposal is identical to Alternative
One). EPA’s Proposed Plan recommends that treated water be distributed
to any one or a combination of six water purveyors, including
Metropolitan. (See pages 7 and 11 of Proposed Plan.) Our proposal
does not specify Metropolitan or any other single purveyor as the one
and only recipient of treated water, because of the many unresolved
cost and institutional issues that make it uncertain whether
Metropolitan involvement would in fact reduce costs or speed clean up.
We believe that it would be unwise for EPA to commit to distributing
water only to Metropolitan or any other recipient at this time.

Metropolitan involvement does offer potential advantages to the
Baldwin Park Operable Unit such as their expertise in building and
operating large water supply projects and the benefits associated with
providing consumers throughout southern California with a new source of
water during peak demand periods.

EPA would in fact wholeheartedly support Metropolitan involvement
if it would decreasethe cost of the project and reduce institutional
barriers. Unfortunately, neither advantage has been demonstrated.
Metropolitan is attempting to better define project costs and resolve
institutional issues, but there remains the risk that Metropolitan
involvement could increase the cost or delay implementation of the
project. The impacts of Metropolitan involvement on project cost and
institutional complexity are discussed further below. Issues
associated with Metropolitan involvement are described in more detail
in the Proposed Plan and Feasibility Study.

Metropolitan FUnding Contribution

Your letter presumes that one-half of the cost of a project in
which Metropolitan is involved would be funded in part by Metropolitan
and in part by a Federal appropriation authorized by Public Law 102-
575. You use this assumption to conclude that a project in which
Metropolitan is involved would be less expensive than one in which they
are not involved, our understanding differs. Metropolitan staff have
stated their intent only to fund "enhancement costs." E~ancement
costs are costs in excess of the costs of clean up due solely to
Metropolitan’s water supply requirements (e.g., additional pipelines or
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pumping stations needed to deliver water to Metropolitan’s existing
facilities, additional treatment costs resulting from imposition of
treatment requirements exceeding Federal and State standards).
Metropolitan has committed significant resources to studying the
feasibility of a conjunctive use project, and to securing outside
sources of funding to pay for construction of a project, but to date,
Metropolitan has not provided any commitment to fund clean up costs.

In addition, our understanding is that any funding from P.L. 102-
575 would reduce Metropolitan’s contribution and not offset either EPA
or Potentially Responsible Party (PRP) funding. Our conclusion is that
the costs borne by EPA or the local business community would not change
whether or not Metropolitan is involved. Please let us know if our
understanding is incorrect.

Instltutlo~l ComD1exlt7 ~socla~ed withMetropolitan ~nvolvement

As described in more detail in the Feasibility Study, there are
other potentialcomplications associated with supplying water to
Metropolitan that could delay clean up. They include the need for an
agreement to store and export water in and from the Basin, Metropolitan
compliance with the California Environmental Quality Act, and
Metropolitan concerns about liability resulting from involw~ment at a
Federal Superfund Site. Perhaps the most significant complication is
that Metropolitan can benefit from receiving treated water only during
the spring and summer peak demand months (probably May to September,
but the actual timing would vary year to year). If treated water is
supplied to Metropolitan for use only during peak periods, it would be
necessary to develop arrangements to supply treated water to one or
more secondary recipients during fall and winter offpeak months. EPA
and Metropolitan are investigating the feasibility of such
arrangements, but they remain uncertain.

In your letter, you recommend that EPA select the larger project
evaluated in Alternatives Three and Four, rather than the project
evaluated in Alternative One. Alternatives Three and Four evaluate a
project involving the extraction and treatment of contaminated
groundwater from three areas (the upper, middle, and lower areas);
Alternative One evaluates a project involving the extraction and
treatment of contaminated groundwater from two areas (the upper and
lower areas).    Alternatives Two and Three would result in extraction
of approximately 29,000 gallons per minute (gpm); Alternative One would
result in extraction of approximately 19,000 gpm.

Our decision to propose a 19,000 gpm project, rather than a 29,000
gpm project, is due primarily to uncertainty about the benefits of
extracting in a third area (the "middle area"). Additional extraction
in the middle area would more rapidly reduce contaminant concentrations
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in portions of the San Gabriel Basin aquifer, but by an unknown amount.
Our ability to quantify the benefits of additional pumping is limited
by uncertainty in the precise extent of contamination, in the relative
masses of contamination in different portions of the aquifer, and in
the presence of preferential flow pathways and other local-scale
aquifer phenomena that will affect the time required for clean up. Our
decision to propose extraction in two rather than three areas reflects
these physical uncertainties, the cost of the proposed clean up, and
the fact that EPA’s proposal is an interim action which may be
supplemented in the future. A secondary reason for proposing 19,000
gpm rather than 29,000 gpm is the added complexity of distributing an
additional 10,000 gpm of treated water.

We are still evaluating other comments on our proposal. Some
comments call for the 29,000 gpm project, others call for a smaller
project of approximately 8,500 gpm. We should note that conjunctive
use remains an option in either a 19,000 gpm or 29,000 gpm project.

We thank you again for your continued support for the clean up of
the San Gabriel Basin. I hope that this letter addresses the concerns
expressed in your letter and better explains the rationale behind our
proposal.

Enclosed is a table summarizing comments submitted to EPA on the
Baldwin Park Operable Unit FeasibilityStudy and Proposed Plan, as you
requested in your letter of August 16, 1993. If I can be of further
assistance, please call me or my Congressional Liaison Officer, Sunny
Nelson, at (415) 744-1562.

Sincerely,

[Original signed by]

John C. Wise
Acting Regional Administrator

161

II I I

Appendix B, page 192

IIII II I



Baldwin Park ROD

...THE CALIFORNIA DEPARTMENT OF TOXIC SUBSTANCES
CONTROL ...

XI. Comments by The California Department of Toxic Substances
Control (DTS)

DT$#I0 "We concur with the United States EnvlronmentaE Protection Agency’| (US SPA)
selected remmay..."

EPA ResPonse: comment noted.

DT5#2. DTSC does not believe that EPA’I proposed remedy will be implemented i~¯
timely manner using the EPA’s "enforcement first" approach. Foresees operation of
ZPA’s selected remedy no earlier than 1997 and notes that by this time the
contamination in the lower zone could move ¯¯most three quarters of ¯ mile
downgradlent. Recommends that EPA initiate invemtlgatlonz needed for remedial desi~
Inde~ndent of and concurrent with negotiations to speed project implementation.
&leo recommends that EPA expand/augment the current Big Dalton Wellhead Treatment
Plant p~ect tO Include the investigations, wells, and treatment facilities need~
for containment of the southern end of the zone of contamination.

EPA Response: Comments noted. EPA intends to initiate negotiations as
planned in 1994 and will consider steps to begin investigation work

needed for remedial design early in the negotiation process.

DTB#3. Ask8 that "flexihillty [be] written into the record of DecKelon (ROD) to allow
alternative 3 or 4 (or ¯ variation of those conjunctive use alternatlves) to be
implmmen~ed if the institutional arrangements can be completed me ¯s not to dela~
project implementation."

~: EPA’s Record of Decision includes flexibility to supply
treated water to purveyors for local use or export, or for recharge.

DTS#4 (submitted ms comment Is). In thtz comment and the two subsequent comments,
DTSC st¯tam its belief that "the objectives stated in appendix E for the groundwater
monitoring program do not adequately describe Ill the information needed for the
design, for monitoring of the effectiveness of the alternatives, or for determining
if aquifer ree~ratlon is feasible."

DTSC states the groundwater monitoring program should "provide accurate
deternim&tlonm of ground water flow directions and seasonal variation of the flow
direction. This will include 1) characterization of both horlzonal and vertical
gradients within the OU area, 2) the extent of the capture zone around each
extractlon well, 3) the effect of recharge in the nearby spreading grounds, and 4)
the effect of ground water production on %he perIpher~ of the operable unit
boundaries. Our concern is that the proposed monitoring system will n~t provide
a~curate ground water level information due tO the predominant use Of production
walls with multiple screened intervals. Water levels from these wells can he biased
by vertical gradients. The proposed monitoring system should be established by first
evaluating the existlng wells for their suitability based on screened interval and
presence of vertical gradients. We believe ¯ much larger number of piezometer
clusters will be needed to accnratel~ depict the ground water flow directions than
currentlT indicated in appendix Z."
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EPA ResPonse: We agree that water level data should be collected to
allow for accurate determinations of horizontal and vertical gradients

in the vicinity of the remedial action. We agree that the data should
depict significant temporal variation in gradients and reflectany
effects of nearby recharge or pumping.

We recognize the limitation of production wells noted in your comment:
that water levels measured in production wells reflect average
pressures across the screened interval. Because relatively little
information in available to determine vertical gradients, we intend to
first sample existing wells and install and sample fifteen new
monitoring well clusters (we have increased the recommended number of
wells - see response to AJ#58), which will provide information on the
magnitude of any vertical gradients. If significant vertical gradients
are detected in the new wells, complicating the interpretation of water
level data collected from production wells, we agree that additional
monitoring wells or piezometers may be needed to replace existing
wells.

DTE#5 (submltted as comment Ib). "Provide additional data on the properties of the
aquifer in the operable unit area. These data include depth of a11uvi%u-, lithologi¢
characteEisatlon, organic material content of the alluvium, and the hy,arauli¢
�onductlwitT and storatiwlty data obtained from pumping tests with observation wells
or slug teats."           <

~: We agree that the monitoring program may include
measurements of hydraulic conductivity and other aquifer properties.
needed to more accurately simulate groundwater flow in the Baldwin Park
area. Additional flow modeling may be completed to refine extraction
rates and locations, and to evaluate the performance of the remedy
after installation. We are uncertain, however, of the intended use of
data on soil organic content or other properties that are typically
used to simulate contaminant transport, rather than groundwater flow.
We remain open to collecting additional data, however, if their use is
clarified.

DT8#6 (submltted.as comment Ic). "Provide additional data on the attenuation
mechanisms which are affecting the rate of contaminant movement. This would include
chars�tares&flea of I) the effect of =orption and dilution through tlhe use of tracer
studies wlthcompounds which are not blodegradable, and have similar =orptlve
properties as the volatile organic compounds, 2) the natural microbial populations in
the aquifeE, and 3) the stolchiometr~ of electron donors and aceeptors."

EPA ResPonse: As in the previous comment, we are uncertain of the
intended use of data that are typically used to simulate contaminant
transport, rather than groundwater flow. We remain open to collecting
additional data, however, if their use is clarified.

DTS#? (submitted as comment 2). "The proposed plan mentions the existin9 wellhead
treatment plants (W2Ps) being operated by the Valle~ County WateE District and%he La
Puente Valle~ County Water District. It does not however state that they will be
consider~ am part of the remedy. These existin9 treatment plants could form an
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integral part the remedy and may provide considerable savings since there Is no need
for connecting piping to distribute treated water to the purveyors. At a mlnlmu~, the
decision on whether to Incorporate these treatment plants in the remedy should be
baaed on an evaluation conducted during the remedial design phase."

EPA RespOnse: We agree with the comment. The contribution of existing

projects in the Baldwin Park area to EPA’s remedial objectives will be
determined during remedial design.

DTS#8 (submitted as comment 3). "The FS recommends extraction of ground water in the
upper 400-500 feet of the aquifer. F~gura 3-9 indicates that high oon=e=~ratlona of
VOC’a are present between 400-600 feet deep in the a~ulfer. Extrsetlon |:hould be
©onduotedlntht upper 600 feat in the aquifer. Extraction over a greater depth
interval will re¢lnire increases extraction rates to achieve the same capture sense."

EPA Response: We agree that high levels of contamination may be
present across the upper 600 feet of the aquifer in portions of the OU
area. Extraction wells will need to capture water from across the
entire extent of high-level contamination, and the FS should have
stated that extraction would be necessary from the upper 400 to 600
feet of the aquifer. The preliminary extraction well configurations
included in the FS extend approximately 400 to 550 feet into the
aquifer, and their influence likely extends beyond the base of the
well. However, as stated in the Proposed Plan, actual extraction rates
will be determined during remedial design. At that time, additional
data will be available on the depth of contamination and the actual
extraction wells will be designed accordingly.

DTS#9 (submitted e= Comment 4). "On table 5.51 Cancer Slope Factors Ill;ted for
bonlone, carl)on totrachlor~do, chloroform, methylene chloride#~ and
totraohloroethylono are less than the cancer slope factors l£#ted bl the California
Envlroxunen%al Protection Agency (Cal/EPA) o The Col EPA slope factors a:re AR~d%8
and[ should bm used in the toxicity assessment. Regardlng cross-route e:Ktrapolation,
if eaST an oral RfD hat boon determined for a chemical, Sa a default, ’the oral RfD
should also be used for calculating risks via the inhalation and dermal route, of
expoanreoa

~PA Response: We have recalculated excess cancer risk using Col EPA
slope factors. As presented in Table RS-2 included in this
Responsiveness Summary, the risk estimatedoes not change
significantly.
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...WATER PURVEYORS, WATER DISTRICTS, AND THE
WA TERMASTER...

XII. Comments by the Main San Gabriel Basin Watermaster (WM)

~4#I0. The MaEn San Gabriel Basin Wateraaster (Watermastez) states that "In general,
we concur w~th the concept described in the Proposed Plan including the use of
existing wells for ex~ractlon and treatment, and the use of treated water to supply
4L~nklng water to the Basin =asldents [rather than recharge] ." Watermaster offers to
work with EP& to locate extra,ion and massacring walls, and to make arrangements for
4Listrlbutlon of treated water. Watermaster also notes that a portion of ~r~ho
Watermaater TechnLcal Plan for Basin Orouna-Water e~eanup closel7 resembles BPA’s
Proposed PI~.

EPA Response: Comments noted.

XIII. Comments by Metropolitan Water District of Southern
California (MWD)

MWD#I. "Metropolitan supports ~our effort| to address contamination in that atom’s
yltal groundwater supply. However, the Proposed Plan fails to recognlse the
importance of preserving the Main San Oabrlel Basin (Basin) as a natural public
resource..., [and] fails to include cleanup efforts or ¯ con¯us=Sly¯ use glement th¯t
could ol:d~.:Lmize the Basin’s storage lpotenti¯10 Metros>mint¯n, in short, is
disappointed ~hat your preferre& remedlal alternative is local pump-and-treat
facilities wi~h T.hm single obJectiTe of controlling migration."

EPA Response: EPA believes that its remedy does reflect t~e importance
of the San Gabriel Basin as a resource for present and future residents
and businesses in the Valley. See Response B for supplemental
information on the rationale for the scope and size of EPA’s remedy.

We believe that the characterization of EPA’s proposed remedy as
"local" and "single-objective" is misleading. We presume that the word
"local" refers to the disposition of treated water from the remedy.
EPA’s proposal, and the Record of Decision, both allow treated water to

be distributed locally or to be exported from the Basin by
Metropolitan. EPA’s actions in no way preclude or favor either option.

The comment appears to express disappointment that EPA is not
prescriptive in requiring treated water to be exported by Metropolitan.

See Response D for a discussion of reasons that EPA ha~ not specified
Metropolitan as the recipient of the treated water.
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We also wish to emphasize that the objectives of EPA’s remedy are to
limit migration and to remove contaminant mass from the aquifer (see
page i-6).

~)f2. Metropolltan’| lists the benefits of a conjunctive us0 proJectt

a) provide clean impoz~ed water to the basin;
b) reliably treat contaminated groundwater to drinking water atan(|ards that are
stricter than the State and Federal requirements;
c) improve water supply reliability for the region;
d) assure beneficial usa of the treated 9roundwater Tear round, even when l~l
purveyors are not able to use %he water.

E~: We note that benefits b) and d) are speculative.
Metropolitan has stated that if it participates in the remedy it may
wish to reduce contaminant concentration to below Federal or State

standards, but has not committed to this action (item b). ]Nor has
Metropolitan explained in detail the conditions that would need to be
met, particularly the costs, to assure beneficial use of the water
year-round (item d) .

M~3. Metropolitan notes that w-PA’s proposed remedy is "down-slsed" in relation to
remedial altez1~atlves under consideration early in the RZ/FS process. Asserts that a
lar~er IO0 million gallons per de7 project (four times the slze of EPA’a proposal)
would "optlmise" the amount of contaminant removal.

EPA Response: As described in the FS (page 11-2), EPA initially
studied but screened out larger projects. Projects larger than
proposed by EPA would increase, but not "optimize," the amount of
contamination removed.

MWD#4. Argues that EPA’s proposal will not satisfy EPA’m remedial objectiYes by
failing to reduce VOC concentrations in the lower area "to the maxim.,- extent
possible" or prevent future increases. Notes that "VOCs will continue to migrate
from the middle area into the lower area, thum increasin~ the concentrations in the
lower area" and that projects larger than proposed by EPA are feasible.

~: Commentor is correct that EPA’s proposal will not
completely stop contaminant migration throughout the area of

contamination. No realistic proposal, whether it included pumping in
two, three, or more subareas, can stop all migration. We agree that

projects larger than proposed by EPA are feasible, but do not warrant
selection at this time. See Response B for additional discussion of

the benefits and limitations of EPK’s remedy.

MWD#5. Expresses concern that air stripping will not reliably remove 1,2-
dlchloroethane (1,2 DCA) from groundwater. Notes that staff at the California
Department of Health Serwices, Office of Drinking Water (DHS-ODW) hewe indicated that
a llquld phase granular activated carbon treatment process may be requlred if the
influent water is exacted to contain organic compounds wlth low Henry’s constants,
such as 1,2 DCA.

EPRe~: EPA agrees that air stripping may not be the preferred
technology for all or part of the remedy, particularly if individual

166

Appendix B, page t97



Baldwin Park ROD

"wellhead" treatment facilities are installed at locations where
contaminants that are resistant to air stripping are present at
relatively hlgh concentrations. Final decisions on treatment
technology will be made during remedial design, in cooperation with the
Department of Health services. The suitability of air strip]ping
depends on future contaminant concentrations, treatment configuration
(i.e., whether groundwater from multiple extraction locations is
blended at centralized treatment facilities), siting limitations, and
other factors.

NWD#6. Metro~l£t~expres|esdlssatisfactlon that the Propos~Plan "does not
address the issue of nitrate concentration, which over the llfe of %he project wall
exceed|utx~,,um contaminant levels and require treatlsnt."

EPA ResPonse: EPA anticipates that nitrate levels at one or more
extraction locations may exceed the Maximum Contaminant Level during
the life of the project. The need for treatment, and its timing if
needed is, however, difficult to predict. It depends on f~ure
contaminant concentrations at extraction locations, the extent to which
groundwater from multiple extraction locations is blended at
centralized treatment facilities, the use of the treated water, and,
for some uses, the ability to blend high-nitrate water with low-nitrate
water to meet the nitrate standard.

MWD#7. Belleves that "assumptions used in selecting the treatment processes end
extraction rates...have led to low capital and operation and maintenance cost
estimates.. [and that] this could lead to insufficient land acquisition and
inefficient use of publi= funds therefore Jeopardizing the ultimate success of the
project. Matz~polltan believes that liquid granular activated carbon and ion
exchange, or an alternative stratew for nitrate control, should be included in the
O0114~ estiamtes."

~PA Response: Commentor does not explain how assumptions ,used in
selecting the extraction rates may have led to low cost estimates.
Commentor expresses the concern that the remedy may require additional
treatment beyond that assumed in the FS, but as noted in the FS and in
the previous two responses, the need for supplemental VOC or nitrate
treatment is difficult to predict. EPA therefore chose not to include
the costs of supplemental treatment in its costs estimates;. We note
that EPA’s cost estimates include an added 35% for "scope" and "bid"
contingencies - i.e., to account for the risk of higher than expected
labor or material costs and other factors that may increase costs.
Furthermore, EPA’s goal in estimating costs in a Superfund feasibility
study is that the true cost be no more than 50% higher or 30% lower
than EPA’s estimate. We believe that our estimates meet this goal.

MWD#8. Notes that "Metro1>olltan’s Board has supported, i~conceDt,, providing 25
~rcent cost sharing for a conjumctlve use cleanup project to cover the water supply
heneflts resulting from the more stringent drinking water objectives and increased
surface pumping colts required to �onvs~ treated water to Metropolltan’s distribution
system. Xn addition, Met~politan has successfully worked with member agencies,
Congressman EstebanTorres, and others to secure 25 percent federal cost sharing from
the 5ureau of Reclamation for the conjunctive use project. Claims that EPA has
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j0opard£aed Metropolitan, s involvement and the potent£al for other federal funding
for a conjunctive use project."

EPA Response: As the comment notes, any funding contributed by
Metropolitan would be earmarked first for "enhancement costs" resulting
from more stringent or more expensive requirements resulting from
Metropolitan involvement. The magnitude of any Metropolitan financial
contribution in excess of these enhancement costs (i.e., funding that
would reduce EPA or PRP costs) remains uncertain.    Also see response
to Tot#1 and Response D.

;4M13#9. "Metrapolitan raw.Ires a comui%aent fron EPA to undertake a �~bratlwe
©onJunctlwa use project of apprnximatolT 25-30 mgd capet/iT."

EPA Response: EPA is committed to a project of approximately 27 MGD.
As noted in the Proposed Plan and in response to comment M~q)#1,
however, EPA does not believe it is prudent at this time to commit to
supply all or part of the treated water to Metropolitan.

O

XIV. Comments by Southern California Water Company (SoC)

SoC#l. "Southern California Water CompanT is concerned about being cha~:ged,
indlroctlT, for a pro~ect that may be 8hort-l£Ted."

~: See response to comment SOC#4 below.

SOC#2. Ha8 a mour=o Of funding, o~her than~ater revenues, been secured?

EPA Response: As stated in the Proposed Plan, EPA intends to negotiate
with San Gabriel Valley property owners and businesses responsible for
the contamination to secure funding for the construction and operation
of the selected project. The only water revenues that are expected to
be used to fund the project are payments by water companies that agree
to accept and distribute treated water. The payments would offset any
water company savings resulting from not using other sources of water.

SOC#3. "Is thorn any guarantee that the "plume" of contamination will still be in the
same location At the time the proposed water treatment facility is placed into
service?"

EPARes~onse: There is no absolute guarantee that contaminant
concentrations will not change at any given location with time. The
likelihood of changes is perhaps highest along the periphery of the
plume or plumes of contamination (e.g., at the covina Irrigating
Company wells). EPA has, however, proposed eKtraction ~t or near
locations that have shown high, sustained levels of contamination, in
most cases for over a decade. Investigation work has also confirmed
the presence of significant continuing subsurface sources of
contamination that will continue to contribute to the need for
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groundwater treatment for years to come. EPA believes that there is
little likelihood that contaminant concentrations will rapidly decrease

at these locations.

See#4. =Xf the flna~clal "llfe" of the proposed pmje©t is 30 %0 40 years, who
cont4nue8 to pay for a project which may no longer he needed, i.e. if the
�ont~mlnated "plume" uoves beyond the proposed groundwater e~ractlon facillties?"

~pA Roe_Dense: No one will pay; the project will be shut dowTl after it
is no longer needed. We believe it is highly unlikely that the plume
or plumes will move beyond the proposed extraction facilities in the
near future. See response to Sot#3.

Ioc#5. -I8 EPA aware that appzoximltoly 60% of the entire population of the San
G=Ibrlel Valley is served by Private water uti~itlel, mlny of which are re~ulated by
the California Public Utilities Commission (CPUC)7"

EPA Response: EPA is aware that some companies affected by
contamination in the Baldwin Park area are private, investor-owned
utilities. EPA staff have consulted regularly with these companies
about its clean up plans.

soc#6. "Will EPA agree to seek (~PUe "approval" of the proposed project, ~ %o
awarding any conmtz~ction contractsT"

EPA Response:    EPA will not seek CPUC approval of its proposed
project. EPA will, however, work with the CPUC to facilitate water
utility participation if private water utilities need to consult with
or obtain approval from the CPUC before accepting treated water from
EPA’ s selected remedy.

SOC#7. "Hen EPA given ~ consideration to the water utilities" response to
groundwater contamination cleanup, i. e. individual well-head treatment unKtl,
de’ti~ed tO be roved to an alternate site, as the need nrilesT"

~PA Response:    Yes, EPA has considered plans by water utilities in
formulating its proposal. EPA is aware of treatment facilities in
operation or planned for Valley County Water District’s Arrow/Lante,
Main, and Big Dalton wells, La Puente Valley County Water Districts
wells, and San Gabriel Valley Water Company’s B6 wells. Continued
operation of some of these facilities may offset a portion of the
extraction and treatment called for in EPA’s proposal, but EPA does not
believe that extraction at these facilities is sufficient to meet its
remedial objectives.

soc#8. "How will EPA pump from basin and keep basin operated/~naged properl~?"

~:    EPA does not plan to increase its involvement in the
operation or management of the basin beyond the efforts needed to
implement its selected remedy. We expect all increases or decreases in
the extraction, transport, or recharge of the basines water resources
to be consistent with the Alhambra Judgment.
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8oC#9. "How w£11%hie affect operation of nearby ~elle of other produce:caT"

~: EPA or Peps may attempt to reach agreements with water
purveyors for use of inactive wells or the continued operation of
active wells whose operation contributes to EPA’s remedial ,objectives.
Extraction at new wells may also cause limited drawdown at existing
wells, but there are few active water supply wells in the vicinity of
likely extraction locations and the magnitude of any effects are
expected to be small.

5oc#10. -Is plant capable of handling proposed Irsenic regulatlons7 Is cost m.t~mato
reasonable, addressing increases in operation due to regulations?"

EPA Response: EPA does not anticipate treating groundwater for arsenic,
unless doing so allowed the water to be distributed more cheaply than
would otherwise be possible. If water is supplied to purveyors, water
producers will be expected to pay for any treatment that would be
required in the absence of the VOC contamination.

Eoc#11. "Please let me know what EPA’s timetable is..."

EPA ReSDqnSe: EPA expects to begin formal negotiations with PEPS for
design, construction, and operation of its selected remedy in Spring
1994.

XV. Comments by Three Valleys Municipal Water District (TV)

TV#I. Commentor "support[s] the EPA’s efforts to address contam~nation in this key
water supp1T source."

EPA ResPonse: Comment noted.

TV#2. Commentor believes that EPA’s "implied po,ltlon" is that inatitl.tional issues
associated with distributing water to local purveyors or exporting water from the san
Gabriel Basin are insurmountable, commentor disagrees with this position,
enphas~ing that Metropolitan Water District and other agencies have ’,begun
dilcullionl tO relolvm various 4nstitutional issues. Commentor recommends "that the
report should weigh eclentlfic evidence more heawiIy than institutional issues in
arriving at its preference for action."

EPA Response: Commentor incorrectly infers EPA’ s position. EPA does
not believe that institutional issues associated with distributing
water are insurmountable, but does believe that institutional issues
should be considered in selecting the remedy. During the last several
years, EPA has led efforts to identify and resolve institutional issues
associated with distributing large amounts of treated water in the
Azusa/Irwindale/Baldwin Park area. EPA has worked with Metropolitan
Water District, Watermaster, staff of your Water District, other local
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agencies, and individual water companies to identify potential amounts
and delivery locations for treated water. Section 9 and Appendix D
describe the results of EPA’s disoussions and evaluations.

~7#3. Comnen~r notes that EPA refers to the 29,000 gl~opt£on as "opt~mal" and
believes that EPAhas not adequatelT evaluated the p~posed 19,000-gpMopt~on.
Commen%or asks! ",,, is there anT dlfferenco in benefit between either of the
29,000-9~soptlonsandthe 19,000-gpm optlon?"

~i.~ll~: See response to AH#1 and Response D.

T7#4. Conentorklieves that if EPA could he more optimist&o about the resolution of
institutional issues, and would propose extraction and treatment of 29,000 gpm
(rather than 19,000 gpm), it "would have boosted the probability of resolving thm
institutional issues, instead of undermining the efforts already nndeway by MWD and
others." Finally, �ommentor urges SPA sad other agencies to proce~without delay to
implmsent the most expeditious end technically sound remedial alternative.

~B~ZDE~: EPA does not believe that it has "undermined" efforts by
Metropolitan or others. EPA believes that its responsibility is to
identify both advantages and disadvantages of working with Metropolitan
and other project alternatives, and to work to identify and i~plement
the most effective, most easily implemented, most widely supported, and
least cost alternative.
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XVI. Comments by Advanced Environmental Controls
Consulting and Engineering Services

AEC#1. Commentor believes thatt "Overall, the EP~’s approach is a reasonable
one [although] more clarification is necessary on the liability and financial
issues."

EPA ResDonse: Comment noted.

AEC#2. "How is the EPA planning on narrowing down the llst of Potentially
ReEponsible Parties ("PRPs’) that will be financially accountable for *:he
�IQanup of ~ha Basin?"

EPA Response: EPA is evaluating information on chemical usage
and handling, type of industrial operation, length of occupancy,
and presence of soil, soil gas, and groundwater contamination to
identify contributors to the groundwater contamination. EPA will
attempt to reach an agreement with contributors to the
groundwater contamination to finance the cleanup.

AEC#3. "Since thousands of businesses are thought to have used chemicals that
could have caused the groundwater contamination, who is responsible and to
what degree is the company financially responsible?"

EPA Response: Hundreds or thousands of businesses may have used
the chemicals found in the groundwater, but only a fraction of
these businesses appear to be significant contributors to the
groundwater contamination. EPA expects to identify these
companies in spring 1994. Also see response to AEC#2 and AEC#4.

AEC#4. "Will facilities with deminlmus concentrations of VOte, l,l,l-
trichloroethane, methylene chloride, and total petroleum hydrocarbon ~I oneite
soil samples be expected to contribute to the cleanup? Where will the EPA draw
the line for whether or not a facili%F is financially responsible? le there
any way %0 have a facility removed from the PRP list based on Contamination
Soil Reporte~"

EPA Response: EPA has not completed its evaluation of
Potentially Responsible Parties; EPA expects to complete its
evaluation in early 1994. The evaluation will include a review
of facilities eligible for de minimis settlements. We anticipate
that some facilities initially identified as possible
contributors through General Notice of Liability letters may be

eligible for de miasmas settlements.

~EC#So "Will the EPA consider Phaee I and Phase II Environmental Site
Assessments to evaluate the potential of site contamination due to’on-mite and
neighboring sources from either past or present land use activities? Since
soil contamination was first discovered in the Basin in 1979, historical
information is important to determine the extent of the liabilit~ ant| who is
responsible for the contamination."
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EPA Response: EPA will consider current and historioal
information in its efforts to identify contributors to the
groundwater contamination.

~¢#6. "What percentage of the cleanup wall consu|ers have %o contribute? Will
it be $20 per year per household maximum raised from the San Gabriel Basin
Water ~ual£ty Authority?"

EPA ResPonse: EPA does not plan to ask consumers to directly pay
for any portion of the cleanup.

JLE~.#7. "What percentage of the $7.5 billion superfund will be allocated as ¯
loan grantor for qualified businesses?"

~: Section IIi of CERCLA authorizes use of the
Superfund trust fund for payment of selected governmental
response costs and for other purposes. Section III does not
authorize use of the trust fund for your proposed purpose.

AEC#8. "In some areas within the basin, the water table is at ¯ depth cf 20 to
30 feet. Several companies will have soil contamination due to the
¢ontamlnation travelling onsite from nearby facilities. How is the EPA going
tO ¯ddros8 thls issue?"

EPA Response: EPA considers all information relevant to the
identification of sources of contamination, including any
information that suggests that contamination detected at oi:
beneath a facility originates from adjacent facilities or
properties. Relevant information includes present and past
chemical usage and handling at the facility of interest and at
neighboring facilities, and contaminant concentration gradients
observed in soil gas, soil, and groundwater (i.e., spatial and
temporal patterns of contamination).

Depth to groundwater in the Azusa/Irwindale/Baldwin Park area is
typically one hundred to three hundred feet.

AEc#9. "Is The EPA planning on implementing .oil standards" and threshold
value¯ for companles to determine the degree of contamination?"

]~A Response: EPA is carrying out literature reviews,
evaluations of methodologies used at other Superfund site,s,
computer modeling, and other activities to help refine soil
contamination "action levels" and cleanup goals. These
activities are separate from the Baldwin Park Operable Unit and
will not be included in the Baldwin Park Operable Unit Record of
Decision.

AEC#10. "Since banks and lending companies will not isaue loans for ~:leaning
up �on~nated wasto~ how are the PRPs suppose to pay for the cleanup? Either
new regulations or reorganization of the financing structure must b’e
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ilplemented to insure proper ¢lenuup, protect human health, and contain the
contamlnatlon from spreading out of the site area."

~: EPA will use authority provided by CERCLA to
evaluate the ability of responsible parties to pay for cleanup,
as well as consider other financing mechanisms allowed by law.

AEC#11. "After reviewing the Baldwin Park Operable Unit Feasibility Study
Report, the a~ual costs could easily exceed the projected budget cost of $47
million to build the trea%ment facilities and $4 mill£on malntenance and
operating costs. What cost containment strategies will be uled to allure that
the coats renualn at or below these projected levels?"

~: EPA’s goal in a feasibility study is for the true
cost to be no more than 50% greater or 30% less than the
estimated cost. We note that EPA’s cost estimate of $47 million
in capital costs already includes an added 35% to account for
unforeseen factors that may increase costs. If EPA funds the
project, EPA will use sound engineering and construction
principles to ensure that the remedy is properly designed and
built at reasonable cost.

XVII. Comments by Aerojet Gencorp

Aerojet Gencorp (Aerojet) submitted three sets of comments
jointly with Azusa Land Reclamation (ALR) during the public
comment period:

o "Review Comments, Baldwin Park Operable unit Feasibility
Study Report, April 2, 1993"
o "Review Comments, Proposed Plan, May 1993, Baldwin Park
Operable Unit"
o "Proposal for Technical Modifications Optimization of U.S.
EPA Region IX Subarea i Proposed Project, Baldwin Park
Operable Unit," August 12, 1993

Aerojet also submitted:

o an 18 page letter with ,general comments on and legal
analysis of the Baldwin Pare OU FS and Proposed Plan," dated
August i0, 1993, and
o two videotapes titled "Aerojet Submission of Nicholas
Pogencheff Testimony, ¯August 4, 1993 [Edited]."

Finally, Aerojet/ALR jointly submitted an addendum to their
,Proposal for Technical Modifications Optimization of U.S. EPA
Region IX Subarea 1 Proposed Project, Baldwin Pare Opera~qe Unit"
dated November 29, 1993. The Oil and Solvent Process Company
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(OSCO) also joined in these comments, which were submitted after
the close of the formal public comment period.

Many of these sets of comments are internally redundant and
duplicate each other; in some cases the same comment is presented
I0 to 15 times. We present detailed responses to the most
detailed set of Aerojet/ALR comments, which are the "Review
Comments, Baldwin Park Operable Unit Feasibility StudyRe~x)rt,
April 2, 1993," followed by briefer responses to the other sets
of comments.

XVII.1. Response to "Review Comments, Baldwin Park Operable Unit
Feasibility Study Report, April 2, 1993"

General Comments (pp. 1-7)

AS#1. &mroJet criticisem EPA’s Propsed Plan as based on a "preponderance of
asaumptlona and simplifications"; as not technically defensible or effeotlvo;
not supporte~ by adequate water qualitT or hydrogeologloal data; as
unjustified without a higher level of de£ailed technical analysis| am based on
inadequate ~ml~ng; promising exaggerated or unsubstantiated benefits; as
inconsistent with acceptable engineering practices and principles; as
inconsistent with the National Contingency Plan; and am schedule- rather than
exposure-drlven. Aerojet asserts that there is a substantial risk that
implementation of the remedy will damage the groundwater resource and increase
the tile and cost required for remediation. Finally, AeroJet concludes that
the remedy should he limited to wellhead treatment at existing produ=1~ion
wells, and the removal of chemicals from groundwater at identifies "hot spot"
aELILI.

EPA Response: We do not believe that any of these complaints,
criticisms, or assertions warrant a change in the proposed
remedy, We summarize our response to these general comments
here. More detailed responses follow to more than 250 specific
comments that repeat the same complaints, criticisms, and
assertions.

- Adequate hydrogeologic and contaminant data are currently
available to select an appropriate response action. See
Response F.

- Assertions that EPAOs proposal does not address a portion
of the aquifer exhibiting the highest concentrations of
chemicals in groundwater are incorrect (the Wynn Oil well).
EPA’s proposed extraction and treatment in the upper area
will address contamination detected at the Wynn Oil
monitoring well in a cost-effective manner. See Response B.

- Speculation that the plumes in Subarea 3 have stabilized
or reached equilibrium, and arguments that additional study
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is needed to justify remedial action in Subarea 3, are based
on misinterpretations of data (e.g., mistakenly alleging
oscillation and retraction of the plumes) and failureto
consider site-specific evidence warranting action (e.g.,
increasing trends in contaminant concentrations). See
Response A for a detailed explanation of the need for action
in Subarea 3.

- Assertions that EPA’s modeling efforts did not or cannot
account for effects of pumping, recharge, or other local-
scale details are incorrect. Computer simulations completed
by EPA account for recharge and pumping in the Baldwin Park
area, including at the Santa Fe Spreading Grounds and the
Arrow/Lante well cluster/wellhead treatment facility. The
statement by EPA that its CFEST model "cannot discern local-
scale effects" refers to the limitation of the model to
predict the exact location of a cone of depression of a
pumping well or the impact of other perturbations on local
water levels. This limitation results in part because the
"nodes" in EPA’s model do not always coincide with actual
pumping locations. This limitation does not, however,
affect the accuracy of predictions of the regional i~pact of
existing or new extraction or recharge locations (e.g., the
results presented in Figures 7-4to 7-8) or significantly
affect EPA’s recommended extraction rates or locations. See
response to comments Aj#143, Aj#144, and Response C.

- Assertions that EPA did not examine the potential remedial
effects of recharge, and did not consider the effects of
existing wells/wellhead treatment, are incorrect. See
responses to comments Aj#145 and Aj#179.

- The assertion that EPA’s proposed remedy will damage the
groundwater resource is unfounded. AerojetIALR correctly
point out that EPA’s proposed remedy will allow more highly
contaminated groundwater located north of the 210 freeway to
spread into less contaminated areas, but fail to explain
that the movement of more highly contaminated groundwater
into less contaminated areas on its way to being dragon into
extraction wells is a common limitation of groundwater
cleanups, particularly when the area of contamination is
large as in the Baldwin Park area. See Response B for
additional details.

- Ignoring more than ten years of investigation efforts that
began in earnest with EPA’s SupplementalSampling Program in
1985, Aerojet claims that EPA is moving too quickly to
implement a remedy in the Baldwin Park area. Aerojet
asserts that EPA’s actions are schedule-driven rather than
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exposure-driven. More often, EPA has been criticized for
moving too slowly, for studying rather than cleaning ~ the
contamination.

Aovendix (pp__ 1-32)

&~#2. "Figure I-2 presents a m/sleadbg representation of the extent of
groundwater contamination bT VOCs. Contaminant concentration contouring at ¯
smaller scale shows separate end distinct plumes in the Baldwin Park Are&. In
addition, the composite natnEe of the map ¯rtlflclallT increases the extent of
cont~natlon bT including isolated occurrences Of chemicals (CTC) unrelated

to the pr£ma~ source chemicals (PC2~and TCE). A response action based on
this representation of ~ntnm~t dlstzibutlon will not efficiently achieve
StAted project objectives."

EPA Response: We agree that the illustrated area of
contamination may include, or at one time may have included,
separate and distinct plumes. We disagree, however, with the
assertion that EPA’s decision not to show individual plumes
results in a "misleading representation." As its title
indicates, the purpose of Figure 1-2 is to show "Approximate
Areas of Groundwater Contamination in the San Gabriel Basin." We
further state that the Figure shows "only regional variability in
contamination" (page 1-3) and a "simplified, smoothed" d~iction
of the extent of contamination" (page 3-9). Its purpose is
to show the precise locations of sources of contamination, nor to
conclusively show whether the areas of contamination consist of
one, two, or ten distinct plumes.

We disagree with the comment that the composite nature of the map
~ctificially increases the extent of contamination. We see no
reason to arbitrarily exclude from the Figure or give less
attention to portions of the aquifer contaminated with carbon
tetrachlorlde (CTC) above Federal or State drinking water
standards.    The remedial objectives of the Baldwin Park Operable
Unit are to address the presence of all of the volatile organic
compounds (VOCs) in the groundwater, not just the most prevalent
contaminants TCE and PCE.

Limitations of the data available to prepare Figure 1-2, and
guidelines to assist in its interpretation, are described in the
caption on page 1-3 and in great detail on pages 3-9 through 3-
23. The Figure is misleading only if interpreted in ways
explicitly discouraged.

We agree with commentor that response actions should be based on
an understanding and evaluation of raw or actual water quality
and hydrogeologieal data; not on the interpreted representation
provided in Figure I~2 or any other figure.
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A~#3. "All three pr~ax-/ cb~ectiYes an well as the seconderI objective would.
beet be acconplishedby �ontrollin~ plume migration in the source area of
highest concentrations. This is not proposed in any of the alternatives."

~A Response: We agree that containment is needed in source
areas; the primary objective of groundwater extraction in Subarea
i is source control. See Response B for a more detailed
explanation of EPA’s rationale for proposing groundwater
extraction and treatment in both Subareas 1 and 3.

EpA~esmonse: We disagree. The evaluations completed as [)art of
the feasibility study indicate that EPA’s selected remedy %~ill
not result in the types of negative impacts listed in the
comment. This comment does not identify any specific data
deficiencies; see Response F for a detailed response to
assertions that EPA’s proposal is not supported by adequate data
or technical analysis.

AJ#5. "There is no description of "the limitations of wellhead treatment" in
Section 6.1 as indicated. The only mention of wellhead treatment is In Table
6-2 where the few sentences in Section 1.2 are re-stated. Please elaborate."

Text included in Table 6-2 describes wellhead treatment as
extracting groundwater and installing treatment only as needed to
meet water supply needs.

The limitations of wellhead treatment are that, if left to
themselves, well owners are likely to install treatment only at
wells with contaminant concentrations just at or above Federal or
State drinking water standards - five micrograms per liter (ug/l)
for PCE and TCE; one-half ug/l for carbon tetrachloride. EPA’s
proposal calls for extraction of groundwater from areas where
contaminant concentrations are higher: tens, hundreds, or
thousands of micrograms per liter. Well owners are unlikely to
install treatment and operate wells that are located in highly
contaminated areas without EPA or other external involvement. In
the FS, EPA therefore screened out wellhead treatment because it
was incapable of fully satisfying EPA’s remedial objectives.

There are existing wells in the Baldwin Park area where treatment
has been installed or is planned. EPA expects that installation
and operation of treatment at existing wells will contribute to,
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but not fully satisfy, EPA’s remedial objectives for the Baldwin
Park area.

AJ#6. "Since the LL~Wy.B is focusing on surface source control and vadose sone
characterisatlon, EPA is left with ver~ little groundwater data to
characterise the upgradient portion of the plume. There were only three
monitorKng wells in the entire OU prior to 1991."

~~9J09_~: As of September 1992, the date on which data were
la~ reviewed during preparation of the Baldwin Park Operable
Unit Feasibility Study, water quality data were available from

approximately 22 monitoring wells installed in the Baldwin Park
area. The well numbers are: VIOAMMWI, VIOVCMWI, VIOVCMW2,,
V10VCMW3, WIONCMWI, WIIAZW01, WIIAZW02, WIIAZW03, WIIAZW05~,
WIIAZW06, WIIAZW08, WIIAZW09, VI0CAMWI, WIOWOMWI, VIOPIEWI,

EPAMW611-619, EPAMW5101-5113, OSCOMWI, 0SCOMW2, OSCOMW3, OSCOMW4,
OSCOMW5. All but one or two of these wells are located in the
upgradient portion of the plume. Commentor in fact notes the
existence of slightly "less than 25 [monitoring wells]" in

comment AJ#15. Additional data were obtained from water supply
wells in the area.

The comment that only three monitoring wells were available in
1990 is misleading, since EPA’s analysis is based on data through
September 1992. Furthermore, the comment is incorrect. As of
December 31, 1990, at least eight of the 22 listed wells had been

installed: VIOAMMWI, VlOVCMWI, VI0VCMW2, VIOVCMW3, WIIAZW01,
WIIAZW02, WIIAZW03, VlOCAMWI.

AJ#T. "It is stated that a purpose of the O~F8 is "to evaluate remedial
alternatives in sufficient detail to allow for the identification of a
preferred remedial alternative. This study provides information that will he
us~ in, but does not describe the results of, the declslon-maklng process."
In order for the public to conduct an independent evaluation of the o~r~s, it
is Important that EPA describe the decislon-making process which lad to
development of the alternatives considered in the o~s. The description of
this process in greater detail, is necessary to establish that a proper range
of alternatives has been evaluated."

~PABesponse: Section Ii, pages ii-I through 11-22, describes
the logic behind, and evaluations made, in the development of the
four alternatives evaluated in the feasibility study. Response B

further describes the rationale behind the decision to propose
groundwater extraction in two broad areas. Commentor asks for
additional description of the decision-making process, but does
not specify what details he/she wants.

AJ#8. "Although it is stated "It is not a goal of this oUTS, nor is it a
realistic goal of any CERCLAFS to remove all uncertalnty about site
conditions or the performance of potential remedial actions", the reported
simplifications regarding the current extent of groundwater contamination and
absence of data regarding the response of contamination to changing pumping
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and recharge part¯ms both historic¯Sly and ¯s a result of the proposedL
response action is signlfIcant, and can not be Ignored. Failure to properly
consider these factors prior to sel¯cti0n of ¯ preferred response altex~atlve
wall foster decisions that could exacerbate adverse impacts to the gro~mdwater
resource and present serious obstacles to effective management of the (~ and
~valopment of effective remedial actions."

~_~9~iSi: See Response F.

KJ#9. "The timing of the selection of ¯ remedial alternative appears
premature. Within the last year, data from new wella have revealed ¯
different interpretation of contaminant distribution in the upgradient area of
the plume. This information is mentioned in some sections of the repo~t but
have been largely ignored in many of the evaluations and developsent O~F
alternatives. These recent interpretations are key to optlm£zlng remedial
¯ ctlon8, especially in Subarea I."

Y~: We disagree that "new" data imply a different
remedy than proposed by EPA. The so-called "new" data ~ not
been ignored in the development or evaluation of remedial
alternatives. The data were incorporated into the development of
the subarea boundaries defined in Section 7. The subarea
boundaries were used to determine approximate extraction
locations, which form the basis for the remedial alternatives.
See Response B for additional explanation of the extraction

scenario in Subarea I (particularly on advantages and
disadvantages of moving extraction locations closer to kno1~n or
apparent sources).

AJ#I0. "The first sentence implies that no action is occurring presently and
that there is am Immedlate need to "reduce hazards". This is ¯ misstatement
si~ce current a©tivitEes are achieving many of EPA’s objectives.    Two pumping
wells with wellhead treatment f¯cillties in the upgradient portion of the OU
have assisted in plume containment and contaminant removal in Subarea 2. In
addition, productlon wellm £n ~he southwestern half of %he OU have pumped more
than 20,000 AF/YR resulting in additional plume containment."

EP~ BespoDs@:    We presume that the first part cf this comment
refers to Valley County Water District’s Arrow/Lent¯ well

cluster. We are unclear how our statement of the need to "reduce
hazards" implies that no action is occurring, but in any case we

agree that operation of these wells does remove contamination
from the aquifer, operation of these wells was assumed in EPA’s
computer simulations used to develop recommended extraction rates
and locations. See Appendix I and Response B.

Apparently, the production wells extracting 20,000 af/yr that are

referred to in the comment are the active wells located
~ownuradient of the more highly contaminated area; extraction

the more contaminated area is, as of December 1993,
negligible. The 20,000 acre-feet per year of groundwater
extraction apparently refers primarily to extraction from clean

180

le

Appendix B, page 211



Baldwin Park ROD

or relatively clean portions of the aquifer. As described on
p~ge 6-14 and in Response B, EPA’s remedial objectives can only
be satisfied by extraction from relatively contaminated portions
of the aquifer.

In fact, as stated in the FS, there are remedial benefits to
reducing production at existing water supply wells outside of the
more contaminated areas, thereby reducing the hydraulic gradient.

KJ#I1. "On the basis of the significant and critical data that are missing and
mace¯satr to effectively characterize the basic hydrogeologlc condition= in
the Baldwin Park area and distribution of chemicals within the local aq~ifer,
there appears to be a high degree of risk that EPA will implement an interim
action that will not be consistent with effective long-term remediation
actions fort he OU. Implementation of an improperly =coped and prematu::e
interim action is likely to increase both the time and cost necessary for a
long-term and final response ¯ction for the OU. Xn fact, RPA°a own strate~
with respect to the Snperfund Accelerated Cle¯nupModel (SEAM) [sic] is to
consider groundwater remediation to be a iong-termactiTity and not ¯
candidate for early ¯ction."

EPA Response: We disagree; see Response F for a detailed
explanation. Commentor does not explain the basis for the
assertion that EPA’s remedy will interfere with or not be
consistent with long-term remediation and incorrectly interprets
EPA’sSuperfund Accelerated Cleanup Model (SACM). The SACM calls
for greater emphasis and public awareness for "removal actions"
intended to address immediate threats to human health and the
environment. The SACM encourages a streamlined RI/FS and in no
way lessens the importance of or encourages unnecessary delays in
addressing areas of significant groundwater contamination such as
Baldwin Park.

Aj#12. "The a~atuent "Groundwater contamination in the OU area is kno,~n to be
spreading into lees-contaminated and uncontaminated portions of ~he a~aifer"
is not substantiated based on the data and "simplified pictures" presented by
EPA in both the IRa and OUFN. Data are sparse downgrad£ent and avmil~mle only
from production wells with varying pumping histories and screen depths. No
monitoring wells exist in Subarea 3.

In fact, available data indicates that the distribution of contaminants
characterized to date is significantly influenced by groundwater pumping
patterns that appear to be providing a component of hydraulic containment
throughout the OU, and thereby controlling the mist¯rice of contamlnan~s.
Data indicate that no systematic increases An contaminant concentr¯tlun are
occurring downgradlent of Subarea 3. SPA has failed to address this very
fundamental relationship as it ¯pplies to characterization of the aquifer
system and the development of candidate response actions."

~PA Response: We disagree with the first and last part of this
comment which states that the data do not substantiate that
contaminated groundwater continues to spread into less
contaminated areas. Response A presents clear evidence of
increasing trends in contaminant concentrations at selected
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downgradient wells and offers a detailed explanation of the need
for action in Subarea 3.

We agree that the "simplified pictures" included in the FS do not
justify remedial action. See response to comment Aj#2 and Aj#43.
We also agree that pumping wells influence groundwater movement,
but again note that existing wells are not suitably located to
fully satisfy EPA’s remedial objectives.

Finally, the comment that EPA has failed to account for the
effects of pumping is incorrect. See response to comment Aj#
1441.

AJ#13. "The statements that the available data "are sufficient to dete,mine
the approximate size and locations of the actions" and that "this interim
action will not be inconsistent" with ¯ final remedF, ere premature am| are
not supported by ¯ sufficient level of technical interprat&tions. Without a
more thorough understanding of the complex hydrogeologic system and the
present distribution of contaminants, any one of the candidate remedieJB could
be inconsistent or adversely impact ¯ final remedy."

EPA RespoDse: This comment duplicates other comments. Again, we
disagree. See Response F.

AJ#14. "Although ZPAhns perfomed three additional field investigatioms since
mid-1989, theme m~re recent groundwater investigations have sampled, with one
exception (MW5-1), production wells. Water quality samples collected :from
production wells often produce results that ¯re not characteristic of water
quality at e particular location and depth due to the influences of prolonged
extraction of large volumes of water."

EPA Response: We agree that production wells typically sample a
larger volume of the aquifer than do monitoring wells, and are
therefore representative of conditions in a larger portion of the
aquifer than are samples collected from monitoring wells. This
difference does not, however, preclude their use for determining
the approximate extent of groundwater contamination.    It in fact
offers one advantage - a highly contaminated sample from a
production well suggests that a significant vertical interval of
the aquifer is contaminated.

It should be noted that a sample collected from a monitoring well
also represents average water quality across the screened
interval, and is not "characteristic of a particular location and
depth." Monitoring wells in the Baldwin Park area typically have
40 - 75’ screens.

EPA has also collected depth-specific samples from several
production wells in the Baldwin Park area to provide more
discrete information on vertical variations in contamination.
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Section 3°2.2 and Figure 3-9 present some of this depth-specific
data.

AJ#Is. "~hree wells shown on Figure I-4 were apparently sampled by EPA yet no
sampling results are includedinAttachment A. These wells, 01900831,
|1000066, and 01902971 span the length of the plume and are£mportant wells to
coneider for plume definition."

EPA R~sp~Dse: We did intend to include these data; they were
inadvertently omitted from Attachment A. We apologize for any
inconvenience. A printout of these results is included in the
updated Attachment A included in the Administrative Record.

AJ#:L6. "The reference that to date only 15 facilltiee have been directed to
Investlgategroundwater contamination in the OU ks an example of the l J~nlted
amount of detailed data available from an area that repreeents such a large
portion of the basin, of the more than 500 specific groundwater monitoring
wells that exist in San Gabriel Baeln, lees than 25 are located within the OU
and only one monitoring well exi,te outside of Subarea I. A significantly
greater level of detailed characterization will be necessary to eupport
effective decision making in the Baldwin Park OU."

EPA RespoDs~: We believe that the data are adequate to s~port
the selection of remedy for the Baldwin Park area. See Section 3
of the FS for a description of the available data. Also see
Response F.

A~#17. -If llthologic well logs were used to estimate hydraulic �onduc~ivities
within the basin, why were data repreeented on Plates I through 6 not used to
establish areal trends in hydraulic conductivity7 A cursory review of well
logo would suggest that higher hydraulic conductlvities are present in the
northern portlon of the baelnwith decreaeing values towards Whittier Narrows
.(south). This trend would be expected ¢oneidering the depos£~ional
environment. The net effect of %hls discrepancy would significantly influence
EPA’e analyses regarding Subarea 3 condltione."

~pAResDonse:    As described in EPA’s Interim San Gabriel Basin
Remedial Investigation Report (July 1992, included in the
Administrative Record), the lithologic well logs were used to
establish areal trends in hydraulic conductivity. And, as;
correctly stated in the comment, conductivity values do decrease
towards Whittier Narrows. These decreases are accounted for in
the San Gabriel Basin CFEST model. It is unclear what
"discrepancy" is referred to in the comment that would influence
EPA’s analyses in Subarea 3. See Response C for additional
detail on this topic.

A~#18. "Aquifer teats at the Azusa Weetern Landfill we=e not specific capacity
tests. Data from the pumping well are not available. The aquifer tests at
the Azuea Western Landfill produced inconclusive results. A reliable
hydraulic conductivity value cannot be determined from the data."
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~L-~D~_~: Commentor is correct that the Azusa Western
Landfill tests were aquifer tests. Although EPA does not state
that the Azusa Western Landfill tests were specific capacity
tests, the organization of the text does leave that unintended
impression. Although the results of these aquifer tests were
inconclusive, they can be used to provide a rough estimate of the
hydraulic conductivity in the area. In fact, the landfill’s
consultant (Law Environmental, Inc.) used aquifer test data to
estimate hydraulic conductivity values of 5,000 ft/day in a
north/south direction and 1,000 ft/day in an east/west direction
("1990 Annual Report, Waste Disposal and Ground Water Monitoring,
Azusa Land Reclamation Landfill, Azusa, california", prepared by
Law Environmental, Inc., January 28, 1991).

AJ#19. "EPA ha| not made available for public revlewthe results of the
"aquifer tests that yielded hydraulic conductivity estimates of 5,000
feet/day’. It is our understanding that these tests were typically less than
a few hours long and would therefore have produced results that are
questionable. This information should be provided to permit an independent
review of the "aquifer test" analy.is and relative quality of the data."

EPA Response: Commentor refers to seven aquifer tests that
yielded hydraulic conductivity estimates between about 270 and
5,000 ft/day.

We agree that there are limitations in how some of these data
should be used. These data are from the initial round of well
logging and depth-specific sampling conducted by EPA in the
Baldwin Park area. The report summarizing these results is
available for review; it is referenced in the Baldwin Park
Feasibility Study (p.l-10) and included in the Administrative
Record. The title of this report is "Draft Technical Memorandum,
Well Logging and Depth-Specific Sampling, San Gabriel Area 5
Remedial Investigation, San Gabriel Basin, Los Angeles County,
California, May 1990."

AJ#20. "Wore the hydraulic conductivity values =affected for partial
penetration? Were observation wells used in the test|? How do the results
compare with recent Watermsster aquifer tests? When will the results from
Watermaster tests be available to the public and for EPA to incorporate into
%heir analyses?"

~A Response: The estimated hydraulic conductivity values were
not corrected for partial penetration. Some estimates were based
on data obtained from observation wells; others were not. The
lack of observation wells or correction for partial penetration
do limit the accuracy of the results, but the error in the
hydraulic conductivity estimates is likely to be less than a
factor of two. The results have not been compared directly to
recent Watermaster aquifer tests; the Watermaster should be
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contacted for information regarding the public release of their
report.

AS#21. "Why omit the CDWRaqulfer tests from the discussion? CDWRoon~acted
several pumping tests with observation wells in the OU. The paragraph :~pliea
%hat CDWR hTdraulic conductivity estimates were baaed on litholo~ alon,s."

EPAResDo~s@: CDWR aquifer tests ~ considered in developing
the hydraulic conductivity zones for the San Gabriel Basin CFEST
model. (The paragraph was not intended to imply that CDWR

estimates were based on lithology alone.) See Response C for
additional detail on this topic.

AJ#22. "Groundwater flow directions assumed on the btsbwlde Interpretations
presented on Figure 2-4 and references to those provided in the IRZuaing
CFEST are inappropriate for evaluating groundwater flow conditions on at
localised scale such as for the BaldwlnPark OU. Both of EPA’s references
fail to identify localized flow variations that are evident in the OU due to
the effects of recharge, pumping patterns and seasonal influences. Failure to
8ufflcientlT characterize localized flow conditions in the OU limits EPA’s
ability %o develop and evaluate cost-effectlve and technlcalIy-sound r,|sponse
actions. H£9~IfIcant localized and regional flow components that have been
identified in the OUare not even generalized on Figure 2-4 of the OU~.So
Water level contoura ere open-ended or not represented in the most critical
area, Subarea I."

EPA Response: As discussed in Response C, and shown in Figures
7-4 through 7-8, the CFEST model can and does identify local flow
variations in the Baldwin Park area.

As stated in the text, Figure 2-4 is a reprint of water level
contour maps prepared by Los Angeles County Department of Public
Works (LACDPW) presented to illustrate regional flow conditions.
As discussed on page 2-10, we agree that the LACDPW contour maps
are of limited accuracy and lack detail on local conditions.
Among the limitations of Figure 2-4 listed on page 2-10 is that
"the map does not necessarily show local variability in water
levels caused by pumping, recharge, or geologic faults... [and]
aggregates measurements made over a I- to 2-month period."

AS#23. "The statement "no cones of depression appear in the OU area because of
the relatively low pumplng volumes and high hydraulic conductivity of the
aquifer" is incorrect. Figure 2-4 contours water table elevations, ln
increments of 25 feet, and in Subarea I, 100-fcot increments. Cones of
depresslonwould not be evident at this scale. Detailed groundwater contour
maps of the OUprepared by Sa~dlng Lawson Associates (HLA) and others show
that water supply production effects are prominent and can be readily
depicted. The above statement also contradicts EPA’s Table 7-3 (p. ~P-28) that
identifies average production from 1988 through 1991 for 16 wells op0rating in
the OU at a total pumping rate over 35,000 acre feet per year. other wells
operating at similar pumpin9 rates arm also located in the OU. Pleale explain
thls wide disparltI in the interpretation of groundwater flow influences in
the OU.u
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~--~: The EPA statement should refer to significant
cones of depression in the OU area. All pumping wells create
cones of depression, but there are no significant cones of
depression caused by large pumping centers such as those found
near the mouth of Puente Valley and in the western portion of the
San Gabriel Valley. In Figures 7-4 through 7-8, which show
groundwater contours at increments of 1 foot, cones of depression
for existing pumping wells are evident.

AJ#24. "The statement "Because the L~CDPW contour maps are based on relatlvelT
widely spaced data, gradients estimated from these contour maps are ~2certaln
estimates of the regional gradients. Local gradients are even less well
defined", represents the significant lack of data on which EPA has based their
oU decisions. In order to develop an effective response action, EPA will need
to incorporate into their analysis the localized variations in horisontal
hydraulic gradients that exist in the OU. HL~ has identified that some of %he
steepest gradients in the basin exlst in the OU due to recharge events at the
Santa Fe Flood Control Basin."

EPA Response: EPA has incorporated localized variations in
horizontal hydraulic gradients into its analyses. This result
can be seen in Figures 7-4 through 7-8, which present the results
of EPA’s modeling performed to develop approximate extraction
rates and locations for the remedy. Figures 7-4 through 3’-8 also
show steep gradients caused by recharge at SFSG.

AJ#25. "seasonal variations in vertical gradient appear comparable in
magnitude to typical absolute values of vertical gradient, implying a
significant likelihood of vertical gradient reversal. To what extent ham the
element of seasonal variations in vertical groundwater gradients been further
characterised in the OU, and was this component factored into the decision to
JustifI the need for an interim response action?"

EPA Response: Seasonal variation in vertical groundwater
gradients have not been further characterized in the Baldwin Park
area. We do not know of any reasons why uncertainty aboul- the
precise magnitude of vertical gradients might lessen the
justification for EPA’s selected remedy.

Re#26. "Vertical gradients in the Whittier Narrows area may not apply to this
OU. Lithologic logs suggest a significant increase in the distribution of
fine-grain sediments which can affect vertical gradients."

EPA Response: We agree that vertical gradients from Whittier
Narrows would not likely be applicable to the Baldwin Park area.
The text merely states that best sources of data in the San
Gabriel Basin are from EPA monitoring wells in Whittier Narrows
and Irwindale. Vertical gradients measured in Whittier’Narrows
are Z!~ provided or discussed on the page referenced in t]his
comment (p,2-14).
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A~#27. "would additional recharge along the unlined mile of Walnut Creek
provide containment at the down~radIQnt edge of the plume~ Does the EPA
groundwater model account for recharge in this area~"

EPA R~poDs~: Additional recharge along the unlined portion of
Walnut Creek could reduce the gradient somewhat in Subarea 3;.
However, because this stretch is located more than one mile
downgradient of Subarea 3, the effect will likely be fairly
limited. In addition, recharge in this area would increase the
groundwater flow velocity downgradient of this reach, thereby
increasing the rate of contaminant migration towards Whittier
Narrows.

The EPA San Gabriel Basin CFEST model does not account for
recharge in this area. Typically, surface water flow rates and
associated recharge are quite low in this reach.

AJX28. "Rtcha~e at the Irwindale Spreading Grounds (XSG) and other recharge
basins drastically changes local flow patterns. EPA’s CFEST simulations in
section 7 demonstrate the groundwater mounding at ~SG during both dry l,nd wet
periods. How will an increaae in recharge at the ISG affect contamlnar~
concentrations and movement?"

EPA ResDD~Se:    An increase in recharge at Irwindale Spreading
Grounds (ISG) will reduce gradients upgradient of the facility
and increase gradients downgradient of the facility. The effect
on contaminant movement would be similar (decreasing movement
upgradient of the facility and increasing movement downgradient
of the facility). As commentor notes, the results of CFEST
simulations presented in Figures 7-4 through 7-8 show the impacts
of recharge at the ISG for four specific clean up options.

KJ#29. "This is an Important institutional change that can provide purveyor
a=alstanca in remedial actions."

EPA Response: Comment noted.

AJ#30. "What are the apecificresults of the modeling that suggest theft
purveyor practicea may have caused only "a small fraction" of the increase in
the areal extent of the plume and that "a continuation of pelt water
management practices will increase the spread of contamination’? These
statements suggest a continuation of past practices will be more damaging than
past practices themselves. Why? Were remedial benefits resulting f~om some
of the previoua pumping patterns also identified during the modeling
slmulatione7 The results of these groundwater flow and transport simulations
should be made available in order to permit the publi¢ to conduct an
independent evaluation of the OUFs, and to ~ustify EPA’8 decisions regarding
the type of interim response &ctlona that are proposed for the OU.~

EpAResponse: The simulations that suggest that a small fraction
of the overall increase in the extent of contamination may
potentially be attributed to purveyor practices are described in
EPA’s Basinwide Technical Plan (April 1990). The exact fraction

187

Appendix B, page 218



Baldwin Park ROD

attributable to purveyor practices is highlyuncertain (estimated
at 10% for the period 1980 to 1989). The Basinwide Technical

Plan is referenced in the Feasibility Study and included in the
Administrative Record.

The statements referenced in the comment both say essentially the
same thing - that purveyor practices have and will, if unchanged,
continue to contribute to the spread of contamination. It is
unclear how these statements suggest that "a continuation of past

practices will be more damaging than the past practices
themselves."

Y~_P~/I~: This well log may indeed be evidence that the
aquifer is thicker than estimated by CDWR at this location. As
shown on the cross-section, according to CDWR’s contours, the
alluvial aquifer thickens rapidly in the vicinity of this well

and our understanding is that CDWR’s contour map was based on
fairly widely-spaced data points. Thus, it would not be

surprising if CDWR’s contour locations were somewhat off.

AJ#32. "Since sparse groundwater data are available from thia 0U, shouldn’t
non-CLP data be used to assist in the delineation of the aubareas? Noa-CLP
concentrations are nsed very 8pecificalIT in estimating influent chemimtrl yet
not used in plume refinement. Further discussion on page 3-3 suggests that
non-CLPdata are reliable; what is the Justification for its excluulon?"

~PA ResPonse: Non-CLP data were used in preparing Figure 7-I.

They were used to verify the Subarea boundaries. The "ALL DATA"
listing in the Figure represents the average of CLP data and
available non-CLP data.

The comment that non-CLP data are "not used in plume refinement"
is incorrect. As stated on page 3-2, the area of contamination
figures presented in Section 3 do incorporate non-CLP data.

AJ#33. "Zt ks stated that "non-CLP chemical data from bothLARWQCB and AB 1803
programs were used tO describe the nature and extent of contamination and to
estimate treatment plant influent chemlstr~, which in turn is used to develop
treatment technologies and~ estimate treatment costs for the remedial
alternatives. For this use, the data do not have to be very precile ]because
influent estimates from a alngle well have a relatively small impagt ,0n the
treatment COat for a remedial alternative in, would not likel~ result in a
significant impact on the estimated bottom line cost of the remedial
alternatives’. It is particularly important that data which has undergone a
high level of QA be used to identify and confirm the presence of contaminants
of concern. Identified concentrations that will be used as influent T~ a
treatment plant (design parameters) must be equally well scrutinized, as cost
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~apacts may be significant. Theae atatemente are supported by the fact that
the ©ompound vinyl chloride is listed in Table 8-1 (p. 8-8) as a controlling
�ompound that is defined (p. 8-9) as "a compound that may control coat or
limit the use of the recommended treatment method". It should be noted that
vinyl ehlorldo was not detected lnany of the CLPdatn, and that it was only
detected in one well specifically located in the OU (WIIAZW01). The only
reported occurrence of vinyl chloride in the OU is from non-CLP data available
for one well ~nwhich vinyl chloride was detected sporadically free 1985
through 1989, and not detected again since that time. It Is concelvab].e that
a renediation eystudesigned to treat vinyl chloride could be nubeta~;ially
over designed."

EPA ResPonse: Comment noted. Commentor is correct that vinyl
chloride has not been detected in CLP analyses, but there is no
reason to doubt its presence. Vinyl chloride has been detected
repeatedly at well WIIAZW01 and in vadose zone samples elsewhere
in Azusa. Part of the explanation for its absence in CLP
analyses is that most samples collected from monitoring wells in
the Baldwin Park area have not been analyzed through the CLP.
Instead, they have been analyzed in accordance with Regional
Board QA/QC requirements which, as noted on pages 3-2 and 3-3,
are similar to EPA CLP requirements. Elevated detection limits
in samples with high concentrations of other compounds may also
mask its presence.

AJ#34. "The statement that "the data do not have to be very preclse bec¯u¯e
influent estimates from a single well have a relatively small impact on the.
treatment coat for a remedial altern¯tlve" i¯ misleading. Under the
considered remedial alternatives water from only I or 2 wells would b|~come
Influent to ¯ treatment plant. It is critical that Influent concentrations be
predicted to the highest level of certainty using data of knownquallty."

We agree with co’enter that the cited statement could be
misleading. The statement is better rewritten as:

"The data do not need to be as precise if groundwater
from multiple extraction locations is blended at a

centralized treatment facility, in which case water
quality at a single well would have less impact on ~e
treatment cost, and total cost, of a remedial
alternative "

The conclusions made in the text remains valid, however (pages 3-
3 and 3-4). The non-CLP data are believed to be of sufficient
quality for use in estimating influent concentrations and
verifying the contaminant subareas described in section 7.

AJ#35. "The data and statistics presented in Ttble 3--2 represent those for the
entire San Gabriel Basin and are not specific for the Baldwin Park SUe Table
3-2 doll not provide any purpose for decision making with respect to the OU.
Znstead, the public is required to sort through over 550 pages of laboratory
date provlded in Attachment A and search for similar �ompariaona of data for
the Baldwin Park OU. Please reformat Table 3-2 or provide a supplemental
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table to represent data and statistics that can be referenced specifically for
the OU."

EPA Response: Table 3-2 was prepared for a previous EPA project,
and is reprinted in the Feasibility Study to "give an indication
of the widespread and varied nature of the contamination present
in the San Gabriel Basin." Commentor’s repulsion to this Table
is noted. Summary statistics, including average and peak values,
describing the nature and extent of contamination in the Baldwin
Park area are provided in Table 7-4. Actual water quality data
are included as Attachment A.

A~#36. "The exclusion of data �ollected after August 1991 ignores data that
are Important to the oharacterisation of the contamination in %he OU."

~PA Response: Data collected after August 1991 were considered.
Data up through September 1992 (the most up-to-date data
available at the ti~ue an interagency draft Feasibility Study was
completed) were used for the delineation of Subareas, as is shown
on Figure 7-1. More recent data confirm the distribution of
contnmination shown in the Figures in the FS.

XJ#37. "While it may not be practical to collect data on a tight grid as at
other Superfund sites, it is important to have sufficient data to characterize
the contam~tion prior to remedy selection. Additional monitoring w,tll$ may
suggest alternative remedial actions."

~-~A R~sponse~ We believe that the data are adequate to specify a
remedy. See Response F.

~#38. "Groundwater plumes are depicted on Figure 3-I "assuming grotu~lwater
flow directions are fairly well understood’, and inferring the direction and
magnitude of groundwater flow without being "dlrectIy constrained by data".
Because Figure 2-4 clearly represents a lack of understanding of groundwater
flow patterns in the OU area, the depiction represented in Figure 3-I that is
nnconatrained by water quality data is not technically defensible. The
implications result£ng from EPA’s alternatives based on "amnumed" flow
directlons "unconstrained by data" appeare to be in vKolatlon with
requirements set forth under the National Contingency Plan."

EPA Response:    EPA believes that its remedy is technically
defensible and meets all requirements of the National Contingency
Plan, which calls for EPA to "assess site conditions and evaluate
alternatives to the extent necessary to select a remedy." The
NCP and common sense discourage unnecessary data collection.

Neither of the limitations identified by commentor limit EPA’s
ability to develop or select a remedy. Commentor offers the
conclusion that the data are inadequate without specifying how
the data limit EPA’s ability to select an appropriate re~Ledial
actlon.
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As described in Response C and in response to numerous specific
comments, EPA possesses and has used knowledge of local flow
conditions in the development and evaluation of remedial
alternatives (see response to AJ#143). Figure 2-4 is a rep~fint
of water level contour maps prepared by LADPW presented to
illustrate regional flow conditions and does not represent any
interpretation by EPA of groundwater flow conditions. The Figure
is not used directly in the development or specification of the
remedy.

As for the extent of contamination, commentor overstates the
uncertainty and its impact on remedy selection. We acknowledge
uncertainty about the precise extent of contamination, but
believe that the data are sufficient to delineate areas of
significant contamination warranting remedial action. As
illustrated in Figure 7-1, the lateral boundaries of the Subareas
identified for the OUa_/_~ fairly well constrained by groundwater
quality data.

AJ#39. "EPA’I continued use of a multl-chmmicel composite contour map lhas
created and is still =resting a misleading impression regarding the continuity
and interrelationships of areas containing chemicals in groundwater. Figure
3-1 should be deleted or replaced by a simple detected/not-detected boundary
cap ,~"

~PA Response: This comment duplicates a previous comment. See
response to comment AJ#2.

We also note that there are numerous ways to present data to
illustrate the extent of groundwater contamination. We encourage
commentor to prepare "detected/non-detected boundary maps" if
he/she prefers that method of presentation.

AJ#40. "None of the iso-concentratlon m&ps include data collected ove:¢ the
last year. Recent data at several facilities in the upgradient portion of the
plume signlficantlT alter the iso-concentretion lines shown on Figures 3-I
thru 3-6. RJ stated in paragraph i, "relatively few monitoring wells have
been installed and sampled in the OU area’. Because so few data are
available, all data from recent wells should be incorporated into this
report."

EPA Response: Commentor is correct that some data collected
after a cutoff date of fall 1991 were not incorporated into the
"leo-concentration" maps presented as Figures 3-1 through 3-6,
and Figure 11-8. Because new data are added to EPA’s database on
a continuous basis, cut-off dates had to be selected for various
FS evaluations. The more recent data provide additional local-
scale detail on the distribution of contamination but do not
alter the generalized areas of contamination shown in the
figures. Accordingly, EPA chose not to revise the figures in the
final draft of the FS.
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Data collected after fall 1991 (such as from a well installed at
the Wynn Oil facility) were, however, considered in the
development and evaluation of the remedial alternatives. Tihe
Wynn Oil data are included in the final draft of the feasibility
study (Attachment A, VOC Sampling Results, ..., Site Assessment
Wells) and were considered in the delineation of contaminant
Subareas, identification of proposed extraction locations, and
preparation of the Proposed Plan. The rationale for EPA’s
proposal to extract and treat groundwater in the "upper area" (as
described in the Proposed Plan), rather than at the Wynn Oil
facility or other possible source areas, is discussed in detail
in Response B.

~J#~l. =If the time period May 31, 1990 to August 31, 1991 applies to all
figures, then the TCE value for EPA MW-5 is outside this period and should be
italiGized on the figure (see legend). This should be the same for Fic~res
3-3 through 3-5."

EPA Response: Commentor is correct that data collected at well
EPA MW-5 were collected in September 1991, after the stated
cutoff date of August 31, 1991. The time periods noted in the
captions to the Figures should be revised accordingly.

Aj#42. "If data from EPA MW-5 were incorporated on the figure but fall outside
thl time period, why weren’t 1992 data also incozq~orated into the figures?"

~A Response: The cutoff date of September 1991 was imposed to
allow for preparation of the Figures in time for issuance of the
first interagency draft of the Feasibility Study. EPA chose not
to revise the Figures in the final draft since the generalized
areas of contamination has not changed significantly.

AJ@43. -At is int.zeltlng to note [in figures 3-I to 3-6] that the highest
value of CTC occurs downgradient along ¯ different flowpeth than =ompounds
mhown in the other plume figures. This indicates a different source area/time
and may suggest source locations outside of Subarea I."

EPA ReSpoDse: Not necessarily. CTC concentrations in
groundwater in the 10 to 30 ug/l range have been detected at
wells in all three Subareas, indicating the possibility of a
source of CTC within Subarea I.

We caution reviewers not to use the Figures 3-1 to 3-6 to reach
conclusions about sources of contamination. As explained in
response to A~#2, Figures 3-1 through 3-6 provide a "simplified,
smoothed" depiction of the extent of contamination"; they were
not prepared to show sources of contamination, nor to
conclusively show whether the areas of contamination consist of
one relatively homogeneous area of contamination or distinct
plumes.
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A~#44. "The statenent "The shape and slze of the downgrad£ent extent of
in~ivldual sense of contamination are typically inferred from the estis~tsd
direction and muagnltude of groundwater flow and are In only n few cases
dlreGtlT �onstra~nedbT data from walls" Indicates the high level of
uncertain~r and lack of dataregarding the distribution of chemicals in
groundwater and the significant llni%ations of Figures 3-1 through 3-6°"

~: This comment duplicates a previous comment. See
response to comment Aj#38.

&J#45. "Data used to ~onstruct Figures 3-I through 3-6 represent aaxla~m
contaminant concentrations over ¯ 15-month to 5-~ear period. Monitoring of
individual wells in the OU area has shown substantial seasonal variations of
VOC concentrations. The depictions, therefore, have limited accuracy."

EPA ResDon~: We agree that there is often significant temporal
variability in observed contaminant concentrations. This

variability does not imply any lack of accuracy in the Figures;
it implies only that the depiction of variability is not a

purpose or proper use of the Figures. Numerous figures in
Appendix B show how concentrations vary over time (see Figures B-
2 ~rough B-IS).

AJ#46. "The total number of data points on Figure 3-I are estlm¯ted, by EPA,
to represent approximately "lOG wells’. The distribution of data points ks
too sparse to~ake the interpretations for an approximate 60-square-mile area
of RX Are¯ 5. Baaed on the limited number of data points per square 1~Lle, and
total absence of data pointa for several square Ills areas within RX Alcoa 5
and the Baldwin Park OU, it is mialemdlng for SPA to present the "simplified
or smoothed over" depictions of large continuous areas of groundwater
containing chemicals. Failure to recognize the separate and dlatlnct areas of
�on%amination wlthinthese large areas of groundwater conte~nlnatlon will
foster the development and selection of inappropriate OU remediatlon
alternatives."

EPA Response: This comment duplicates other comments. See
response to comment AJ#2 on the use of Figure 3-1. See Response

B on the extent to which the presence of separate and distinct
area8 of contamination would affect the remedy.

AJ#47. "~hy were two different scales used for Figure 3-2 and Figure 3--I? For
the purpose of comparing these two figures it would be beneficial to use the
a~e scale fo~ each figure, end to ut41ix¯ ¯ common scale for ¯Ii simJ~lar
figures."

EPA Re¯Douse: Conunentor is correct: the two Figures were
prepared at different times with slightly different scales. We
regret any inconvenience.

AJ#48. "comparison of the distribution of concentrations posted for Figures 3-
2 through 3-5 indicate separate and distinct source areas between Subarea¯ 1
and 2 of the OU, however EPA has depicted one large continuous are¯ of
groundwater containing chemicals. The figures should identify the well
recordetion number along with the posted chemical concentratlon in order to
facillt¯te an independent review of the d¯ta. Please substantiate the
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rationale for grouping chemical concentrations together when they are
interspersed between distances of over a mile in several locations on all of
these flgures? A clear set of guidelines used to construct these ups ~uld
facilitate rev£ew."

~: This comment largely duplicates other comments.
See response to comments AS#2 on the preparation and proper use

of Figure 3-1.

We have prepared a revised figure (included as Figure RS-2) that
includes well recordation numbers.

A~#419. "Please discuss the merits of Figures 3-2 through 3-5 and ,holt ume in
decision mak.~ng for the o~rFS. EPA has repeatedly referred to these figures as
"cartoons and simpllfied approxlnations", and they are described as depicting
"substantial uncertainty in the true location of the concentration contours.
The boundaries between individual areas of contamination will probably change
as new data are obtained and interpreted", (Figure 3-3 presents as few as 20
data points for the entire RZ Areas, and fewer than 15 data points for the
OU)., These types of statements emphasize the necessity to obtain additional
ds~ in order to make cost-effectlve and technlcally defensible OU decisions.
However, EPA showcases these figures in the OUFS as a primary tool on which to
make decisions regarding the extent and distribution of chemical
concentrations in groundwater, thereby directly influencing "the development
an~ selection of remediatlon alternatives."

YJ~_~D_0/~:     This comment largely duplicates previous
comments. See response to comment AS#2. We emphasize again that

these figures are presented to show "regional variability in
contamination" (page 1-3) and a "simplified, smoothed" depiction
of the extent of contamination" (page 3-9)° They are not
"showcased" or used as a basis for decision-making.

See Response F for a rebuttal to assertions that additional data

are needed before remedy selection.

AS#50. "It ie stated that "no map of PCE contamination has been prepared
because PCE concentrations are generally somewhat less than TCE
concentrations." This 8tate~nt is incorrect and again ignores the ~m]9ortance
of identifying separate and distinct areas of contamination within the broad
continuous area of groundwater depicted by EPA as containing chemicals in the
0U.. The highest concentration of all CVOC| detected in the OU was for the
compound PCE (18,000 ug/l), in Well WIOWOMWI north of the 210Freeway. The
failure to identify those types of separate and d£stlnct source areal within
the OU, and failure to develop and select remedial alternatives to optimize
the removal of chemical mass from this distinct area, will result in further
damage to the groundwater relource and increase the time and cost required for
effective re~dlatlon."

~L_~n~: This comment largely duplicates previous-c~ments.
See Response B for an explanation of the rationale for EPA’s
proposal to extract and treat groundwater in the "upper area" (as
described in the Proposed Plan), rather than at or near well

WIOWOMWI or other possible source areas.
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We agree that the local-scale distribution of PCE differs from
other contaminants, but again emphasize that Figures 3-1 to 3-6
are presented to show generalized areas of contamination; ~ey
are not the basis for EPA’s decision-making.

AJ#51o "In referees to the statements to Yigures 3-7 and 3-8 thee "the data
provide a measure of the degree cf ~ariabilit¥ in �ontaminant concentrations
in the OU’, and "concentratlons have changed b~ several hundred ppb in a
letter of a few months"; Has EPA evaluated factors such el recharge events,
pumping patterns, and/or seasonal affects that are llkelT responsible for the
referenced changes?. Please provide this information for the time poriods
shown on Figures 3-7 and 3-8 (e.g., the respective pumping rates for Well
08000060)."

~~j~Q~_~: EPA has evaluated "factors such as recharge
events, pumping patterns, and/or seasonal effects." Although
there does appear to be some correlation between certain factors,
especially large recharge events, and contaminant levels at these
wells during specific periods, there does not appear to be
consistent, easily discernible patterns between any of the
factors and contaminant levels. The larqe number of variables
impacting these wells (e.g., pumping, recharge, spatial and
temporal source variability) makes identification of specific
relationships very difficult.

Amounts of groundwater pumped in each quarter are reported in
annual Watermaster reports, included by reference in the
Administrative Record (AR#404) and available from the Main San
Gabriel Basin Watermaster.

AS#52. "Hem the sampling technique for these wells changed over time. If so,
to what extent has this influenced measured concentrations."

EPA ResDo~se: The sampling technique for 08000060 has not
changed over time. EPA is not familiar enough with the sampling
techniques for ALR’s monitoring well #i (WIIAZW01) to know if
they have changed. Regardless, it is unlikely that any d~anges
in sampling techniques would cause the types of variation:s
apparent on Figure 3-7.

AS#53. "The discussion on contaminant distribution changam implies ~mt these
changes could not he documented until the EPA 1991-92 sampling data. However,
these shifts also can be seen in the 1985 data as wall."

EPA ~@spoDse: Commentor misinterprets the discussion on page 3-
23. EPA neither believes nor implies that these changes could
not be documented before 1991-92.

AS#S4. "The explanation of the plus shift emphasizes the controlling effects
of pumping on the groundwater flow regime end contaminant concentrations. It
also suggests that the plume would ba in a different location end may be much
narrower if no pumping occurred."
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EPA Response: We agree that the movement of some areas of

contaminated groundwater have been affected by pumping. We have
seen no evidence, and commentor offers no evidence, that the ires
of contamination would be much narrower if no pumping occurred.

AJ#55. "Please describe the sampling procedures and protocol that were used to
conduct the depth-specific sampling of the groundwater production wells. What
was done to ensure sample isolation during depth-specific sampling of t3e
production wellm7 Xow was it determined that no wertlcal flow was occurring?"

EPA ResDoDs@: The technique does not involve isolating depth
intervals but does require vertical flow. Sampling procedures
are described in detail in Sampling and Analysis Plan for Well

Logging and Depth-specific Samplingof Wells, November 9, 1990

(included in the Administrative Record as AR#181)

AJ#56. "Zt la not %rue that cult seven wells in the OU penetrate below the
upper 500 feet of the aquifer. According to various well construction tables
published by T-he Main San Gabriel Basin Water, aster an additional I0 to 12
welll in the OU are screened below the upper 500 feet. One of these deep
wells (080Q0076) is located near the northwest edge of the groundwater
contamination am shown on Figure 3-i. Apparently this well ham been sampled
only once (1985). Data from this deep well and a shallow production well on
the same facility to the southeast could provide northwesterly limits of
contamination".

EPA Response:    The comment is correct: there are more than
seven wells. The text in the FS (p.3-26) should state that there

are only seven deep wells in or adjacent to the more highly
contaminated areas (where contaminant concentrations exceed I0
times MCLs).

EPA has obtained data from the listed industrial-use prod~Lction
wells, 08000076 and 08000075, but the submitter of the data has
claimed that the data are confidential business information,
attorney-client communication, and attorney work product that
should not be publicly released. EPA is currently reviewing this
claim (as of February 1994). If and when allowed by law, EPA
will make this data available for public review.

Aj#57. "Depictions shown in Figure 3-9, although hazed on very limitl,d
vertical profile concentrations, emphasize the complex nature of Yer%ical
contaminant dietribution. An incomplete understanding of vertlcal contaminant
distribution could result in a remedy that exacerbates contaminant t:~snsport
on the OU. "

EP~ResDons~: See response to comment Aj~58.

AJ#58. "Why has there been no attempt to define the vertlcal extent of
contamination in the northern portion of the plume? The vertical distribution
directly affects the remedial remedy."
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EPA Resnonse:    EPA believes that data on the vertical
distribution of contamination are sufficient to select a remedy,
although additional data are needed for design. The FS includes
recommendations for two new monitoring well clusters in the
northern portion of the area of contamination to help further
define both the lateral and vertical distribution of
contamination (see Appendix E). Data obtained from these new
wells will be used to determine precise extraction well
locations, rates, and depths.

In response to this and other comments on the need for additional
characterization of the extent of contamination in Subarea 1
(especially the vertical extent), EPA has reevaluated the
recommended monitoring program. We recommend three additional
monitoring locations in Subarea I as shown on the attached figure
(Figure RS-3). These include a third monitoring well cluster and
deeper monitoring wells installed adjacent to two existing
monitoring wells in the area (WIIAZW01 and WIIAZW03).

AJ#sg. "The interpretation of vertlcal distribution of contaminants on Figure
3-9 suggests that there Ire at least two separate plumes of TOE. The
identification of mlcroplumes is an important concept to remedy selection and
may affect the location and depths at which groundwater is pumped. Can other
mIcroplumes be defined?"

~]~A Response:    The depiction of contamination illustrated in
Figure 3-9 is just one of several interpretations that fit the
available data. As discussed in response to previous conuaents,
there are probably multiple groundwater plumes in the OU area.
As discussed in Responses B, EPA does not believe that it is
necessary or appropriate to define all of the "microplumels"
before remedy selection. If additional data collected during the
time of remedial design indicate the presence of specific plumes,
these data will be considered in the determination of precise
extraction locations and depths.

AJ#60o "ThB vex."t.ical distribution of contamination is unknown in both the deep
and shallow (upper 500 feet) portions of the aquifer in large areas of the
OU. Although EPA dool not consider deep vertical characterixation of the
aquifer "essential to this interim action", the shallow vertical
characterisatlon is critical and should be addressed in more detail."

EPA RespoDsg: Significant characterization of the shaliow
groundwater has been carried out in Subarea i. As of December
1993, more than 25 groundwater monitoring wells have been
installed and sampled in Subarea i. Most of these well~ are
currently sampled quarterly. Also see response to commenlZs Aj#S8.

AJ#61. "The OUFS speculates that four possible subsurface sources exist in the
OU. These types of sources include dense non-aqueous phase liquid (DNAPL).
There is no tabulation or interpretation of data used to auppor~ these
conclusions. If such important conclusions are to be drawn substantiating
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data should be provided. Based on data collected north of the 1-210 Freeway,
at least one "hot spot- has been identified. There is the potential for more
groundwater to become contaminated from ~his source area. Groundwater
extraction at the I0 and 13 clusters, more than l-mile downgradient f~om th~a
source area, will increase this possibility. If groundwater extraction is
appropriate for an interim action in Subarea I, it should occur at identified
"hot spots’."

~_~: We refer the reader to EPA guidance listed in the
Administrative Record (e.g., AR#403, EPA/600/R-92/030) ), or to
books or professional journal articles on contaminant fate and
transport, for more information. It is widely-accepted that if
released into the subsurface, relatively volatile contaminants
such as trichloroethylene will exist in the gaseous, aqueous, and
solid (sorbed) phases. As discussed in the FS, there is
circumstantial evidence that residual contamination is also
present in the subsurface in the Baldwin Park area as a pure,
non-aqueous phase liquid (a "NAPL").

We assume that the "hot spot" north of the 1-210 freeway referred
to in the last part of this comment is well WIOWOMWI, in which
case the comment duplicates previous comments. See Response B
for a discussion of the advantages and disadvantages of moving
extraction locations to the vicinity of well WIOWOMWI.

~J#62. "Although a dlecus~ion of PCE, TCA, and TOE degradation ks presented,
no interpretation of Baldwin Perk OU data is provided. Such interpr~;ation$
are necessary to support the contention that degradation processes ere both
active and predictable. This "textbook" dlscuaeion As not referenced to site
specific data and therefore is of little usefulness An conceptueli=i~ or
evaluating remedial alternatives."

~PA Response: The "textbook" discussion is presented for readers
unfamiliar with degradation processes. As commentor"s subsequent
comments note, the FS includes a discussion of site-specific data
beginning on page 3-35.

KJ#63. "Pleaee provide the specific data that supports the speculation
regarding the premenceof anaerobi© conditions in the OU."

~PA Resoonse: EPA does not have specific data that support the
presence of anaerobic conditions in the OU area. We note,
however, the presence of the Azusa LandReclamation Landfill in
Azusa (Ai/%) and that anaerobic conditions are fairly common in
the vicinity of landfills. ALR’s consultant also believes, as
stated in its "1990 Annual Report, Waste Disposal and Ground
Water Monitoring, Azusa Land Reclamation Landfill, Azusa,
california" (prepared by Law Environmental, Inc., January 28,
1991), that landfill gas is present in the vicinity of one of its
monitoring wells (MW-1) and that degradation of TCE to 1,1-DCE is
likely occurring.
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~#64. "Please provide the specific data that supports the speculation
raga~d~ th~ presence of aerobic conditions in %he OU.m

~:    EPA does not have specific data that support the
presence of aerobic conditions in the OU area. However, given
the physical conditions present in the OU area (alluvial aquifer
with an overwhelming majority of coarse-grained materials,
unconfined conditions, high permeability, relatively high
gro~dwater-flow rates, and recharge of large volumes of surface
water lathe vicinity), it is very likely that aerobic conditions
are prevalent at least in the upper portions of the aquifer
throughout ~ost of the OU area.

AJ#65. "The explanations should include the fact that thaso products are or
were historically used in consumer products, toO."

EPA Response: We agree that some chlorinated solvents have and
continue to be used in consumer products, but note that the
amounts used in consumer products have typically been much less,
and often insignificant, in comparison to the amounts known to
have been used by industrial facilities in the OU area.

AJ#66. *The discussion of the Wynn Oil facility reveals contaminant
concentrations orders of magnitude higher than seen in other OU wells. Why
were these data ignored in the discussion of chemical distributions, remedy
selmctlon, and on Figures 3-1 through 3-67"

~i_~: This comment duplicates previous comments. As
stated in response to comment AJ#40, the data were not ignored.

AJ#6?. "Ralotherposslbillty for the increase of 1,I-DCE is the downgradlent
movement from sources to the northeast. An upgradient well east of ~ae
facility [~L~] detected the highest concentration of I,I-DCE in the a~ea."

EPA Response:    It is true that upgradient sources of I,I-DCE
could possibly be the cause for the increasing I,I-DCE. However,
based on the timing of the increase and associated decline in
TCE, degradation may be a more likely scenario. A combin~tion of
the two factors is also possible. As discussed in the response
to comment Aj#63, ALR’s consultant believes that it is l~Kely
that TCE is degrading to I,I-DCE at this location ("1990 Annual
Report, Waste Disposaland Ground Water Monitoring, Azusa Land
Reclamation Landfill, Azusa, California", prepared by Law
Environmental, Inc., January 28, 1991.

AJ#68. "When concentrations of I,I-DCE began to increase in this well
(W11AZW01), concentrations of POE also increased dramatically. Since PCE is a
more chlorlnated solvent than ~CE, this increase is inconsistent with the
hypothesis of blodegradatlon."

EPA Response: The increase in PcE is much less "dramatic" than
the increase in I,I-DCE, and PCE concentrations subsequently
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decreased. An increase in PCE concentrations is not necessarily
"inconsistent,, with the hypothesis of degradation. There are
many factors that impact the concentrations observed at the
wells, including the location and nature of (particularly
variability in) the contaminant source.

AJ#69. "It £a unclear why discussions of facilities that are not within the
geographimboundarlee of thoOUaro included in the text. These discussions
provide little or no assistance in quantifrlng degradation of chlorinated
solYants,"

~: The purpose of the discussion isto briefly
examine whether biological degradation of CVOCs may be occurring
in the OU area; not to quantify its rate. To accomplish this
task, we selected facilities where deep vadose zone and
groundwater investigation work had been completed and where the
investigation had verified the presence of potential degradation
products (dichloroethane, dichloroethene, or vinyl chloride). We
knew of only two facilities in the OU area which met these
criteria (as of mid 1992); therefore the evaluation was expanded
to include three other facilities in the San Gabriel Basin.,
Subsurface conditions do differ in different portions of the
Basin, but evidence of degradation outside of the OU area is
relevant to its potential in the OU area.

AJ#70. "Figures 3-11 and 3-12 indicate that nitrate concentratIDn, greater
than the MCL are probably already present in portionm Of the OU."

EPA Response: Comment noted.

Aj#71. "In what wells did depth-speclflc sampling of nitrate occur? Were data
�omplete enough to identify a potential hlgh-nltrate zone?"

~PA RespoDse: Figure 1-4 in the FS lists the wells in the OU
area where depth-specific sampling occurred. Depth-specific
nitrate samples were collected from all of these wells. As
stated on page 3-44, nitrate concentrations appeared to be fairly
uniform across the upper 400 to 500 feet of the aquifer.

AJ~#72. "Radon is not listed in Table 4-2, however it is included in TabLes Ll-
5 and II-6. The exclusion of radon from Table 4-2 implies that there ere no
chemical-specific "applicable" requirements for this chemical. A TBC level of
1.5 pCi/L for radon is Listed on TabLe 4-3, however a "treatment objective" of
300 pCi/L is listed on Tables 11-5 and 11-6. It is assumed that this
objective is based on the proposed MCL; this value is thereforl considered to
be ¯ TBC. The basis of the number used as the treatment objective should be
discussed in Section 4, and �learlM identified am a TBG."

~PA Response: commentor is correct that the basis of the 300
pCi/L treatment objective for radon is the proposed MCL (as
stated on page 8-10 as part of the discussion of treatment
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process options) and that until completion of the Record of
Decision this objective is a "To Be Considered" (TBC).

KJ#"73. "How w¯8 %he water from EPA pumping testa disch¯rged? Ut| that watoE
from spinner l~g£ng and depth sampling discharged to ¯ eto~m sower, reCharge
basin, or dLscharged dtrectlT to the surf&co?"

~: Groundwater pumped during EPA-sponsored spirmer
logging and depth-specific sampling of wells in the Baldwin Park
area was discharged either to a local water distribution system
(well numbers 08000060 and 01900031) or to nearby flood control
channels either bypipe or through storm drains (well numbers
01900882, 71903093, 01900029, 01900035, and 08000093). The
pumping rates, volumes, and quality of water discharged are
described in the following two documents:

"Sampling and A~alysis Plan for Well Logging and Depth-
Specific Sampling of Wells, San Gabriel Area 5 Remedial
Investigation. Prepared for EPA Region IX by CH2M HILL.
September 5, 1990."

"Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation.
Prepared for EPA Region IX by CH2M HILL. December 2, 1991."

The rationale used to select the method of discharge is described
in:

"Draft Technical Memorandum, Disposal Alternatives for Water
Generated During Well Logging, Depth-Specific Sampling, and
Wellhead Sampling, Area 5 Remedial Investigation, San
Gabriel Basin. Prepared for EPA Region IX by CH2M HILL.
January 28, 1991."

All three of these documents are included in the Baldwin Park
Operable Unit Administrative Record (Administrative Record
Numbers 181, 203, and 276).

Kj#74. "The requirements for ¯esthetic qualltlel of treated water should be
similar to those for uncontaminated water that currently goes into the
purveyor’ ¯ distribution system."

EPA Response: Comment noted.

KJ#?5. "Suffi©ient information in Subarea 3 are not available %0 "demonstrate
that a~ion iJ necemmaW to stabilize the site.."

~PA Response: We disagree. See Response A for a detailed
response to the plume stabilization and plume equilibrium
hypotheses offered by the San Gabriel Basin Industry Coalition as
:reasons for delaying action in Subarea 3.
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IJ#76. "Ill chemicals reported as detected b the OU have been included as
chemicals of potential concern (COPCs) in the risk assessment. EPA has
outlined specific suggeationE for selecting COPCs in the R/ak *-see=me
~e ~oE ~ (R~GS$ EPA, 1989); none of the EPI approaches to
identify COPS were incorporated in this Ours. "l’l’~ese Include, but arm not
llmi~ to the following: a. Elim£natlon of chemicals that were detected
infrequently (e.g., less than 5 percent); b. Comparison of common laborator~
contaminants (e.g., methylene chloride, acetone) in site-specific samples to
iAborato~2 and field blanks. These chemicals would be retained m8 COP(Zs only
if the concentration in the alte sample exceeds 10 times the maximum
�oncentration detected £n an~ corresponding blank sample.

applying the above rules wuld eliminate at least eth¥1bansene, methylene
chloride, and xylene(8) as COPC8. Insufficient information is ava41able on
blank data to assess whether acetone would also be eliminated as a COPC.
Please explain the rationale for not following the RIGS protocol?"

EPA ResDonse: The methodology used in the Baldwin Park

Feasibility Study to select COPCs is consistent with EPA
guidance. The "specific suggestions" referred to in EPA’s Risk

Assessment Guidance (RAGs) are optional approaches offered if the
number of COPCs is so large as to make the risk assessment
unreasonably burdensome (see RAGS, page 5-20). The number of
chemicals evaluated in the risk assessment was reasonable and
manageable; nothing would be gained by eliminating any of the
chemicals.

Also, there is no justification for eliminating methylene
chloride or acetone as COPCs. These chemicals can result from
laboratory contamination during sample analysis, but in the
Baldwin Park area both acetone and methylene chloride are known
to have been widely used by industry as raw materials and
solvents.

Am#77. "The data set chosen for analysis in the risk assessment included only
the CLP data, even though other data also exist for the OU. The use of a data
set of onlT 1 year’s duration can sometimes significantly change the ,estimated
exposure concentrations, the COPC8 selected for analysis (because additional
data =an allow elimination of more chemicals as COPC8, bamed on frequency of
detection), and resulting risks, compared with for example the use of a data
set for a 3-year duration. The uncertainties assoalated with use of a
selected data set should be discussed in further detail."

EPA Response: Only CLP data were used in the risk assessment
because these data are of known, high quality. Inclusion of non-
CLP data would not, however, significantly change the risk
estimate. Inspection of Figure 7-1, which summarizes both CLP and

non-CLP data, indicates that the chemicals detected and ~eir
average concentrations during the specified time period’do not
differ significantly.

A~#78. "It is unclear wh¥ "nondetects" from upgradient wells were r~,oved from
the data set prior to conducting the statistical analysis. Removal of these
~ta results in the prediction of higher average and 95 percent upper
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confidence limit (UCL) estimates in the OU. Please substantiate this
approach."

EPAResDgDs~: "Nondetects" from one well (VIOAMMWI) and the
lower depth intervals of a second well (EPA 5-1) were not used to
estimate exposure to contaminated groundwater. The use of
nondeteots from these two wells or from any of the hundreds of
other wells located in clean areas of the San Gabriel Basin would
misleadingly decrease the exposure estimate, in effect dilating
the known areas of contamination. The purpose of the risk
analysis is to estimate the risk resulting from exposure to
contaminated groundwater, not to estimate the obviously
insignificant risk from clean portions of the aquifer.

A~#79. "Additional specific information is needed to assess the approach used
in estimating exposure point concentrations for%ha risk assessment. It is
stated in RAGS that a well-by-well analysis should be conducted to estimate
chemical �oncentration8 in groundwater for the purposes of the risk
assessment. It is stated in the OUFS that the data evaluation conduc1~ed for
the risk assessment aignlficantly reduced the estimated axposuropoln15
concentrations used in the analysis; it is unclear without additional
information and e detailed data evaluation whether or not this is actually the
case. Please provide the information necessary to conduct an independent
anaITsie of the methods used."

~PA ResDons@: EPA guidance explicitly recommends using average
values for the concentration term in Superfund risk assessments
(see OSWER 9285.7-081, May 1992, included in the Administrative
Record). Commentor is incorrect in stating that RAGS re~ires a
well by well analysis.

We are unclear what additional information the commentor
requires; we believe that the FS provides all data needed to
estimate exposure concentrations and explains the methodology
clearly. Table 5-2 lists individual water quality results; text
on page 5-9 explains how the analytical results were analyzed;
and Table 5-3 presents the results of the analysis.

AJ#80. It is unclear whether the statistical analyse8 were conducted with
proper regard to elevated detection limits (if applIc~le; no discussion was
found in the text). The EPA default approach of applying one-half the CRQL
for all nondetects was used In the analysis. Use of one-half an elevated CRQL
can sometimes increase the exposure Point concentration estimates
significantly, and, with very Potent carcinogens, can make an important
difference in the results of the risk assessment.

EPA Response:    Inspection of Table 5-2 (which lists detection
limits for all samples) indicates that detection limitswere not
elevated. They are less than or equal to 1 ug/l for all
analyses.
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Also, the approach used in the risk assessment was to assume one-
half the detection limit (not one-half of the CRQL) if a chemical
was not detected in a particular sample.

AJ#Sl. "Please provide detailed information on the statistical approach used
in the anaITsls, so that an independent review of the assessment can he
conducted. Borne of the results of the statistical analysis appear to be of
concern. F’or example, as shown on Tables A-I through A-4 (Appendix A),
concentrations for manl of the COPCS were predicted to be the same for both
the average and 95 UCL concentration, raising questions about the use of
elevated detection limits, robustness of the data set, etC. In addition, as
shown eatable 5-3, the standard deviation for TC2~ esquire high (e.g.,
average concentration of 55.1 - 107.8 mg/l), indicating high variability in
the data set for this chemical. This standard devia%ion seems to indicate
high uncertaintT in the "actual" average and 95 UCLconcentrations. Since TCE
is the risk "driver" for the OU, a change in the concentration data, and/or
the assumptions used to develop these concentrations could dramatically affect
the results of the risk assessment."

EPA Response:    The expression of "concern" for the results of
the statistical analysis is unfounded. As described in response
to the previous comment, detection limits are not elevated. Nor
is the absence of a "normal" distribution or the level of
variability in the data unusual for environmental sampling; we
believe that it does not warrant additional or more sophisticated
analyses.

We agree that a higher concentration estimate, particular~ for
TCE, would change the risk estimate. The impact of assuming a
higher TCE concentration is easily predicted, however. If the
peak TCE concentration from all of the sampled water supply wells
(450 ug/l) were used in the risk estimate rather than the 95th
UCL (96.9 ug/l), the RME risk estimate would increase from
7 x i0-s to approximately 2 x I0-~.

AJ#82. "EPA (1989) indicates that the lower of the maximum �oncentratiOn and
the 95 UCL should be used to represent the exposure point concentration for
the reasonable maximum exposure (RME) scenario. No discussion was is,lad in
the text concerning this; more information (i.e., maximum detected ¢hcmalcal
concentrations) is needed to ensure that the lower of the two values ~as used
in all cases."

~_~:    Maximum concentrations are easily determined from
a visual inspection of Table 5-2. A comparison of Tables 5-2 and
5-3 shows that the 95th UCL is lower than the maximum
concentration for all contaminants, with three exceptions.. The
exceptions are benzene (UCL=0.5; maximum=0.5J), ethylbenzene
(UCL=0.5; maximum=0.4J), and methylene chloride (UCL=0.5;
maximum=0.2J). The risk resulting from exposure to the ~ree
contaminants listed as exceptions does not contribute measurably
to the total risk estimate.
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~#83. "~%e lower of the state and federal MCL# for each COPC is llsted in
Table 5-3; these walues include proposed MCLs in several cases. The ~o,:ument
should clearly outllne which of these chemicals are considered TBCE, and which
are considered to he "applicable" ARARs. In addition, existing MCLs for each
of the chemicals with a proposed SOL should be presented, if available."

EPA2~_qD~fi: The values listed in Table 5-3 are State or
Federal MCLs. All are ARARs. No proposed MCLs are listed.
Table 4-2 for a complete list of State and Federal MOLe.

See

IJ#84. "Because the lower of the chemlcal-speciflc state and/or federal MCLs
is considered to be an ARAR for that chemical in groundwater in the Baldwin
Park OU, it was unnecessary to retain all chemicals as �OPCs for avaluI~ion in
the risk assessment. Using a preliminary screening of 95 UCL chemical
concentrations against the lower of the state and/or federal MCLs llStQd on
Table 5-3, the following chemicals could be dropped from the risk nssa=sment,
as they are less than the MCL= I,I,I-TCA, I,I-DCA, benzene, chloroforl,
athylbenzene, methylene chloride, toluene, trans-l,2-DCE, and xylems(s)."

A~_A~_~S~:    This comment duplicates a previous comment. See
response to comment AS#76.

AS#85. "Exposure point concentrations were estimated assuming that the data
set was normally distributed. More often than not, environmental data are
Iognormally distr£buted, indicating that usa of the arithmetic mean and the
upper 95 percent confidence limit of the arithmetic mean (95 UCL) may not
appropriately represent the data set. Rather, the use of the geometric mean
and its corresponding 95 UCLmay be more appropriate to represent groundwater
concentrations ia theOU. Depending on the methods used in data compilation,
statistics, and data ewaluatlon, the use of the geometric mean can reduce
-assumed" awerage end ~ chemlcal concentrations by up to several or4ters of
magnitude, This reduction can dramatically decrease risks predicted in a risk
assessment. Methods to assess the normality of the ~ata set are readily
available, and are commonly applied at NPLsites. 2hess methods should be
used for assessing the normality of the data set, and the results of this
analysls should be used in estimating exposure point concentrations for use in
thm risk assessment."

EPA Response: We disagree that additional analyses of the
distribution of the data are needed (i.e., normal, log-no~al) or
that the risk estimate should make use of a geometric mean. EPA
guidance (see OSWER 9285.7-081, May 1992, included in the
Administrative Record) specifically recommends use of the
arithmetic mean "regardless of ... the type of statistical
distribution that might best describe the sampling data.’! The
guidance further states "The geometriG mean ... be~rs no logical
connection to the cumulative intake that would result from long-
term contact with site contaminants..."

A~#86. "In estimating exposure point concentrations, groundwater data from the
entire OU was used, without regard to the location of existing municipal or
water pux~eyor wells. Alternative methods for use in m risk assessment
include estimstlngpotentlal health effects on an aree-speclfic basis (e.go~
generating health risk isopleths for the entire area, to reflect the
significant differences in chemical concentrations distributed throughout the
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OU; conducting the risk assessment with consideration of current wellhead
concentrations, rather %hen an estimated average or 95 UCL~ use of well-by-
well data, as stated above), etc. Risk assessments conducted on an OU heals
increase the nnoertainty of the assessment, end oversimplify the �onplmx
conditions in the dlatributlon of groundwater contaminants. X risk &s1|essaent
considering the differing concentrations throughout the OU could he useful in
both defining the "actual" rlsk (e.g., from wellheads currently in use), would
lore approp=iatelT define the potential future risk in each area, and w~,uld be
usefQl in helping define |~clflc areas possibly needing remedlatlon."

EPA R~sponse:    We agree that more complicated methodologies
could be used to estimate concentrations, but believe that they
are unnecessary. The conclusion of the risk assessment, that

remedial action is warranted in portions of the aquifer
contaminated above drinking water standards, would not change.

AJ#87. "The risk assessment used an average daily drinking water intake value
of 2 L/day; this value should be 1.4 L/day, baled on 50th percentile adult
ingestion rates provided in the Exposure Factors Handbook (EPA, 1990} ."

EPA Resp0ns~:    Use of 2 L/day is consistent with U.S. EPA Region
IX recommendations. Page 9 of the Risk Assessment Guidance for

Superfund Human Health Risk Assessment, U.S. EPA Region IX

Recommendations (Interim Final, 12/15/89) states: "The
traditional default values of 2 L/day water ingestion ... should
be used for both "Average" and "Reasonable Maximum" scenarios in
Region IX risk assessments. This deserves special notice since

national guidance is to use intake assumptions from the Exposure
Factors Handbook, which presents different average values." The
guidance is included by reference in the Baldwin Park
Administrative Record (AR#403).

XJ#88. "The inhalation slope factor for TCE has recently been reduced from
0.017 to 0.006 mg/kg/day-~ as recommended by EPA’s Office of Health and
Environmental Assessment (F~PA, 1992). Although the text indicates that the
new slope factor was used in the analysis, Tables 5-5, A-I and A-2 indicate
that the old slope factor of 0.017 was actually used. The TCE risks should be
recalculated using the new slope factor, and the FS and communKty relations
fact sheet should be updated to reflect this change."

EPA Response:    The first statement, that the inhalation slope
factor for TCE has been revised, is correct. The revised,
provisional value, 0.006, was not used in the Baldwin Park OU
risk assessment since it was published after the risk assessment

was completed.

The second sentence in the comment is incorrect. The text (p.5-
17) and the Tables all indicate that the old, unrevised value,
0.017, was used.

Use of the revised slope factor would not affect EPA’s decision
to take action or the scope of the action. Commentor presents
the impact of this change in comment AJ#92.
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i~#89. "In addition,.TCE (which may be on m couttnuulhetween t possibJLe and
probable human carcinogen [SPA, 1992]) has not been assigned either an
inhalation or ingestion reference dose (RfD) on ZRIS. Thus, the infonaation
on Tables 5-5, A-3, and A-4, which present an RfD and the calculatJ~ns of
noncarcinogenic health effects from exposure to TCE, should be �orrect~ad. A
value of 0.006 was erroneously listed on these Tables ms an RfD, rather than
a8 the slope factor feEt he chemical."

~A_~= The RfD of 0.006 listed for TCE is correct. This
provisional oral RfD value was derived by EPA’s Environmental

Criteria and Assessment Office. A copy of an EPA memorandum
documenting the RfD is included in the Administrative Record.

The memo is from Joan Dollarhide to Stan Smucker, dated 4/13/92.

AJ#90. "In the characterization of potential health risk, chemicals considered
to he known or potential carcinogens should be combined using the carcinogenic
weight of evidence (WOE). EPA (1989) recommends that Group A carcinogens
should be summed separately from BI, B2, and C carcinogens. Thus, risk
characterization results should be separately presented for each of tlhe four
WOE categories, rather than summing all four categories. In the risk
assessment, all carcinogens were summed as if thsF were all "known" human
carcinogens, without consideration of the WOE. Please revise the risk
assessment accordingly to follow EPA’s protocol for risk characterization
(EP~, lS89)."

SPA ResDons~:    The method used in the Baldwin Park OU risk
assessment is consistent with and explicitly described in EPA
guidance (RAGs). RAGs states:

"The cancer risk equation for multiple substances sums all
carcinogens equally, giving as much weight to class B or c
as to class A carcinogens."

AJ#91. -Based on the erroneous RfD used for risk characterization, the
resulting hazard quotients (Tables 5-6, A-3, and A-4} of 0.25 and 0.44 for
average and RME cases (far both ingestion and inhalation exposures),
respectively, should be deleted and replaced with zeros in each case. In
addition, the resulting hazard index is changed slgnificantIy by this mistake;
previous results indicated total noncar=inogenic hazard indices of 1.0 and 1.8
for average end RME scenarios, respectively (Tables A-3 and A-4}. New hazard.
indices of 0.5 and 0.92 for average and RME, respectively, are calculated when
this mistake is corrected. While the initial results indicated the; there may
be a concern for toxic effects from the noncarcinogenlc chemicals ~l
groundwater, the results of this change indicate that noncarclnogenlc health
effects are NOT expected from the presence of these chemicals (using the
assumption that a hazard index greater than 1.0 indicates that adverse impacts
mat occur; EP&, 1989). "

EPA Response:    Commentor is incorrect in asserting that EPA used
an erroneous RfD. As noted in response to comment Aj#89, EPA
properly assumed an RfD of 0.006 for TCE. The hazard quotients

of 1.0 and 1.8 remain valid.

AJ#92. "Similarly, the risk characterization results for hypothetical cancer
risks from exposure to TCE were also calculated incorrectly. As indicated
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above, the revised slope factor of 0.006 mg/kg/day"~ should have been used in
the analysis; when this change 18 made, currently listed TCE risks are red~ced
to i x 10-~ and ? x 10"" for average and RME exposure scenarios, respectively."

EPA Response: Commentor is correct that the slope factor for TCE
has been revised downward from 0.017 to 0.006 mg/kg/day-I. Use
of the revised slope factor would not affect EPA’s decision to
take action or the scope of the action.

AJ#93. "Although the text has a detailed discussion of the environmental
species that are present in the Santa Fe Dam area (pp.5-22 to 5-27 ), only one
statement linking potential environmental exposures with groundwater
concentrations was found. This sole reference cited an average concentration
of less than I ug/l PCE and TCE in Well 08000070, used to fill the recreation
lake. No surface water data are presented in the O~/F~, and therefore
considering the volatile nature of PCE and TCE, there is a strong Possibility
that no environmental exposuEes are occurring."

&J#94. "Groundwater injection wells and aquifer recharge via surface discharge
should be incorporated into Table 6-1 as general response actions to control
contaminant migration (hydraulic containment)."

SPA ResPonse: Comment noted.

AJ#95. "Table 6-2 Table 6-2 contains a common mistake. In Situ 2reatment and
Water Use are not really GRAs that address the response objective. T~y are
Just parts of Potential groundwater extraction alternatives; analogous; to
choosing a turbine versus a submersible pump. That is, they are Just process
options. Similarly, aquifer recharge should be separated from water use
because it ks most commonly combined with groundwater ~xtraction to affect
hydraulic containment, a "general response action".

EP~ Response: In situ treatment is presented as a General
Response Action since many in situ treatment methods (e.g.,
passive funnel and gate systems) do not involve groundwater
extraction. Still, we appreciate the suggestions on alternative
ways to present the results of the response action/technology
screening process.

AJ#96. "In-Sltu Treatment - The comment in the applicability column on
by-products suggests that the only In-sltu method considered was
biotreatment. Was ai~ sparging considered? The squlfer and vadose zone are
sufficiently permeable end the predominant chemicals are volatile. Since the
constituents of concern do not biodegrade easily under aerobic conditions, by-
products are not a concern. The problems with groundwater extraction,
including water disposal issues, warrants a more detailed evaluation of other
options."

~PA Re~ponse: See Response E for a detailed evaluation of air
sparging.
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AJ#97. "oroundwater Extraotlon - Although extraction may remove high levels of
vats, the effectiveness is location dependent. If the remedy ks focused
solely on migration control, the Table shows that a downgradient location ks
preferable. However, if the well is downgradient, the eyes" in the raloval
�o~ulnchanges %o ¯ "no’."

EPA ResponSe: We agree that effectiveness is location-dependent.
We note that a well located at and within the downgradient end of
contamination could achieve both objectives of migration control
and removal of high-level of contamination.

AJ#98. "When a relatively small area of vary high concentrations are ~aown to
exist al in this OU, extraction is more logically located there to remove the
high levels and prevent their migration downgradlent. Only then should both
columns on Table 6-2 [for the "groundwater extraction entrl] contain n "yam"
re s}.:|~:)n s e."

~j~l~i: We are unsure of the "relatively small area of
very high concentrations" to which commentor refers. As pointed
out in response to other comments, the number of monitoring wells
are too few to define individuals plumes. See Response B for a
discussion of the alternative approacheS for locating extraction
wells in areas with multiple sources.

AJ#99. "Groundwater Extraction - According to the table, groundwater
extraction with the wellhead treatment option is not capable of removing high
levels of contamination or providing a degree of migration control. This ks
incorrect. A wellhead treatment system on a production well with relatlvaly
high concentrations w_J~remove high levels of contamination. If pumping is
sufficient, it may also provide a degree of containment. A well does not have
to pump continuously to ~ in migration control. Gont&mlnants that begin
to migrate past the influence of a pumping well zu~y be "recaptured" ~hen
pumping resumes."

EPAR~sponse: We agree that treatment systems installed on
production wells with relatively high concentrations will remove
high levels of contamination and will, if suitably located,
contribute to migration control. We also agree that intermittent
pumping can contribute to migration control.

AJ#I00. "The note An the applioabillty �oluan states that "(E)xlsting
downgradlent wells are not optimally located for migration control".
2 of the 3 proposed extraction locations in Subarea 3 are existing
downgradient wells."

~PA Response: We agree. The text in the FS should state that
existing wells are not suitably located to fully satisfy EPA’s
migration control objective.

AJ#101. "Please provide the rationale to support ZPA’l decision to not include
optimizing mall removal of chemicals from the aquifer to compliment the OU
"migration control" objective. Current data indicates the presence of
separate and distinct source areas of chemicals in the OU that if continued to
be ignored, will further degrade aquifer conditions and increase the cost and
time necessary to implement effective migration control and aquifer
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r~ediation measures. HLA’s independent analysis of aquifer conditions
indicates that ¯ source control ¯orlon which maximizes mass removal action
could compllm~t migration control, end %her~by further cptlmlso the remedial
response objective for the OU."

~--2L2~: Mass removal is an objective of the Baldwin Park
OU. See Response B for additional details on how the remedial
objectives of migration control and mass removal will be
translated into extraction rates, locations, and other project
details.

See Response B for additional explanation of EPA’s strategy for
addressing known or suspected source areas.

~PA Response: We agree that the remedy for the Baldwin Park area
should address the sources of the contamination. The extraction
and treatment facilities included in Subarea 1 in the selected
remedy will "reduce the source term" by limiting the impact of
any residual surface or subsurface contamination on portions of
the aquifer downgradient of the Subarea.

we are unclear of the impact, if any, of restating or re-ranking
the two remedial objectives of migration control and mass removal
as suggested in the comment. Instead, we present in Response B
guidelines for translating the remedial objectives into
extraction rates, locations, and other project details.

AJ#I03. "The remed[al respOnse ob~ectiv¯ of inhibiting contaminant migration
from highly contaminated areas is currently being achieved through p:roductlon
well pumping in subarea 3. This objective could also ~e achieved in Subarea I
by groundwater extraetlon from the most highly contaminated ¯rea upgradlent
from the proposed extraction wells. PropOsed extraction clusters ¯~e more
than l-mile downgradient from these high concen£rations."

~PA Response: There is no evidence to support the assertion that
production well pumping in Subarea 3 is achieving EPA’s remedial
objectives in the Subarea. See Response A for a detailed
response to this plume stabilization or no migration hypothesis.

Also see Response B for explanation of EPA’s proposed pumping
configuration.
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AJ#104. "Please provide the rationale to conclude that "the remedy will be
optlmlsed in slse end configuration for migration control rather that :~as
re--oval’. The.optimization process zhould balance migration control ~dRass
removal objectives. I "balanced" response objective that would optimi~zo the
"time- andcost-savings" provided by anOU Interlmactlon should be
incor1~rat~l.*

~: The decision to make migration control the primary
objective of the Baldwin Park OU is consistent with EPA
regulations and guidance and experience at other contaminated
groundwater sites. See pp. 6-1 through 6-13 for references to
relevant EPA regulations and guidance. Also see response to
comment AJ#102 and Response B which presents guidelines for
translating the remedial objectives into extraction rates,
locations, and other project details.

AJ#105. "It is implied that EPA’s Interimactlon will resolve the it~as cited
as "Reasons Not to Delay Action". Please explain how the interim action will
resolve each of the five items discussed on pages 6-11 through 6-12."

EPA R~sponse: As stated in the Proposed Plan, EPA’s selected
remedy would:

Limit further migration of highly contaminated grounc~ater
into less contaminated and uncontaminated portions 01~ the
aquifer [reducing the potential for human exposure];
Reduce, but not necessarily eliminate, the need for water
purveyors with wells in the Baldwin Park area to install
treatment
Reduce the cost and difficulty of operating existing
treatment facilities by preventing highly contaminated
groundwater from reaching existing facilities
Reduce the likelihood that future increases in contaminant
concentrations at active water supply wells will result in
"emergencies" requiring immediate actions such as relocating
wells to clean areas
Reduce the eventual cost, difficulty, and time required for
complete cleanup of all or portions of the aquifer. (If no
action is taken, continued contaminant migration would
result in the need to treat larger volumes of contaminated
water and may result in the increased presence of vinyl
chloride or other CVOC degradation products that are more
difficult to treat or more toxic than the parent compounds)

AJ#106. "The statement "Groundwater contamination in the OU area is known to
be spread£n9 into Ie$I contaminated and uncontaminated portions of. the
aquifer", has not been 8ubntantlatedby a technical evaluation of available
data commensurate with the importance of this conclusion."

~PA Response: We disagree. See Response A.
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A~#107. "bnoted in previous sections in this document, the downgrad~Dn% part
of the plume is not well defined. Current pumping and wellhead trea~iBnt will
provide a measure of containment downgradlent and permit time to cont~aue
needed imveetigations in this area. ~his would ensure that the area ils
p~perly characterised before 1oney is spent unnecessarily."

~PA Response: Current pumping is inadequate to meet EPA’s
remedial objectives. This conclusion is supported bythe
evaluation of the "no action" alternative included in Section 12
of the FS. Also see Response A for discussion of the (limited)
value of conducting additional investlgation~ before selection of
a remedy.

A~#108. "Please explain EPA’s conclusion that "the partitioning of more
contaminant mass from the dissolved to the eorbed phase" would occur ~n the
aquifer [p.6-12]. Since partitioning is an equilibrium driven process; it is
unclear how time will increase contaminants eorbed to aquifer materials."

EPA Response: As contaminated groundwater moves into clean or
less contaminated areas, additional contaminant mass would
p~Lrtition from the dissolved into the sorbed phase.

AJ#109. "After reviewing EPA water quality data and LARWQCB files, no facility
in the OU has been found where concentrations of DOE, DCA and vinyl chloride
increase with time. Vinyl chloride has only been detected in a few wells in
the entire OU. Most of the detections were random, one-tlme hits at low
�oncentrations."

EPA Response:    As stated in the FS, the text does not refer
specifically to facilities in the OU area. (The last paragraph
on p.6-12 reads: "At numerous facilities in the San Gabriel

Valley...") In addition, the text does not state that DCF., DCA,
~D~ vinyl chloride are increasing. It states that concentrations
of "DCE, DCA, or vinyl chloride increase with time."

There is only one facility in the OU area with a long enough data
record to evaluate changes in vinyl chloride concentrations with
time. At this facility (the ALR landfill), trends at one well do
indicate that landfill-influenced degradation may be occurring.

AJ#110. "In order to evaluate the issue of biodegradatlon, existing trends
should he examined. The lengthy discussion in Section 3 only explains the
concept end presents summary data on potential degradation products :~rom %we
OU facilities. Water quality data should he analysed over time to see what
conclusions can be made regarding the regional groundwater flow reg~,ae."

~PA Response: we agree that additional evaluations are possible.
Also see response to comment Aj#69.

AJ#III. "A cureory review of all of the detections presented on EPA’e
concentration maps of potential degradation compounds in Section 3 reveals
that an overall increase in degradation products is not occurring. Of the 15
wells that have recently detected 1,2 DCA or 1,1 DOE (Figures 3-4 an~ 3-5),
there are no wells that have increasing trends of both compounds over the last
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5-1earl. Lele than 20 percent of the wells contain increasing trends for
either of the two compounds. Attachment A data indicate that there has been
onlT one detection of Tinyl chloride (2 pph) in the OU mr¯¯ in the last few
TeaE|; ¯ -

EPA ResDo~se: An overall increase in all degradation products
would not necessarily be expected even if biodegradation is
occurring. Given the complex contaminant distribution in ~e
areal (probably numerous sources and plumes), degradation m~y be
occurring at different rates along different degradation p~thways
in different areas depending on local conditions (both source-
related conditions and physical conditions).

It is not clear how the determination that both 1,2-DCA and 1,1’
DCE are not increasing at any wells impacts an evaluation c~f
degradation. As shown in Figure 3-10, these two compounds are
not in the same degradation sequence and would not be expected to
both be increasing for degradation of a given plume or
contaminant source.

A~112. "In the case of this ou, additional monitoring may be necessa~ in
order to ~oDose ¯ remedial action."

EPA Response: This comment duplicates previous comments. As
stated previously, we do not believe that additional monitoring
is needed before remedy selection. See Response A for additional
details.

AJ#II3. "C~ntlnued pumping or increased p~unping at selected water supply wells
can also inh~It contaminant migration. Watermaster’a institutional authority
can assist in achieving EPA objectives."

EPA Response: We agree.

AJ#114. "This paragraph [p.6-14, paragraph 2] verT effectively descr41~es the
concept that should he applied to groundwater extraction in the OU. Both mass
removal and migration control can be achleved through extraction at the source
area(s) where �oncantratlonm are the highest. WhT not propose extraction
north of 1-210 Freeway where concentratlons of some compounds are orders of
mag,£tude hlgher than other wells in the OU."

~P_qDm~: This comment duplicates previous comments. See
Response B for a detailed response. We note that concentrations
of some contaminants in the Baldwin Park area south of the I 210
freeway are the same order of magnitude as concentrations north
of the 1210 freeway. For example, 9,800 ug/l PCE was measured at
MW-3 at the Aerojet facility (5/93), versus concentrations as
high as 32,000 POE at WIOWOMWI (8/93). The difference is a
factor of three, not "orders of magnitude."

AJ#115. "Please provide the documentation and describe the results oi~ the
"bench-scale ozone/hydrogen peroxide study that wad completed using
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groundwater from the OU area and Whittier Narrows." This important study
ahouldbe available for public raview;"

~: The results of this work can be found in two
papers referenced in the FS, both byBellamy, William, et al
(1.989 and March/April 1991). The 1991 article is available in
the Research Journal, Water Pollution control Federation, Volume
63, Number 2.

AJ#I16. *Please provide the definition and significance of use of ~he term
"assimilable- organic compounds."

EPA ResDonse: The term "assimilable" is defined as ’"capable of
being assimilated." Assimilable organic compounds (AOC) are
compounds that can be converted by microorganisms into protoplasm
and assimilate into their cell mass. The amount of these
compounds present in the ozonated water is higher than in the
untreated water.

AJ#117. "The last sentence of this page [p6-25] i8 unclear. Should it read
-OAC filter [or?] through biological degradation"~"

E’PA Response: The referenced sentence is correct as written.
some extent, the granular activated carbon (GAC) filter will
become biologically active. Because the listed compounds are
readily biodegradable, they can be effectively removed by even
this limited biological activity.

To

AJ#II8. "Aquifer recharge can help control contaminant m£gratlon only if
recharge occurs at a desirable location."

~PA Response: We agree. Also see response to comment AJ#179.

AJ#119. "The effects of increased spreading on contaminant transpor£ must be
fully evaluated prior to remedy implementation."

EPA Response: EPA believes that it has completed adequate
evaluations of the impacts of recharge to support the selection
of remedy. Also see response to comments AJ#179

AJ#120. "as stated in the document, a combination of treatment processes maT
be the most cost effective. Where are technology combinations evaluated in
thl8 document~"

~PA BespoDse: See Section 8 for an evaluation of two
combinations of treatment technologies (treatment technology

trains): air stripping followed by liquid phase carbon, and
Advanced Oxidation Processes followed by liquid phase carbon.
Section 8 also includes a discussion of the potential merits of

two-stage air stripping (p.8-41).

AJ#121. "Treatment facilities currently exist in the basin. The Main San
Oabriel Basin Watermaster and the San Gabriel Water qualltT Authority, as well
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as individual water purveyors have bean active in the dasign and installation
of ~.ellhaad treatment facilities in this OU. Data from these installations
would provide practical infoz~atlon on specific treatment technologieS,voperating pmbleml, and ~st8. Were these data ulod in the developne~: of
remedial actions? Why were they not referenced in the laotian on tec~aol~jy
screening? Were theT considered in the cost development?"

E~_~: The experience of water purveyors and the S~in
Gabriel Basin Water Quality Authority were considered during the
development of remedial alternatives. They confirm EPA’s
conclusions that either air stripping or liquid phase carbon may
be effective technologies depending onthe precise mix on
contaminants. Data from existing San Gabriel Basin treatment
facilities were not used in the cost evaluation since contaminant
concentrations differ from those expected in EPAIs selected
remedy. Contaminant concentrations influence carbon usage, which
is one of the biggest contributors to operating costs. Nor were
local data used to "identify specific designs or O&M problems.’,

It may be worthwhile to complete an up-to-date evaluation of the
performance of existing treatment facilities in the San Gabriel
Basin during remedial design, but it isnot necessary or
appropriate as part of the remedy evaluation and selection
process.

AJ#I22. "Please provide the details of the evaluation referenced in the
statement "Through an evaluation of the available groundwater quality data in
the OU area, three lubaueas within the larger OU area have been identified
between which there ap~arl to be a llgnifi¢ant change in contaminant
concentrations.’-

EPA ResPonse: This statement is further explained in the
descriptions of each of the three Subareas on pp. 7-2 through 7-
6,. Also see Response B for additional discussion of the
importance of the Subareas.

AJ#123. "The dividing llne between Subarea i and 2 is arbitrary. A more
precise representation would be to identify small hot spots as Subarea I and
include the other Subarea ¯ wells in an expanded Subarea 2. Over time, Well
WIIAZW03 (SUbarea I) and Well 1900034 (Subarea 2) have had wary similar total
VOC concentrations. Similarly, data from other wells in Subarea I (omitted
from Figure 7-I) demonstrate that total VOC concentrations do not change
llgnificantly from Bubaroa I to subarea 2. For example, the average, total
VOCs for all data presented in Subarea 2 on Figure 7-1 is 450 ppb; Thl8 Is
vezT similar to other wells An Subarea I that are omitted frol the map yet
have 8inilar LARWQCB data (WIIAZWOI m 387 ppb, WIONC~4W¯ = 446 ppb)."

~PA Response: The primary distinction between Subareas 1 and 2
is that within the boundaries of Subarea i there appea~ to be
significant and multiple sources of the groundwater
contamination. This interpretation is based on information on
the magnitude and duration of chemical usage, handling, and
disposal, and on the magnitude, extent, and pattern of
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contaminant concentrations in soil, soil gas, and groundwater at
industrial facilities in the Subarea.

In their comment, AeroJet/ALR compare Subareas 1 and 2 based on
average CVOC concentration. This comparison does not, as
claimed, demonstrate that CVOC concentrations do not change from
Subarea 1 to Subarea 2. Data presented in Section 7 and other
comments submitted by Aerojet/ALRdemonstrate significantly
higher concentrations in Subarea 1 than in Subarea 2 (although in
comment AJ#125, Aerojet/ALRprefer to label the higher
concentrations as anomalous). Instead, the comment highlights
the important point that Subarea I probably includes multiple
sources and plumes of contamination separated by less
contaminated areas, and is not a homogeneous area of
contamination. We also note that comparisons of concentrations
between wells must account for differences between wells in their
spatial relationship to the original spill or release, and
differences in construction. A well located at the centerline of
a plume will show a higher concentration than a well located at
the fringes of the plume. Differences in construction are
evident in a comparison of wells installed at three different
facilities. Wells WIIAZW01 through WIIAZW09, for example, have
much longer screen lengths than the Aerojet wells or well
WIOWOMWI. The screen lengths for wells WIIAZW01 through WIIAZW09
exceed 200 feet; the screen lengths for the Aerojet wells and
well WIOWOMWI are 50 and 30 feet respectively.

Commentor also recommends redefining Subarea 1 to include "small
hot spots." See Response B for a more detailed response to this
and other comments on the delineation and use of the Subareas.

~J#124. "There are more than five facilities being investigated in Subarea 1."

~pA Response: We agree, and do not state or imply otherwise.
The FS mentions five facilities with groundwater monitoring wells
located in the area of contamination (as of 9/92).

KJ#125. "There ,ere 20 monitorlng wells in Subarea 1 at the time of report
publication. In contrast, there are only four wells in Subarea 2. Except for
2 small areas in Subarea I where concentrations are anomalously high, total
VOCconcentrAtiona Are similar throughout~th subaresm."

~PA ~espoDse: This comment largely duplicates a previous
comment. See response to Aj#I23 and Response B.

AJ#126. "The inpllcatlon that 1,2 DCA and 1,1 DCE concentrations Are hlghor in
Subarea I ks incorrect. Approximately 90 percent of the areal extent of 1,2
DCA as shown on Figure 3-4 is in Subarea 2 with the maximum concentration near
the Subarea 3 boundary. Although the higher concentrations of 1,1 DCE are in
%he downgradlent portion of Subarea I, the maJorltT of the plume is located in
Subarea 2 (Figure 3-5)."
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EPA ResDons@:    The first sentence ofthis comment contends that
1,2-DCAand I,I-DCE concentrations are not higher in Subarea 1
thaninthe other Subareas. However, the third sentence of the
comment contradicts this by correctly pointing out that the
highest conoentrations of 1,I-DCE~re found in Subarea 1. Recent
sampling of monitoring wells at the Aerojet and Wynn Oil
facilities has confirmed that the highest concentrations of 1,2-
DCA present in the OU area are found in Subarea 1.

The second and third sentences of this comment discuss the extent
of contamination in the Subareas. It is unclear how these
statements are related to the~of contamination being
discussed in the referenced text from the FS.

~J#~L270 "contradicting the statement that "Subarea 2 is located downgradient
of f~s main suspected source area", review of the chemical data on Figure 7-I
indicates that the highest concentrations of chemicals in the OU have been
detected in Wells WIOWOMWI and VIOVCMWI, north of the Foothill Freeway (210}.
The southen terminus of Subarea 1 shown on Figure 7-1 is 1.5- to 2-miles
do~gradient of theme ~dentifSed "hot =Dots’, relpeotlvely. Please explain
whF the area north of the Foothill Freeway was not identified as a separate
Subarea."

EPA ResPonse: This comment largely duplicates previous comments.
See Response B for additional explanation of EPA’s recommended
extraction scenario in Subarea I, particularly on the advantages
and disadvantages of delineating additional subareas (i.e.,
adding or moving extraction locations closer to wells WIOWOMW1

and VIOVCMW1).

We also note that contaminant concentrations indicative of
residual subsurface sources are present not only at the two wells
mentioned in the comment, but extend to within about one-half
mile of the southern boundary of Subarea I (as far south as well
OSCOMW2 ).

Am#128. "Xt is alSO probable that chemical concentrations in Subarea 2 ere the
result of "local" sources meal "favorably" located with respect %0 existlng
wellm that have been sampled. Why are so few monitoring wells shown on Figure
1-17"

~: The small number of monitoring wells in Subarea 2
reflects the small number of possible sources of contamination in
the Subarea. It is possible that there are significant sources
of groundwater contamination located in Subarea 2, but
investigation efforts to date indicate that most, and perhaps
all, of the significant sources are located in Subarea i. Source
identification efforts have been extensive; the Regional Water
Quality Control Board has sent chemical use questionnaires to
more than 1,600 facilities and inspected more than 600 facilities
throughout the Azusa/Irwindale/Baldwin Park area.
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statements:
We see not contradiction between these two

Statement (i): there is not a significant change in
contaminant levels from just downqrad~ent of Subarea3_ to as
far south as Whittier Narrows

Statement (ii): contaminated groundwater continues to
spread into less contaminated areas

Statement (i) results from the observation that contaminant
concentrations at various wells in the interval from~ust
~gwngradient of Subarea $ to the Whittier Narrows area are
generally at or near MCLs. No significant changes in contaminant
concentration are apparent within this interval, in contrast to
the difference between contaminant concentrations in Subarea 3
and concentrations downgradient of the Subarea. We agree with
commentor that the concentrations in this interval are not;
necessarily "continuous."

Statement (ii) results from a variety of evidence discussed in
detail in Response A.

We also note that EPA is planning remedial action in Subarea 3 to
satisfy two objectives: migration control and mass removal.

AJ#130. "The vertical extent of contamination in Subarea ¯ is unknown.
Available groundwater data confirm VOCs in the 400- to 500-foot depth, range at
one location in Subarea 2 onlY. If th¯ contamination i¯ shallower at;
extractlon locations then 9roundwater need not be extracted from such ¯ deep
interval. This could result in fewer wall¯ and/or lower pumping rates which
wuld lower cost¯ substantially."

EPA ResPonse: We agree that extraction wells should be designed
to remove contaminated groundwater only from contaminated
~rtical intervals.

&J#131. "Although it is stated that "Extraction near wells with existKng Oat¯
ensures that, at a minimum, migration of known high-level contamination will
be inhibited’, review of Figure 7-2 doe¯ not show the locatlon of an
extraction well cluster at the data points shown on Figure 7-I where the
highest concentrations of chemicals in the OU have been detected (in Subarea l
at Wells WIOWOMWI, VIOVCMWI, and 05COMW2). The cloae¯t extraction well
clusters (I0 and 13) to these two data points are located I- to 2-miles
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downgr¯dient. The concentrations of PC~ and TCE detected in WIOWOMWI
represent the presence of the lost significant source of =hemlc¯ls identified
to data in the OU. Failure to address the removal of VOCs from this location
during the in~rin action will result in luther, degradation of the aquifer,
further complicate, and increase the fine and cost for long-tern ¯quifar
remediation in Subarea 1."

¯ ~P~~G: This comment duplicates other comments. See

Response B.

&J#132. "This figure [7-2] shows seven reoonended g~oundwater extrecti,onwell
locations. These locations were selected on "downgradient ~argins of the
throe sub¯tone’,and at "locations where axlsting water quality data are
¯ v&ilable’. No further rationale is given to supporh selection of well
iocatlons. These two selection crlteri¯ are inappropriate measures to acbleve
an optimal extraction array and to substantiate the high magnitude of cost for
such ¯ large-scale response action. Wells should not be located at the
margins of geogrephlc¯lly defined subaree8 or any other artiflclally conceived
boundary. Additionally, extraction locations should be selected based on an
interpretation of available data, using a well defined groundwater model, not
at locations of groundwater quality. A considerable amount of additional
analysis and thought should go into the selection of these well locations."

EPA ResPonse: We agree with the latter part of this commer~ that
extraction locations should be based on water quality data and
modeling. They are. (See Section 7.1.1.) As the comment notes,
EPA has located approximate extraction areas at the downgradient
margins of the Subarea¯. The Subarea¯ were delineated primarily
based on water quality data. (other information that helps
identify sources of contamination were also used - see Response
B.) Logically, it follows that extraction areas are based on
water quality data. These approximate extraction areas have been
identified without the use of computer modeling.

EPA’s recommendations for precise extraction locations and rates
(in contrast to the approximate extraction areas delineated using
water quality data) are based on the Subarea boundaries and on
computer simulations using EPA’s groundwater flow model to
identify the most efficient combination of extraction rates and
locations within the approximate area of extraction. A specific
c~bination of extraction rates and locations is referred to as a
pumping configuration. There are an unlimited number of possible
pumping configurations that could be implemented in each
approximate exaction areas, see Response C for additional
details on EPA modeling efforts.

It is therefore difficult to understand why the commentor refers
to the Sub¯teas as "artificially conceived boundaries" and
criticizes EPA’s selection criteria as inappropriate. Also see
Response B for additional explanation on the delineation and use
of the Subareas.
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AJ#I33. "Data from Well VIOWOMW1 [sic] with the highest concentrations i~the
OU (>lOOOx MCLs) are omitted frou Figure 7-~ and the discussion on extraction
locations. These data are listed on Figure 7-1. The areal extent of
¢ontaninatlonwould have been interpreted differently if these data no:re
considered and should have influenced the location of the proposed
extwection.-

~: We disagree. (We presume the comment refers to
well WIOWOMWI, not to V10WOMW1.) Data from well WI0WOMW1 are
included in Figure 7-1 and were considered in the our
interpretation of the extent of contamination, and in dete:~ining
Subareas boundaries and approximate extraction areas. The
omission of well W10WOMW1 from Figure 7-2 is irrelevant; Figure
7-2 was not used for these purposes.

AJ#134. Reference is made to the statement "to the extent poss~le, the
remedial alternative will make use of existing water supply wells. However,
there are at moat, only three existing production welle in or near the OU area
of contaefnatlon that are optimally located. Table 7-I describes these three
existing wells." (p.7-8) Please describe end provide the results of the
evaluation that was completed to make this conclusion.

EPA Response: EPA’s information on well locations in the San
Gabriel Basin has been obtained from the Main San Gabriel Basin
Watermaster and individual water purveyors. The three wells
listed in Table 7-1 are those wells optimally located at the
downgradient end of the three Subareas to satisfy EPA’s migration
control objective.

~ere are other water supply wells located in the OU area, but in
less than optimal locations. These wells, which include the
Arrow/Lante and San Gabriel Valley B6 wells, are shown in Figures
7-1 and 7-2.

A~ noted in Appendix I, the continued operation of the
Arrow/Lento wells (on which wellhead treatment has been
installed) was assumed in EPA’s computer simulations completed to
determine extraction rates and locations. The impact of ~hese
wells is visible in Figure 12-2 (in Subarea 2) and described on
p.12-8.
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A~#135. "Why are existing production Wells 08000060 and 01900034 (presented on
Figure 7-I with accompanFing chemical data} not identified in Table 7-17
These existing wellhead trea~ent facilities that are strategically locet~d in
the OU &re alroadT contributing to the tamedF. These wells p~ovlde a degree
of migration control while reaoving some level of cont~hant~ss. Were
these walls =onsldered in the evaluation of extraction location and
quantities~"

EPA~: See response to previous comment.

A~#1.36. The statement that "The n~er tad capacity of new Hells are based on
computer simulations" implies that ~xtraction locations are based on
groundwater modeling. This statement contradicts EPA’s insistence the:
"extraction locations are not based on groundwater modeling." Please explain.

~PA ResDonse: There is no contradiction, but some additional
explanation of the distinction made in the FS between approximate
areas of extraction and precise extraction rates and locations is
necessary. See response to comment AJ#132.

AJ#137. "As implied earlier in the report, the EPA groundwater model may not
be an appropriate tool for conducting these evaluations. On the top of page
7-6, EPA states that "the extraction locations...could be optimized using a
more discrete model of the OU area...’. Since the extraction locations,
influent ¢hanIEtry, interval to be screened, and quantities pumped are yet to
be optiRised, how can reasonable costs be generated and compared with
alternative remedies?"

~: The goal in a Superfund feasibility study is to
prepare costs estimates that are no more than 50% above or 30%

below true costs. EPA believes that the uncertainty in these
parameters is low enough to allow this goal to be met.

AJ#138o "Please provide the results of the evaluation referenced in the
statement "Xn addition to the simulations, a hydrogeologic evaluation of the
aquifer has been porfo~ed to help estimate maxinum extraction rates :[or
individual clusters (pT-11)."

EPA Response: The evaluation is summarized in the text on p.7-11
which states:

"Typical specific capacity values from existing wells in
the OU area range between 100 and 450 gallons per
minute/foot (gpm/ft). This indicates that, assuming a
drawdown of 50 feet, between 5,000 and 22,000 gpm could be
extracted from a single well or well cluster."

We are unclear as to what additional details commentor seeks.

AS#139. "What was the basis for "assuming ¯ drawdown of 50 feet’?""

EPA~esD0nse: Fifty feet of drawdown was assumed as a reasonable
maximum drawdown value that would not result in excessive pumping

costs.
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A~#140. "How was an initial extraction rate of 38,500 gallonsper minute (gpm)
derived? What rationale was used to select this rate and other rates
preaent0dln~ILble 7-2? Now was the zone of influence determlned?"

~: The initial extraction rate of 38,500 gpm was
s~mply an "educated guess" based on previous simulations

performed during the initial development of remedial
alternatives. Rates for the subsequent simulations were based on
a review of the groundwater contour maps shown in Figures 7-5
through 7-8of the FS. The zone of influence was manually

approximated by drawlng capture zones for each well based on the
simulated groundwater contours (as shown in Figure 715 of the

Fs).

X~#Idl. "Because Capture sone8 are not shown on all the figures, and :for all
ti~eperlods, it is’notpossible for the reader to comprehend how waried
extraction rates affect groundwater capture. AddltionallT, At is more
difficult to co~rehend seasonal (temporal) wariatlone in the flow regime..

~PA Response: We have added capture zones to Figures 7-5 through
7-8. They are included in this Responsiveness Summary as Figures
RS-4 through RS-7. We have also added capture zones to Figure
12-2; the revised Figure is included as Figure RS-8.

xJ#142. "The method of establish£ng extra,alma rates for the three subsreas is
based on the need to provide capture for the entire geographical ares. of all
8ubaret8 �ombined. Based on discussions in Section 7.1, these Subarea
boundaries wore established as a geographical convenience, and ©oncen%ratlons
are "notunifor1" within the subarea. These Subarea boundaries are not linked
to a specific water quality criteria or concentration. It i$ therefore
inappropriate to use these geographical boundaries as required limits of
groundwater capture."

EPAResDonse: This assertion in this comment that the Subareas
are geographic conveniences not linked to water quality
concentrations is incorrect, and duplicates previous comments.
see response to comment AJ#132.

)LJ#143. "Review of the "Safe CaSe" simulations presented on Figure 7-4 show
the influence of recharge from the ISG and the associated effects on the
groundwater regJJae, however, all slmulatlons fall to qnantifT the
signlflc&ntlT greater influence of recharge from the santa Fe Spreading
Oround$ (SFSG). The influence of recharge frol the SFSG has a dramatic effect
on gradients and flow directions in Subarea I end Subarea 2 far 9rearer than
effects from the ISG. Failure to incorporate this controlling and prominent
hFdraullc feature of Subarea I in EPA’s evaluations will continue to handicap
EPA*S abilit~ to conduct valid modeling for the OU."

EPA Response: .... Contrary to what is Stated in this comment,
current recharge practices at SFSGare incorporated into all of
EPA*s simulations. Recharge at SFSG is incorporated in the model

in the northern portion of RI Area 3 (see Figure 7-4 and Section
7.2.1 in the FS). Of the four quarters included on Figure 7-4,

only the Spring 1983 quarter had substantial recharge volumes at
SFSG. As shown in the figure, the high recharge rates at SFSG
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cause significant changes in the magnitude and direction of

groundwater flow throughout the OU area (compared to the
"average" groundwater flow conditfons shown for the Fall 1986 and
Spring 1987 quarters). Also, as shown in Figure 7-4, although
there is a large "mound" created by recharge at ISG (recharge at
ISG is entered as a nodal value, while recharge at SFSG is a
elemental value spread over four nodes), the groundwater flow
changes attributable to ISG impact a much smaller area than the
more regional impacts caused by SFSG.

X~J!L44, "The "Base Case" silulat£ona also fail to ~nelude the capture
influence from existing product£on wells operating within the OU. Several
production wells o~rate within the OU that have a "poaltlve" effect on
llmlt£ng contaminant migration. This component will need to be evaluated in
order to conduct a proper analysis of the "No Action" Alternative. Please
incorporate this component into the "Base Case" e~Jnulationa and make these
results available to the public for review. Those wells that have &
"positive" effect on linltin9 contaminant migration should he summaril, ed
similar to the way that EPA has summarized those wells with a "negati~ve"
effect as ident£fled in Table 7-3 and Figure 7-2."

~PA Re~ponsQ: The "Base Case" simulations do include the
influence of existing production wells operating within the ou
area. For example, as is recognized in the next comment aLnd in
subsequent comments, the Lante/Arrow Highway production well
cluster in the middle of Subarea 2 does cause deflections in the
groundwater contours shown in two of the four water level maps
included in Figure 7-4.

In reviewing Figures 7-4 through 7-8 to respond to this comment,
we noticed that the effects of the Lante/Arrow Highway well
cluster are obvious in the Spring 1983 and Fall 1989 maps, but
difficult to detect in the Fall 1986 and spring 1987 maps. We
therefore reviewed the model input files to confirm that
operation of this well cluster was simulated throughout the
12 and 3/4 year modeling period as intended. We discovered that
in the 51 quarters simulated, significant pumping at Lante/Arrow
(at 3,000 gpm) was simulated in 47 of the 51 quarters. Of the
four quarters in which pumping was inadvertently not simulated,
two are the Fall 1986 and Spring 1987 quarters presented in
Figures 7-4 to 7-8. This error has negligible impact on the
modeling results (i.e., EPA’s recommended extraction rates and
locations) since the zone of drawdown resulting from ex~:action
at this cluster does not extend into either Subarea 1 or 3, and
no impact on any aspects of the remedy, but we apologize for the
error.

We also note that this error would not affect the particle
tracking results presented in Figure 7-9 or 12-2 since the error
is less than 8%. (Extraction at this cluster was assumed in 47
of 51, or more than 92%, of the quarters.)
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AJ#145.’The production well in the center of Subarea 2 in the Fall 1989
simulation appears to provide containlent of a large percentage of the
contamination area. What is the pumping rate of this well? What level of
contalmaent to Subarea I is already being provided by this well?"

~PA ResDo~se:     The simulated pumping rate for this well (the
Arrow/Lante well cluster) is 3,000 gpm. The "level of
containment" can be interpreted from Figures 7-4 and 12-2. In
Figure 12-2, it is apparent that the cluster can extract and
contain some of the contaminated groundwater originating in
Subarea i.

Two limitations of relying on extraction at this Cluster are:

(i) The cluster can extract and contain some, but not all,
of the contaminated groundwater originating in Subarea I.
The capability of the cluster to contain known areas of
contamination is greatest during dry periods with little
recharge and a flat gradient (e.g., Fall 1989), and most
limited during periods of high rainfall or significant
artificial recharge.

(ii} The Arrow/Lante cluster is located further away from
the known source areas than EPA’s recommended extraction
locations, allowing further degradation of the interval
between EPA’s recommended locations and the Arrow/LaD~e
cluster. Contaminant concentrations are significantly
higher upgradient of EPA’s recommended extraction locations
than immediately upgradient of the Arrow/Lante cluster.

See Response B for additional discussion of the advantages and
limitations of alternative extraction configurations in Subarea

I.

AJ#146. "As shown in the simulatlon, recharge at ISO has a significant impact
oI~ the groundwater flow regime. The mound, which is located on the eastern
edge of Subarea 2, is especially prevalent during the Spring 1987 simulation.
If extraction in Subarea I (13,000 AF/YR) is recharged at ISG, increased
moundfng would be expected with potential large impacts on groundwater flow.
HOW would th£a affect contaminant tranIport and concentrations in Su~,area, 2
a~dt 3?"

~PA Resp0ns@:    As described in Section 7.2.1 of the text,
additional spreading at ISG would likely increase the groundwater
gradient and change groundwater flow directions slightly in lower
Subarea 2 and upper Subarea 3. However, as shown in Figure 7-4,
the mound created by ISG does not significantly impact .the
orientation of groundwater contours within the subareas. Thus,
the overall impact of increased spreading at ISG on contaminant
migration may not be substantial. Due to uncertainty about the
precise distribution of historical or existing contaminant
concentrations in groundwater, it is not possible to predict the
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effect of additional recharge at the ISG on the precise
distribution of contaminants.

AJ#147. =Extractlon well locations on Figure 7-5 do not agree wil~hextraction
well locations shown on Figure 7-2. Th~s d~aparity Is most evident in Subarea
I. The progression of modifying extraction locations and rates is not
8uffic~entlydeacribed or documented from a technicaI perjpectlve."

EPA~: We cannot identify any disparity. As far as we
can tell, the two figures do agree.

We believe that we have adequately described and documented our
efforts to determine extraction rates and locations. We cannot
respond to this comment in more detail, since commentor expresses
general dissatisfaction with the text without offering any
specific criticisms.

KS#148. "As mentioned in the text, the extraction rate of 38,500 �/pm iS much
larger than necessary. In ¯dditlon, it appears the three wells on the
southern edge of sub¯r¯¯ 3 are pumping ¯t inefficiently high rates and are
pulling £n ¯ lot of uncontaminated water. Three wells may not be necebsaary to
accomplish the objectives."

EPA Resnonse:    As described in the FS, we agree that an
extraction rate of 38,500 gpm is larger than necessary to satisfy
our remedial objectives.

AS#e49. "What is the northernmost extra¯teen well in Bubarea 3? What is the
pumping rate~ It does not appear to be contr4huting to the effectiveness of
the syat~."

EPR Response: In Figure 7-5, the northernmost extraction cluster
in Subarea 3 is Cluster 3, pumping at a rate of 2,000 gpm. As
described in the FS, this well cluster was evaluated and
eliminated during the development of the ~ost efficient
extraction configuration. It is not included in EPA’s
recommended extraction configuration.

KS#150. "The extraction well clusters need labels on Figure 7-5 to allow the
reader todetermlnethe corresponding pumping rate at each cluster from Table
7-2."

EPA Response: Locations of extraction well clusters are shown in
Figure 7-2.

xJ#151. "The p~oduction well in the center of Subarea 2 is pumping at ¯
sufficient rate to capture the width of the upgradlent portion of the plume in
the Fall 1989 simulation. This 8£mulatlon indicates that extraction C1ustmrs
10 an4 13 are redundant and unneceasary to provide containment."

~PA Response: We disagree with the comment that cluster:~ I0 and
13 are redundant. See response to comment Aj#145 and Response B.
We also note that potential remedies should not be evaluated
solely in relation to conditions in the ¥ali 1989 quarter shown
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in Figure 7-6, which was an unrepresentative, extremely dry
period in the middle of a prolonged drought. More typically,
average rainfall, recharge, and groundwater flow gradients are
higher. EPA’s evaluations of potential extraction configurations
described in Section 7 look at effectiveness during dry, average,
and wet conditions (see p. 7-11).

&~#152. "Why is extraction Well 13 not pumped in this simulation?"

ZPA ResDoDs~: The slmulaticns were performed sequentially and
Cluster 13 was not added to the extraction scenario until it
becameapparent that Cluster l0 alone could not effectively
contain the entire width of Subarea i.

AJ#153. Extraction Well 5 in the eouthwestportion of Subarea 3 appears to bQ
p=mp£ng a lot of water out,ida of the contamination area. This ia especiallT
truQ during the two epring eimulatione. This water will dilute the
contaminated groundwater, Was this considered in the influent chemistry
eatlmatee~ Is this an efficient use of resources~

Y~PA ResDons@:     As shown in Table 7-4 of the FS, the influent
estimate for Cluster 5 was assumed as a 50/50 mix of the
chemistry found in Clusters 3 and 6. Water quality data are not
currently available in the immediate vicinity of Cluster 5.

As described in the text and figures in Section 7 of the FS,
groundwater flow conditions (direction and rate) in the ou area
vary considerably over time. The zone of influence of the
simulated extraction well locations and rates will extend further
beyond the subarea boundaries under certain flow conditions.
Thus, the preliminary extraction rates identified for the various
clusters may not be the "optimum" rates for all times of year
(i.e., for all groundwater flow scenarios).

AJ#154. "It appears that the eastern extraction well in Subarea 2 will be
pumping clean water noving downgradlent from the ISG."

~PA Response:    Because the ISG are located very near the eastern
boundary of Subarea 2, under some flow conditions, a portion of
the capture zone from the referenced well will extend into the
mound created by spreading at ISG.

A~#155. "Again, a production well in the center of 6ubarea 2 appears to be
pumping at a rate sufficient toachiave the containment objective in the Fall
1989 simulation. Whet pumping rate Is used for this well in the eimutlations?
Xe it less than extraction rates proposed for Clusters I0 and 137 If they are
less, could these proposed extraction rates be reduced during dry ~ears and
still a~hieve containment?"

EPA Response: See responses to comments AJ#145 and AJ#151 for
the initial two questions in this comment.
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The extraction rates proposed in the FS are "average,, rates that
satisfy the remedial objectives under most flow scenarios.
However, as stated above, they are not the optimum rates during
all flow scenarios. Lower extraction rates would likely still
meet the remedial objectives during extended dry periods.
Conversely, higher rates could potentially be needed if
significant increases in recharge of imported water or extended
wet periods occur.

AJ#156. -It is unclear wh~ Figure 7-8 presents the opt~uaum well arrangeuaent
~d rate for the OU. No selection criteria were establlshQd prior to
d~cussio, of a~aulatlon results, no capture son, s are shown on the fie.pare,
the Subarea boundaries are not concentration related, end how each simulation
arrangements achieves selection criteria is not dlscumsed. To independentl~
validate the selection of well locations end pumping rates, a sIUnlflcantly
act,, detailed discussion on the modeling and seleotlon procedure is ne,bded."

EPA Response: At least one of the assertions in this co~unent
duplicates (and is rebutted) in previous comments. See response
to comment AJ#132 which describes the use of water quality data
in delineating Subarea boundaries.

See p. 7-11 for a description of the selection criteria for the
optimum flow rate and pp. 7-11 and 7-12 for a brief discussion of
the extent to which the extraction configuration assumed in each
simulation meets the criteria. Page 7-11 describes the optimum
rate as "that rate at which the zone of influence from the;
extraction wells extends to just beyond the subarea boundary
during a majority of the model period."

Capture zones were not drawn on the referenced figure (or the
rest of these groundwater contour figures) so that the reader can
have an unobscured picture of the simulated groundwater contours
resulting from the extraction scenario. As stated on page 7-12
of the FS, the zone of influence for each extraction well can be
added to the figure for each quarter "by drawing lines
p,~rpendicular to the contours and noting whether they terminate
at one of the potential extraction locations." However, revised
figures are attached (Figure RS-4 to 8) that include approximate
capture zones.

AJ#I57. "Contrary to the strategy of reducing ptunping rates %0 not influence
capture outside Subarea boundaries, Figure 7-9 clearly shows that capture
sonQs lUclude areas outside the Subarea boundaries."

~PA Response: To account for the uncertainties inherent in the
simulations and to provide a "margin of safety", the objective
~as for the capture zones to extend "just beyond" the subarea
boundaries. Thus, the capture zones are intended to include some
areas outside of the subarea boundaries.
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A~#158. "Because of the shifting groundwater gradients, the eastern wells are
less effective during dry periods and the western wells are less effective
during wet perlods. In addition, during dry peri~s signlficantlT lower
pumping rates are necessary to achieve the objectives. Could pumping rates be
alternatelT reduced on either side to optimlse the system? This would reduce
the amonnt of clean water that would bapumpe~amdtreated."

EPA ResPonse:    Yes, pumping rates could vary over time.
Constant, continuous extraction was assumed in the FS to simplify
the development, costing, and evaluation of remedial
alternatives. Specific*operating scenarios will be dete~nined
during remedial design, and the "optimization" discussed :in the
comments could be evaluated at that time. It should be noted
that periodically shifting the extraction between different wells
would significantly complicate distribution of the treated water
and would likely result in higher capital costs because the
facilities on either side would need to be upsized to be able to
handle a larger fraction of the total extraction rate re~ired.

&~#159. "The pz~ductlon well not identified in Subarea 2 is capoblm of
containing the plume. Therefore, well clusters to tha north in Gubaraa I and
to the mouth in Subarea 2 are redundant."

~PA ResDonse: This comment duplicates previous comments. See
responses to comments #Aj145 and Aj#151.

&~#160. -Why were additional simulations not conducted that evaluate lower
quantities of pumping? Given the shifting groundwater flow dlreotlonl and the
problems of water disposal, it is important to establish the lowest pumping
quantities possible that achieve EPA objectives. Wh¥ were no simula1:ions
conducted that examine varying pumping rates for varying groundwater flow
directions?"

EPA Response: Multiple simulations were conducted to evaluate
the performance of a variety of pumping rates for varying
groundwater flow directions. The results are presented in
Figures 7-5 through 7-8 and summarized in Table 7-2. We believe
that the recommended rates do represent the minimum acceptable
extraction rates given currently available data.

Also see response to Aj#158 on the feasibility of varying
extraction rates over time.

AJ#161. "Many of these adverse effects such as pulling NO= toward extraction
wells could be avoided if pumping rates were balanced. When water is pumped
~[rom the east where NO= concentrations are high, the well is also p~mping
smaller concentrations of VOCs. Therefore, the pumping rate of this well
could be drastically reduced while other wells in more optimal Iooatlons are
still pumping."

~PA Response:    We assume that the first sentence of this: comment
is again referring to an operating scenario where extraction is
moved between eastern and western clusters depending on %~ether a
wet or a dry cycle is occurring. It is not correct to state that
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"pulling nitrate toward extraction wells could be avoided if
pumping rates were balanced." Because nitrate contamination is
already present within the subareas, any extraction scheme
intended to contain migration out of the subareas will in.cease
migration of nitrate toward the extraction wells. However, we
agree that minimizing capture of water from beyond the eastern
boundary of the subareas will help restrict the increase in
nitrate migration.

The second and third sentences of this comment appear to be
referring to a specific well cluster but do not identify the
cluster. Regardless of the cluster number, we do not thi~ that
there are any clusters where the pumping rate could be
"drastically reduced." Also see responses to previous coE~ents
on extraction rates and locations.

A~#162. "Although it is true that the ISG are presently located on the eastern
edge of the contaminated area, they were located well within the contamination
area in the early 1980e. Will increased recharge at 5FSG during wet years
"push" the plume back to the southwest again? Zf so, recharge at the ISG
could spread contamination into currently clean areas to the south and
southeaat o"

EPA Response: See response #AjI46 for a brief discussion of the
effects of recharge at the ISG.

AJ#163. "The footnote at the bottom of the table ~ndlcatee that VCWD intends
to incroaao pEoductlon at the Arrow well. Thlewell i8 centrallF located in
Subarea 2 and 18 capable of providing a aigniflcant degree of migration
control. Thlm makes extraction Clusters Z0 and 13 r~undant. Why. not cancel
one of the two extraction locations and move the other up to the 8ource area
north of 1-21O to opthixe mass removal and mlgratlon control?"

~PA ResPonse: This comment duplicates previous comments. See
responses to comments AJ#145 and AJ#151.

Also, see Response B for a more detailed discussion of the
rationale for the proposed Subarea 1 extraction scenario.

AJ#164. "The selection of "potentially controlling VOC contaminants" should
have been accompanled by an evaluation and tabulation of 4~ho frequency of
occurrence, mean or median concentration and concentration range. Estimated
concentrations at the extractlon wellhead can then be determined."

EPA ResPonse:    EPA identified a list of potentially controlling
compounds to assist in the prediction of future contaminant
concentrations. For compounds that are not potentially
controlling, EPA simply assumed that the maximum historical
concentrations of each compound detected at each well could occur
in the future. For compounds that are potentially controlling,
EPA devoted more effort toward evaluating past variability in
concentration and predicting future concentrations.
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The need for summary statistics or the relevance of the s~mary
statistics mentioned in the comment to this effort is unclear.
However, the information requested in the comment~ tabulated
for the influent estimates described in Appendix B, including
frequency of occurrence, mean concentration, maximum
concentration, and the date of the most recent data available.

&~#165. "How can vinyl chIoride be selected as a "controlling" cOmpOo~Ld when
concentratienu at all clusters except 10 and 13 were estimated at 0.0 ug/l?
It is inconceivable that II parameters (chemicals) will directly coarses
des£gnoftho treatment eystn.-

~: We agree that labeling the eleven compounds in
Table 7-4 as "controlling" is confusing; the compounds are better
labeled (and described in the text) as "potentially controlling-
compounds." Regardless of how they are labeled, the eleven are
"compounds that may control cost or limit use of a treatment
methods" (as explained in the footnote to the Table). These are
compounds whose presence may impact the design or operation of
the treatment facility if their concentration in the influent to
a treatment facility increases by a factor of ten or more above
~e estimated concentration listed in the Table.

EPA could have used a simpler method and identified only one
controlling compound based on the estimated influent
concentrations. This method would have been less informative,
however, since historical variation in concentrations leads us to
expect future influent concentrations to vary from the estimates.
Because future variations cannot be predicted with 100%
certainty, we list all of those compounds that may become
controlling compounds if their concentrations rise sufficiently.

AJ#166. "The discussion of peak concentrations discounts the possibility that
higher upgrad£ent concentrations in Subarea I w£11 migrate downgradlent to the
proposed extraction wells because of the absence of long-terra increasing V0C
trends. In fact, overall long-term increasing trends are generally absent
throughout the enti~e OU."

EPA Response: We agree that increasing trends are not evident
for all contaminants at all wells, and do not expect to see such
trends at all wells. As discussed in Response A, however,
increasing trends have been documented at a number of locations.

AJ#167. "GEoundwster with VOC concentrations orders of magnitude higher than
the proposed £nfluent chemistry at the proposed extraction locations exists a
little over 1-mile upgradient. Controlling these high concentrations should
be the highest priority when considering a remedial action."

J~PA Response: This comment duplicates previous comments. See
Response B.
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A~#168. "The second paragraphend the footnote for Table 8-I are �onfusing.
Why are~hore two different allocations of flow contribution percentages?
Plea|e clarify this discrepancy."

EPA ResPonse: As explained in the footnote to Table 8-1,

"Estimated concentrations and required reductions listed in
this Table [8-1] are based on a preliminary estimate �)f the

blended contaminant concentrations expected in the influent
to a treatment facility. The estimates were subsequently
revised. The revised estimates are listed in Table 7--5 and
used in the description and evaluation of remedial
alternatives in Sections 11 and 12."

EPA chose not to repeat the evaluation presented in Section 8
using the revised concentrations because the cost of repeating
the analysis would have been greater than any benefits of doing
so. Revising the analysis would not change the ranking of the
remedial alternatives or significantly affect the estimated cost
of the alternatives.

A~#269. "The document should provide a rationale for sizing treatment plants
at 35,000 gl~a, which is 21 percent over the required 29,000 gpm. Thl 29,000
cJgm already includes a backup tower with approx4-ately 2,900 gpm capacity, or
approx~te~ lO~rcant over-capaclty capability."

~PA Response: The remedial alternatives are not sized at 35,000
gpm. Remedial alternatives 2, 3, and 4 are assumed to h~e a
capacity of 29,000 gpm, not 35,000 gpm.

The 35,000 gpm rate is assumed in the evaluation of treatment
technologies included in section 8, but this evaluation was n~
used to deflne the size of or estimate the cost of the remedial
alternatives. There was no need to repeat the treatment
technology evaluation with a different rate since the conclusion
was not expected to change. As stated on page 8-11:

"The relative ranking of treatment technology costs of the
candidate treatment technologies is believed to be
independent of flow rate within the range of 5,000 1:o 70,000
gpm."

AJ#170* "Case 3 (LGAC on/y) is stated to be less attractive for several
reasons including the fact that this%echnolog~ would not be able to reduce
eet4mated peak wln?l chloride conoentratlone. VinTl chloride has not been
detected axce~ in a few isolated veils and has not been consistently
detected. Therefore, this concern isuufounded."

~J_S_T~G~: We disagree that our concern about the presence of
vinyl chloride is "unfounded." Vinyl chloride was detected in 14
of 40 samples collected from a monitoring well in the "~per
area" between 1984 and 1993, at an average concentration of 1.2
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ug/l (well #WIIAZW01). The California Maximum Contaminant Level
for vinyl chloride is 0.5 ug/l. Peak concentration in the same
period was 10 ug/1. The potential presence of vinyl chloride in
EPA’s proposed treatment facilities is an important consideration
in the selection of a treatment technology.

AJ#171. *Estlamtlng the cost of the four treatment options using "peaS:" VOC
�omcent~mtion8 mnam required treatmentcapacit¥ of 35,000 9~m is owe,:lT
conservative and ylelds unrealistically high capital costa. It is unclaa~ why
capital coats were estimated using "peak" concentratloms, while operation and
maintenamce (O&M) costs were astinated using "average" concentrations.."

EPA Response: As explained in the response to comment AJ#169,
the estimated capital costs of Remedial Alternatives 2,3, and 4
are based on as assumed capacity of 29,000 gpm, not 35,000 gpm.

The simplest method of estimating project costs would have been
to predict a single influent concentration. To increase the
accuracy of the cost estimates, however, EPA predicted both peak
and average concentrations to estimate capital and operating
costs, respectively. Estimating peak and average concentration
increases accuracy because a treatment facility must be designed
to handle the highest concentration expected (i.e., peak
concentrations), but the cost of operation will reflect actual
day to day contaminant loadings (best estimated with average
concentrations). As described on page 8-7:

"The estimated p_~A~contaminant concentrations listed in
Table 8-1 are used to estimate and compare the size,
configuration, and capital cost of four VOC treatment
options. The estimated averaq@ contaminant concentrations
are used to estimate contaminant loadings, carbon and
oxidant usage, and other operating costs."

&J#172. "Kow is a 15-year equipment life resolved with a 30-year pro~ject
llfe? This d£screpancywould suggest %hat O&M include at least one set of
equipment replacement costs for blowers, pumps, and air stripper lowq~r
packing."

EPA ResPonse: The costs for a one-time equipment replacement
(after 15 years of operation) are included in the O&M cost
estimates prepared for the comparison of alternate treatment
process options. However, these equipment replacement costs were
inadvertently omitted from the remedial alternative cost
estimates included in Section 12. The impact of treatment
equipment replacement costs on the total cost of the alternatives
:is not large. For Alternative i, the estimated equipment
replacement cost is approximately $I,I00,000. Using an interest
rate of 5 percent and assuming that the replacement equipment
would be purchased in 15 years, the present worth value of this
cost is about $540,000 (less than 1 percent of the estimated
present worth of the alternative). For Alternatives 2 through 4,

232

Appendix B, page 263



Baldwin Park ROD

the estimated replacement cost would be about $1,750,000. The
present worth of this cost is approximately $840,000 (also less
than 1 percent of the total present worth of these alternatives).

AJ#173. "The fact that "influent concentration" has the largest effect on
costs contradicts statements made in earlier chap~rs that accurate
determlnatlon/estlmatlon of Influant concentrations is not necessary, a~d non-
CLPdata that hasundsrgone limltodQ&is sufficient."

EPAResDonse: We see no contradiction. Commentor misstates
EPA’s position, then applies flawed logic to reach an incorrect
conclusion. First, EPA does not state that influent
concentration has the largest effect on Costs. EPA merely lists
"influentconcentrations" as one of several assumptions that
affects the estimated treatment cost (page 8-23). Second, the
ranking of this assumption in relation to other assumptions does
not imply the need for any particular level of precision or
accuracy. Nor does EPA state that accurate
determination/estimation of influent concentrations is
unnecessary. On pages 3-1 to 3-5 and in the response to comments
Aj#32-34, we describe the quality of non-CLP data and the level
of accuracy appropriate to the estimation of influent
concentrations. We conclude that non-CLP data are adequate for
use in estimating influent concentrations.

AJ#174. "Xt should be noted againthatinfluent concentrations may change
slgnificantlT if pumping locations are changed. This is especially tx~e for
the controlling compounds such as 1,2 DCAand 1,1DCE."

e~: We agree.

AJ#175. "This table [8-9] presents four compounds that will control deslgnof
the three considered treatment options. This conclusion conflicts w~;h the
ten compounds presented as controlling VOCs in Table 8-I. Please resolve this
discrepanaT."

EpA R~spoDse: Table 8-9 lists eight compounds (four
"controlling" and four "potentially controlling"). Table 8-1
presents a list of ten "controlling" compounds, which includes
the same eight compounds identified in Table 8-9 and two
additional compounds identified later in the development of
remedial alternatives. Compounds in both tables are potentially
controlling - i.e., if their concentrations rise by factors of
five or so above historical peak concentrations they could
control the design, limit the operation, or significantly affect
the operational cost of the treatment facilities.

AJ#176. "There are several treatment plants currently in operation ~ the
basin; two see located in this OU. Why are these operations not discussed and
evaluated in Section 8? Did EPA compare cost estimates to actual co||ts, and
identify specific designs or O&M problems more accurately through an
evaluation of this data? If not, why not?"
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E~-P~_~n~_~: This comment duplicates a previous comment. See
response to AS#121.

~P_QD_S~: EPA’s statement that "radon is of concern" does
not necessarily imply past or current exposure to unacceptable
levels. The full statement is:

"Radon [Rn] is of concern since Rn concentrations in
portions of the OU area exceed the proposed Rn MCL arid
because of potential treatment facility operator exposure.
If, however, air stripping or LGAC are the selected
treatment technology for VOC removal, additional treatment
for Rn will probably not be required since both of these
technologies remove Rn. The implications of Rn on the
configuration and operation of the OU are discussed in
Section 8.4.3."

EPA’s preliminary evaluation (described on pages 8-33 to 8-41)
indicates that the presence of radon will not significantly
affect the cost of the remedy. The most likely costs, if any,
would be associated with efforts to limit operator radiation
exposure. EPA would most likely view any costs associated with
limiting operator exposure to radon or its decay products as part
of the cost of cleanup.

AS#178. "Aquifer recharge should be considered as an independent general
response action, not solely as a means for disposal of treated water."

We agree that any remedial effects of aquifer recharge should be
considered in selecting the method or methods of disposing of
~ceated water. EPA’s evaluations described in the FS indicates
that the differences in remedial effectiveness are likely to be
less significant than differences in cost. See response.to
comment Aj#179.

AS#IT9. "It is seated that "recharge at existing facilities can provide soma
remedial benefit , however, this component lane¯ included into any of the
remedial sltornstlve options."
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EPA ResDoDs~: EPA did consider the remedial effects of recharge
in the development of the remedial alternatives.

As discussed in Section 9, there are potentially positive and
negative remedial impacts associated with spreading at bo~l ISG
and SFSG. Impacts of recharge in the San Gabriel River are
likely to be limited, because recharge in the River occurs over a
4-mile stretch, most of which is located more than one mile cross
gradient and downgradient from the OU area of contamination (see
Figure 9-I).

Recharge at the three locations (SFSG, ISG, the River oha~nel)
was assumed in computer simulations during the development of the
remedial alternatives. The results of one of these simulations
is shown in Figure 11-2 and described on p.ll-6 for recharge
primarily at ISG [86 percent], with the remainder recharged in
the river channel [14 percent]. The results do not indicate that
recharge of treated water produces significant remedial benefits
in relation to the remedial benefits of properly located
groundwater extraction wells. EPA therefore chose not to
prescribe recharge as the preferred treated water distribution
option in any of the remedial alternatives.

AJ#180. "Infiltzatlon of water in the San Gabriel River cou2d be used as a
beneficial ©omponent to reduce contamlnantmigrationinthe ou. ~hls
component should be Incorporated 4~tO at least one set of the modelln~;
simulations used to evaluate remedial alternatives."

EPA Response: See response to previous comment, AJ#179.

Aj#181. wAS prewiouslT stated, EPA’m modeling simulations fall to identify the
detllled effects of recharge from the SFSG on the localized groundwater flow
regime. Independent modeling simulations and actual water level measurements
conducted by HLA indicate that recharge at the SFSG changes the groundwater
flow direction from southwesterly to essterl~, not "more southerlT toward the
recommended OU extraction locations" as stated by EPA. This makes it more
dlfflcult for the proposed extraction wells to capture contaminants from the
upgradient portion of the OU. Failure to recognize the changes in flow
directions and gradients may result in negatlve impacts to the OU rather than
beneficial results. Theme components of EPA’s remedial alternative selection
pm~oess warrant further consideration and technical improvement."

EPA Respond@: The first sentence in this comment is ihcorrect.
See response to Aj#143.

In response to the second sentence, we agree that recharge at the
SFSG changes the flow directions to a more southeasterly
direction, rather than to a more southerly direction. This
effect is shown in Figure 7-4. As stated several times in the
text, including in the paragraph referenced in the comment (p.9-
I0, 3rd paragraph), EPA acknowledges that recharge at SFSG has
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potentially negative remedial impacts and could increase the
amount of extraction necessary to attain remedial 0bjecti~s.

Aj#182. "Although the discus¯lea focuses onthepotQntlal capacity of the
SFSG, the ability of the aquifer to receive this additional water Is not
evaluated. Rising water levels have ¯ varietyof negstlveinpacts, ~]cluding
flooding of gravel operations. Average Tearly spread~ngquantltles of 40,000
AF/YRwIII b¯ increased 50percent with thspossible 20,000AF/YRadded hF
USGVMWDo An additional 14,000 AF/YR from Subarea I extraction (Alte~mativ¯
I, 8500 gl~) could create slgniflcant Impacts on groundwater levels. The
impacts are �onpoundedduring wet 7ears when precIpitat£onandrunoff are
higher."

~pA Resvonse: EPA has completed an evaluation of the impact of
additional recharge on water level9 and on the movement of
groundwater in the vicinity of the spreading basin, see pages
11-6 to 11-9, which presents the results of a computer simulation
in which 24,000 af/yr was assumed to be recharged at the SFSG.

EPA’s preference is for treated water to be distributed tc water
purveyors for direct use, but even if a majority of the treated
water is recharged, the amount recharged wall be small in
relation to volumes already recharged. EPA does not expect its
remedy to result in water levels exceeding the operating limits
allowed by the Alhambra Judgment. EPA expects that ~ny
additional impacts on water levels resulting from the actions of
the Metropolitan Water District will be mitigated through
agreements between Metropolitan and the Watermaster or individual
water purveyors. In any case, Section 9 includes a discussion of
potential adverse effects of lower or higher water levels,
includlng flooding of gravel quarries (pages 9-26 to 9-27).
Commentor is apparently dissatisfied with EPA’s evaluation, but
does not specify what additional evaluations should be completed.

Commentor mistakenly asserts that average yearly spreading! by
USGVMWD will increase 50 percent. Representatives of the USGVMWD
have stated that they do not plan to increase their net usage of
the SFSG. Their plans are to supply reclaimed water for direct
use or torecharge reclaimed water in place of imported water,
resulting in no net change in the amount recharged. See 1.1/5/93
letter from Timothy Jochem of the USGVMWD, included in the
Administrative Record.

AJI#183. "Recharge effects oft his alternative [export h¥ Metropolitan] must
also be evaluated. Recharge at SFSG would be signlflcantly increased if MET
recharged a 8inilaramount£nthe wintermonths that they bought in summer
months. EPA would still have to find a discharge point for water pum]~d in
winter months. If MET and purveyor demands were low and MET used additional
capacity at SFSO, where could the winter extraction volumes be dischargedT"

AS described in the response to the previous comment, EPA has
completed an evaluation of the impact of additional recharge at
~e SFSG on the movement of groundwater in the vicinity of the
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spreading basin. Additional evaluations may be completed if
recharge is determined to be a preferred method of distribution,
and as recharge scenarios are better defined.

"Winter extraction volumes" may be delivered to one or a
combination of the three distribution options described in the
Feasibility Study: delivery to water purveyors for local use;
delivery to Metropolitan Water District for export; and recharge.
EPAes evaluations indicate that it should be feasible to
distribute the proposed 19,000 gpm to one of a combination of
options. The comment highlights the fact that distribution of
treated water may be more difficult in winter months than in
summer months, due to decreased consumer demand for water and
increased competition for use of existing recharge areas.

KJ#184. "Decl£nlng water table conditions can result in decreased purveyor
yields and the dewaterlng of mon~toring and production wells."

We agree. This comment restates text on page 9-27:

"Potential adverse effects of lower water levels
include...decreased yield of existing wells (possibly
to zero)..."

AJ#185o "Extra=ales locations should be selected based on teohnlcal reasons
rather than 81te availability. The highest contaminant �oncentrations are
ov~r & mile to the north. Was a parcel review conduced there?"

Extraction locations arebased on technical reasons. Pages 10-12
to 10-14 include a discussion of site availability and other
factors to be considered in selecting parcels for new extraction
wells, but clearly state that "proximity to the preferred
extraction locations [is] the primary consideration in siting the
wells." The next paragraph on page 10-12 notes that the
rationale for selecting preferred [extraction] locations is
explained in section 7.

The Feasibility Study offers criteria to help guide the selection
of specific parcels, but does not include an evaluation of the
tens or hundreds of potential extraction well sites.

A~#186. "The OUFS contains 8£gnificant technic&ltuncert&£nt£ea in addJ~ion to
the institutional and logistical uncertainties summarized in this d£scmssion.
~hers i8 only one monitoring well outside of Subarea 1. No data exists on the
vex~lcal dlltribution of contamination in Subarea 1. Ul~radient lin~s and
downgradient limits of the contamination are poorly characterized." ~lese
technical uncertaintiem could have e large impact on costs and~ay complicate
the design of an effective remedial ac~on."

EPA Response:    This comment duplicates previous comments. See
Response F for a detailed response. We do not believe that
uncertainty in the extent of contamination will interfere with
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remedy selection, have a "large impact on costs," or unreasonably
"complicate the design of an effective remedial action.

&J#187. "On the basis of ~he slgnlf£cant data gaps regarding the dlatribution
of cheaicala in groundwater and hyd~ogeologic conditions in the OU, and EPA’s
inability to correctly identify "baseline" conditions in modeling almulatlons
(e.g., historical and current production well influences, recharge effects
f~n the SFSG), there exist significant obstacles that need %o be resolved
prior to the development of effective remedial action alte~atiwea. Failure
to properlF characterize these controlling elements prior to =e~edlel
¯ Ite~natlve development (Section 11 of the OUFS) may result in adverse lapacts
%o the OU and further complicate long-term remedial actions.*

e~_~: The statement regarding "EPA’s inability to
correctly identify "baseline" conditions in modeling simulations"
is incorrect. EPA’s model is able to simulate past and present
production well influences, as well as the effects of recharge at
SFSG (see response to comment AJ#143). We also disagree that
current data gaps present obstacles that need to be resolved
before remedy selection or "may result in adverse impacts to the
OU and further complicate long-term remedial actions." See
Response F for a more detailed response.

AJ#188. "This chapter does not adequately develop ¯ "range" of remedial
alternatives for the OU. Four "remedial alternatives" are present~, however,
with few minor exceptions these alternatives are -mirror Jusages" of each
other. This does not allow EPA or the reviewer to select from a tens range of
alternatives. Differences between altarnat£wes are pr~arily in the option
selected for use of the treated water (e.g., recharge, export, and local
use). 2brae alternatives contain identical extraction schemes (29,000 gpm)
with the fourth alternative lacking only extraction in Subarea 2 (19,O100 gpm
total)."

EPA Response: We believe that the four remedial alternatives
represent an appropriate range of cleanup options. The coz~ent
expresses dissatisfaction with the range of alternatives included
in the Feasibility Study, but does not identify any flaws in

logic or in the specific analyses completed during development
and screening of the alternatives. Nor does the comment specify
other alternatives that should be considered.

We also disagree with the comment that the choice of alternatives
limits a reviewer’s ability to offer comments on EPA’S proposal.
In the Baldwin Park Proposed Plan, EPA welcomed comments on all
aspects of the Feasibility Study, including the screening process
completed to develop remedial alternatives, The range and volume
of comments provided by Aerojet/ALR indicates recognition of the
opportunity to comment on all aspects of EPA’s proposal.

We wish to emphasize that the purpose of much of the Feasibility
Study is to explain the methodology used to screen out the less-
promising alternatives, and to describe the results of each
screening step (e.g., sections 6, 7, 8, 9, and ii). Section 6
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explains the rationale behind, and defines, EPA’s remedial
objectives. Section 7 describes the extent of contamination and
the results of computer modeling completed to determine
approximate extraction rates and locations. Section 8 describes
cost estimates completed to identify and estimate the costs of
treatment technologies.    Sections 9 and 11 include evaluations
of existing water purveyor systems, evaluations and projections
of spreading basin capacity, and comparisons of pipeline
alignments to identify promising distribution options.

&J#189. "The 12 "water use options" all focus on disposal of the treated water
rather than am a component to enhance remedial effectiveness. Why is this
ilportant andbeneficial aspect for alternative development excluded from the

EPA R@sp0ns@: We assume that the comment is referring to using
recharge to enhance remedial effectiveness as previous comments
have. As described in the response to comment Aj#179 and in the
subsequent comment (which reprints text from page 11-6), recharge
at the three available facilities does not significantly enhance
remedial effectiveness as is implied by the comment.

AJ#zg0. "The etatement that "the analyses of the 12 water use options focus on
cost, rather than on the other Superfund evaluation criteria (such as remedial
effectiveness), because computer simulations do not indicate that the choice
of water use option results in ¯ significant difference in remedial
effectiveness" demonstrates EPA’s limited evaluation of remedial alte,matives
considered for the l3P O~FS."

EPA Response: We disagree, and commentor merely asserts that
EPA’s conclusions are inadequate without offering evidence to the
contrary. As described in response to AJ#179, EPA’s evaluations
did not indicate that recharge would significantly enhance
remedial effectiveness at any of the three facilities, and, at
ISG and SFSG, the potential negative remedial impacts may
actually outweigh any benefits of recharge.

AJ#ZgZ. "Recharge of %reared groundwater should have been considered as a
general response action that would enhance the tamedT or combined in~ a
broader response action (e.g., hydrauZic containment)° For example, recharge
of treated water along segments of the San Gabriel River can be used to
e~ance the remedial effectiveness of the response action in the OU. On the
has|is of the very sketchy information regarding the use of aquifer recharge as
an independent general response action in the OtrFS, it is apparent that EPA
has not conducted a complete technical evaluation of remedial alternative
options, but focused on one remedial alternative with a range of extraction
rates end two water disposal options."

EPA Response: We disagree with the conclusions included in this
comment, which duplicates previous comments. See responses to
comments AJ#94, Aj#179, and Aj#Ig0.

AJ#192. "The use of the CFEST Bode1 for the purpose of evaluating OU decisions
(as implied in the statement "Section 7 provides recommendations on the rate
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and locations of groundwater eKtractlon based on the results of computer
aodallng slaulatlng the affects of various axtractlon configurations on the
movnent of groundwater and cont~natlon in the OU arcs" [p. IX-l]) As
consldered tochnlcally inappropriate. The CFES~ model As not sufficiantly
calihrated on a localized scala to provide the degree of detall nacasmarT for
evaZuatlng O~ alternatives. As prevlousIy stated /~ cogLients ItLb~4ttad to the
EPA dated January 20, 1993, failure to recognlze such defAclencles of the
CFEST model will result in technlcally l~m~ted simulation resuXts if applied
to Xocalised ~J scale decisions."

~: We disagree with the conclusion~ included in this
comment, which duplicates previous comments. See response to
comments AJ#143 and Response C.

AJ#193. *EPA’s own conclusion of their CFEST modal £s eu~uaarilad as "~.~A’e
groundwater flow model is a regional modal intended to ainulate groundwater
flow over relatively large areas, using regionally averaged conditions. EPA’s
groundwater flow model is not, however, designed to discern local-scala
effects*. Regardless of this statement, the CFP-S2 aodel is used extensively
by EPA as the primary basis for remedlat£on alternative development and
evaluation that require detailed, local-scale analysis (e.g., Section 7.0)."

e~~: This comment duplicates previous comments. See
response to comment Aj#132 and Response C for a description of
the use of the CFEST model in the Baldwin Park OU.

AJ#194. "Figure 1X-2 also demonstrates that any pumping in Subarea 2 would
pull clean water outside of the Subarea as a result, in part of groundwater
~u~dAng at ISG. This results in a decrease of remedial effectiveness and may

have an inpaot on contaminant transport."

EPA Response:    The first sentence is not correct in claiming
that "any pumping in Subarea 2 would pull clean water outside of
the subarea." Only extraction above a certain rate, during
specific flow scenarios, captures water from outside of the
subarea. As stated in response to comment AJ#156, the objective

of OU extraction is to capture water from just beyond the subarea
boundaries under most flow conditions. Because the ISG are
loc~ted fairly close to the subarea boundary, part of the capture
zone does intersect the mound created by spreading at ISG.

We ngree that spreading at ISG ~ result in some negative
remedial impacts downgradient of the facility, as described in
Section 9 of the FS.

AJ#195. "Option I~ appears to be a more efficient option than the eno~uous
amounts of pumping recommended in the proposed plan. It should be pursued if
it is deterulned that pumping in Subarea 3 is necessary. If properlF located,
one well alone could provide a substantial amount of migration control.."

EPA Response: Option IA alone cannot meet the migration control
objective for Subarea 3. Option IA and other Subarea 3 options
were evaluated individually to identify the most cost effective
water distribution option for each individual well cluster, and

are not intended as remedial alternatives.
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We agree that one well alone can provide a substantial amount of
migration control. As shown in the FS, relatively few wells or
well clusters are needed to provide containment across large
areas of contamination.

A~#196. "~e inclusion of Cluate¢ S into the Subarea 3 reaponaa action is
inappropriate. The onlT benefit from this location Is to address ¯ single and
diatlnct localised source of carbon tetrachlorlde that IS not �onnecte4 with
the regional distribution of TCE/PCE. Pleale explaln the ~ationtle for
including Cluster 5 into the regional Subarea 3 response action?"

~: Carbon tetrachloride has been detected
consistently over time aSmultiple locations, not at a "single
and distinct location." Even if no other contaminants were
present, the concentrations of carbon tear¯chloride in
groundwater would warrant remedial action.

We are unsure of the meaning or implication of the comment that
the carbon tetrachloride is not connected with the regional
PCE/TCE contamination. Commentor offers no evidence of the
source of any of the contamination, whether PCE, TCEs CTC, or any
of the other contaminants. It is interesting to contrast this
assertion of a CTC "microplume" with previous comments that the
available water quality data are insufficient to adequately
characterize the extent of contamination.

IJ#197. "Putting the treated water into lined Big Dalton Walh and allowing
infiltration along the unlined mile of Walnut Creek wuay provide containment
for the localized mlcroplume of carbon tatrachlQride. Cluater 5 18
unnecelaarT. -

~PA Response:     We disagree that cluster 5 is unnecessary, see
response to comment Aj#179 regarding the remedial effects: of
recharge in this stretch of Walnut Creek.

AJ#198. "Has the impact of the additional 13,000 AF/YR recharge in SFSG been
evaluated in terml of contaminant transport and concentratlcne? As described
earlier, additional recharge at 8FSG well have a significant impact on
9roundwateE flow and contaminant transport."

EPA Response:    As part of alternative development, recharge of
various amounts of water at SFSG was simulated to evaluate the
impacts on groundwater flow and contaminant transport. These
simulations included a range of recharge volumes, most of which
were larger than the 13,000 ac-ft/yr value discussed here. See
l’esponse to comment Aj#179 for a description of a computer
simulation which assumed recharge of approximately 25,000 gpm at
the SFSG. The effects of recharge at the SFSG on the
distribution of contaminant concentrations in the OU area were
not evaluated.

AJ#199. "Since the other water options, such as artificial recharge or
supplying water to purveyors in lleu of pumping, do not result in #m net iOiS
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of groundwater storage, MET should be required to replace water that ks
exported. However, this would significantly increase the amount of waker that
MET would need to technic in the SFSO, causing locallr rising ~undwater
leT.Is and additional demand on SFSG capacity. This could also impact
9Toundwater �ontan~nant concentrations and transpox~."

EPA Response: Restrictions on, and impacts of, increased
Metropolitan involvement in the San Gabriel Basin are being
addressed in negotiations between Metropolitan and the Main San
Gabriel Basin Watermaster. We suggest you contact these parties
for additlonal information on the need forreplacement of
exported water or other water resource issues. These issues are
also discuss,din Section 9of the FS.

Potentialeffects of increased recharge at the SFSG are al~so
described in the FS.

AJ#200. "Distribution of treated water to Little Dalton Wash has the advantage
of adding a degree of migration control in Subarea 3. This recharge u~uld
flow from lined channels of Little Dalton Wash and BAg Dalton Wash to unlined
Walnut Creek, located immediately downgradlent of Subarea 3."

EPA RespQnse:    See response to Aj#27 regarding recharge in this
stretch of Walnut Creek.

AJ#201. "It appears that capital costs are higher with local use than with
rechlrge. However, O&M could be higher wLth recharge depending on cost
offsets by purr.Fore."

EPA ResDonse: We agree. A similar comment is included in the
Proposed Plan:

"Recharge would probably be less expensive initially, but
more expensive over the life of the project due to higher
pumping costs."

AJ#202. "The no-actlon alternative or "Base Case" conditions are not ¢:orrectly
AdentlfAed for ~he OU. At a minlmum, £t 18 known and stated in other =ectAon8
oi! the OUFS that existing production Wells 1900034 and 8000060 are l~:ated in
the OU and a~read¥ have wellhead treatment equipment in operation. Please
explain whF these important wells have been excluded from "Base Case"
$t~ulation= and evaluations."

~esponse:    As stated in numerous previous responses,
extraction at these wells is included in the base case
simulations and evaluations. See responses to comments Aj#144
and Aj#151.

AJ#203. "Due to the signif~cant data deficiencies that are present in the OU,
the large number of monitoring wells that are planned for Installati~ at the
plume fringes to .stYlish an "early warning 8Fstem" would be better used as
monitoring wells to support system design. Wells should be placed in both the
center of the plus. as well as soma plume margLn areas to quantifF pl~mne
movement."
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~PA Response:    Proposed monitoring wells are placed in bot~ the
center of the areas of contamination, as well as along the

maruins of the contaminated areas. A revised table and fic~/re
are included (Table RS-3 and Figure RS-3) that further defines
the purpose of each monitoring well cluster.

~J#20~. "once agaln, data that are Lnstrumental in charaoterlzing
co~hamin&tLon £n~e upgradiantportion of %ha plume are o~Ltted, These data
refine the £so-concentratlon lines and are located in a po~Ion of the plume
that is i~oredinthe proposed monltoring program."

E2~: Once again, we respond to the same comment. See
response to comment Aj#40. Revised iso-concentration lines in
the upgradient portion of Subarea 1 would not impact the proposed
monitoring program.

AJ#205. "Because the plume is inadequately characterited in Subarea 3, the
proposed new wells should be used primarily for characterization and
~nitoEing~rlor to the sele=tlon of a remedial action in Subarea 3."

~:    We disagree with the assertion that additional
characterization work is needed prior to remedy selection. See
Response F.

A~#206. "There are no available data to determine the vertical dlstr~)ution of
contsmin~nts in Subarea 1."

~:    This comment duplicates previous comments. See
responses to comments Aj#57- Aj#60.

AJ#2oT. "These tables list treatment ob~eotlves that are in all cases the
lowest MCL of those listed in Table 4-2 (i.e., the lower of the federal and
state MOLe, includLing proposed MCLs). This list includes both "applicable"
and TBC ARARs; those MCLs not currently promulgated should not be used am
treatment obJect£vesi unless no other applicable or relevant and appropriate
concentration limits are available. The text should clearly discuss which of
these objectives are based on applicable and which are based on TBC ~RARS."

EPA Response: As stated on page 8-10 and in response to comment
Aj#72, the basis for the treatment objective for radon is the
proposed MCL. Because the proposed radon MCL is not a final MCL,
it is referred to as a "To Be Considered (TBC)." All other
treatment objectives listed in Tables 11-5 and 11-6 are ~RARs
(with the exception of acetone, as noted in the Tables).

Aj#208. "simulations in Section 7 demonstrate that higher extraction rates are
not remedially effective. Section 9 amplifies the logistical problems of
dlscha~glng treated water. Why are these hlgher-extractlon alter~atlvas being
further discussed and evaluated?"

~_.~,_~_~p.~: This comment is not correct in stating that
"higher" extraction rates are not remedially effective. As shown
on the figures in Section 7, extraction in Subarea 2 is effective
at controlling migration within and downgradient of the Subarea
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and would remove significant contaminant mass. However, as
explained in Response B, EPA chose not to propose or select

extraction in this area.

&J#209. "~lthough it is staked "Figure 12-1 illustrates the laJor advantages
and dlsadwanbagea among the alternatlwes", review of Figure 12-I indicates
that all alternatives (with the exception of No Action) racoived the same
level of ranking. This supports the above claim that EPA ham fail~ to
develop mo~e than one remedial option. EP& hem focused on varla%£one of one
reled/al altermatlye with a range of extra~ion rates and two o~Kons for
water disposal/ueage. Please elaborate on the reference to the "major
advantages and disadvantages presented in Figure 12-I" so that the reader may
discriminate between differences, if present."

~~P-qn~: This comment duplicates a previous comment. See
response to comment Aj#188.

&J#210. "Due to the significant lack of data to characterime the actual
distribution of chemicals in groundwater in the OU and EPA’s in~illtF to
conduct valid groundwater modellng for the OU using the CFEST model, it is
premature for EPA%o state that "none of the remedial actions would exacerbate
site �onditions"° Failure to focus on the extraction of groundwater at
locations where the highest concentrations of chemicals have been identified
in the OU, and instead to extract high volume= of groundwater more than 1-mile
downgradlent of this source area is likely to result in exacerbating the
distribution of chemicals in Subarea I, and Turther complicate and increase
the tlme and cost for long-term aquifer renedlation inthe OUo Similarly,
there is sufficient evidence to support the fact khat high volumes of recharge
at the SFSO and/or ISG resulting from the alternatives presented in t]he OUFS
could further negatively impact a poorly developed remedial action which may
be, implemented without the necessa~ technical analyses."

~PA. Response:    We disagree with this comment, which duplicates
previous comments. See Response F.

&J#211. "What is the ratlonale for conducting groundwater modellngfo:r 12.75~

Tears ?"

~PA Respond9:    EPA developed its original computer model
simulating groundwater flow in the San Gabriel Basin using a
groundwater budget analysis that included data starting with the
1977-78 water year (beginning October I, 1977) continuing through
June 1984 (the most recently available pumpage data at that
time). This 6.75-year period was selected to include a
reasonable range of the hydrologic conditions encountered over
the longer period of record. Subsequent model updates extended
the model period through June 1990, for a total of 12.75 years.
Because the annual San Gabriel Basin Watermaster Reports, which
compile groundwater pumpage data, are completed for a perlod

~nning from July through June of each year (and not the standard
October through September water year), the model updates have

always included a period that ends with 0.75 years.
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See Appendix A of the Supplemental Sampling Program (SSP) Report
for additional discussion of EPA’s initial modeling efforts (EPA,
1986).

AJ#212. "Because the "No,Actlon" simulation was conducted with a gromldwater
flow~odel and not s contamlnant transport nodel, it is incorrect to llllUme
that contaminant concentration levels would increase in the particle tracked
directions. Xlthough small amounts of contaa~Lnants|aar be mow~ng, p~)cesses
such as dispersion end retardation could keep concentrations well below MCLs
during that entire distance."

F~I~L~~: We disagree. The widely-accepted presumption is
that contaminants move with groundwater. See Response A for a
detailed response to the "no-migration" hypothesis.

AJ#213. "Figure 12-2 fails to adequately represent "Base Case" conditions in
the OU. In contrast to EPA’s simulations, independent groundwater m~leling
end particle tracking conducted using a local-scale groundwater model
developed specifically for evaluating remedial alternatives in the OU indicate
that the operation of VCWD’s Arrow Highway and I~Rnte well cluster do ]provide a
considerable containment component for Subarea 1. In fact, s-xlellng
simulations conducted by others prior to the construction of wellhead
treatment equipment at these locations support this independent conclusion."

EPA R~spo~se: EPA has simulated base case condltion8, including
operation of the Arrow/Lante well cluster. See response to
comment Aj#145

AJ#214. "Please provide the data to support EPA’a assumption "that significant
extraction continues at only one existing well cluster that could help meet
the remedial objectives of this OU". Other well clusters exist in the
vlclnity of Subarea 3. 2hose wells have not been included in EPA’8 No--Action
~ternative."

EPA ResPonse: The quoted statement refers to the Arrow/Lante
cluster, which is the only cluster currently extracting
significant amounts of water within the OU Subareas. We agree
that other well clusters exist in the vicinity of the Subarea
that may be contributing, or may in the future contribute,, to
EPA’s remedial objectives.

The last portion of the comment is incorrect. Wells located
of Subarea 3 are inoluded in the no-action

alternative simulations.

AJ#215. "Please show the approximate limit of capture on Figure 12-2 similar
to the method used for Figure 12-3."

EPAResDonse:    A revised figure is attached (Figure RS-8)
showing the approximate limits of capture for the no-action
alternative.

AS#216. "Please explain why the Arrow and Lante well cluster was not included
with the computer simulations for the other Alternative scenarios presented in
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%he OUFS. The Arrow and 1ante cluster should be incorporated into all
acensrlo8 considered for Subareas I and 2."

~A Resppns~: The comment is incorrect. This cluster is
included in all computer simulations presented in the FS.
response to Aj#145.

See

A~#217. "In �ontrast ~o EP&’s broad conclusion "all of the remedial
elte~tives would be effective in meeting the renodial objectives of this OU
including reducing the eventual cost, dlff£cultT, and time required for
containment or restoration of the aquifer" there sxlsts serious rlsk that
components of the Subarea I response action could fu~her exacerbate both the
areal and vertical distrlbution of contaminants and increase the �omplexitF,
eventual cost and tiue necessaz7 for renediatlon."

EPA Response: This comment appears to duplicate previous
comments, which refer to the proposed extraction scenario in
S1~barea i. See Response F.

A~#218. "l~ng-te~ effectiveness and permanence of remedial measures could k
increased if extraction were proposed at "hot-spots" where contamlnants are
orders of ma~ituda higher than elsewhere in the OU. This also applies to the
reduction of toxicity, ~hilitF, and voltuno."

~PA Response: We agree that additional extraction in Subarea i
(beyond that proposed by EPA) would speed the removal of
contaminant mass from the aquifer. Any additional extraction in
highly contaminated areas will remove contaminant mass. At
issue, however, is whether additional extraction beyond that
proposed by EPA is warranted given the significant cost of each
incremental amount extracted.

See Response B for a more detailed explanation of tradeoffs of

additional extraction beyond that proposed by EPA.

AS#219. "Save additional simulations such ms those presented in Section 7
confirmed that smaller ext~actlon volumes are unacceptable~ Why were these
evaluations not shown and dlmcussed?"

~PA Response:    We believe that simulations shown and discussed
in Section 7 demonstrate that smaller extraction volumes are
unacceptable. As explained in Section 7, lower extraction rates

would not be able to adequately meet EPA’s remedial objectives
for the presently-deflned subarea boundaries and expected range
of groundwater flow conditions. Results of simulations are shown
in Sections 7 and Ii.

AS#220. "Potential financ£al impacts due to continued misration are
unsubstantiated due to the uncertainties of contanlnant transport."

~PA Response: We disagree. See Response A.

~:~#221. "Why is the assumed flow rate used in the assessment of air emLssions
2 to 30 times larger than the flow rate assumed for any of the treat:~nt
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facilities included in the ramediatlon alternative? ~Thesa numbers should
match the flow rate assumptions used in designing the treatment systeas, for a
~ora appropriate assessment of potential air emissions."

e~Y~Efi~q~: The evaluation of incremental risk from air
emissions assumed a higher flow rate (70,000 gpm) than the
remedial alternatives (19,000 to 29,000 gpm) because the air risk
evaluation was completed before the development of the remedial
alternatives. Because the sizes of the remedial alternatives
were uncertain, the evaluation was completed assuming the largest
size project under consideration (70,000 gpm), based on the logic
that if there are insignificant risks associated with a 70,000
gpm project, there will be insignificant risks associated ~rith
any of the likely (smaller) project sizes.

The results of the evaluation are stated on page A.I-II:

"The sum of the noncancer hazard quotients for the COPC is
0.05, below the level of concern for noncancer health
effects. The estimated excess lifetime cancer risk for
residential inhalation exposure is 3 x 10"6, which meets the
requirements of EPA and the SCAQMD."

The relatively low risk implies that repeating the evaluation
with lower flow rates is unnecessary and would not be an
efficient use of resources (unless other assumptions such as
influent concentrations change significantly).

Commentor is concerned that readers may misinterpret the results
of theair risk evaluation. The text clearly notes in the
introduction and in the discussion of results that the assumed
project size was "2 to 30 times larger than the flow rate assumed
for any of the treatment facilities included in the remedial
alternatives" (see pages A.1-1 and A.1-11).

AJ#222. "The text indicates that the chemical concentrations used in the air
risk evaluation "differ somewhat" from the concentrations assumed in the
evaluation mf Alternative 4. Please discuss the affects of this inconsistency
mn the results mf the predicted inhalation risks."

E pA Response: The effect of the difference is insignificant,
particularly in relation to other factors affecting the risk
estimate. (See A.1-11 for a discussion of these factors). This
conclusion is obvious from a comparison of concentrations in
Tables A.I-I and 8-1. Using the concentrations from Table 8-1
instead of A.1-1 does not change the cancer risk estimate of 3 x
10.6, rounding off to one significant figure.

&~#223. "The SCREEN modal used to conduct the air risk avaluatEon i8 ¯ very
conservntlve model that uses default meteorological data, rather than site-
specific data. In addition, the conservative assumptionwas made that
emissions £rom all 24 air strippers would originate from mne "representative
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been estimated at an offsite MEZ location. Hypothetical health risks at this
location were predicted to be in excess of I x 10-6, suggesting that ~!-BACT
would be necessary to control the emissions (based on the bullets listed on
p.A.I-10}. It is unclear whether the results of this screening assessment
will be used to require T-BACT for the project. The results of the air risk
e,ealumtion indicate only that the estilated risk of 3 ¯ I0°" "meets the
requirements of EPA and the SCAQMD". Clearly, based on the consez~ative
assumptions used in the assessment, the "actual" health risks associated with
the air stripper ~issions are expected to be well below I0"i, indicating that
T-BACT would not be necessa~ for the protection of human health in the area."

EPA Response: As stated on page A.I-11, the project, when
constructed, is likely to differ in flow rate and treatment
facility configuration from assumptions made in the air risk
evaluation. If these or other parameters differ significantly
from assumptions made in the air risk evaluation, the evaluation

may not be directly applicable to the project as constructed.

AJ#224. "The ~S should more thoroughly discuss the overestimations and
highly conservative assumptions made in the assessment, and clearly spell out
to the public that there will NOT be 24 stacks located together, that people
do NOT llve at one locatlon for 70-years (EPA indicates for health risk
assessments that the 90th percentile duration of residence is 30-years; this
value should be used in the risk assessment), that the VOCa ere readily
degraded in the atmosphere, and that the flow rate used in the analysis is up
to 30 times more conservative than the expected flow rate of any of tlhe
proposed the stripper system(s)~ Overall, the public should be informed that
t]iis assessment is extremely conservative, and that if a refined analysis were
conducted, the predicted health risks ~ould likely be lowered by several
orders of smgnitude."

~PA ~sDonse: These assumptions are noted in Appendix A, as is
tlhe conservative nature of the air risk evaluation.

AJ#225. "Conducting a screening assessment of this nature unnecessarily raises
public concerns, and can result in increased project costs due to the use of
unnecessary pollution controls, as well as increased risk communication to
ease public concerns. The document should clearly discuss and interpret the
results of the risk assessment, and clearly indicate that additional pollution
controls (i.e., 2-BACT) are NOT expected to be necessary for the protection of
hi,an health in the project area."

EPA Response: This comment duplicates previous comments. See

response to comments Aj#221-224.

AJ#226. "EPA has indicated that route-to-route extrapolation should not be
conducted for chemicals without toxicity data for a specific pathway. Because
of the significant uncartaintla8 associated with this approach, EPA has
developed RfCs for many chemicals (sO that route-to-route extrapolation will
not be necessary). In the air risk evaluation, route-to-route extrapolation
was conducted for all chemicals without RfC8; using thls approach, toxicity
data for 8 of the 14 chemicals evaluated in the air risk evaluation was
extrapolated on the basis of oral tox~clty. ~ho document should clearly
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discuss the basis of the extrapolation for each chemical, end the toxic~hy
data used%~ estimate Inhalatlon toxicitl values."

r~_~l~= Route to route extrapolations were used When
there were no noncancer toxicity values available for the
inhalation route (i.e., oral reference doses [RfDs] were used for
inhaled exposures for organic compounds that lack inhalation
reference concentrations [RfCs]). This methodology is consistent
with EPA Region IX guidance (see USEPA. Region IX Preliminary
Remediation Goals (PRGs), Fourth Quarter 1993, ii/I/93) o
Although this methodology may introduce additional conservatism
in tlhe risk assessment, the estimated noncancer hazard index: for
exposure to air stripper emissions is well below the EPA’s target
hazard index of 1.

AS#22?° "There is currently no RfD for TCE; both Table A.l-5 and p. A.102-1
llst an RfD of 0.006; this value ectually represents the new ECAO inhalation
slope factor for the chemical. The RfD should be deleted, end the results of
the analysls shoul~ be changed accordingly."

EPA Response: The comment is incorrect. See response to comment
A9#89.

AJ#228o "The air rlsk assessment uses different toxicity values (e.g., RfC)
and intake assumptions (e.g., duration of residency of 70-years) for me:st
chemicals than those assumptions used in the health risk assessment in Section
4. Zt 18 unclear why two different approaches for assessing potential health
riSkS were used.u

EPA RespoDs@:    Commentor is incorrect. The inhalation toxicity
values used in the Appendix A and Section 5 are exactly the same.
[We presume that commentor intended to refer to Section 5,
"Preliminary Baseline Risk Assessment," not Section 4,
"Identification of Applicable or Relevant and Appropriate
Requirements."] However, in Appendix A, inhalation values are
expressed in units of mg/m3 and in Section 5 inhalation toxicity
values are expressed in units of mg/kg/day. To convert from
units of mg/m~ to mg/kg/day, a breathing rate of 20 m3/day and a
bodyweight of 70 kg is assumed.

To calculate inhalation cancer risks for exposure to air stripper
emissions, the inhalation cancer slope factors were multiplied by
the estimated air concentrations. This is a conservative
calculation in that it does not take into account an exposure
duration of less than a lifetime. To estimate excess lifetime
cancer risks for an exposure duration of 30 years, the estimated
cancer risks presented in Appendix A may be multiplied by 0.43

(30/70).

A~#229. "The aKr risk evaluation should clearly state %hat if all cancer risks
were summed considering the cancer WOE, that predicted health risks (even
under the worse-case Assumptions used) would not significantly exceed 10".
8ummlng all known, probable, and poaaihlo human carcinogens t~ether as if
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they are all "known" human carcinogens is not consistent with standard =~sk
assessment practices. If summatlon of all carcinogenic chemicals was done
because ¯ "screening" risk assessment was conducted, it should be clearly
pointed out.to the publlc that th~prsctica will result An an overest~tion
of predicted health risks."

EPA Response: EPA’s method is consistent with standard risk
assessment practices. EPA guidance recommends calculating a
patl~way-specific cancer risk estimate and hazard index by m~ing
the contributions of eachchemical in the pathway (see EPA "RAGs"
guidance (EPA/540/1-89/O02) and EPA Region IX supplement
(December 15, 1989)). This method of estimating risk includes
the assumption of independence of action by the compounds
involved (i.e., no synergistic or antagonistic chemical
interactions) and gives equal weight to all classes of
carcinogens. The summation of upper bound estimates of excess
lifetime cancer risk can introduce additional conservatism in the
risk assessment, this conservatism is acknowledged in the risk
assessment in Section A.I.3.3, Risk Characterization. In
addition, the weight of evidence classification for all
carcinogens is listed in Table A.I-5.

&~#230." It is unclear why health risks for VOC| and radon were conducted in a
different manner. It appears that an exposure duration of 70-years was used
for the VOte, while a duration of 30-years was used for the radon. This
inconsistency should be corrected; a value of 30-years exposure duration
should be used for all chemicals."

~p~. Response:    See response to comment AJ#228.

~#:231. -A -Results" section should be added to the air risk evaluation, that
clearly points out that the risks predicted from inhalation of each site-
rellted COC are less than i0-~; only risks from naturallF occurring radon
equals this value°"

~J~P~LSJ2~JI~fi: Risk estimates for each compound are clearly
summarized in Table A.1-6.

AJ#232. "The risk assessment for radon should be removed from the assemsment
of slte-related risks. Radon is naturally occurring, and is not site-
related. It is inappropriate to sum risks from both site-related and
naturallF occurring chemicals in the assessment, without clearly explaining to
the public that risks from exposure to radon are related to background
condltions in the area. Sy presenting the risks associated with radon
separatelT from risks associated with site-related chemicals, the public can
be informed that the risks from this chemical have been considered, however,
do not have a direct bearing on the remediation proposed for the OU."

EPA ~esDons~: We disagree with commentor’s recommendation that
risk resulting from radon be ignored or hidden in the risk
assessment. Radon is naturally-occurring and "site-related" in
that its presence contributes to the risk that would be
experienced by those exposed to air emissions from the selected
remedy. All risks resulting from implementation of a remedial
action in the Baldwin Park area "have a direct bearing" on EPA’s
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proposal, regardless of the contaminant’s origin. Table A.1-6
allows interested readers to discern the risk contribution from
radon and other individual compounds of concern.

A~#233. =The Polopolu8 well has a vex~rshallQw screen depth. Waathle
considered in the evaluatlon~ The well 18 only 0.5-Rile upgradient of ~he EPA
aulti-port monitoring well which detected the higher contaminant
concentration8 several hundred feet below the eqnivalent Polopolua well
intake. Why wasn’t this well sampled ~re ~ften in the last 13-years? It is
located in the center of the main area of VOC �ontaBinatlon."

~: The contaminant data from the Polopolus well were
not adjusted in any way to account for the relatively 8hallc~
depth of this well. It should be noted that, as shown in Figure
3-9, depth-specific sampling indicated that contaminant
concentrations were fairly uniform across the upper several
hundred feet of the aquifer upgradient of the Polopolus well.

Although it is certainly possible that higher concentrations are
present deeper into the aquifer at the Polopolus well location,
EPA’s monitoring well MW5-1 is not directly downgradient of the
Polopolus well (it is more cross gradient). Thus, the
distribution of contamination at the two locations would not
necessarily be expected to be similar.

Unlike most of the production wells in the basin, because t!he
Polopolus well is a privately-owned irrigation well, state-
mandated sampling under Title 22 is not required. EPAhas
sampled the well during each EPA-sponscred sampling event in the
basin (1985, 1987, 1990, and 1991).

AJ#23~. "Attachment A contains water quality data from some wells through
November 18, 1991, not November 7, 1990 as Indicated in ~he ~ext. Are all
data from November 1990 to November 1991 Included?"

~PA RespoDse: November 7, 1990 is the cutoff date for sampling
data used tc develop influent water quality estimates. November
18, 1991 is the cutoff date for data included in the original
Attachment A (an updated Attachment A containing data through
10/93 has been added to the Administrative Record). The cutoff
dates differ because, as stated in Attachment A and elsewhere in
these responses, as the FS progressed, different cut-off dates
were used for the water-quality data incorporated into various
evaluations (based on available data at the time the evaluation
was~ performed).

AJ#235. "These two wells [SGVWC B6| are located at the downgradle~ ~rtlon of
Subarea 3. The document comments [in Appendix B] that pumping rates |~d
duratlons~y control the VOC concentrations in those wells, suggesting that
pumping is pulling contaminants downgradlent. Decreases in pumping might
result in& receding plume."
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~pA ~esponse:    We agree that production at the B6 wells
influences the local groundwater flow gradient. (It should be
noted that these two wells have been inactive for approximately
fount years.) However, it is unclear how the conclusion could be
dr~n that reduced pumping might result in a "receding plume."
Even with no pumping from these wells, regional groundwater flow
directions (and thus, contaminant migration) are towards this
well cluster from upgradient in the OU area. consequently,
reduced pumping would not cause contaminant migration to change
directions or "recede" in the upgradient direction.

AJ#236. "Warm the ralatiTely high concentrations of other inorganics, such as
TDB, factored into the traatRent costs? Background inorganic water quality
fort he San OabriolBasin is characterized as "hard" water and may rmsult in
added costs."

EPA_~: The inorganic quality of groundwater in the OU
area was considered in the treatment evaluations.

AJ#237. "Because of the risk of pulllng nitrates from the east with high
pumping rates, it is essential to conduct detailed analyses to recommend the
lowest possible extraction rate that wall accomplish all of the objectives."

EPA Response: We agree.

AJ#238. "If the proposed extraction location in Subarea l was moved to the
area of highest contamination, (north of the 1-210 freeway), the prodicted
ground surface elevation at the well would increase more than 50 feet. This
additional elevation may facilitate the surface convayanceto the CitF of
Azusa reservoirs."

~: Comment noted.

~J#239. "Additional contaminant characterisatlon should be included as an
objective. Current characterization is incomplete in all areas of the OUI

o Vertical distribution is unknown in Subarea I.
o Subarea 2 is defined only by four wells, three production wells and
one monltoring well.
o There are no monitoring wells in Subarea 3. Vertical and areal
distributions of contaminants are uncertain.

Much of this characterisation iu necessary Drlor to selecting a remedy."

EPA Response: We agree that additional contaminant
characterization is a key objective of the monitoring program.
This was one of the criteria used in identifying the recom~aended
monitoring well locations and should have been included in this
list. An updated table is included in this Responsiveness
Summary (Table RS-3) to provide additional information on the
p~cpose of each new monitoring well cluster.

We agree that the monitoring program must be one of the first
steps during the time of r~medial desiqn. We do not, however,
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agree that the monitoring program must precede remedy selection.
As stated previously, adequate information has been collected and
is presently available to select a remedy for the Baldwin Pax~
ou. See Response F for additional details.

AJ#240. "MW-5-07 and 08000039 appear radundant. Wall 080003g can be used as
aariywarning for Cluster 5."

~J~aP_QJI~_~:    Production well 08000039 is locatedover 3,600
feet upgradient of the assumed Cluster 5 extraction location.
This was considered too far upgradient to provide reliable early
warning data for changes in contaminant conditions. In addition,
monitoring well clusters, rather than production wells, are
preferred for the early warning clusters to provide better data
on the vertical distribution of contaminants.

&J#241. "MW5-02 should be located farther downgradiant and used to supplement
the other downgradlant walls that have varying screen depths."

EPA Response: The purpose of MW5-2 is to help monitor the
remedial effeutiveness of Subarea 3 extraction by observing
changes in contaminant conditions just down~radient of the
Subarea. The downgradient production wells referred to in *~e
comment will provide additional information to supplement d~tta
from MWS-2, but are a bit further downgradient than desired for
monitoring remedial effectiveness in Subarea 3.

AJ#242. "The timing and purpose of the proposed monitoring wells should be
reviuad. Several of these wells should be installed initially, monltorad, and
used to £~ ~ha contaminant characterization. Only than should extraction
location and pumping be finalized."

~:    We agree that the new monitoring wells should be
used to update our understanding of the extent of contamination
in the OU area. And, as described previously, the extraction
locations and rates will not be finalized until data have been
gartered from the monitoring program.

xj#243. "This discussion (p.E-9) amplifies the need for additional data from
the monitoring program, yet none of these progr~ wellm have the stated
purpose of additional aquifer characterization."

EPA Response: The FS recommends approximate type, number, and
location of wells, but it is not its purpose to serve as a
workplan for the installation or sampling of wells. After the
Record of Decision is completed, EPA or Potentially Responsible
Parties will prepare a detailed workplan for the installation and
operation of the monitoring network. Data on aquifer properties
will certainly be collected during monitoring well installation.

AJ#244. "How does the role of the San Oabriel Basin Water ~uelity Authority
blend or overlap with agency responslbilitias? Since they are involved in
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groundwater qualit7 proJacti in the basin, their role and reapons£bilitiqbs
should be included."

EPA and staff of the SanGabriel Basin Water Quality Authority
periodically meet to coordinate investigation and clean up
actions in the Baldwin Park area and in other parts of the Basin.
The Authority, however, as an independent agency established by
State legislation, reaches its own decisions on how to contribute
to the cleanup. Our current understanding is that the Authority
intends to complete installation of wellhead treatment at the Big
Dalton well. We suggest that you contact the Authority directly
for more detailed information about their planned activities.

AJf245. "~r| both the Arrow and Lante wells pumped at cspacitF during the
aimulatlona? Simulatlons in Section 7 show the significance of this puiplng."

EPA Response: The extraction rate assumed for these wells in
all simulations is 3,000 gpm, plus the existing pumping rate: from
the Lante well during the three-year period of existing
extraction incorporated into the simulations. The 3,000 gpm flow
rate was based on discussions with the water purveyor regarding
the planned use of the new Arrow Highway treatment facility.

AJ#246. "Are anF of the simulations with increased rethaEge aho~n or dil~cussed
in this document? If not, why not?"

EPA Response: Yes, see Figure 11-2 and accompanying text on
pages 11-6 and 11-9.

AJf247. "Given the discussion of the inportance of secondary sources and the
limitations of particle tracking to evaluate this condition, why wasn’t one of
the simulated extraction locatlons in Subarea 1 moved to the area auspe~:ted of
containing secondary sources?"

EPA Response:    This comment duplicates previous comments
recommending additional extraction upgradient of EPA’s proposed
locations in the upper area. See Response B.

AJ#248. "There are references in the OUFS about recent sampling in the Baldwin
Park ksT well (ZI000006), yet no data from this well are included in
Attachment A."

~P~ Response:    This comment duplicates a previous comment. See
response to comment AJ#15.

A~#249. "Data from EPA Well MW611-19 are included in Attachment A. Is this
wall in the OU~"

~: Data included in Attachment A are from wells in or
in the vicinity of the areas of known contamination. EPA Well
MW611-19 meets this criterion.
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AJ#250."Figuro I-4 ladle¯tea that EPA has conducted recent groundwater
sampling ¯t Wells 01900831 and 01902971. However, data from these wells are
not included inAttachment A."

EPA Response: This comment duplicates a previous comment. See
response to comment AS#15.

XVII.2 Response to "Review Comments, Proposed Plan, May 1993, Baldwin
Park Operable Unit"

AS#251. In this submittal, Aerojet/lLIt repeat the s|ute complaints, criticisms,
and assertions made in their comments on the Baldwin Park Operable Unit

¯Feasibility Study. They criticize EPA’a Proposed Plan as "based on
slmpllfying assumptions that are not technically defensible." They assert
that EPA "fail[s] to consider local variations in the groundwater flow regime
and the effects of the proposed remedy on local groundwater flow and
contaminant transl~ort"; "fails to incorporate strategic source control
meas~Lres’| "falls ~ recognlze the benefits of existing wellhead treatment
facilities’; "fails to adequately accurately [sic] descrih.e "Base Case"
hydr~tullc conditions..."; "fail[s] to optimize the effectiveness of proposed
project and thereby limlted remedlation objectives’; and, finally, that EPA’e
proposal risks "dauge to the groundwater resource."

TheF continue, asserting that a "detailed review of the ratlonale provided and
the available data for the OU indicates that basis for the proposed reapon£e
action in unsubstantiated end appears to be driven by schedule..."; that
"EPA*s groundwater modeling results ¯re not sufficiently detailed to simulate
the effects of current end historic pumping and recharge patterns upon flow
conditions in Sub¯teas I and 3"; that "EPA has failed to demonstrate the need
for additional migration control scalene in downgradtent areas (Subarea3}...’;
and includes "distorted" risk estimates end "exaggerated" c1alms of the ©oats
Of not taking action.

EPA~: These comments duplicate previous comments. See
summary response to Aerojet/ALR general comments on the Baldwin
Park Operable Unit Feasibility Study and responses to
approximately 250 specific comments that follow the general
comment. EPA believes that the majority of these comments make
incorrect assertions or reach unsupported conclusions, and do not
warrant any changes in EPA’s proposed remedy.

&J#2520 In its comments on EPA’s proposed remedial action in Subarea 3,
AeroJet/ALR assert that EPA has not demonstrated that the proposed remedial
action in Subarea 3 is needed to soot EPA’s stated remedial objective° They
clte -independent analyses" completed by Camp Dresser & McKee, consultants to
the San Gabriel Basin Industry Coalition, hypotheslslng that the p1tuH, e have
e~abili=ea or reached e~l~ilib=~tT:ma. They also assert that "a broad non-
detectable area of TCE and PCE exists between the downgradlent margin of
Subarea 3 and Whittier Narrows." Lastly, .they assert that EPA’a remedial
objective for Subarea 3 contradicts ¯ statement in the FS that "available data
do not show any significant change in contsualnant levels downgradlent of
Subarea 3 to aS far as Whittier Narrows."
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~:    The "independent analyses" completed by Camp
Dresser & McKee are speculative, largely unsupported by site-
specific data, based on misinterpretations of data (e.g.,
mistakenly alleging oscillation and retraction of the plumes) and
fai] to consider site-specific evidence refuting their plume
equilibrium~no action hypothesis. See summary response to
Aerojet/ALRgeneral comments on the Baldwin Park OU Feasibility
Study and Response A for a detailed explanation of the need for
action in Subarea 3.

Also, we agree that neither TOE nor PCE have been detected at
some wells downgradient of Subarea 3, but would not characterize
the area of non-detects as broad due to the paucity o~ sampling
locations in this area. We also note the presence of other
co~zaminants at levels above MCLs (e.g., carbon tetrachloride) at
wells where neither POE nor TOE have been detected.

Finally, we are unclear of any contradiction between EPA’s stated
remedial objectives and the referenced statement. Contamin~Lnt
concentrations within Subarea 3 are higher than concentrations
do~ngradient of the subarea, indicating possible benefits of
remedial action to prevent the more contaminated grothndwater from
migrating into less contaminated downgradient areas. The
referenced statement notes that there is not a "significant
change in contaminant levels from just ~ownqradient o$ Subarea3
to as far south as Whittier Narrows."    Contaminant
concentrations of different compounds at various wells in the
interval from 5ust dOwqgradieDt of Subarea 3 to the Whittier
Narrows area are generally at or near MCLs. Thus, as stated in
the text, there is not a "significant change" in overall
contaminant levels within this stretch. Also see response to
comment AJ#130.

AJ~2S3. In its comments on ZPA’= proposed remedial action in Subarea 1,
Xero~et/ALR note the distance between well WIOWOMW1 and EPA’I recommended
extraction locations, and asserts that EPA’s recommended extraction locations
in Subarea I may "exacerbate the migration of chemicals from the highest
concentration source areas %0 less contaminated areas..."

~PA Respons@: EPA believes that its recommended extraction
locations represent an effective strategy for limiting the
migration of contamination detected at well WIOWOMWI. See
Response B for a detailed explanation of the rationale for EPA’s
recommended extraction locations.

&J#254. AeroJet/ALR also assert that EPA fauLle4 to IdentifT the hydraulic
capture ,ones present from the operation of the Krrow and Lamte wellhead
treatment facilities and did not adequately account for localize changes in
groundwater flow direction and gradients that have been documented in ::response
to recharge events at the Santa Fe Spreading Grounds.
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EPAResDonse: These assertions is incorrect; EPA did assume

continued extraction at the Arrow/Lento wells and did account for
recharge at the Santa Fe Spreading Grounds. Aerojet/ALR in fact
acknowledge that EPA accounted for extraction at the Arrow/Lane¯

location. See response to comments Aj# 143 and Aj#145, and
Response B.

AJ#2SS;. AeroJet/ALR recommend that the "Subarea l response action must
conslder both nasa removal of chemicals per volume of water extracted and,
migration control, and optimize extraction to achieve both objectives. Source
control is ¯ prerequisite to optimize the effectiveness of groundwater
remtdlatlon in Subarea 10"

~: We agree that migration control and mass removal
are ]~th remedial objectives for the Baldwin Park OU. See
Response B for additional details on how these objectiveswill be
translated into extraction rates, locations, and other project
details. We also note that EPAts proposed extraction and
treatment in Subarea 1 would provide significant "source
control."

X’VII.3 Response to "Proposal for Technical Modifications Optimization of
U.S.EPA Region IX Subarea 1 Proposed Project, Baldwin Park Operable Unit"

AJ#256. AeroJet/ALR state that "Although data deficiencies also exist in
5uba~eea 1, an interim action %hat specifically targets source control appears
feasible at the present time. Aerojet/ALR state, however, that concentrations
of PCB and TCE in 9roundwater at wells OSCOMW2 and WIOWOMWI are "the highest
concentrations identified in Subarea I by at least an order of magnltn4Le, yet
EPA’ closest extraction location, Cluster I0, is located up to l-mile
downgradlent of these evident hot spots."

AeroJet/ALR assert that "EPA’s Subarea I proposed project ... does not address
source control, and in fact will likely exacerbate the spread of contala£nants
from "hot spots" into leas contaminated zones of the aquifer." AeroJet/ALR
describe %halt ana~ymKs of groundwater flow and water quality, their computer
modeling efforts, and recommend that EPA relocate recommende~ extraction
locations as shown in the submittal (Plate 18) to "optimize the efficiency of
contaminant removal by at least an order of magnitude, while malntain~ng EPA’s
goal for containment in Subarea I." The three recommended locations are:

¯ in the vicinity of well W10WOMWI (suggested rate = 3,000 gpm)
¯ in the vicinity of well OSCOMW2 (suggested rate = 4,000 gpm)
¯ along Gladstone Street northeast of EPA’: proposed I0 and 13 clusters
(suggested rate m 2,000 gpm)

They argue that their recommendations would "prevent the spread of
contamlmant: from "hot spots" into less contaminated :ones of the aquifer ...
and will ultimately decrease both the time and costs required for remedlatlon
not only [in] Subarea 1, but throughout the OU."

EPA Response: See Response B for a detailed rebuttal to
criticisms of the pumping configuration in EPA’s Subarea 1
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proposed project, including the value of the additional
extraction in the vicinity of well W10WOMW1.

Because the Record of Decision recommends, but does not require,
groundwater extraction rates and locations, EPA has not completed
a detailed review of the computer modeling or other analyses
carried out in support of the proposal to replace EPA’s
recommended extraction rates and locations with less extraction
in the vicinity of well OSCOMW2 and along Gladstone Street. Our

own evaluations lead us to expect that extraction in the vicinity
of well WIOWOMW1 will remove contaminant mass, but will not
contribute to EPA’s objective of limiting migration of
contaminated groundwater out of Subarea I. If so, then commentor
is proposing to substitute 6,000 gpm of extraction at well
OSCOMW2 and along Gladstone Street in place of the 8,500 gpm that
EPA’s evaluations indicate is necessary. In their submittal,
commentor does not identify what differences in hydraulic
conductivity, differences in interpretation of the extent of
contamination, or other differences justify their assertion that
they can extract approximately 30% less groundwater and still
satisfy EPA’s migrationcontrol objective. Also see response to
AJ#130.

AJ#2!;7. ~erojet/~J~Rrepeet their assertion that "Technical evaluations
strongly indicate that the proposed project in Subarea 3 is without technical
Ju$t£flcetlon, and requires additional data collectlon and further analysis
prlol~ to remedy selection."

EPA~: We disagree. See Response A.

~J#2!i8. leroJst/~ claim that An their computer simulations "the magnitude
of s~ulated fluctuetlons is typically within 5 to 10 feet of measured
fluctuations, and only once varies as much e= 18 feet." They claim that this
level of accuracy is "significantly greater than the 20- to 30-foot range of
variations evident in EPA’s calibration results for the CFEST model." {p.21]

EpA~eSponse: EPA has not reviewed Aerojet/ALRts modeling
results in detail, but Plate B-3 in their submittal appears to
indicate that calibration results for the Key Well are in the
t9 ~Sfoot ranue. Contrary to Aerojet/ALR’s claim, this result
is not significantly better than EPA’s calibration results for
the Key Well (shown in Figure C-8 of the Interim RI Report),
which generally range from 5 to ~0 ~ee~ (not the 20 to 30 feet
claimed in the comment).

XVII.4 Response to 18 page letter with "General comments on and legal
analysis of the Baldwin Park OU FS and Proposed Plan," dated August 10,
1993,
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A~#259, The pr~mar~ theme of this set of comments is the assertion that there
ere "insufficient data to prepare, screen, evaluate and select appropriate
rmdlal alteznatlves." This set of comments also duplicates comments
p~vld~ in other &ezo~et/KLR submittals on the "plume sZabillsatlon"
hypothesis; on whether EPA adequatel7 considered the effects of an existing
wellhead treatment project; on whether EPA considered the impacts of recharge
at the Santa Fo Spreading Grounds; and on the ndeque~f of EPA’s computer
modeling. One apparent dlfferen=e between this set of comments and other
~Om’mel~tlt iS ~ escalation of the rhetorlc used to crltlciwa EPA’8 pEoposal.
Among the comments directed at EPA’I proposal are 4:hat it is "discredited" by
previous EPA inaction; rationalized by "dogmatic assertion" rather than
"existing evidence or reasonable infaremces," based on "misleading-
predictions and analysis that is "fundamentally flaw~"; and that it "vlolatos
basic tenets of rational declslon-maklng."

EPA~: Despite the flamboyant rhetoric, these comments
duplicate comments made in other Aerojet submittals and responded
to in this Responsiveness Summary. See Response F for a s~mary
of EPA responses to Aerojet/ALR’s assertion that EPA’s selected
remedy is not supported by adequate data or technical analysis,
and responses to specific comments included in other Aerojet/ALR
submittals.

AJ#260. Ae~Jet asserts repeatedly that "There is no RI for the Baldwin Park
Operable Unit o"

EPA ResDons~: This claim is ridiculous. Commentor interprets
EPA’s decision to omit the words remedial investigation from the
title of the Baldwin Park Operable Unit Feasibility Study as
implying that no remedial investigation was conducted. As
explained on page one of FS:

"The report also summarizes remedial investigation (RI)
activities completed in the OU area; more detailed
descriptions are available in separate reports (see Section
1.5)."

As explained throughout the Feasibility Study and this
Responsiveness Summary, the remedial investigation for the
Baldwin Park oU included the collection and analysis of data from
hundreds of water supply and monitoring wells installed by water
purveyors and businesses; groundwater sampling performed as part
of EPA’s Supplemental Sampling Program; four rounds of basinwide
groundwater sampling completed byEPA in 1988; two rounds of
wellhead sampling at existing wells in 1990-91; well logging and
depth-specific sampling of eight wells in the Baldwin Park area
by EPA in 1989-91; installation and initial sampling of a
1,540-foot-deep multiport (MP} monitoring well by EPA ih Baldwin
Park in 1991; evaluations of the quality of EPA-collected and
other groundwater data; analyses of the hydrogeology, water
b~get, water supply infrastructure, occurrence and movement of
VOCs, and occurrence of nitrate in the Baldwin Park area; the
development and use of a computer model of groundwater flow in
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the basin; as well as analyses of treatment technologies, water
distribution options, and other components of the Baldwin Park OU
remedy.

XVII.5 Response to two videotapes tiffed "Acrojet Submission of Nicholas
Pogencheff Testimony, August 4, 1993" [Edited, approximately 3 hours in
duration].

&J#261. &ero~et submitted three hours of edited videottlmd "testimonT" in
wh£ch Nicholaa Pogencheff, consultant to &eroJet Gencozlp, i8 apparently
interviewed b7 Peter Taft, an attorney ropresentin9 leroJet.

EPA R~sDonse: The videotapes largely duplicate written comalents
provided by Aerojet Gencorp. They include minor errors in ~eir
explanation of how the San Gabriel Basin is managed (eog., they
incorrectly state that groundwater is not exported from the
Basin; they incorrectly identify the san Gabriel Basin operating
limits as 200 feet to 300 feet (actual limits are 200’ to 250’));
they include errors in their description of how contaminants move
from the surface to the groundwater (e.g., they comment at length
on the presence of surface sources of contamination,
hypothesizing that surface spills or releases have decreased over
time, but fail to acknowledge the continued presence of
significant subsurface sources of contamination); and they :make
numerous errors in describing EPA modeling efforts. We repeat
here and respond to only selected com/uents from the videotapes.

¯ Aerojet correctly identifies ways in which EPA could have
increased the complexity and cost of its computer
simulations (e.g., increasing the number of nodes and cells
in the model), and offers hypothetical examples in which a
more complex model would be appropriate, but does not
demonstrate the need for a more complex model as part of the
Baldwin Park OU. See Response C for additional details.

¯ Aerojet criticizes simulations of groundwater flow and
contaminant transport completed by EPA in the 1980s and
presented in Appendix C of the Interim RI Report. These
simulations have no bearing on the Baldwin Park OU remedy.
In their criticism of past EPA simulations, Aerojet asserts
that there are no continuing surface or subsurface sources
of groundwater contamination in the Baldwin Park area.. This
criticism is without merit. Significant evidence’indicates
the presence of continuing subsurface sources in the Baldwin
Park area, in the vadose zone and as non-aqueous phase
contamination in the vadose and saturated zones. Aerojet
offers no data or analysis to the contrary. See Response B.
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¯ AeroJet asserts repeatedly that their interpretation of
the hydraulic conductivity of the Baldwin Park areais more
accurate than EPA’s assumed distribution of conductivity.
See Response A (Table of Baldwin Park Area Hydraulic
Conductivity Estimates and accompanying text) and response
to comments AJ#17-21 for a rebuttal to this assertion.

¯ Aerojet correctly notes that EPA used its computer model
to simulate the movement of groundwater in the Baldwin Park
area and did not attempt to simulate contaminant fate and
transport processes (e.g., dispersion and retardation}. As
noted elsewhere in this Responsiveness Summary, EPA does not
believe that it is necessary to simulate contaminant f~e
and transport to evaluate or select an interim remedy for
the Baldwin Park OU. EPA does not state, and did not intend
to imply, that contaminants move at the same rate as
groundwater. In its comments, Aerojet laments EPA’s
decision to not simulate transport processes but does not
identify any ways in which EPA’s decision affects the
selection of remedy.

¯ Aerojet discusses a "historical matching" exercise
completed during the development of their computer model in
which they acquired quarterly measurements of groundwater
levels in the Baldwin Park area over a 14 year period. They
also describethe resulting "good fit" between simulated and
actual water levels. EPA completed a similar effort, ~ich
made use of quarterly water level data collected over a 12
year period and also resulted An a "good fit." Also see
response to Aj#258 and Response C.

¯ AeroJet states that "we have no idea what the areal extent
[of groundwater contamination] north of that high
concentration [detected at monitoring well WIOWOMWI]." Data

are available, and were included in the Baldwin Park FS,
from at least half a dozen wells north of WIOWOMWI. Also
see Response B for a detailed discussion of EPA’s
interpretation of the distribution of contaminants in the
Baldwin Park area.

¯ Aerojet incorrectly asserts that EPA did not account for
the impacts of artificial recharge (spreading} at the Santa
Fe Spreading Grounds on the movement of groundwater in the
Baldwin Park area. Aerojet builds on this incorrect
assertion in alleging that this deficiency results from the
"regional scale" of EPA’s computer model. EPA considered
recharge at the Santa Fe Spreading Grounds in the
development of its remedy and depicts its effects in the FS.
EPA’s recommended extraction rates and locations will limit
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migration during periods of significant recharge at Santa Fe
Spreading Grounds. See response to comments AJ#143 and 179.

¯ Aerojet recommends extraction at or near well the ~ynnOil
and OSCO "sources," criticizing EPA’s recommended pumping
conflgura£ion for not maximizing mass removal and
accelerating the migration of potential "hot spots." We
disagree with this recommendation, which we discuss in
detail in Response B. Aerojet retracted this recommendation
in subsequent comments. See response to comments AJ#262-
271.

¯ AeroJet incorrectly asserts that EPA ignores the inf~ence
of the Arrow/Lante projects on the movement of groundwater
and contaminants in the Baldwin Park area. Seeresponse to
comments AJ#144 and 145.

¯ Aerojet incorrectly asserts that the reclaimed water
project proposed by the Upper San Gabriel Valley Municipal
Water District would have a negative impact on the Baldwin
Park remedy. See response to comment Aj#182.

XVII.6 "Addendum to Proposal for Technical Modifications Optimization of
U.S. EPA Regional IX Subarea 1 Proposed Project Baldwin Park Operable
Unit," November 29, 1993 and 4 page cover letter dated December 2, 19913
[SUBMITTED AFTER THE CLOSE OF THE PUBLIC COMMENT PERIOD]

In this submittal, Aerojet, ALR, and the Oil and Solvent Process
Company (OSCO) change Aerojet/ALR’s previously suggested
locations and rates of groundwater extraction in Subarea I. They"

claim that "new data" available after the close of the public
comment period indicating a decrease in contaminant
concentrations in the vicinity of OSCOMW2 necessitate the change.

AJ#262. One of Aerojet/~/OSCO’l arguments for changing t~elr previouLsly
recommended extraction rates and locations is that the "1992-93 winter was the
first substantial wet period in ten years."

EPA Response: This statement is incorrect. Rainfall, and
artificial spreading, in the previous winter of 1991-92 were also
substantially higher than average.

AJ#263. Aerojet at. el. refer to monitoring well resuits from the Ae~jot and
OSCO wella.and other "new data available only after the close of the p~1~c
comment perlod" that imply the need to modif~ prew£oualT reconuuended
e~ractlon rates and locations. TheM state that the "early pattern [of water
quality d&t~] suggested a source area ... [along] Motor Avenue near OSCO area"
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but that lore recent data suggest that recharge "overwhelm[e] the source or
IOurceS.t

EPA RespQDse: We disagree with the conclusion that recent
sampling data argue against extraction of contaminated
groundwater in the vicinity of the OSCO wells.

EPA’s recommended pumping configuration includes extraction of
contaminated groundwater downgradlent of the OSCO facility
because the available groundwater, vadose zone, and chemical
usage data indicate the presence of a continuing subsurface
source of contamination in the vicinity of the OSCO facility.
The "new data" cited by Aerojet/ALR/OSCO do not dispute this
view. The "new data" do show decreases in concentrations of some
contaminants at the OSCO wells, temporarily complicating the
interpretation of these water quality data, but the data do not
in ar~ way indicate that the source or sources of contamination
have disappeared or even diminished. The observed decreases in
contaminant concentrations most likely reflect dilution of
contaminated water by clean recharge water, as varying
groundwater flow directions temporarily cause wells that were
downgradient of the contaminant source to be more cross-gradient.
The effect is likely to be temporary, however. We expect that
the wells will resume their downgradientrelationship to the
source (and contaminant levels will rise) as recharge decreases
and groundwater flow direction resumes its more typical northeast
to southwest orientation.

Commentor refers to water quality data collected during May 1993.
These data reflect the influence of much higher than average
volumes of rechnrge at the Santa Fe Spreading Grounds during May
and the preceding several months, as summarized below. The
listed volumes were provided by Los Angeles County Department of
Public Works.

Volumes of Water Recharged at the Santa Fe Spreading Grounds in
1992-93

Volume Recharaed (acre-feet)
Oct 92 133
Nov 92 5,560
Dec 92 1,670
Jan 93 6,700
Feb 93 6,160
Mar 93 14,310
Apt 93 18,010
May 93 12.830
Jun 93 799
Jul 93 0

Aug 93 20420
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Sep 93
Oct 93
Nov 93
Dec 93
Jan 94
Feb 94

6,000
7,110

0
0
0
0

BaldwinPark ROD

Aerojet/ALR/OSC0 do not actually list or summarize any "new data"
and do not provide any clear statements as to how the "new data"
justify eliminating extraction in the vicinity of the osco
facility. The closest the comment comes is in noting
fluctuations in contaminant concentrations at the OSCO wells and
stating that recharge "overwhelms the source or sources." We
are unsure of the meaning of the word overwhelm in the comment.
We agree with the comment to the extent that it refers to more
recent data complicating, at least temporarily, our ability to
interpret water quality data from the OSCO wells. We disagree
with the comment to the extent that it implies that recharge has
moved, diminished, or eliminated subsurface sources of
contamination in the area.

KJ#264. In discussing their modeling efforts, including Plate 3 of their
submittal purporting to illustrate the impact of EPA’B recommended extraction
rates and looatlons, AeroJet et. al. claim that EPA’s recommended extractlon
rates end locations in Subarea 1 "results in accelerating the spread of
contaminants from Well WIOWOMWI during wet conditions, with no downgradient
containment to inhibit contaminant migration." (p.4)

EPA ~esmonse: In response to the first portion of the comment
(asserting an acceleration of the spread of contaminants), we
note that groundwater extraction always accelerates the movement
of groundwater and contaminants within its zone of drawdown,
regardless of regional flow conditions.    In response to the
second portion of the comment (asserting the absence of
downgradient containment to inhibit contaminant migration), we
offer EPA’s particle tracking simulations which indicate that its
recommended extraction rates and locations will inhibit
contaminant migration from Subarea 1 during all expected flow
conditions. The simulation results presented by Aerojet et. al.
as Drawing 3 do not offer any evidence to the contrary. As
discussed in response to comment AJ#266, we do not believe that
the results presented in Plate 3 (as wells as Plates i-6)
realistically simulate regional flow conditions in the Baldwin
Park area.

A~#265. AeroJet et. ml. recommend the following changes (from their August
1993 submittal) in extra=flea rates and locationms

¯ reliance on 4000 gpm e~tractlon at %he existing Arrow/Lante ©luster to
llmlt the migration of contaminated groundwater from subarea 1 lea place
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of a now well along Gladstone Avenue (and in place of EPA’e =ecolus~bnded
pumping configuration).

¯ retraction of the proposal to install a new extraction well in ~e
Ti~inlty of OSCOMW2

¯ reduction in the recommended extraction rate at the new extraction
well at WI0WOMWI to 2000 gpm

They aLssert that their a~deling establishes that 4,000 gpl of extra©flea n~
the Arrow and Lante wells w£11 "equal the ©ontsinnent component" of EPA’:s
racouended extractLon locations (#10 and 13), amking EPA’a re¢onendad
locations unnecessaz7. (p,4)

EPA Resoo~s~: See Response B for a discussion of the merits of
relying on extraction at Arrow/Lante and the value of extraction
at WIOWOMWI. A significant disadvantage of moving extraction

locations from EPA’s recommended locations to Arrow/Lante is that
it would permit additional degradation of the portion of the
aquifer between EPA’s recommended extraction locations and the
Arrow/Lante wells.

Because the Record of Decision recommends, but does not
prescribe, specific groundwater extraction rates and locations,
EPA ihas not completed a detailed review of the computer modeling
or other analyses carried out in support of Aerojet’s proposal to
replace EPA’s recommended extraction rates and locations wit~
4,000 gpm at the Arrow/Lante cluster. Our own evaluations ].end
us to expect that extraction in the vicinity of well W10WOMW1
will remove contaminant mass, but will not contribute to EPA’s
objective of limiting migration of contaminated groundwater out
of Subarea i. If so, then commentor is proposing to substitute
4,00.0 gpm of extraction at Arrow/Lante in place of the 8,500 gpm
that EPAVs evaluations indicate is necessary. In their
submittal, commentor does not identify what differences in
hydraulic conductivity, differences in interpretation of the
extent of contamination, or other differences justify their
assertion that they can extract approximately 55% less
groundwater and still satisfy EPA’s migration control objective.
Also see response to Aj#122.

Aj#266. In the co,or letter (p.3), Aerojet at. el. note thatt (i) spreading
and recharge cond£tlons resulting in the "wet condition" particle tracking
pattern is rarely in place for :ore than a few months at a time; and (il)
"zigs and saga" in contaminant movement result In the contamination moving
"not as fast as a steady state aquifer would predict."

EPA ~$ponse: We agree with these two observations.

EPA’smodeling efforts account for variability in rainfall and
recharge, and the atypical but expected occurrence of wet and dry
conditions, by using actual recharge volumes for each three month
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period between October 1977 and June 1990 as input values into
the CFEST model.

EPA’s modeling efforts account for varying regional flow
conditions, and "zigs and zags" in contaminant movement, in two
ways. First, EPA examined regional flow conditions, and the
performance of various remedies, at four different times (spring
1983, fall 1986, spring 1987 and fall 1989}. These four times
correspond to one period of above average rainfall and spreading,
two average periods, and one dry period. See Figure 7-8 and
accompanying text for the results. Second, EPA used particle
tracking to examine the cumulative effects of alternating periods
of lower than average, average, and higher than average rainfall
and recharge. Zigs and zags are apparent in Figures 7-9 and 12-
2. As discussed in the FS, EPA uses a transient rather than
steady state model to account for variability in flow rates and
directions over time.

In contrast, Aerojet et. al. attempted to account for variable
rainfall and recharge by completing three different simulations,
but apparently repeating the same rainfall/recharge assumptions
year after year in each of the three simulations. Aerojet’s "dry
condition" simulation (Drawings 1 and 4} appears to assume
steady-state drought conditions every year for 14 consecutive
years.    Aerojet’s "wet condition" simulation (Drawings 3 and 6)
appears to assume extremely high rainfall conditions every year
for 14 consecutive years. We believe that this methodology is
unrealistic and inappropriate since we do not expect a 14 year
drought or 14 consecutive years of the extreme rainfall.
Designing a clean up project to perform in such conditions could
result in a significantly over- or under-designed project.

Aerojet at. al. also present the results of a transient computer
simulation which more realistically assumes varying
recharge/rainfall conditions over a 14 year period, but the
figure summarizing the results is extremely difficult to
interpret (Drawing 7). It appears to contradict EPA’s results,
and Aerojet’s own steady state results presented in Drawings 4-6,
in showing an average northwest to southeast direction of flow.
It also appears to show particle tracks making an abrupt riqht
turn on their way toward the Arrow/Lante wells. This behavior is
inconsistent with known hydrogeologic features of the area.

AJ#267. In their cover letter (p.3}, AeroJet at. al. claim that "all
extraction symtemg will pull [groundwater] almost directly from %.he Santa Fe
Spread~ng Grounds."

~: We believe that this conclusion is incorrect and
probably results from Aerojet’s unrealistic recharge assumption
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in which they assume extremely high rainfall conditions every
year for 14 consecutive years. See response to previous comment.

We also note that elsewhere in their submittal, Aerojet at. all.
appear to contradict this comment in asserting that their
proposal, in contrast to EPA!s recommended extraction rates and
locations, "does provide hydraulic containment north of the 210
Foothill Freeway [when simulated for wet conditions] ... (p.5)"

AJ#268. In the cover letter (p.3), AeroJet at. el. also assert that dur/x~g
average or d~ conditions the Arrew/Lante wells w£II recapture contsalnat,ed ¯
groundwater that laT have passed the walls during wetter periods.

~L~L~j~: As noted in the response to the comment AJ#265,
EPA’s modeling indicates that approximately 8,500 gpm of
extraction, not 4,000 gpm, is needed to limit migration out of
Subarea 1 during all recharge conditions. We therefore doubt
that extraction of 4,000 gpm of contaminated groundwater at the
Arrow/Lante wells could satisfy EPAts migration control objective
during wet or average conditions, or recapture during average or
dry conditions contaminated groundwater that may have passed the
wells during wet conditions.

IJ#269. AoroJet/ALR/OSCO claim that EPA’s recomaanded extract£on well
locations would "u~lacessar£1y increase the drew of water from the northeast,
pulling both Voc end nitrate ¢ontamlnation from north of the 1-210."

~PA R~sp0ns~: We disagree; EPA’s computer simulations show that
EPA’s recommended extraction rates and locations are at or near
the ninimumneeded to contain groundwater contamination in
Subarea 1. We have not reviewed Aerojet/ALR/OSCO’s modeling
assumptions, but their conclusion that EPA’s extraction rates are
unnecessarily high probably results from unrealistic modelir~
assumptions. One unrealistic assumption, reflected in
unrealistic flow patterns in AeroJet/ALR/OSCO Drawings I-6, is
described in response to comment Aj#266. EPA’s modeling results
are presented in Figures 7-8 and 7-9.

AS#2?0. ~sroJet/ALR/osco also repeat many of the assertions nade in other
submittals! "that EPA’a analyses have not been sufficiently deta£1ed h)
identify...local-scale dlstu~bances’; that EPA did not consider the hyd:¢anlic
impacts of pumping at the Arrow/Lante walls; "EPA’s proposed remedy i8 not
effective or technlcally defenslble.’.

~PA ReseoDse:    EPA did consider extraction at the Arrow/Lante
wells and believes that its analyses are adequate to support the
selection cf remedy. See Response B for a discussion of the
merits of relying on extraction at Arrow/Lante and the value of
extraction at WIOWOMWI. See Response F for a rebuttal to tlhe
assertion that data collection or analyses are inadequate to
support the selection of remedy.
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AJ#2?Io AeroJet/ALR/OSCOrepeat their comment that EPA must adequatelT
characterise the hydrolog~ and hydrogeolog¥ of the aquifer system and basin
operations before issuance of a ROD for the KaldwinPark OU. Alternatively,
they recommend that EPA incorporate "a considerable element of flttlbilltT" in
the ROD. "The precise locations of wails an~ rates of groundwater extraction
can bet adequately identlfled onIT after the interpretation of �omprehennlye
groundwater nonitoring data."

EPA Response: As described in detail in Response F, EPA
disagrees with the assertion that additional data collection is
neoessarybefore remedy selection.

We agree, however, that additional data collection is needed to
select precise extraction rates and locations.
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XVIII. Comments by Azusa Land Reclamation

ALR#1. ALK ~olntlr submltted comments on the Feasibility Study and Prof,)sad
Plan with Atheist General Corporation and "endorses and includes by reference-
comments submitted by the San Gabriel Basin Industry c~alition.

EPA Re~Do~se: See EPA responses to comments by Aerojet General
Corporation and the San Gabriel Basin Industry Coalition.

ALR#2,, Commentor expresses belief "that any int~:t~ rereadT . .. will be on
scale that £s designed solelT to achieve effective containment (while
hopefully maxJJrLsing mass re:oval)."

&

EPA ResDonse: As explained in Response B, "containment" is one,
but not the sole remedial objective for the Baldwin Park area.

ALR#3. Commentor states that "... [other than approximate extraction locations
and rates], vlrtualIy everything else about the p~oJect ks left Indeflnlteo..
The relatively undefined state of the Proposed Plan precludes the level of
public participation ~n remedy development intended by CERCE~ and the NIIP by
leaving much of the design detail, Includlng the important issue of treated
water disposition, to post-ROD and post comment refinement."

~A_P~I~_~: ccmmentor asserts that a lack of detail in EPA’s
proposal limits public participation but identifies only one
project detail missing from the Plan: the disposition of ~ae
treated water. EPA did meet several times with potential
recipients of treated water, obtained specifications of purveyor
distribution systems, and completed detailed analyses of the cost
and feasibility of supplying water to potential recipients. In
the Feasibility Study and Proposed Plan, EPA presents the results
of its investigations: a list of potential recipients; flow
rates, pressures, and locations at which potential recipients
could accept treated water; and a discussion of the advantages
and disadvantages of supplying treated water to each potential
recipient. See pages 9-15 to 9-23, Appendix D, and pages 7-8 of
the Proposed Plan. EPA chose not to specify a single recipient
tc allow the public to comment on EPA’s distribution options (the
disposition of the treated water has been an issue of significant
local concern) and also because of uncertainty about some project
details that affect the relative cost or feasibility of
transporting water to potential recipients. Nor did it a~)ear
realistic to expect potential recipients to commit to accepting
treated water until EPA was in a position to make a reciprocal
commitment.

We believe that the appropriate time to reach agreements on the
disposition of the treated water will be in the months after the
Record of Decision is signed. EPA expects to continue, and
perhaps complete, discussions with potential recipients of the
treated water in the next several months. We note that numerous
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comments were received during the public comment period
expressing a preference to supply treated water to the
Metropolitan Water District of Southern California.

Lastly, we note that the commentor laments that EPAhas left
"much of the design detail" until after the ROD. In fact, t~e

NCP calls for "design" to follow remedy selection; the usual
sequence is: remedial investigation => feasibility study =>
remedy selection => design=> construction. It would be wasteful
and inefficient to complete "design-level" studies pre-ROD t~at
are likely to be duplicated post-ROD. We have followed this
logic in the development of our proposed remedial action for the
Baldwin Park area.

~4. ga-~entor points out that the remedy i| complicated by "the el~rate
web of interrelated agencies that administer its water supply and water
qualltT ohJe~Ives," the usa of the aquifer for drinking water supply~=d
storage, and significant pumpage end recharge.

EPA Response: We agree. In its Baldwin Park Feasibility Study,
EPA considered and incorporated the effects of pumping and
recharge into the development and evaluation of remedial
alternatives. EPA has also consulted extensively with local

agencies with water supply or water management responsibilities
during the development of its Proposed Plan.

ALR#5. Comm~ntor argues that EPA should complete a characterization studF in
Subarea 3 to determine whether remedial action £s warranted.

EPA Response: We disagree. See Response A, which explains in
detail the basis for EPA’s conclusion that remedial action is
warranted in Subareas 1 and 3.

ALR#6. ~mmenTx~ assez~e that "...sig=ifleant legai issues would be presented
by any attempt to move forward at this t4,-e based on the current
admEnistrativm record. Specifically| (I) the NCP precludes remedial action,
even interim action, based on inadequate data or, as in the ease of s~area 3,
an almost total absence of characterization information; and (2) the NCP
requirement that the remedial response selected be �ost-effectlvewould not be
satisfied." Commentor �ontlnuest "...even if circumstances where EPA’s "bias
for action" polioI is triggered, a condition that does not exist here, the NCP
makes clear that remedial action should not be taken until "site data" and
information make it possible to do so," (40 CFR 300o430(a)(I)) and on11y when
"information is sufficient to support remedF selection (Preamble, $5 FK
8704)". ~mmentor also cites other teK% from the NCP which calls for "a base
level of qualitative risk information" even at early or interim actions, and
the need for EPA to d~onstrate that an "action is necessarT to stabilize the
site, prevent further degradation, or achieve significant risk reduction
quickly." (55 FR 8704-8705)

Lastly, comaeutor cites NCP requirements and court decisions that remedy
selection be cost-effactlve (p. 4-5).
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~P-~-~9_~P~: Commentor does not identify any specific data
deficiencies in this comment. As discussed in Response F and
elsewhere in this Responsiveness Summary, EPA believes that its

data collection and analysis efforts are adequat~ to support the
selection of a remedy for the Baldwin Park OU and that other

requirements of the NCP cited in the comment have been satisJ~ied.

~7. ~uen~r reconend! the modified extraction configuration described
in the "Proposal for Technical Modifications Optimization of U.H.EPA Region IX
Hnbaroa I Propos~ Project, Baldwin Park Operable Unit" and aaae~a ~hat this
modification makes EPA’s =ecouended extraction locations in Suba~a I �ost-
ineffective. Commentor also notes that if the "plume equilibrium" hypothesis
advanced by the Coalition is confirmed, EPA’s recommended remedy for Snbarea 3
would he �oata-4~effective.

EPA ReaDonse: We disagree with commentor’s claim that the
referenced report establishes thatany portion of EPA’s proposal

is cost-ineffective. See response to comment AJ#256, Response B
for I~PA~s rQsponse to the referenced report, and Response A on
the "plume equilibrium" hypothesis.

XIX. Comments by Azusa Pipe & Tube Bending Corporation

APTB#1. Commentor desordbes his business’s weak financial status, including
his difficulty borrowing money; expresses amazement that solvents could have
reached the subsurface at his Azusa facility; expresses opt£mlsm that the
business will he able to complete remedial investigation work requested by the
Regional Boa~; expresses concern over "the e~cT~mr of additional coats of
undotermlned amount’~ and finally, finds it disconcerting and unfair that "we
find ourselves on a PRP flat."

~PA Response:    Comments noted. We do not know of the PRP list
to which the commentor refers. Commentor has been directed to
investigate the extent of contamination at his Azusa facility by
the Regional Board, but Azusa Pipe & Tube Bending Corporation has
not, to date, received General or Special Notice of Liability for
contamination at the San Gabriel Valley Superfund sites.

XX. Comments by Chemical Waste Management, Inc.

CWM#I. Commentor descrlbespotentlal advantages of air sparglng comblned with
sell vapor extraction (AG/SVE), in relation to EPA’s proposed technolo.~
(grounduater extraction, above-ground treatment, and distribution of treated
water). Recomnendx that EPA further investlgate AS/SVE.

EPA Response: See Response E.
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XXI. Comments by John R. Glass and Associates

I. Conmen~0r, ¯ real estate broker, describes ¯ recently purr3¯sedparce]L of
land in ¯ planned industrial park in Zrwlndala, CA, which appears %o be ~the
"upper urea" descr£bad in EPA’a Proposed Plan. Commentor asks how he cala help
the cleanup, and protect h~mself, the owner, ¯nd any future tenants of the
Xrw/mdal¯ parcel from liability for the costs of EPA’s proposed clean up.

~=~/~_9/i~: An EPA representative contacted the commentor by
telephone to explain CERCLA’s liability provisions and to discuss
his concerns about the parcel.

XXII. Comments by Greene Company

Or#1. "I’m glad to sea that we are on the way to cleaning up the ground water,
however, it seems that we are following that famous saying, we h¯ve the cart
before the hers¯l"

EPA Response: comment noted.

or#2. "It’s my understanding that it ia illegal to dump toxic material
(substances) on/An the ground, in the sewer or basically anywhere? Pleaue just
¯ ~OS or no answer."

EPA Response: A simple yes or no answer would be misleadincj.
The wisdom and legality of dumping potentially toxic materials
depends on the material’s constituents, its properties, the
amount disposed, and the method of disposal.

or#3. "Does Tour agency or any other ¯gency you know of have ¯ count on the
amonnt of toxic drain clasher that is dumped each year?"

EPA ResPonse: No, although we note that if used as intended, all
household drain cleaner would end up in the sanitary sewer.

or#4. "...why :L8 it illegal to dump toxic material such as drain cleaners but
tt’a ok to ~ke themT"

~P~ Response: Many commonly-used materials such as drain
cleaner, bleach, glues, and gasoline are toxic if ingested or
inhaled in sufficiently large quantities, but are considered safe
if properly used and disposed of.

Gr#5. Are the contaminants found in the groundwater the same ingredients found
in toxic drain cleaners?

E PA Response: An EPA representative contacted the commentor to
clarify the comment. Commentor explained that he is concerned
that common household drain cleaners such as "Dr¯no" or "Liquid
Plummer" may be contributing to the groundwater contamination.
EPA is not aware of any common drain cleaners that contain the
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chlorinated solvents or other contaminants found in the
groundwater.

XXIII. Comments by the San Gabriel Basin Industry
Coalition (IC)
Responses I through 7 address general comments made by the

Industry Coalition (the Coalition) on pages 1-7 of their
submittal that are not duplicated in the specific comments

presented on pages 7-10. Responses 8 through 2g address the

specific comments.

zc#l. ~nentorwrites that "input filel [supplied to the Coalltlon bF EPA]
for many of the monitoring and water supply production welll lacked data on
wellhead and/or screened interval elevations." (p.l)

EPA R~Sponse: EPA has supplied the Coalition with all requested
data in its possession, including elevation data. We note that
construction data for monitoring wells that are not in EPA’s
electronic database are available in paper reports from EPA or
the Regional Board. We also note that EPA has not obtained
construction data for some from old, inactive production wells.

ZC#2. C~mmentor writes that "discussions with EPA representatives have
confirmed that data gaps with respect to geographic location and completion
intervals for some water supply wells continue to exist in the Basin," %hat
data on locations/completion intervals typically require a year or more to he
entered into EPA’s electronic database, and that "these gaps and delays in
updatlng the data have hampered modeling efforts." (p.2)

~: See response to IC#1. We also note that there
were delays in supplying data to the Coalition but that much of
the delay resulted from the Coalition’s difficulties in
identifying which data they sought. These difficulties appeared
to result in large part from the Coalition’s initial insistence
on communicating with EPA only through their legal
representatives who were not familiar with the types or uses of
the data and could not clearly communicate their needs to EPA

staff.

zc#3. In its explanation of its decision to develop a "parallel simulation
capabilltT" using Its DYNSYSTEM computer code, the Coalition nsss~-hs that
EPA’s CFEBT computer code ix "not suitable for contaminant transport
replication or pre~llction..., cannot be used to depict OU specific
conditions..., and has less acceptability and credibillt~ as a modeling tool"
than the Coalltion’s preferred computer code (DYNSYSTEM) because it is used
less frequently. Commentor also c1alms that CFEb"2 cannot accurately simulate
effects of recharge and pumping, cannot account for "local variability An
aquifer hydraulic conditions," criticizes other wodel assumptions, and finallF
questions the CFZSTmodel’s usefulness. (pp.2-5)
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EPA Res~nse: We believe that these criticisms of the CFEST code
are for the most part, untrue or misleading. The CFEST code, as
calibrated for the Baldwin Park area:

o is a useful and appropriate tool to support the
determination of approximate extraction rates and locations;
o is suitable for contaminant transport simulations;
o can be used to depict:oU-specific conditions;
o is an equally accepted and credible model (as DYNSYSTE~)
if properlydeveloped and used;
o can accurately simulate recharge and pumping;
o can account for variability in hydraulic conditions;
o accurately simulates hydraulic conductivity;
o does not need to account for sorption or degradation 1:o
justify the need for remedial action;
o makes reasonable assumptions about verticnl
discretization, boundary conditions, and the ratio of
horizontal to vertical hydraulic conductivity, and other
input parameters.

See Response C for a detailed discussion of the role of modeling
in EPA’s efforts. Also see Response A for a discussion of the
feasibility of using computer simulations of contaminant
transport in order to predict the rate of contaminant migration
in the Baldwin Park area. We doubt its feasibility.

EPA ResPonse: Commentor does not define "profound" or offer any
detailed support for this assertion, but we note, in contrast,
that: our analyses suggest that pumping in the Baldwin Park area
accounts for only a fraction of the increase in the areal e~ent
of contamination. Also see response to comment Aj#54.

Ices. Commantor makes 8 variety of arguments £hat the "mount of data Ixt
Subarea 3, or the analysis of the data, are Insufficient to justify remedy
selection. (e.g., see p.4)

EPA Response: We disagree. See Response F for a general
response to this comment. See Response A for an explanation of
EPAes view that additional data collection and analysis are
unlikely to alter the need for remedial action in Subarea 3 or
re,sire any changes in the selected remedy.

ice6. CommenTx)r zecommend8 that the extraction rates and 1coat,ohm" be selected
to max4mlse =ontamlnant mass removal. (p.4,)

EPA ReSDo~se: Contaminant mass removal is one, but not the sole,
remedial objective Which should be used to guide the selection of
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extraction rates and locations. See Response B for a more
detailed explanation of factors to be considered in selecting

extraction rates and locations.

I¢#7, Cementer meatless (but does not include £n its w~Itten �omments) "very
prelim£narT" and "hTpothetical" computer simulations which show a "plums or
plumes which des~nstrate stability over elms and eventually riLL¯sip¯to." The
results of the simulations were briefly presented to EPA rep~esentatlves using
¯ series of slides ¯t a public meeting held Kay.20, 1993. (p.5)

~_~~q~: EPA cannot provide a complete response to this
comment since the Coalition does not identify assumptions made in

these simulations in it¯written submittal. We recall, however,
from the May 1993 presentation that one of the critical
assumptions in the computer simulations was a half-life for TCE
of approximately seven years and that this assumption was not

supported with any site-speciflc data. We believe that this
assumption is unrealistic, and suspect that it contributes
greatly to the stability and dissipation of the plume seen in the
computer simulations.

[The following 22 responses are to comments submitted as
"Specific Comments on The Baldwin Park OUFS and Proposed Plan,"
Section 5 of the Coalition’s submittal (pp. 7-10).]

X~#8. "The Coalition concurs with EPA’s apparent decision to fOCus the
Proposed Plan on ¯ remedlatlon (containment) approach, rather than a
large,-scale enhanced water smpply project. However, although the selected
alternative £s the least intensive In terms of volume pumped of all of the
alternatives considered in the OUFS, the OUFB proposes u significant
extra©tJ~n program at the downgradient end of the contaminant plume(s) without
documentation that such action is necessary to meet the stated remedial
objectlves. The rationale stated on p. 9 of the Proposed Plan for cessation of
oper&tioms when "contaminant concentrations decrease suffloiently that
continued efforts to limit migration of contaminated groundwater are not
longer mecossa~z" may apply to Subarea 3 no__ww. Furthermore, the OUF5 fails to
evaluate and account for the potentially beneficial impact of Subarea 1
pumpage on �ontaminant migration in Subarea8 2 and 3.

Over half of the proposed extraction rate (10,500 ~ of 19,000 gpm total) is
from Subarea 3. Modellng/monltorlng may demonstrate thin 48 not necessn~
(especially with pumping from Subarea I) resulting in a project with
conslderably lower capital and O&M costs. Complications resulting from
distribution of treated water to multiple purveyors would ¯leo be reduced°

The alternatlwe of exit¯orlon on1~ from Subarea 1 was apparently not evaluated
in the FR, although EPA ma%erlals distributed at the communlty meeting on May
20 indicated that "extraction in one, rather than two broad �ontamlnate~
areas" was consldered."

~: We disagree with the Coalition’s comment that EPA

has not documented the need for remedial action at the
do~gradient end of the contaminant plume(s) (the "lower area").
See Response A for a detailed response to this comment, including
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a response to speculation by the Coalition on the importance of
various factors in resisting contaminant migration (sorption,
recharge-induced dilution, degradation, contaminant removal
through pumping, diminished releases to the subsurface).
Response A also explains how the Coalition’s claim of "plume
oscillation andretraction" between 1980 and 1990 results from a
misinterpretation of water quality data, and the limited value of
the "Subarea 3 Characterization Study" proposed by theCoalition.

We also disagree with the assertion that action in Subarea 1
diminishes the need for action in Subarea 3. Remedial action in
Subarea 1 will reduce the long-term influx of contaminants into
Subareas 2 and 3, but there is already a substantial area
(several square miles) of high-level contamination present
downgradient of the proposed Subarea 1 extraction locations that
requires remediation. The proposed action in Subarea 1 will not
inhibit the continued migration of this existing contamination.
In addition, there may be subsurface sources of contaminatic~ in
Subarea2 downgradient of the Subarea 1 extraction wells. ~d,
the fact that high-levels of contamination exist now and have
persisted in Subarea 2 for decades after improved management:
practices likely reduced the input of surface sources indicates
that substantial residual sources may exist in the vadose zone
and aquifer within Subarea 2. Furthermore, the existing
contamination is of sufficient extent that, even without any
continued additional influx of contaminants from Subarea 1 or
other surface or residual sources, contamination will continue to
move towards the Subarea 3 extraction wells for many years or
even decades.

IC#9o "The OUFB recognizes and states (p. 7-5) that available data do not show
any slglliflcant change in contaminant levels from Just downgradlent of Subarea
3 to as far as Whittier Narrows, but unsubstantiated statements regarding
groundwater contamination spreading into less contaminated and uncontaminated
portions of the aquifer are made at several locations in the text (such as on
pc 6-11). on pc 7-38, it is noted that "dispersion, diffusion, or
retardation.., are lik.ly to cause contaminant levels to decline as
contamination migrates downgradlent." These cr£tlcal cobsideratlons were not
utilized in any manner in the evaluation of potential remedy options."

~P.A Response: There is substantial evidence that groundwater
contamination is spreading into less contaminated and
uncontaminated portions of the aquifer and that the listed
contaminant fate and transport processes (dispersion, diffusion,
and retardation) cannot stop contaminant migration. See Response
A for a detailed response to this comment.

IC#10. "Because the above two comments mstablish the necessity to collect data
to substantiate a need for remed]f in S~barea 3, remedy selection and deal911 is
not appropr£ate uutil such subarea-speclflo data are collected. Protection of
the publIQ health and the enviroxusent is currently being prov.t.ded via active
and on-going wellhead treatment and continued monitoring. Hence, there is no
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urgen~rto£mplementtngau¥ furtheE romedr, and such action should he defaEzed
until data see ~ollected which demonstrate that such a need trulT exists."

~; We disagree that the above two comments "establish
the necessity" to collect additional data to Justify the need for
action in Subarea 3." We also see no point in debating the
precise level of "urgency." We believe that the data support the
selection and implementation of a remedy for the Baldwin Park
area and, clearly, the sooner the remedy is implemented the less
the contamination will spread into clean or less contaminat~i
areas. Sse responses to the two previous comments and Response
A,

IC#11. "The OUFS provides no substantiation that the downgradisnt pumpage will
not confl:Lct with the reaedial obJectiTe of &nhi.bitlng migration fro,, more
hlghl~ to less Qontam~nated areas. In fact, this concern ks stated on p.
7-26, =

EPA ]Response: We disagree. On page 7-26 of the FS, it is stated
that "the continued pumping of existing production wells located
outside of the highly contaminated areas can increase migration
into less contaminated areas, ... depend[lag] on the location of
the existing well in relation to the contamination ..." This
statement follows from basic hydraulic principles: that a

pumping well lowers the water table in the vicinity cf the well
and that water flows from higher to lower elevations. The
implication of this statement is that extraction should not be
located in areas known to be clean or less contaminated than
nearby areas. Instead, extraction should be located in areas
known to be contaminated at higher concentration than nearby
areas. EPAes proposed project is consistent with this principle.
Contaminant concentrations at or near proposed extraction
locations (Valley County Water Districtes Big Dalton and Paddy
Lane wells) have consistently remained significantly higher’ than
at downgradient wells(e.g., San Gabriel Valley Water Company’s
B4 wells). The following table summarizes several years of data
for peak and average groundwater concentrations for these three
wells.

s~ nd
30 nd

14 nd
4 nd

16
7

4
1
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(1980 - 1991 for Big Dalton, Paddy Lane; 8/89 - 1991 for B4B

well; 7/88 - 1991 for B4C well).

We recognize that additional sampling planned as the f~rst
step in the design of the project may change our understanding of
the precise extent of contamination. These additional data will
be used to select precise extraction locations that best meet
EPAVs remedial objectives of limiting contaminant migration and
removing contaminant mass.

Ic#12. "The OUFS reco~nlsem and mtatem (p. 11-9) that. the CFESTmodel is
appropriate and applicable on a regional scale, and not for local-scala use,
but accurate predlction/esti~ation of hydraulic conductlvit~ has still :Lot
been~de, and T2here Is still %..much bimstowards tests exh~Jaltlng higher
Yalues. The OUFS does recognize and state that the hydraulic gradient in the
BPOU area Is generallr the lowest in the Basin (p. 2-13)."

EPA Response: We believe that computer simulations completed by
EPA to support its proposed remedy are sufficiently accurate for
their intended purpose. See Response C for additional
explanation of the role of computer modeling in the development
of EPAts proposed remedy. Also see response to comment Aj#I.

Ic#13. "The shape and size of the downgrad£ent extent of individual zones of
contami~Rt~on are typically inferred from the egti~a.te~ directions and
~itude of groundwater flow and are in only a few cases directly �onm~krained
by data feel wells" (emphasis added)(p.3-IO), considerable unce~’~ain%y
�ontlnues to exist, therefor, regardlng ~he downgradlent extent of the
pltune ( s), preoluding accurate identlflcation o f plu~e/contamlnant ~IgE=tlon.
As a result, the current FS violates the requirements of the NCP .lu that the
nature and e~ent of contamination have not been established to the extent
necessarlv to select a r~edy."

EPA Response~ We agree with a portion of the comment in which
commentor emphasizes the uncertainty about the precise extent of
downgradient contamination, but disagree that this level of
uncertainty precludes the selection of an appropriate remedy or
violates the HCP.

The commentates argument appears to be the same as presented in
its "General Comments" and in "Specific Comments" i, 2, 3, and 4
- that the only reasonable test of the need for remedial action
is the demonstration of statistically significant increasing
concentration trends. As described in Response A, EPA believes
that the preponderance of evidence shows that remedial action is
needed to limit migration and remove contamination. We see no
significant evidence that the contamination will stop spreading
and disappear (i.e., "naturally attenuate") without remedial
action.

Ic#14. "In some sections, the OUFE likely understates the effects of
hlgtorlcgl pumpage on contanlnant mlgrstion (e.g., "a small fraction~" p.
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2-19). This contradicts other sections where shift! in the entire lo¢&tion of
the plume(s) are attracted %o pumpage (p. 3-23). The absence of siSnifieant
effects is allegedly supported by modeling results, but there is no indication
where these results are presented."

~: We see no contradiction between the two
statements. The statement on page 2-19 that "purveyor practices
may have caused a small fraction of the increase in the areal
extent of contamination..." refers to the entire, multi-square
mile lateral extent of contamination. The statement on page 3-23
presents a hypothesis to explain decreases in contaminant
concentrations at two water supply wells along the eastern side

of the OU area. Reductions in contaminant concentration at these
two wells imply a small fractional decrease in the total lateral
extent of contamination.

The modeling results referred to on page 2-19 are discussed in
section two of the "Draft Basinwide Technical Plan" (EPA, 1990).

IC#1S. WMaxlmum �ontaminant values and, %o a lesser extent average values, ere
still used for plume delineation purposes. Such dellneat~on should be based on
Rest recent values for ¯ conslstent/concurrent period (i.e., not over a 15
month period). Figure 3-1 is clearly not a "snapshot in time." Table 3-2
includes a summax-f Of data over a 12 vea~ period end therefore obscures any
contaminant ~gEat~on or concentration change trends."

EPA ResDo~s~: We believe that it is appropriate to illustrate
the extent of contamination using maximum or average values. In
the FS, figures 3-1 to 3-6 illustrate the extent of contamination
by combining data collected over the most recent 14 or 15 month
period. Despite the Coalition’s criticism, the Coalition
apparently agrees with our view - a figure included in Appendix E
of the Coaltion’s submittal (Changes in TCE Concentration With
Time) was also drawn by averaging data over a 12 month period.
EPA, and presumably the Coalition, believe that figures drawn
using data collected over a shorter period of time would provide
a less complete, less coherent, picture of conditions in the OU
area.

There is no single "right" way to illustrate the extent of
contamination; assumptions must be made in order to draw any
figure.    The "right" way to draw a figure is to make assumptions
that are appropriate for the use of the figure.

For example, illustratlons of the geographic extent of
contamination (e.g., Figures 3-1 to 3-6 in the FS) are best drawn
by using data collected over a long enough time period ~o provide
good coverage of the area oflnterest. On the other hand,
illustrations of trends over time are best made by comparing
figures each constructed with data collected over a shorter
periods of time. We have included three new figures, Figures RS-
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9 to 11, drawn to illustrate variations in contaminant
concentrations with time.

We agree that the data in Tabl& 3-Z cannot be used to discern
contaminant trends. Identification of trends is not the purpose
of the table (see page 3-5).

Ic#16. "The statement that available data do mot show large variations ~n
contmalnank concentrations with depth (p. 7-6)(I) �ontradi©ts Figure 3-9, and
(2) igno~l the fact that %here are Inlufflcient data to allow 8nI significant
conclusions regarding the vertical dimtr4~ution of ©on~nts beyond ¯
general ©haractsrization of vertical extent."

EPA ResPonse: The statement on page 7-6 is that "the available
data do not show large enough variations in contaminant
concentration with depth to justify selectively extracting from
specific depth intervals ..." This statement does not contradict
the results of depth-specific sampling, which does show some:
variation in concentration with depth (summarized and interpreted
in figure 3-9). Nor does this statement preclude selective
extraction if future water quality data demonstrate much higher
levels of contamination in selected depth intervals.

It#1"/. "The OUFS states on page 9-4, that the "remedial effects" of recharge of
extracted water via spreading are discussed. NO such discussion could be
found."

~: Brief (sentence or two) qualitative discussions of
the remedial effects of recharge are included in each of
subsections 9.1.1, 9.1.2, and 9.1.3 of the FS. Aiso included in
section 11 is a comparison of computer simulations for two
scenarios: (i) extraction of 29,000 gpm of contaminated
groundwater; and (ii) extraction and recharge of 29,000 gpm,
primarily at the Irwindale Spreading Grounds (pages 11-6 to 11-
9).

IC#18. "For five :Lnd:Lvidual sites discussed (pp. 3-35 to 3-39) (onl7 tw~ of
which a~ located in or near the BPOU), the occurrence of TCE and daughter
compounds is attributed solely to degradation, ignoring potential (perhaps
probable) migretlcn from upgradlent areas."

E~_~: Comment noted. Also see response to comment
Wyn#18.

IC#Ig. "The GUFS appropriately recognizes the need for flexibility at this
ti~s in termm of end use of extracted water, including both recharge and
dlstr~bution options, and flexlbillty for treatment unit size, cost, and
configuration. However, the absence of a quantification of’costs and ~npacts
associate4 with the distribution of m~rsc~ed and treated groundw~ker,
although understandable at this time, precludes this FS from �omplying with
CZR~LA guidance or the NC2P. Because these costs are llkelr to be significant
when compared to the total for each alternative, the FS presents an incomplete
analysis and comparison of the cost effectiveness of the alternatives."
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~PAResDonse: We disagree with the Coalition’s comment that: the
FS does not comply with the NCP or EPAguidance. The FS includes
a detailed evaluation of costs and institutional issues
associated with several distribution options. We believe that
our cost estimates are within the range called for in EPA
guidance (no more than 30% above or 50% below the true cost).

It#20. "The OUFB ~pllcltIy fails ~o acknowledge ~he ]uapraaticabilitT of
aquifer resPEct:Los (p. 6-10). The "ARAR Waivers" sect~Lon on p. 4-16 lists the
case where "�ompliance with ARARs ks technlcallT 4-prectlcable fz~m an
engineering perspective" as an ARAR waiver condition. Despite EPA guldm=ce
regardlng tochnlcal J~aprac~icabillty, ~hls is not mentioned elsewhere ~ the
OUFS. EPA*e Proposed Plan z~fers to "eonpleto cloLuup of all or potions of
the aquifer" (p. 4), despite EP& guidance and numerous ROD precedents
regard£ug the technlcnl 4-practicability of aquifer restoration at �omparable
groundwater �ontam£natlon sites ."

~: The comment is correct that EPA has not
acknowledged the impracticability of aquifer restoration. On
page 6-10 of the FS it is stated: "The remedial objectives do
not include restoration of the aquifer, not because it has been
concluded that restoration of all or a portion of the OU area is
impracticable, but because the Baldwin Park OU is a first,
interim (rather than final) remedial action."

We are aware of research and evaluations of other groundwater
contamination sites identifying factors that may prevent complete
restoration of all or portions of areas of groundwater
contamination. We do not believe it is appropriate to reac~ any
conclusions at this time, however, about the feasibility of
restoration of the Baldwin Park area. As stated on page 6-.10 of
the FS, "Additional data obtained during design and
implementation of the remedial action will improve EPA’s ability
to determine the nature of the final remedy (e.g., to determine
whether, or to what degree, restoration is practicable)." EPAts
position is consistent with current regulations and guidance.

The Coalition incorrectly asserts that EPA’s use of the words
"complete cleanup of all or portions of the aquifer" in the
Proposed Plan is inconsistent with -EPAguidance and numerous ROD
precedents." The words are included as part of the statement
that "EPA is proposing this project in order to ... reduce the
eventual cost, difficulty, and time required for Complete cleanup
of all or portions of the aquifer." This statement is consistent
with, and in fact advocated by, EPA guidance which calls for
interim actions at contaminated groundwater sites to limit
expansion of a contaminated area. The Coalition fails to provide
any EPAguidance or specifio ROD precedents with which the
Baldwin Park OU Proposed Plan is inconsistent.

zc#21. "The OlrFB recc~nlses and states (p. 3-29) that significantly less
�ontaminant mass is entering the system than did historically. However, no
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attempt is made to evaluate %he probsble 8ignlflcant effectl of both thin
source re~luctlon and the reduction of contaminant mass by other neohanlalas on
the cxerall contaminant mass balance."

~: On page 3-29 of the FS, EPA mentions the
likelihood that the number and magnitude of continuing s~e
sources of groundwater contamination has decreased with time. As
subsequent paragraphs on pages 3-29 and 3-30 discuss, however,
there remain significant subsurface sources of contamination.
The FS does not state, and we are not aware of any evidence
showing, that the rate at which contamination is entering the
groundwater (i.e., the "system") has significantly decreased.
The commentor merely speculates, without offering any site-
specific data, that the rate at which contaminant mass is
entering the groundwater has decreased.

EPA and the California Regional Water Quality Control Board have
worked with businesses in the Baldwin Park area to complete the
minimum amount of investigation work needed to locate releas;es of
hazardous substances, to determine the approximate extent of
contamination, and to determine if contamination has reached
groundwater. The data that have been generated in these
investigations can be used to very roughly estimate the magnitude
of contamination in the vadose zone. EPA does not, at present,
believe it prudent to spend, or to direct PRPs to spend, hundreds
of thousands or millions of dollars on additional investigation
work in order to better estimate the magnitude of contamination.
Furthermore, the absence of historical site characterization data
would probably preclude any identification of long-term trends in
the magnitude of sources until data had been collected for a
period of years.

The broader issue of whetheradditional effort put into a mass
balance estimate would prove useful in selecting a remedy is
discussed in Response A.

1c#22 (|ubm~tte4 as comment lSa)"with regard to the proposed monitoring
prograua, am described in Appendix S. In whatever form it is Implement~d, the
Ronltorlng progral lust precede remedy selection and design."

EPA ResDonse: We do agree that the monitoring program must be
implemented during the time of ~emediaA desiqTa, however, we do
not agree that the monitoring program must precede em~
selection. See Response F for additional explanation of EPA’s
belief that adequate information has been collected and is
presently available to select a remedy.

zc#23 (subnltted as comment 155) "There is no discussion of the collection of
critical data such as soils chemistry (partlcularlF retardation components)
and hydraulic patterers."

~A Response:     See response to DTSC comments #5 and 6.
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It#24 (g~mitte~ as ~omment 150) "The number of new Bonitoring wells iS
excessive for the purposes of ~onedial design."

EPA ResP.0nse: We do not agree that the number of wells proposed
in the FS is excessive for the purposes of remedial design. In
response to other comments, EPA has increased the number of wells
in its recommended monitoring program. See response to comment
AJ#58, Table RS-3, and Figure RS-3.

It should be noted that not all of the monitoring wells presently
included in the monitoring program are exclusively intended for
remedial design. Some are intended for monitoring remedial
effectiveness, as listed in Table RS-3.

I~25 (8~LLttOd as �onsent ISd) "[~he] rationale for selection of nonitor
well locations, as presented in Table Z-2, is not adequate to provide an
underutand4~g or both the primary and 8econ~a~ basis for each well."

EPA Response: See Table RS-3 for a revised version of Table E-2,
~hich provides additional detail on theintended purpose of each
recommended new monitoring well cluster.

ZC#26. (submitted ¯s comment 16) "~Ithough risks ¯re calcul&ted in Section 5,
these numbers do nut ¯ppear to be directly used to Justify the need for
remedlation or to set cleanup goals. Calculated risks are within the range of
¯ coop%able rlsk using CER~ guidance. The risk assessment failed to evaluate
the quantlfi~ risk of leaving contaminants in place in the ¯~uifer. At other
CZRCLA’ sites, natural attenuation ham been acce|*t.s,d ¯s ¯ component of %:he
remedy and shown to result £n acceptable risk. The purpose of the risk
assessment, therefore, is unclear."

¯ ~~gJl~: The purpose of the baseline risk assessment
completed for the Baldwin Park OU is the same as for risk
assessments completed for numerous other Superfund sites - to
determine the need for remedial action by evaluating the
potential threat to human health and the environment in the
absence of any remedial action. In keeping with EPA guidance, it
is assumed in the risk assessment that contaminants are left in
place in the aquifer and that the contaminated groundwater is
served to consumers.

As described on pages 5-18 to 5-22 of the FS and pages 4-5
of the Proposed Plan, the risk assessment included in the Baldwin
Park OUFS examines three measures of risk: cancer.risk, non-
cancer effects, and groundwater concentrations in relation to
drinking water standards (EPA and State maximum contaminant
levels, known as MCLs). The magnitude of the estimated non-
cancer effects and cancer risk are in the range inwhich EPA uses
discretion in deciding whether to take action, but the magnitude
of the groundwater concentrations (both mean andupper 95th
percentile concentrations) are suf~iclently high in relation to
drinking water standards (MCLs) to warrant action.    EPA ~uidance
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states that "action generally is warranted" if MCLs are exceeded
even if the estimated cancer risk is less than lY~ and the non-
cancer hazard quotient is less than 1 (OSWER guidance 9355.0-30).

Because EPA’s proposed project is an "interim," rather than
final remedy, EPA is not, at this time, proposing any final clean
up goals for the Baldwin Park area.

EPA agrees that "natural attenuation" (i.e., allowing nature
to take its course in place of any active remedial action) may be
an appropriate approach for meeting limited objectives at some
hazardous waste sites, particularly sites with more readily
degraded contaminants, but not at the Baldwin Park OU.    EPA’s
reasoning is described in Response A.

IC#27. (submlt£ed as comment 17) "The comment in Table 6-2 that wellhead
treatment is not applicable since "existing downgradient wells arm not
optimally located for migration control" may not be relevant if pumping from
Suba~rea 3 is deterllned not ~o be necessarT."

~_~_~: Comment noted. As described in Response A, ~e do
believe that pumping in Subarea 3 is needed, to limit further
migration of the groundwater contamination and to remove
contaminant mass.

IC#28.(suhmitted as �onent 18) "Desp£te the potential coJ~ and testhetic
advantages of a ~wo-stage air stripper process (p.8-41 to p.8-42) this
�onfi~ucitiom was not evaluate. We believe that it should be."

~p~ Response: We agree that a two-stage air stripper ~ have
cost and aesthetic advantages, as described in the FS on pages 8-
41 and 8-42. The Proposed Plan and ROD allow the use of a two-
stage air stripper, or other variations on single stage packed
tower air stripping if shown to be equally effective, equally
implementable, and less costly. We did not carry out a detailed
cost comparison of one- ver6us two-stage air strippers becaLuse we
believe that such a comparison is more appropriately completed
during remedial design, making use of up-to-date water quality
data. A detailed evaluation completed now would most likely be
revised and superseded as final decisions are made on treatment
facility configuration (e.g., to what extent groundwater fl’om

¯ multiple extraction locations are treated at one or more
centralized locations) and as additional water quality data
become available.

IC#29. (submitted as comment 19) "The use of PVC pipe is assumed for pipes 18"
diameter and smaller0 This construction material ~¥ not be appropriate for
©onve~ing untreated wit.: with high VOC. concentrations."

~j~_~X~U~: The estimated average and peak influent
concentrations of V0Cs are not expected to exceed 600 and 12,000
pg/l, respectively. These concentrations are not expected to
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degrade the PVC pipe. However, additional evaluation can be
performed during remedial design to verify this assumption. The
type of material assumed for these smaller diameter pipes does
significantly impact the total costs estimated for the remedial
alternatives.

XXIV. Comments by the San Gabriel Valley Economic
Council

EC#1. CommenZor "believes that there is enough techn£¢al data to ~ust£fy the
~omoval of VOC’8 from groundw&tez :1~ the B4tldw~t~ Park, Irwt.ndale and Kzuma
area, ... [and] that any groundwater cleanup plan must have measurable r,euults
end be the |test =oat effective.

Ec#2. "ConsldeEing the n~er of ¢ur~nt P~’s and possible n~er of SI~L’:
[i.e.~ the ultimate number of PRPI - recipients of "Special Notice" letters],
¯ .. it 18 not economically feasible for [EPA’s proposed pro~eot] to comtence."

EPA ]~esDon~: EPA assumes that the comment refers to the ability
of PRPs to pay for EPA’s proposed project. EPA has not completed
its evaluations of the ability of businesses currently under
investigation to fund EPA’s proposed project, nor are we aware of
any independent evaluations of PRP’s ability (or inability) to
pay. EPA will, however, complete its evaluations before fo:rmally
asking PRPs to fund the selected remedy.

Ec#3,. "Review and negotiate the $17 million San Gabriel Basin Watemaster
Cleanup Plan [before any cleanup pro~eote commence] ."

~: In comments on EPA’s Proposed Plan, the Main San
Gabriel Basin Watermaster "generally concur [ s ]" with EPA’ s
Proposed Plan and notes that a portion of the Watermaster
Technical Plan for Basin Ground-Water Cleanup closely rese~les
EPA’s Proposed Plan (see Watermaster comments elsewhere in this
Responsiveness Summary). EPA therefore sees no value in delaying
action to allow for further review or discussion of the
Watermaster Plan.

zc#4. "Allow tKme foe the~ngressmanEstebsn Tor=es "Demonstration Project"
hill to be heaz~[hefore any cleanup pzo~eots =onmenoe]."

EPA Response: Neither the Congressman nor his staff, in the bill
or in discussions of the bill, have recommended that EPA delay
currently planned projects such as proposed in the Baldwin Park
Proposed Plan. EPA sees no reasons to delay the selection or
implementation of remedy indefinitely while debate continues on
Congressman Tortes’ bill, nor does commentor offer any specific
reasons.
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It should be noted that Congressman Torres’ bill, H.R. 2853,
calls for remedial action "in the vicinity cf Baldwin Park," as
does EPA’B Proposed Plan.

Be#5. "ALlow tJuse for the development and ad~Lnistration of a guarantee~1ow
interest loan p~ram to assist qualified businesses with has&E~us wasps
investlgatlonamd rma~l~s~.:Lon [before anT cleanup pm~ecte conence]."

~: EPA is willing to work with businessesto the
extent allowed by law to assist them in meeting their
investigation and clean up responsibilities, commentor does not
mention any specific financing plans that would warrant delays in
the selection or implementation of remedial action in the Baldwin

Park: area.

zc#6. "AIXow tlme for PRP’s and SNL’s to formal1T organlze to achieve
necessazT negoti&tlons with USEP& and to agree on &11ocaticn methodo1~.
[before any ©leanup projects commence]. Develop ¯ more cooperative, less
confron%atlon~1, relationship between ~he USEPA and the PRP o~anization and
the PRP*I thela|elvss am part of thls organ£satlon process."

EPA Response: EPA began to notify parties that they may be PRPs
for the Baldwin Park Operable unit in 1990 through the issuance
of General Notice of Liability. EPA notified additional pa~ies
of potential liability in August 1993.

EPA believes that it has made special efforts to work
cooperatively with PRPs. EPA invited PRPs to a series of
technical meetings to discuss potential remedies, has engaged in
continued dialogue with PRPs and their representatives, and has
encouraged the use of the services of a neutral third party to
help allocate responsibility. In recent General Notice of
Liability letters, EPA offered to supply facility-specific
information relevant to allocating responsibility; offered to
provide a list of experienced third-party mediators; and offered
to help arrange for a mediator. EPA has also expressed a
willingness to consider funding a portion of a mediator’s cost.

XXV. Comments by Trail Chemical Corporation

Tr#l. Commen~r thanks EPA staff for appearing at the May 20th public ,meeting;
requests additional wlsits and presentations by EPA representatives to improve
�ommunit~" understanding of %ha proposed pro~act.

EPA Response: EPA staff periodically travel the San Gabriel
Valley to meet with representatives of local agencies, business
groups, and other interest groups. Please feel free to contact
EPA at the addresses or phone numbers listed on the Proposed Plan
fact sheet if you have questlons or would like EPA
representatives to meet with an interested group.
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Tr#2. Commentorwonders whether EPA’s proposed proJ~ iS "ino~Inately small"
¯ .. [in a non-technlcel sense] "like two lonely straws’In¯ blgpool," b~
¯ leo believes that asti~atad ©oat of proposed project is "staggering."

Y~L~_~D_~fi: We suggest that the proposal be viewed as five (or
so) strategically-placed super straws whose presence will lessen
the need for a larger extended family of straws. EPA’s rationaie
for the proposed extraction scheme is described in detail in
section 7 and in Response B.

Tr#3. ¢o~aentor asks what studies have been conplet~ by EP& of the ¯conomlc
impact of the project on the ¢onunlty; asks whetheE EPA h¯s deternined that
PRPs l:ve.the abillty ~o pay; and asks whether there ¯re "environmental
Justice" issues concerning minority business owners, and e:ployees.

EPA Response:    EPA has completed evaluations of the ability’ of
many of the businesses currently under investigation to fund
EPA’~ proposed project. EPA has not, however, completed any
evaluations of the cumulative impact of the project, positive or
negative, on the community. You may wish to contact the Regional
Water Quality Control Board; we understand that the Regional
Board has completed a survey of the economic impact of its
investigation and clean up requirements on local businesses.

We are not aware of environmental justice issues raised by our
proposal.

Tr#4. "Ii EPA welling to Consider an "intercept and re~ve" technique at
individual wells, treating the water prior to dlst~Ibutlon, rather than ¯
large Investaentlna treat,¯nip lent0"

F~_~qD~i: EPA’S plan can be viewed as an "intercept and
remove" technique in that it calls for limiting the migration
(i.e., interception) and removing contaminated groundwater from
two’broad areas. A large investment in treatment plants is
inevitable as the contamination continues to spread, whether or
not EPA’s proposal is implemented.

Tr#S. Commentor asks if "a te~of �olu~Lnity representatives [can] vls£t a
Treatment Plant of the type being proposed* and for details on the plants
location, t~e, COSTS, and effectiveness.

P~e~: EPA can supply technical data on the performance
of VOC treatment systems installed in various location~ in the
United States, but it may be of more interest to you to visit
treatment systems installed in your community. We suggest that
you contact the San Gabriel Basin Water Quality Authority, the
Valley County Water District in Baldwin Park, the La P~ente
Valley County Water District in La Puente, or the San Gabriel
Valley Water Company in E1 Monte. All of these utilities and
agencies have constructed or operated VOC treatment facilities in
the Baldwin Park area.
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XXVI. Comments by Wynn Oil

Wyn#1. Wynn Oil "Joins in the Go--ants made by the San Gabriel Baals Industry
Coalitlone and hereby requests EPA to consider the comments aubmltted by the
Coalition to be submitted also b~ WTnn Oil."

~~: Co:sent noted o

wyn#2, wFnn 0£I objects to the inclusion of and conclusions of Section 3.4.4
of the FS. Wynn Oil paz~icularIy objects to Section 3.4..4.1, which briefly
describes selected data from soil and groundwater sampling at the WFnn Oil
facility and in Santa, califo~nia and discusses the 1Lke1£hoo~ that some of
the �ontmai:~ants cbeezwed in gx~andwater are degradation products.

Speciflca11~, W~n Oil states:

I) "i~ Is wrong to select five out of sixty isolated elte investigations
for discusalon in the Report";

2} "the discussion presented concerning the Wynn O£I site fa~la to take
all available data into account and presents a simplistic, speculative
and misleading rationalization of the data discussed’;

3) "the discussion in Section 3.4.4.1 either should be deleted from the
Report or limited to a factual presentation of the 9roundwater ~uLallty
data from the Wynn eel monitoring well and the potential sources
£dentifled by LARWQCB supervised site investigations in the vicinity of
the well."

EPA Response: We agree that Section 3.4.4.1 should have provided
and discussed a third hypothesis: that the contaminants observed
in the Wynn Oil monitoring well may have originated offsite. The
text evaluates only two hypotheses: that the contaminants
observed in the Wynn Oil monitoring well were introduced dlreotly
into the subsurface at the Wynn Oil facility, or are degradation
products of contaminants introduced into the subsurface at the
facility.

We also agree that the evaluations included in Section 3.4..4 are
simplistic and that some of the "conclusions" are speculative.
The evaluations discuss possible sources of contaminants observed
in groundwater using phrases such as "may account for," "could
have been present," or "the most likely explanation...is" ’to
indicate the speculative nature of the discussion.

Also, we should have included a statement that Section 3.4.4 does
not imply any conclusions about the liability of any parties for
the groundwater contamination. EPA believes that it is in
position to reach conclusions regarding the sources of .the
groundwater contamination in the Baldwin Park area, but that was
not the intent of Section 3.4.4.
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We do not, however, believe that it is inappropriate or "wrong.
to discuss the five site investigations without discussing all of
the site investigations underway in the Baldwin Park area or in
the San Gabriel Valley. The purpose of the discussion in Section
3.4.4is to briefly examine whether biological degradation of
VOCs may be occurring in the OU area; not to identify responsible
parties. To accomplish this task, we selected facilities whc~e
deep vadose zone and groundwater investigation work had been
completed and where the investigation had verified the presence
of potential degradation products (dichloroethane,
dichloroethene, or vinyl chloride). We knew of only two
facilities In the OU area which met these criteria (as of mid
1992); we added three other facilities in the San Gabriel Basin
to provide a more representative evaluation.

XXVII. Oral Comments Presented During the EPA-Sponsored
Public Meeting on May 20, 1993

[Many of the oral comments duplicate written comments provided by
the same individuals or organizations.]

Oral Comments by Jeanne-Marie Bruno, Metropolitan Water District of
Southern California

Oral#l. Commentor llstedpotentlal benefits of a "¢onJunctlve use operation"
end expressed disappointment that EPA did not propose conjunctive use in the
Proposed Plan.

EPA Response: See Response D.

Oral#2. Ms. ~runo "q~eltlon! EPA’a treatment and technology selection of air
ltrIppln~ and vapor phase ORe..."

EPA ResPonse: EPA has not proposed or selected air stripping and
vapor phase GAC as the only acceptable technology. The 1>reposed
Plan and Record of Decision allow the use of air stripping and/or
liquid phase carbon. EPA expects to make a final decision on
treatment technology during remedial design.

Oral#3. Me. Bruno listed "significant �ommitlaents" to ¯ conjunctive use
project In the San Gabriel Balinl neaE-complatlon of a oomprahanalve
feaslbllitT atudy~ planB to release ¯ Notlce of Preparation foe an"
Environmental Impact Report in Juno 1993; bench-scala testing on VOCs,
nitrate, and arsenic removal| negotiations for an agraemeult wlththe
Watarmaster for storage, extraction, and treatment of water from the ~aaln~
and the active pursu£tof Federal funding.
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Oral Comments by Greg McClintoek, San Gabriel Basin Industry Coalition

Oral#4. Mr. McClintock expressed agreement with EPA’a proposal for
groundwater extraction and treatment in the "upper area.s but expressed
serious reservations about EPA’a proposed actlon in the "lower area."

~L~J~Lq~_~: See Response A for a detailed explanation of the
rationale for action in the lower area.

@ral Comments by Carol Montano,.East..VaUeys .Organization.(EVO)

0ral#5. Ms. Montane expressed frustration with the length of tke At has taken
to develop the Proposed Plan for the Baldwin Park area but expresses full
Support for the Plan. Commentor also expresses support for federal
legislation sponsored by Esteban Tortes and hope that EPA and PRP8 will reach
agreement to fund the Plan.

EPA ResDQDse: Comments noted.

Oral[ Comments by Rufus Young, Attorney, Burke, Williams and Sorensen

Oral#6. Mr. Young noted hls involvement in the case of Un~£od states vs~
Montrose Cb~micaA, and in litigation connected with the Operating Industries
Superfund Site. Commentor expresses concern that local cities may be dragged
into Superfund litigation end asks that EPA work with local government8 to
prevent the costs of Superfund cleanup from being passed on to local
taxpayers.

EPA RespoDs~: Comments noted.

Oral Comments by Royall Brown, speaking as an individual

Oral#?. Conentcr presented EPA with a list of water supply wells and water
quality results and described variations in water quality a~ng the fluted
wells. Comaentor noted that some wells south of the freeway show �ontluainant
levels similar to the Lasts well, and concludes that EPA’8 operable unit
should address contamination at wells south of the freeway, as far south 8a
Valley Blvd.

EPA Response: This comment duplicates a written comment provided
by Rayall Brown (presumed to be Royall Brown). See response to
RB#2 and Response B.

oral#8. Conentor criticizes the Proposed Plan for failing to address
�onta~Lnat~on in the EI Monte area.
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EPA Respo~: Commentor is correct that the Proposed Plan for
the Baldwin Park area does not address contamination in the El
Monte area. Due to the large extent of groundwater contamination
in San Gabriel Basin, EPA must prioritize its efforts. Remedial
action in the Baldwin Park area is EPA’s current priority. EPA’s
second and third priorities are to address the contamination in

the Puente Valley and E1 Monte areas respectively. EPA recently
reached an agreement with local businesses which calls for the
businesses to complete a remedial investigation and feasibility
study in the Puente Valley. EPA is also developing a planfcr a
remedial investigation and feasibility study in the E1 Mont~
area,, The Baldwin Park Proposed Plan further describes the
sta~2s of EPA projects in each area of the Basin.

Oralfg. Commmntor believes that EPA’s "�ontaluaent" objective Is "wars~
over" and "all wrong." Commentor does not believe that ant of the remedlal
alternatives evaluated in the Feaslbillty Study achieve real cleanup.
Commsntor believes that EPA should emphasize "total pore tonnage of T2h@
contaminants" and revise its plan to achieve "real cleanup."

~PA R~sponse: We disagree that EPA’s emphasis on "containment"
(i.e., migration control) will result in a meek or inappropriate
remedial response. EPAes remedy will limit the spread of the
contamination and remove a significant amount (whether measured
in pounds, kilograms or tons) of contaminant mass. See Response
B for additional explanation of the rationale for EPA’s
recommended extraction rates and locations.

oral]f0, commentor requested that ~& place additional paper coples of the
Feasibility Study at public l~brarles. ~ommentor also requested that ,copies
of the Responsiveness Summary be provided to all parties offering comments.

e~: After the public meeting, EPA placed an additional
paper copy of the Feasibility Study in the West Covina Public
Library to supplement the paper copies previously provided to the
Upper San Gabriel Valley Municipal Water District in El Monte and
the: San Gabriel Valley Municipal Water District in Azusa. The
water district offices are open to the public. EPA staff did
speak with a representative of the Baldwin Park library to,
determine their interest in making a copy of the Study available.
The library representative expressed no interest in receiving a
copy and was not sent one. Also see response to comment RB#1.

EPA will provide copies of all or part of the Responsiveness
Summary to all parties requesting a copy.
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Oral Comments by Mary Johnson, speaking as an individual

era1#11. Ms. Johnson expressed support for EPA’S proposal, noting ~het E~&
has �leaEl~ ezp1alned the reasoning behind its Proposed Plan. Ms. Johnson
expressed hope that the review and approval process would continue, to alLlnw
the c~u~m~ty to evaluate and support wise water qusl£tT decis~ns and
actions.

~pA Resvonse: Comments noted.

Oral Comments by Larry La Combe, Sierra Club National Water Resources "
Committee

Ora1#12. Mr. LaCoahe expressed concern over the d£fference £n estimated costs
between EPA’s proposed remedy ($4? m£11ion in cap£tsl costs) and for a
"conjunctive use" project proposed bI Metropolltan Water D£stEict ($100
nilllon in capital costs). Mr. La Combe also expressed support for
conjunctive use and concern about who will finance the clean up.

y~_~_~_~: EPA believes that $47 million is an accurate

feasibility study-level estimate for the capital cost of it:~
proposed remedy. EPAts goal in a Superfund feasibility study is

for the true cost to be no more than 50% above or 30% below the
estimated co~t.

EPA staff have not reviewed Metropolitan’s cost estimate, but
understand that it assumes additional treatment and distribution
facilities not necessary for cleanup.

Oral Comments by Bill Robinson, speaking as an individual

Oral~13, Mr. Robinson expressed h£s view that the EP& ~pproach is "best for
local hot spots," hut that conjunctive use £s superior due to is "wate:r
conserwationr water supply, and also wsteE cleanup eluents."

EP~ ResDonse: This comment duplicates written comments provided
by Mr. Robinson and others. See response to BR#1-7 and Response
D.
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Information Sources for Figure RS-1

1)

2)

3)

4)

5)

6)

8)

9)

lO)

11)

Initial Results of Shallow Zone Soil Matrix and Vapor Monitoring Well Sampling.
Azusa/Irwindal¢ Study Area, San Gabriel Valley. November 19, 1993. (submitted by
Aerojet)

Site Ass~ Report for Companion Soil Sampling and Installation and Sarapling of
Nested Soil Gas Probes. Former Hartwell Corporation Site, 701 West Foothill
Boulevard, Azusa, California. November 9, 1992.

Report for Contaminated Soil Excavation and Removal California Portland Cement,
Azusa Facility. April 1992.

Supplemental A Soil Gas Survey. Conducted at Davidson Optronics, 223 Ramona
Boulevard, West Covina, California. December 7, I993 (submittal was misdated 1992).

Preliminary Soil Investigation and Tank Closure Report. Dd-Powr Company, Inc., 735
North Georgia Avenue, Azusa, California. April 1991.

Vapor Monitoring Field Results, Third Episode. Noram Site, 204 South Motor Avenue,
Azusa, California. February 23, 1993.

Installation and Sampling of Soil Gas Vapor Test Wells. Pacific Precision Metals Facility
(AKA Tubing Seal Cap), 601 South Vincent Avenue, Azusa, California, 91702. July 24,
1992.

Vapor Monitoring Well Field Results, Third Episode. RPM-Merit, 145 South ![rwindale
Avenue, Azusa California. Ianuary 29, 1993.

Report of Supplementary Subsurface Investigation. Rubber Urethanes, Inc., !968 West
Foothill Boulevard, Azusa, California. December 23, 1992.

U.S. EPA’s San Gabriel Basin Groundwater Quality Data Base. March 24, 1994.

Preliminary August 1993 Soil Vapor Sampling Analytical Results. Oil and Solvent
Process Company, Azusa, California. (Submittal from Chemical Waste Management to
U.S. EPA). September 7, 1993.
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Paddy Lane TCE Data
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134 Cluster CTC Data (1989-1992)
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Table RS- 1
BALDWIN PARK RESPONSIVENESS SUMMARY

SUBAREA 1 COST COMPARISON: AIR SPARGING VS. PUMP AND TREAT

"" Estimated Cost
Description/Cost item ($1,000’s)

Construction Elements
Well Systems
Treatment Facility
Pipelines/Pumping/Blowers

Construction Subtotal

Bid & Scope Contingencies

Construction Total

Services During Construction
Land Acquisition

Total Implementation Cost

Engineering, Legal & Admin Cost

TOTAL CAPITAL COST

Pump/Treat

$912
$4,415
$3,465

$8,792

$3.077

$11,869

$1,187
$650

$13,706

$3,015

$16,721

Purveyor Reimbursement ($50/ac-ft)
Electrical Cost - Wells
Electrical Cost- Pump Stations
Electrical Cost- Treatment Facility
Treatment Plant Operations
Maintenance

"OTAL ANNUAL O&M COST

($686)
$864
$380
$173

$1,163
$176

$2,070

Elect- Blowers
Elect.-Vac. Pump

Net Present Worth of O & M Cost
@ 3 Percent
@ 5 Percent
@ 10 Percent

TOTAL NET PRESENT WORTH
@ 3 Percent
@ 5 Percent
@ 10 Percent

$40,570
$31,819
$19.512

$57,291
$48.540
$36,234

Air Sparging

$5.600
$3O0
$9O0

$6,800

$2,380

$9,180

$918
$1,100

$11,198

$2,464

$13,662

$0
$723
$270

$7
$101
$136

$1,238

$24,256
$19,023
$11,666

$40,977
$35,745
$28,387
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TABLE ES-2. ESTIMATED EXCESS LIFETIME CANCER RISKS USING CAL EPA CANCER SLOPE FACTORS (in
place of the slope factors assumed in the Baldwln Park Operable Unit Feasibillty Study}

. : ..... ;.’ ...... " .-~.,- ,’.-;;...: .... BT, OPE~’~CTORB ..’. ,~.

ingest in hal.

.............. (9:aZ)
1,2-dichloroethane (1) (1)

benzene
, ,,,     , .... ,,    ,, ,,,

carbon tetrachloride

chloroform

methylene chloride ,,

tetrach!oroethylene

, trich!oroethylene ..................

TOTAL RISK (using CAL EPA cancer
slope factors) ....

TOTAL RISK REPORTED IN BALDWIN
P~R~OUFS (41~19~)
.... ,.-     ,. ,,, ’~ .... ,,, , ..... ~_

0.1
,,,,

0.15

0.03
, || ¯     ,

0.014

el

0.15

0.02

0.0035

0.05 0.05

(1) (1)

6E-7

2E-7

RME,
Inhal

3E-6

7E-7

9E-7 5E-6

3E-7 7E-7

2E-8
. ,=

ave ¯
inhal

6E-7 3E-6

2E-7 ?E-7
, ,, ,

9E-7 5E-6

1E-7 1E-6

7E-9 7E-8

2E-6 IE-5

3E-6 1E-5

7E-6

2E-6

2E-6
,,,,,, ,

6E-6

2E-8

¯ 1E-5

2E-5

6E-6

NOTES:

3E-5 4E-5

, , ,,,,    , , .......

3E-5 (2) 3E-5

(1) Cancer slope factors listed in Table 5-7 of Baldwin Park OU Feasibility
Study are assumed since comment did not disagree with cancer slope factors used
for these compounds.

(2) Estimate incorrectly reported in Baldwin Park FS as 4E-5



,,, ,, ¯ ,,, ,, ,,,

Well No. Total

(n)    t~

MW5-02     1,8002 200-210

MWS~PO) ~o 18~uo

MWS..054 600 190-200

MW-OSP (3) 2.50 180-240

, ,    ,, w , ,,,,

MWS-O6P (3) 250

MW$:07 600

MW5-114 700

MWS-12 650

MWS-13 700

MW~-I4 650

. .MW.5-!5 7o0

MWS-16 600

.... , ......... , ,,,, ,. ,, .... j

Table RS- 3
Groundwater Monitoring Program- New WelJs

, , ,,,,,      , ,, ,,l ,, ....

2nd     3rd 4th Sth 6th
j, ,,

300-310 400-410 500-510 600-610 700-710

H,, ............ ,,,

400-410 500-$10 600-610 700-7/0

580-590

180-240

190200 390.400 580-$90

290-300 490-500 680690

250260 450-460 630-640

340-350 $10-520 680-690

, , i H , , , | , , i , ¯,,

250-260 450-460 630-640

,,,, ,, , ,,,,

190-200 45O-46O 680-69O

...... H,, ,,,.

340-350 460-470 590600

Perforated Intervals (fOt

800-810 Monitoring for most of the aquifer downgradient of Subarea 3 to fill ¯ data

, . .gap for remedial deaj~p~ and to rooM/or remedial effectiveness
800-810 900-910 Monitoring across the entire aquifer downgradient of Subarea 1 to I’d/t data

gap for remedial design and to monitor remedial effectiveness

Thrcc piezometets located around Cluster 4 to evaluate rcm~ial effcctivc~ess
of extraction, not needed for remedial design

Monitoring at Cluster 5 to pmvid© contaminant data for rtmcdM design prior
to installation of the extntctlon weU

Thrcc piczomc~eca located around Cluster 5 to evaluate ~medh! �ffectiveness
of extra.on, not ncx~[~ for remedial design
, , , - ,, , -

Three piezomc~’s locate! around C~uster 6 to evaluate remedial effeetlveaess
of extraction, not need for remedial deatgn

=, , , , H,, ,    ,            , .... , , ¯

Fill data gap for re.medial design and provide upgradicat catly warning
monitoring for ,Clustm" 5 during implcmcnt~, n ......

Monitoring at Clu=tcr 13 to provide contaminant data for remedial dc=ign
prior to insta~tlon of the extraoffon we.H

Upgradlent early warning monitoring for Clustcr 4 during implementation,
not needed for remMM design

i i    , ,          iH i,J       ,, , ,,                 ,L ,,,, _

FiLl data gap for remedial de=ign and pmvlde upgmdlent early warning
monitoring for Clusters I0 and 13 during implementation

Fdl data gap for remedial d~ign and ptovlde upgradlcnt early wamlng
monitoring for Cluster 4 during implementation

Pill data gap for remedM d¢=d~n and provide upgradicat early warning
mo~o~g for cz.=~ 6 d~g ~. p~,~.,.’--~n .........
Provide additonal dat= on vertical distribution of �ontamlnatlon at location of
known sh=Uow ¢on~tmlnafion

,,    ,    ,, , ,, l    l    II III l l
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Table RS- 3
Grvundwal~r Moni~orlng Program. New Walls

{l’rop=ed Plan Xlte=atl, e)

Well No.

MWS-17

MWSqS~

Tot~l
I~ - ’
(1t) 1~

700 500510

600 450-460

680-690

Perforated Intervals (ft)s

6th 7th Monitoring Well Purpose

~Subject to rcvhlon/~hang¢,
/MP monitoring wcll- other perforated in~rvah= 1,000-I,010; 1,200-1.210: 1,400-1,410; 1,600-1,610; 1,780--I790
3MP monitoring well-olhcr pea’lorelei intervals,= 1,000-1,010; 1,100-10110; 1,180-1,190
*to !~ loc~tcd at �Orl~ponding cxtra~on well chntcr s~�.

Providc additional data on the latcnd and vcrti~l cxt~t of contamlnalion
away from £a~i/ific.s in Subtn~a I

Monitoring at Clust~- 10 to prov~dcdccpercont~nt ~ts for n~medb.!
dC~ig~ prior to installation of the extraction wells
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